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1. Introduction 



Qn behalf of the Presidio Trust (Trust), Blasland, Bouck & Lee (BBL) has prepared this Fmal Corrective Action 
Plan (Final CAP) for the Building 1349 Study Area at the Presidio of San Francisco (Presidio), San Francisco, 
California (the Study Area or Site, Figure 1-1). A Site Investigation (SI) was previously conducted to 
characterize the nature and extent of potential soil and groundwater impacts at the Study Area. The SI was 
performed in accordance with the Draft Site Investigation Work Plan for the Building 1349 Area, Presidio of 
San Francisco, California (Treadwell & RoUo, Inc. [Treadwell & RoUo], 2002). Results of the SI were 
presented in the Draft Site Investigation Report for the Study Area, Presidio of San Francisco, California 
(Treadwell & RoUo, 2003a). Additional SI activities and corrective actions were previously performed at the 
Study Area and are discussed further in Section 2 (Montgomery Watson, 1995a, 1996 and 1999; International 
Technology Corporation- [IT], 1996 and 1999). 

As documented in the SI Report, the Study Area historically contained a petroleum hydrocarbon aboveground 
storage tank (AST). The Trust and the United States Army Corps of Engineers (USACE) investigated the Study 
Area in accordance with the California Regional Water Quality Control Board (RWQCB) orders and the 
California Department of Toxic Substances Control (DTSC) requirements to assess impacts to soil and 
groundwater associated with the storage, use, and release of petroleum- related chemicals related to the Building 
1349 AST. 

Using the information obtained during the various SI and corrective action activities, this Final CAP was 
prepared to evaluate potential remedial alternatives to address adverse risks due to the release of petroleum- 
related chemicals and select corrective actions for implementation at the Study Area. The corrective actions 
selected under this CAP are intended to protect human health, safety, and the environment and protect current 
and potential beneficial uses of water, to the extent possible. 

1.1 Presidio Baclcground 

The Presidio is located in the City of San Francisco, at the northern tip of the San Francisco peninsula (Figure 
1-1). The Presidio occupies approximately 1,480 acres and is bounded by San Francisco Bay on the north and 
the Pacific Ocean on the west. Densely populated residential areas of San Francisco border the Presidio to the 
south and east 

The Presidio was a U.S. Army (Army) installation from 1848 through 1994, serving as a mobilization and 
embarkation point during several overseas conflicts, medical debarkation center, and coastal defense for the San 
Francisco bay area. Industrial operations formerly performed at the Presidio are associated with maintenance 
and repair of vehicles, aircraft, and base facilities. The Presidio also contains several landfills used by the Army 
to dispose of municipal waste and construction debris. 

In December 1988, the Secretary of Defense's Commission on Base Realignment and Closure recommended 
closure of the Presidio. Under Pubhc Law 92-589, the presidio was transferred to the National Park Service 
(NPS) on October 1, 1994 and became part of the Golden Gate National Recreational Area (GGNRA). As 
required by the Base Realignment and Closure Act, the Army initiated environmental studies in conjunction 
with the transfer of the property. 

Section 103 of the Omnibus Parks and Public Lands Management Act of 1996, Public Law 104-333, 110 State 
4097 (Trust Act) created the Trust The Trust is a federal government corporation estabhshed to manage the 
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leasing, maintEnance, rehabilitation, and inprovement of the non-coastal portions of the Presidio (known as 
Area B). The Trust manages Area B in accordance with the general objectives of the General Management Plan 
Anerriment (GMPA) (NPS, 1994), Section 1 of the GGNRA Act (Public law 92-589, 86 Stat 1299, 16 USC 
460bb), and the Presidio Trust Management Plan (PTMP) (Trust, 2002). The NPS retains responsibility for 
Area A (the coastal portions of the Presidio) in accordance with the GMPA. The Trust assumed responsibility 
for remediation of both Areas A and B of the Presidio on Mey 24, 1999 ty signing the Presidio Memorandum of 
Agreement (MOA) and the Area A MOA. In addition, the Trust also entered into a Consent Agreement with 
DTSC anl NPS on August 30, 1999 (DTSC, Tmst, anl NPS, 1999). 

1.2 Study Area Background 

The Study Area is located in the western portion of the Presidio, approximately 300 to 320 feet above the 
Presidio lower low water datum of 1907 (PLLW), and sits on a topographic high point on the boundary between 
the Marina Groundwater Basin and the Coastal Bluffs Groundwater Basin. The Study Area is dehneated by 
Former Fill Site 5 and the western edge of Washington Boulevard to the west, Kobbe Avenue to the north, and 
Harrison Boulevard to the east (Figure 1-2). Former Fill Site 5 is located to the west of the Study Area and 
Former Landfill 4 is located to the east- southeast. The Study Area is located in the Presidio Forest planning area 
on the border of the Coastal Bluffs planning area in Area B of the Presidio and is subject to land uses identified 
in the PTMP (Trust, 2002). Current and planned land use at the Building 1349 Area is recreational, with 
special- status ecological species potentially present (Frier and Kalinowski, Inc - FKI, 2002). 

The Building 1349 location was originally occupied by an AST that was built in 1906 in conjunction with the 
Presidio-Wide Fuel Distribution System (FDS). The AST was used to store fuel-heating oil that was distributed 
throughout the Presidio using the former FDS. The AST was approximately 100,000 gallons. The AST was 
replaced by Building 1349 in the early 1950s. Figure 1-2 identifies the location of the former AST and 
associated FDS piping. The FDS was decommissioned in sections beginning in the 1940s and ending in the 
early 1960s. 

Building 1349 was a 100, 000- gallon steel AST built in the 1950s (identified as Former Building 1349 Tank on 
Figure 1-2). The AST (Building 1349) was used to store fuel oil and then diesel fuel which was off-loaded to 
tanker trucks for transportation to various locations in the Presidio. 

The USACF retained IT to perform the closure of Building 1349 in 1995. Closure activities occurred in 
October and November 1995 and included removing Building 1349 and its associated piping and excavating 
fuel- contaminated soil associated with former fueling operations at the Study Area. IT also conducted an FDS 
pipeline removal and abandonment project beginning in 1996 and removed the FDS pipelines within the Study 
Area (IT, 1999). 

1.3 Regulatory Framework 

As detailed in the RWQCB Order No. R2-2003-0080, Building 1349 is a known petroleum site requiring 
preparation and implementation of a CAP (RWQCB, 2003a). The RWQCB Order presents Site Cleanup 
Requirements (SCRs) for the protection of human health, ecological receptors, and water quality which were 
used to develop the CAP cleanup levels. 

This Final CAP was prepared in accordance with Task 6 of the RWQCB Order The Final CAP also fulfills the 
California requirements of Title 23, Cahfomia Code of Regulations (CCR), Division 3, Chapter 16, Article 11. 
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Cleanup levels for the Study Area are specified in this Frnal CAP. Petroleum contaminant cleanup levels are 
based on the SCRs listed in the RWQCB Order. Cleanup levels for non petroleum contaminants are based on 
the planned land use and site lithology(ies), and are selected in accordance with the Development of Presidio- 
Wide Cleanup Levels for Soil, Sediment, Groundwater, and Surface Water (EKI, 2002) (Cleanup Levels 
Document). Applicable state and federal laws pertaining to this CAP are identified and presented in Section 5.7. 

1.4 Public Participation 

A Draft CAP was prepared for public review and comment. On 2 March 2005, the Draft CAP was distributed to 
stakeholders, including the Presidio Restoration Advisory Board (RAB), NFS, and regulatory agencies. The 
Draft CAP was also available for public review at the Presidio Library. The Trust presented the Draft CAP to 
the RAB at a RAB meeting on 8 March 2005 and comments were invited through 30 April 2005. Comments 
were received from the RWQCB. This Final CAP includes revisions that were made to address RWQCB 
comments. The RWQCB comments and the Trust's response to comments are presented in Appendix A. 
Copies of this Final CAP are available for review at the Presidio Library, 34 Graham Street, Presidio of San 
Francisco, weekdays between the hours of 8 am and 5 pm. 
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2. Study Area Background 



This sa:tion discusses the geology and h^drogeology, and pirevious investigations and conective actions 
conpleted at the Study Area This section also desaibes the source, nature, and extent of petroleumr related 
ur^Hcts encountered in pirevious irTvestigations as well as recent quarterly groundwater monitoring results up to 
and including the second quarter 2004. 

2.1 Study Area Geology and Hydrogeology 

The following sections discuss the regional and site- specific geologic and hydrogeo logic conditions in the 
vicinity of the Study Area. 

2.1.1 Geologic Setting 

The Study Area is located on a prominent hill that slopes gently to the east- northeast and steeply to the west- 
southwest towards Baker Beach and the Pacific Ocean (Figure 2-1). Ground surface elevations in the immediate 
area range from approximately 320 to 300 feet PLLW. 

2.1.1.1 Regional Geology 

The Presidio is located in the California Coastal Range Physiographic Provenance. The local geology consists 
of Franciscan Formation bedrock units, which are overlaid by various overburden deposits. The Franciscan 
Formation consists of a complex assemblage of sedimentary, volcanic, and metamorphic rocks ranging in age 
from the Late Jurassic to the Late Cretaceous. The assemblage is a result of accretionary forces as the Pacific 
Tectonic Plate was subducted under the North American Tectonic Plate. These accretionary forces ultimately 
led to the intense folding, faulting, and shearing of the resultant Franciscan Formation. In the San Francisco 
area, the Franciscan Formation consists primarily of sandstone, shale, siltstone, radiolarian chert, and mafic 
igneous rocks such as serpentinite (Schlocker, 1974). The Study Area lies in an active seismic zone located 
between two major north-west trending fault systems, the Hayward/Rogers Creek system and the San Andreas 
system. 

At the Presidio, five bedrock units are recognized within the Franciscan Formation (EKl, 2002). These five 
units are: 

• Serpentinite - Serpentinite is an ultramafic rock composed mostly of magnesium and iron minerals. 
Serpentinite intrusives and coherent blocks of hard rock in a matrix of intensely sheared shale and 
serpentinite comprise most of the outcrops or exposed bedrock observed in the Presidio (Schlocker, 
1974). Serpentinite is a distinctive greenish-gray to bluish-gray rock that contains typically high 
concentrations of chromium, nickel, and cobalt (EKI, 2002). 

• Sheared Rock - The Sheared Rock Unit is a mixed bedrock unit that consists of a soft, highly sheared 
clayey unit of serpentinite, shale/siltstone, or both, in which occur coherent blocks of Jurassic/ 
Cretaceous Sedimentary Rock and serpentinite. 
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• Jurassic/Cretaceous Sedimentary Rocks - Jurassic/Cretaceous Sedimentary Rock is a bedrock unit that is 
made up of interbedded sandstones, shales, and occasional conglomerates. 

• Greenstone - Greenstone is a bedrock unit made up of dark green meta- basalt that occurs interbedded 
with the Jurassic/Cretaceous Sedimentary Rocks and the Chert/Shale. 

• ChertyShale - Chert/Shale is a bedrock unit made up of alternating beds of hard, red-brown chert and 
softer, red- brown shale. It occurs interbedded with greenstone and Jurassic/Cretaceous Sedimentary 
Rocks. At the Presidio, both Greenstone and Chert/Shale are exposed in minor outcrops only along the 
Coastal Bluffs. 

Three main soil types are recognized at the Presidio. These include serpentinite soil, Colma Formation, and 
beach dune sand (EKI, 2002). The Colma Formation and beach dune sand are both unconsohdated sediments 
deposited on top of bedrock. Serpentinite soils are derived from serpentinite bedrock. As described above, 
serpentinite is a distinctive greenish- gray to bluish- gray rock that tends to weather to poorly formed soils in a 
wide range of grain sizes. The Colma Formation is Pleistocene in age and consists of fine- to medium- grained 
sand with moderate amounts of silt and clay that was deposited in esturine and coastal environments. Beach 
dune sand is characterized at the Presidio as highly permeable, clean, well- sorted sand that is yellowish brown to 
light gray in color. 

Several secondary soil types are also recognized at the Presidio, including Quatemery slope debris and ravine 
fill. Slope debris and ravine fill is described as highly variable combinations and percentages of silts, clays, 
sands, and gravels. The slope debris and ravine fill is generally associated with landslide deposits and soil 
derived from any of the three main soil types recognized in the Presidio (Colma Formation, beach dune sand, 
and serpentinite) (EKI, 2002). 

2.1.1.2 Study Area Geology 

Figure 2-2 presents a conceptual stratigraphic cross-section across the Study Area. Soil borings at the Study 
Area indicate that unconsolidated overburden deposits range from approximately 10 to 40 feet thick. These 
unconsolidated overburden deposits overhe Franciscan Formation bedrock. 

Overburden 

Soil beneath the Study Area generally consists of Quaternary slope debris and ravine fill. While quaternary 
beach dune sand deposits have been mapped as occurring at the eastern edge of the Study Area (EKI, 2002 and 
Schlocker, 1974), it is noted that the mapped contacts have not been field verified (EKI, 2002). A review of 
boring logs from previous Sis (Montgomery Watson, 1995a and 1996 and Treadwell & RoUo, 2003a) indicates 
that beach dune sand is not present in the Study Area. These boring logs indicate that overburden soils 
throughout the Study Area consist of relatively low permeability silty sand and silty clay. The description of 
these deposits is consistent with slope debris and ravine fill, not the highly permeable, clean, and well sorted 
beach dune sand. The overburden deposits in the Study Area also have frequently been noted to contain 
weathered fragments of local bedrock. The local bedrock is described below. 

As noted above, beach dune sand is not found in the Study Area and the Colma Formation is not mapped in the 
vicinity of the Study Area and not expected to occur in highland regions of the Presidio such as the Study Area. 
The slope debris and ravine fill found at the Study Area appear to be derived from serpentinite soils and the 
underlying Franciscan Formation. The slope debris and ravine fill deposits at the Study Area are expected to 
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contain matEiials with geochemical charactEristics of the serpenlinite soil types as well as the shales, siltstones, 
sandstones, and serpentinite. 

Bedrock 

The slope debris and ravine fill unit overiie Franciscan Formation bedrock (Figure 2-2). The Franciscan 
Fonnation has been observed in the Study Area and is interpreted to be approximately 10 to 40 feet below 
ground surface (bgs). Based on drilling conditions and boring logs, it appears that the upper 45 feet of the 
Franciscan Formation is highly weathered, fractured bedrock with interbedded zones consisting of weathered 
clay and silt. The Franciscan Formation in the Study Area consists primarily of serpentinite. Sheared Rock, and 
Jurassic/Cretaceous Sedimentary Rock units described in Section 2.1.1.1. 

In June 1994, Resolution Resources, Inc. conducted a high- resolution seismic reflection survey at the Study 
Area to further assess the depth to the bedrock surface and determine whether seismic faults are present. The 
results of the survey indicated that many fault and fracture zones bisect the Study Area (Montgomery Watson, 
1996). 

Based on a review of boring logs in the vicinity of the Study Area, up to three apparent faults were identified 
(Figure 2-2). The faults appear to displace two distinct blocks of the Franciscan Formation consisting mainly of 
serpentinite relatively upward from two blocks of Franciscan Formation consisting of mainly siltstone and shale. 
The southeastern- most interpreted fault is believed to trend approximately northeast to southwest. It is likely 
that other interpreted faults may parallel this fault trend orientation. 

2.1.2 Hydrogeology 

2.1.2.1 Groundwater Monitoring Well Network Description 

The Study Area is located on a topographic high point and local groundwater recharge zone at the boundary of 
the Marina Groundwater Basin and the Coastal Bluffs Groundwater Basin. A total of nine monitoring wells are 
associated with the Study Area. Five additional monitoring wells are located to the west- southwest of the 
Building 1349 Study area in adjacent Former Fill Site 5. The fourteen monitoring wells are used to evaluate 
hydraulic conditions at the Study Area. It should be noted that former monitoring well 1349MW03 was located 
in Former Fill Site 5, but was abandoned in 2002 to accommodate remedial excavation activities in that area. 
Current well, 1349MW03R, was installed near the former well 1349MW03 location to serve as a replacement. 

The Study Area monitoring wells are constructed with their well screen intervals within the Franciscan 
Formation. Well screens are between 10 and 17 feet long with the top of screen elevations ranging between 
approximately 272 to 285 feet PLLW. The top of the well screens are located between 5 and 28 feet below the 
top of bedrock. The screened intervals for Study Area monitoring wells generally intersect the apparent static 
water level at each location. 



2.1.2.2 Groundwater Occurrence and Flow 

Apparent static groundwater elevations (groundwater elevations) occur at approximately 280 to 272 feet PLLW 
at Study Area monitoring wells. Groundwater elevations decrease to the southwest of the Study Area to 
approximately 220 feet PLLW in the adjacent Former Fill Site 5 area (Table 2-1 and Figure 2-3). Average depth 
to groundwater ranges between 26 feet bgs at well 1349MW102 and 39 feet bgs at well 1349MW103. Seasonal 
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giDundwatBr seeps are reported to occur more than 500 feet to the southr southwest of the Study Area, at the 
western edge of Former Frll Site 5. 

Groundwater at the Study Area occurs primarily within the Franciscan Formation As noted previously, the 
Franciscan Formation is highly deformed and fractured Groundwater flow occurs within secondary porosity 
created ty the fracture networks and the relative permeability is expected to be variable, but generally low based 
on the amount of secondary mineralization in individual fractures. It has been noted in individual boring logs 
that some ^parent fractures were remineralized or in-filled with cleys. Groundwater monitoring well purge 
records were evaluated to estimate the hydraulic conductivity of the water bearing zone in the Study Area 
Hydraulic conductivities were found to vary, ranging between IxlQ* to 1.6x10^ cm/sec. The specific yields of 
Study Area monitoring wells also vary. Purge records indicate that sustained punping at rates as low as 0.2 
gallons per minute (gpm) cannot be sustained without dewatering wells in a relatively short period of time (less 
than one hour). As such, the influence of ardsotropy should be considered when evaluating hydraulic conditions 
at the Study Area The combination of low permeability, relatively low hydraulic gradients, and adsotrDpy 
combine to mate interpretation of local groundwater flow direction proximate to the Marina and Coastal Bluffs 
grDundwater basin divide challenging. 

Frgure 2-3 depicts the groundwater elevations at the Study Area and the adjacent Former Fill Site 5 area 
Analysis of the potentiometric data indicates that a relatively steep hydraulic gradient exists to the southwest of 
the Study Area near Former Frll Site 5. Based on potentiometric data in that area, the ^parent groundwater 
flow direction is to the southwest from monitoring well 13491V1W102 towards well LF5GW100. However, the 
potentiometric surface beneath most of the Study Area is indicative of a recharge area and is relatively flat with 
a general radial flow pattern Within this area, groundwater elevation data indicate two localized potentiometric 
highs both to the southwest and northeast of Washington Boulevard and separated ty a slight potentiometric low 
in the vicinity of well 13491V1W100. The highest potentiometric elevation is found at well 1349MW102. The 
relative potentiometric highs and lows observed on Frgure 2-3 are consistent with historic groundwater elevation 
data seen in Table 2-1. Furthermore, the high groundwater elevation at well 1349MW102 is noted to be in close 
proxiraity to the grDundwater basin boundary depicted in Figure 2-3, taten from the Cleanup Levels Document 
(EKl, 2002). Recent groundwater elevation data {Treadwell and Rollo, 2005) indicate slight variability in the 
apparent groundwater flow direction to the approximate west of the interpreted groundwater basin boundary (see 
Figures A-5-1 and A-5-2 in Appendix H). Such local variations are likely a result of changes in seasonal 
recharge, infiltration, and evapotranspiration rates. These subtle variations are typical of those observed in 
fractured bedrock aquifer recharge areas and the data suggest that overall hydraulic gradients are still relatively 
flat with a general radial flow pattern. It should also be noted that subtle variations in apparent groundwater 
elevations are likely influenced by the shape of the bedrock surface and the orientation of known fault zones. 
These features may also influence the apparent groundwater flow direction, especially towards the west of wells 
1349MW100 and 1349MW102. 

Geochemistiy 

Hydrogeochemical conditions at the Study Area were evaluated based on groundwater samples collected from 
monitoring wells within the Study Area (see Table B-5 and B-11) and adjacent Former Fill Site 5 (data 
evaluated from Treadwell & Rollo, 2004 - Appendix A-9). Groundwater in most wells in the Study Area 
exhibits characteristics typical of a groundwater recharge area with moderately oxic conditions and circum 
neutral pH, based on average concentrations of dissolved oxygen content and pH. However some variability in 
hydrogeochemistry is observed across the Study Area. This variability is attributed to both anthropogenic factors 
(presence of petroleum hydrocarbons in the groundwater system) and natural factors (differing geochemistry of 
rock or overburden materials and differing groundwater flow regimes). Some examples of this variability are 
discussed below. 
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• The pH of some wells screened in serpentinite, particularly wells 1349MW03R, 1349MW103, and 
1349MW105, are slightly more alkaline with observed average pH of up to 7.8. This is within the range 
of pH values observed in other Presidio upland wells screened within serpentinite or in areas where 
groundwater is influenced by serpentinite (Montgomery Watson, 1998). 

• The hydrogeochemistry of some wells exhibit evidence of anoxic, or reducing, conditions based on the 
levels of dissolved oxygen, dissolved iron, and sulfate. For example, reducing conditions are observed 
in well 1349MW100 as noted by its relatively low dissolved oxygen content, elevated dissolved iron, 
and low sulfate concentrations. As discussed in Section 2.4.6, well 1349MW100 is impacted by 
petroleum hydrocarbons. Bacteria involved in the natural degradation of petroleum hydrocarbons in 
groundwater typically consume available oxygen, resulting in localized reducing conditions. 

An evaluation of spatial trends in hydrogeochemistry can provide further insight into understanding 
groundwater flow in complex anistropic systems such as the system present at the Study Area. To further 
evaluate the hydrogeochemistry of the Study Area, the relative abundance of typical anion and cation pairs as 
well as total dissolved solids (TDS) concentrations, based on data presented in Table B-5 and Table B-11 and 
Appendix A-9 (for Former Fill Site 5 wells) of the Semiannual Groundwater Monitoring Report (Treadwell & 
Rollo, 2004), were evaluated. Two methods for evaluating hydrogeochemistry were used, which involve 
plotting the concentration in milliequivalents per liter (meq/1) or relative abundance of anions and cations on 
Piper plots and Stiff diagrams, respectively. A summary of this observed geochemical variability is shown on 
Stiff diagrams on Figure 2-3A and Piper plots on Figures G-1 and G-2 in Appendix G. The groundwater data 
presented in these figures are from the March 2004 groundwater sampling event. 

In general, the data suggest that two distinct groundwater types exist at the Study Area based on geochemical 
signatures. Wells located generally to the westof the inferred groundwater divide, including wells 1349MW101 
and LF5GW100 through LF5GW104, tend to have modest TDS and can be classified as magnesium 
(Mg)/sodium (Na)-chloride (Cl)/bicarbonate (HCO3) type water. WeUs generally to the east of the giDundwater 
divide (1349MW103, 1349MW104 anl 1349MW105), or ImmedlatBly to the west of the divide (1349MW01), 
have relatively ligh TDS and can be chaiactBrized as Mg- CI type water. Otherwells, including 1349MW02 and 
1349MW102, generally have geochenical signatures that indicate a rrdxture of the two described groundwater 
types. Well 13491V1W100, as depicted on these figures, has a geochenical srgnature that is sinilar to Mg/Na- 
Cl/HCQ water, but exhibits a relatively high TDS content. It should be noted that during other ncnitoring 
periods, the relative Na contribution is less and the relative CI contribution is higher in 13491VIW100, thus 
producing a signature indicating a rrdxture between the two main types of waters described 

Well 1349MW100 also has a relatively high HCQ contribution in relation to the other wells, in addition to 
virtually no sulfate contribution. Because the degradation of petroleum hydrocarbons can often lead to enriched 
HCQ and depleted sulfate, this observation suggests that the groundwater in this area has been affected by 
natural degradation of petroleum l^^drocarbons. Groundwater at well 1349MW03R has a geochenical signature 
that is unique from the other wells. The difference is due to a lower relative contribution of CI at this location. 
With the exception of the relatively low CI concentration at this location, the geochenical signature would be 
very siraUarto the Mg/Na-Cl/ HCQ waters seen in this area. 

Waters dominated by Mg and CI are not common; however, these types of waters could be locally characteristic 
of rocks containing serpentinite, which is Mg-rich and could also contain a significant fraction of dissolvable 01 
as indicated by Sharp and Barnes (2004). Previous hydrogeochemical studies at Presidio uplands areas 
associated with serpentinite indicate that groundwater has a strong Mg component that is associated with the 
serpentinite (Montgomery Watson, 1998). The wells that exhibit a Mg-Cl signature are screened within 
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fractured serpentinitE and are located within the area with a generally flat potentiometric surface as indicated in 
Figure 2-3. Wells exhibiting a mixed geochemical signature are screened either in serpentinite or shales/ 
siltstones of the Sheared Rock or Jurassic/Cretaceous Rock units, but are also within the area of the relatively 
flat potentiometric surface. This would suggest that a mixing zone mey exist near the apparent groundwater 
divide. 



2.1.2.3 Summary of Hydrogeologic Conditions 

Based on the evaluation of groundwater elevation data and geochemical data, it is apparent that groundwater 
flow in the Study Area is anisotropic, influenced by the fracture flow network and bedrock geometry. A general 
radial flow pattern exists in the vicinity of the groundwater divide and recharge area and temporal variations in 
apparent groundwater flow direction, while minor, may be observed based on local recharge conditions. Two 
groundwater types are observed in the Study Area with a mixing zone that is roughly coincident with the 
apparent groundwater divide, which is located to the east of Washington Boulevard. The direction of 
groundwater flow becomes more consistent and better defined with distance away from the groundwater divide, 
with flow to the east (the Marina Groundwater Basin) and to the west (the Coastal Bluffs Groundwater Basin). 
This is especially evident towards the west in the general area of Former Fill Site 5 where a steeper hydraulic 
gradient is observed and a greater number of downgradient wells exist to effectively interpret apparent 
groundwater flow direction. The existing groundwater monitoring well network is sufficient for monitoring 
groundwater hydrogeologic conditions to the east of the apparent groundwater basin divide as well as to the 
west, north, and south of Washington Boulevard. 

2.2 Source Areas 

This section presents a summary of the potential sources of contaminant releases at the Study Area, including 
operational histories. Based on a review of the known Site history (Section 1.2), the following contaminant 
source areas have been identified for the Study Area: 

• Former fuel oil AST: Former Building 1349 contained a 100,000-gallon fuel oil AST which was 
constructed in 1906 in association with the FDS. Fuel oil was stored in the AST and distributed 
throughout the Presidio via the FDS. 

• Former diesel oil AST (i.e., Former Building 1349): The fuel oil AST was replaced in the 1950s by a 
100,000-gallon steel AST. The replacement AST was initially used for fuel oil storage and then was 
converted to diesel fuel storage. A fuel dispensing structure was reportedly installed along Washington 
Boulevard for dispensing the diesel from the tank to fuel trucks which would then transport the diesel to 
various locations throughout the Presidio. An underground pipe connected the AST to the fuel 
dispensing structure. 

• Former FDS piping: The FDS, a network of pipelines built in the early 1900s, distributed fuel oil 
throughout the Presidio. The FDS ceased operations and was decommissioned in sections beginning in 
the 1940s and ending in the early 1960s. 
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2.3 Special Study Area Feature (Telecommunications Conduit) 

A telecommunications conduit is located on the eastern side of Washington Boulevard (Figure 2-4). This 
conduit contains a fiber-optic telecommunications cable owned by the Trust The conduit is approximately 2- to 
2.5-feet wide and 2.5-feet deep. The top of the conduit occurs at approximately 1-foot below grade. It is 
important that any corrective actions do not unduly threaten or damage the integrity of this line. Appropriate 
measures would need to be implemented to carefully protect or re-route this line to allow potential corrective 
actions to be conducted. This is further discussed in Section 4.0. 



2.4 Previous Investigations and Corrective Actions 

This section discusses the results of previous investigations and corrective actions conducted for the Study Area. 
Two previous corrective actions by the Army have occurred at the Study Area involving (1) the demolition and 
removal of Building 1349 and its associated piping and (2) the removal of the former FDS at the Study Area. 
There is no information regarding the removal of the former AST which was replaced by the Building 1349 
AST in the early 1950s. It should be noted that these past corrective actions have effectively addressed the 
majority of petroleum- related impacts in the Study Area. This Final CAP proposes corrective actions for the 
remaining petroleum- related impacts, some of which are located in areas where corrective actions have proven 
to be difficult due to sensitive Study Area infrastructure and geologic conditions, as discussed below. 

The chemical analytical results described below are discussed in the context of action levels and/or screening 
levels that were used at the time of each investigation or corrective action, where available. These action levels 
and/or screening levels for petroleum hydrocarbons are equivalent to the SCRs adopted by the RWQCB in 
Order No. R2-2003-0080 (RWQCB, 2003a) for the Presidio and are the cleanup levels selected for this CAP 
(Section 3.2). Figures 2-4 through 2-7, which are referred to below, present the chemical results exceeding CAP 
cleanup levels. Tables in Appendices B and C provide the analytical data from the previous investigations and 
corrective actions. 



2.4.1 1995-1996 Site Investigation 

The USA CE retained Montgomery Watson to conduct an SI in three phases to determine the vertical and lateral 
extent of soil and groundwater contamination (Montgomery Watson, 1995a, 1996). The SI was initially 
conducted in response to a visual observance of stained soil downgradient from Building 1349. For discussion 
purposes, the results of the 1995-1996 SI are discussed relative to CAP cleanup levels (Section 3.2), as no 
screening levels were used in the SI. 

Phases 1 and 2 (Montgomer)/ Watson, 1995a) 

During Phase 1 in August 1993, the Army advanced 14 soil borings (1349SB01 through -13; 1349DB01) to 
depths ranging from 4.5 to 45 feet bgs (Figure 2-4). One grab groundwater sample and 51 soil samples were 
collected and analyzed for total petroleum hydrocarbons (TPH) as diesel (TPHd); benzene, toluene, 
ethylbenzene, and xylenes (BTEX); and metals. 

In February 1994, Phase 2 of the SI was conducted to better define the extent of hydrocarbon contamination in 
the area of the drainage gully between the Building 1349 concrete pad and Washington Boulevard. Eight 
additional soil borings (1349SB14 through -21) were installed to depths ranging from 15 to 40 feet bgs 
(Figure 2-4). A total of 37 soil samples and one grab groundwater sample were collected during the Phase 2 SI 
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and analyzed for TPHd and BTEX . Immunoasscy screening tests for TPHd were also conductjed at six locations 
to assist in locating shallow soU borings. 

Results of the Phase 1 and 2 sarrpling indicated elevated TPH soU concentrations above cleanup levels in the 
area of the gully, between the Building 1349 concrete pad and Washington Boulevard TPHd-extractable 
(TPHd-e; representing hydrocarbon patterns resembling diesel fuel or fuel oU) was detected at a maximum 
concentration of 170,000 milligrams per kUogram (mg/1^) at 1 foot bgs in this area (Appendix C) which 
exceeds the TPHd ecological cleanup level of 700 mg/1^. The source of this contamination was believed to be 
either a surface spill of diesel and/or fuel oil near the gully or an underground pipeline leak between the fuel 
dispensing stmcture and the AST. Toluene, ethylbenzene, and xylenes were detected below cleanup levels at 
maximumconcentrationsof 1.1, 2.6, and 20 mg/1^ in the area of TPH contamination (Appendix C). 

Metals detected at concentrations exceeding serpentirdte bacl^round values for the Presidio (EKl, 2002) were 
arsenic, beryllium, copper, lead, mercury, vanadiurn, and zinc (Appendix C). Metals detected in soU above 
serpentirdte bacl^round and cleanup levels were arsenic and vanadium A statistical evaluation of metals, 
including an analysis of their occurrence with TPH, ethylbenzene, and xylenes, was conducted in the 1995 SI 
Report (Montgomery Watson, 1995a). The evaluation demonstrated that the distributions of TPH, 
ettylbenzene, and xylenes, which were associated with large standard deviations and stewness coefficients, 
were consistent with the existence of a fuel contamination at the site. In contrast, the distributions of metals 
were much smaller and fairly consistent Average concentrations of all analytes (metals, TPH, ethylbenzene, 
and xylenes), corresponding to each quartile of the TPH levels, were then calculated The average quartile 
concentrations of ethylbenzene and xylenes showed a strong relationship to the TPH levels. This is expected as 
they are constituents of diesel and fuel oil, which are measured as TPH In contrast, the average metal levels of 
the sarrples corresponding to each of the four TPH quartiles were statistically equivalent. Based on this 
evaluation, Montgomery Watson concluded that metal levels in soil at the Study Area are unrelated to the TPH 
levels in the area, and with the exception of one lead result of 126 mgfkg (1349SB09 at 0.5 foot bgs), were 
assumed to be naturally occurring. The lead result is below the ecological special- status cleanup level of 160 
mgG^. 

The two grab groundwater sarrples were collected from boringsl349SB09 and -19, both on the west side of 
Washington Boulevard, downslope of the drainage gully. TPHd was detected at 110,000 rmcrograms per liter 
(pg/L), above the cleanup level of 880 pg/L, in boring 1349SB19. Xylenes were detected below the cleanup 
level in the same boring. TPHd-e was detected at 110 pg/L in boring 1349SB09 (Appendix C tables). Low 
concentrations of total metals (chromium, copper, iron, manganese, rdcM, vanadium, and zinc) were also 
detected in groundwater 

Pl^^sical and biological tests were also conducted on a few soU sarrples to assess the viability of various 
remediation technologies for soil at the Study Area, such as bioventing, in- situ Uoremediation, and soU vqx)r 
extraction (SVE). The results of these analyses indicated that there is an availability of indigenous 
micrDorganisms, adequate supplies of nitrogen and phosphorous, and absence of environmental toxins to those 
microorganisms. These results are further discussed in the context of possible corrective actions in 
Section 4.5.4. 

Phase 3 (Montgomeiy Watson, 1996) 

In July and August 1995, the Army conducted an Additional SI (Phase 3). The objectives of the Additional SI 
were to: (1) further assess the extent of saturated zone contamination; (2) better define site geology; (3) collect 
soil and groundwater samples; and (4) install groundwater monitoring wells to monitor the site hydrogeology 
and water chemistry. Nine soil borings (1349SB22 through -30) were drilled to depths ranging from 38 to 58 
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feet bgs (Figure 2-4). A total of 68 soil sarrples were collected from 5 to 58 feet bgs and analyzed for TPHd-e. 
TPHd-e was detected at all sairple locations, with a maximum concentration of 990 mg/1^ at 1349SB25 at 40 
feet bgs, which was below the water table at approximately 36 feet bgs. Concentrations of TPHd-e in this 
boring were 7. 7 wg/\sj and less from the surface to 30 feet bgs (Appendix C tables) . A pattem of relatively low 
TPHd-e concentrations in shallower sarrples, but elevated TPHd-e concentrations at depth, was also noted in 
borings 1349SB23, -26, and -28. However, all concentrations of TPHd-e in sarrples collected above the water 
table were below the cleanup levels. 

Two surface soil sarrples (1349SS01 and -02) were also collected in the area of visually stained soil and 
analyzed for polycyclic arorratic hydrocarbons (PAHs). Only pyrene was detected at 3 mg/1^ in sarrple 
1349SS02, below the cleanup level (Appendix C). 

One grab groundwater sanple was also collected from each of the nine borings and analyzed for TPHd-e and 
BTEX. TPHd-e was detected in groundwater at borings 1349SB22, -25, and -27 (west and south of former 
Building 1349), with a maximum concentration of 24,000 pg/L at 1349SB25, exceeding the cleanup level of 
880 pg/L (Appendix C tables). Soil sarrples from this boring also had the highest concentrations of TPHd-e of 
the sarrples collected during Phase 3. 

Basedontheresdtsof the grab groimdwatersarrples, three borings (1349SB26, -28, and -30) were coiivertjed to 
mordtDring wells (1349MW01 through -03) and sarrpled in August 1995. The groundwater sarrples were 
analyzed for TPHd-e and BTEX. No chenicals were detected in these sarrples (Appendix C tables). 

2.4.2 Building 1349 AST Removal 

In October and November 1995, the USAGE implemented a removal action involving the demolition and 
removal of Building 1349 (100,000-gallon AST) and its associated piping and excavation of fuel- contaminated 
soil associated with former fueling operations at the Site (IT, 1996). The tank was prepared for demolition by 
triple- rinsing it using a high- pressure hydro blaster The tank was then inspected for structural integrity and 
determined to be in sound condition, with no holes or failures. 

EoUowing the demolition and removal of the Building 1349 AST and associated piping, soil excavation 
activities occurred in three areas, labeled as Areas 1, 2, and 3 on Eigure 2-4. The Area 1 excavation was 
approximately 35 by 25 feet and extended to an approximate depth of 7 feet bgs. Excavation Areas 2 and 3 
were located on either side of the telecommunications conduit located parallel to Washington Boulevard, in the 
vicinity of the TPH contamination identified in the SI (Montgomery Watson, 1995a, 1996). The Area 2 
excavation was approximately 70 by 25 feet and extended to a maximum depth of approximately 12 feet bgs. 
The Area 3 excavation was approximately 40 by 50 feet and extended to a depth of approximately 13.2 feet bgs. 
All three areas were backfilled with approximately 700 yards of controlled density fill. Excavation Areas 1 and 
2 were backfilled with controlled density fill to a minimum of 6 feet below grade and Area 3 was backfilled to 
within 1 foot of grade to facilitate the repaving of Washington Boulevard (IT, 1996). In addition, approximately 
300 yards of pre-approved clean sand fill was backfilled on top of the controlled density fill at Areas 1 and 2 
(IT, 1996). 

Post- excavation samples were collected to characterize the limits of the excavations. Action levels used during 
the process were from the Euel Product Action Level Development Report (EPALDR; Montgomery Watson, 
1995b); it is noted that these action levels are equivalent to the SCRs adopted by the RWQCB in Order No. R2- 
2003-0080 (RWQCB, 2003a) for the Presidio and are the cleanup levels selected for this CAP. Immunoassay 
tests were initially used to indicate whether TPHd concentrations were below the action levels. Post- excavation 
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confirmation soil sanples were tien collected at each of the three areas and analyzed for TPHd, BTEX, and 
PAHs by a certified laboratory. Post-excavation confirmation data indicated the removal of all soils containing 
chemical concentrations in excess of the action levels with the exception of soils located directly underneath the 
telecommunications conduit (Figure 2-6). Soil excavation could not continue in this area without conpromising 
the integrity of the telecommunications conduit Soil overleying the conduit was removed during this remedial 
actioa The dimensions of the soil column beneath the conduit across Areas 2 and 3 measured approximately 75 
feet long ty 6 feet wide and 12 feet bgs. 

Soil sarrple results for the soil left in- place beneath the conduit are provided in Tables B-3 and B-4. Based on 
the results of nine post-excavation confirmation soil sanples, concentrations of TPHd in soil left in- place under 
or immediately adjacent to the conduit ranged from 14,000 to 24,000 mg/1^ in the 3 foot bgs interval; 13,000 to 
14,000 mgO^ in the 4 to 6 foot bgs interval; and 3,200 to 10,000 wgfkg in the 12 foot bgs interval (Table B- 1). 
Elevated concentrations of PAHs were also detected in soil under the telecommunications conduit 
Concentrations for naphthalene and benzo(a)pyrene ranged up to 51 and 89 wg/\sj, respectively. In addition, 
several PAHs, including benzo(a)anthracene, benzo(a)pyrene, benzo(b)flouranthene, benzo(k)flouranthene, and 
chrysene, were reported as non-detect in laboratory data; however, the analytical reporting limits (RLs) for these 
PAHs were several times greater than their corresponding cleanup levels for the area BTEX were not detected 
above their respective action levels in the post excavation confirmation sanples. 

2.4.3 FDS Removals 

In 1996 and 1997, the USAGE retained IT to remove all Presidio-wide piping associated with the former EDS 
(IT, 1999). The EDS removal actions included the: (1) removal of EDS piping or abandonment in place of EDS 
piping located in inaccessible and/or sensitive areas; (2) assessment of soil in EDS removal sections via field 
and laboratory analysis of soil samples; (3) excavation of petroleum hydrocarbon- affected soils and recycling 
and/or disposal of soils; and (4) restoration of each EDS removal section, including backfilling, paving, planting, 
and/or reseeding. IT divided the EDS removal action into 50 locations, each with its own trench and pipeline 
description, summary of excavations, and site-specific soil action levels. The soil action levels were the SCRs 
obtained from RWQCB Order No. 96-070 (RWQCB, 1996); it is noted that these action levels are equivalent to 
the SCRs adopted by the RWQCB in Order No. R2-2003-0080 (RWQCB, 2003a) for the Presidio and are the 
cleanup levels selected for this CAP. 

Two EDS pipeline removal actions, MT-6 and MT-7, occurred in the vicinity of Building 1349 (IT, 1999). At 
these areas, soils were excavated beyond the pipe trench to meet the applicable soil action levels. The MT-6 
section of piping within the Study Area boundaries originated at Building 1349 and trended northeast to Kobbe 
Avenue (Eigure 2-4a). Approximately 550 linear feet of 6-inch pipehne were excavated and removed from 
section MT-6 within the Study Area. All piping which was located within the Study Area in section MT-6 was 
removed. Two nearly parallel trenches, approximately 250 to 300 feet long by 2 feet wide and 3 to 6 feet deep, 
were excavated within the Study Area (Eigure 2-4a). 

The MT-7 section of piping within the Study Area boundaries originated at Building 1349 and trended generally 
east to Harrison Boulevard (Eigure 2-4a). Approximately 500 linear feet of pipeline were excavated and 
removed from section MT-7 within the Study Area. All piping which was located within the Study Area in 
section MT-7 was removed. The MT-7 removal consisted primarily of three trenches within the Study Area 
(Eigure 2-4a). The two northern trenches were approximately 175 feet long by 2.75 wide, and the southern 
trench was approximately 75 feet long by 2.75 feet wide. Minor trenches to the former AST were also 
excavated. The excavation depths varied from 1.5 to 6 feet bgs. 
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ImmunDassc^ test results for sarrples collected along the Mr-6 and MT-? trench excavations indicated that all 
TPH and PAH concentrations were below action levels, except in three areas which were over- excavated (i.e., 
FDS Remedial Excavations South, Middle, and North). These three excavations were conpleted in the area 
north of Building 1349, where the two parallel FDS pipelines in section Mr-6 (trending north/south) met the 
east/west trending pipeline associated with section MT-7 (Figure 2-4a). The total volume of soils excavated 
from the three FDS Remedial Excavations was ^proximately 190 cubic yards. Post-excavation confirmation 
soil sarrples were collected from the bottoms and sidewalls of the FDS excavations and analyzed for TPH and 
PAHs by immunoassey analysis. Ten percent of the sanples were also analyzed at an off- site laboratory for 
TPHd, TPH as fuel oil (TPHfo), and PAHs. Immunoassey and laboratory analytical results for confirmation 
sanples indicated that soils exceeding the action levels were left in-place at the following FDS Remedial 
Excavations (Figure 2-4a and Appendix C tables) : 

• FDS North: TPH was measured at >1,380 mg/kg and PAHs at >5.0 in four samples; laboratory results 
for sample FM06043W04 confirmed TPHd at 1,400 mg/kg, TPHfo at 1,800 mg/kg, and benzo(a)pyrene 
at 0.36 mg/kg; 

• FDS Middle: TPH was measured at >1,380 mg/kg and PAHs at >5.0 in two samples; laboratory results 
for sample FM07044W09 confirmed TPHd at 1,300 mg/kg, TPHfo at 1,800 mg/kg, and benzo(a)pyrene 
at 0.30 mg/kg; and 

• FDS South: TPH was measured at >6,856 mg/kg and PAHs at >5.0 mg/kg in two samples and TPH was 
measured at >1,380 mg/kg in one confirmation sample. 

The northern portions of the MT- 6 trench excavations and eastern portions of the MT-7 trench excavations were 
backfilled with overburden soil from the excavations to 18 inches bgs and with imported topsoil to the ground 
surface. Prior to using the overburdened soil as backfill, field immunoassay and/or laboratory analyses were 
performed on the overburden soil to ensure the soil concentrations were below the discharge criteria of 100 
mg/kg for TPH, 5.6 mg/kg for PAHs, and no detectable levels of BTEX (IT, 1999; RWQCB, 1996). Laboratory 
analysis of backfill soils used in the MT- 6 trench excavation area suggests that the overburden soils contained 
TPHfo at 250 mg/kg (with a duphcate result of <540 mg/kg), which exceeded the discharge requirement of 100 
mg/kg. However, this concentration did not exceed the human health and ecological action levels (i.e., SCRs 
from RWQCB Order No. 96-070). 

According to the FDS Removal Report (IT, 1999), excavations of the FDS trenches and FDS Remedial 
Excavations in the vicinity of the former AST (i.e., the southern portions of the MT-6 trench excavations, 
western portions of the MT-7 trench excavations, and the three FDS Remedial Excavations) were backfilled 
with low temperature thermal desorption (LTTD)-treated soils to 2 feet bgs and imported top soil to the ground 
surface. The approximate areas with potential LTTD soil backfill are shown on Figure 2-4a. Analytical results 
for LTTD treated soils that were used as backfill confirmed that TPH, BTEX, and PAHs were below the action 
levels or SCRs from RWQCB Order No. 96-070 (IT, 1999; EKI, 2004). 

2.4.4 Additional Investigation of FDS 

The USACE retained Montgomery Watson to assess the presence of suspected FDS pipeline segments and 
evaluate whether releases of petroleum fuels occurred along the previously removed pipeline segments 
(Montgomery Watson, 1999). For the Study Area, the objective of the investigation was to evaluate whether 
fuel was released from the former FDS pipeline at concentrations above the RWQCB Order 96-070 SCRs for 
petroleum- impacted soils. The former FDS pipeline evaluated during the investigation trended south from the 
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tank across Washington Boiievard, approximately parallel to Lincoln Blvd., and ttirough Fonner FiU Sito 5 to 
Building 1773 (Figure 2-4a). 

Three borings, FDSSB227 through -229, were drilled at approximate 100- foot intervals along the fomier FDS 
pipeline (Figuro 2-4A). Soil sanples were collected at approximately 3 feet bgs and 6 to 8 feet bgs. The soil 
samples collected at 3 feet bgs were analyzed ty immunoasscy techniques. TPHfo was not detected at a 
concentration equal to or greater than the SCR of 115 mg/1^ in the three samples. Montgomery Watson, 
therefore, concluded that a decision document should be prepared recommending no further action for this 
portion of the FDS. 

2.4.5 2002-2003 Site Investigation 

The Trust retained Treadwell & Rollo to conduct an SI to characterize the nature and extent of contamination at 
the Study Area and collect data required to evaluate potential remedial alternatives for the Study Area 
(Treadwell & Rollo, 2003a). The SI was conducted in two phases. Phase 1 was conducted in September 2002 
to identify the presence of contamination in suspected source areas. The purpose of Phase 2, conducted in April 
and May 2003, was to delineate the nature and lateral and vertical extent of contamination found during Phase 1. 

During Phase 1, a total of 21 soil borings (1349SB100 through -120) were advanced to depths ranging between 
3 and 46.5 feet bgs (Figure 2-4). One boring (1349SB106) was later converted into a monitoring well 
(1349MW100). In preparation for the Fill Site 5 remedial action, which began injanuary 2003, monitoring well 
1349MW03 was abandoned. During Phase 2, a total of 18 soil borings (1349SB121 through -134; 
1349MW102, -104, -105, and 03R) were advanced to depths ranging between 6 and 48 feet bgs (Figure 2-4). 
Six of the borings were later converted into monitoring wells (1349MW101 through -105, and -03R). 

A total of 85 soil samples were collected during Phases 1 and 2 of the SI. The soil samples were analyzed for 
TPHd, TPHfo, and/or PAHs. A total of 11 grab groundwater samples were collected and analyzed for TPHd 
and TPHfo. Phase 1 monitoring well 1349MW100 was first sampled as part of the Presidio- wide Groundwater 
Monitoring Program beginning in the Fourth Quarter 2002. The monitoring wells installed during Phase 2 were 
sampled for the first time as part of the Presidio-wide Groundwater Monitoring Program beginning with the 
Second Quarter 2003. All Building 1349 monitoring wells are now sampled as part of the Presidio-wide 
Groundwater Monitoring Program (Treadwell & Rollo, 2004). The analyses for groundwater monitoring well 
samples include TPH as gasoline (TPHg), TPHd, and TPHfo; PAHs; volatile organic compounds (VOCs); 
organochlorine pesticides (OCPs) and polychlorinated biphenyls (PCBs); chlorinated herbicides; dissolved 
oxygen; hexavalent chromium; total dissolved solids; dissolved metals; and general chemistry parameters. 

Soil and groundwater results from the SI were compared with screening levels. For petroleum- related 
constituents in soil (i.e., TPHd, TPHfo, and PAHs), the most stringent of the following SCRs from RWQCB 
Order No. R2-2003-0080 (RWQCB, 2003a) were used as screening levels: 

• Protection of Human Healtii, Residential Use (0 to 10 feet bgs) - A Ithough planned land use at the Site 
is recreational, more stringent residential cleanup levels were used to facilitate decisions for future 
unrestricted site use. 

• Protection of Ecological Receptors, Terrestrial (0to3 feet bgs) 

• Protection of Groundwater Resources at Drinking Water Levels (greater than 10 feet bgs) - Two 

separate cleanup levels were used depending on whether the contamination was less than or greater than 

BLASLAND, BOUCK&LEE, INC. 

10/28/OB engineers, scientists, economists 2-12 

Final 1349 CAP rev 08.25.05 (redlme).doc 



5 feet above groimdwatEr. In the absence of SCRs and to assess PAHs in soils greater than 5 feet above 
groundwater, RWQCB environmental screening levels (ESLs; RWQCB, 2003b) for groundwater 
protection were used 

For groundwater, drinking water cleanup levels from the Cleanup Levels Document (EKI, 2002), which consist 
of either maximum contaminant levels (MCLs) or risk- based drinking water standards, were used as screening 
levels. Values for surface water or freshwater seeps were not considered applicable to the Study Area because 
the nearest identified seep is over 500 feet from the Site and southwest of Former Frll Site 5 (Treadwell & RoUo, 
2003a). 

It is noted that these screening levels, except for the ESLs used for PAHs in soil, are equivalent to the SCRs 
adopted by the RWQCB in Order No. R2- 2003-0080 (RWQCB, 2003a) for the Presidio arii are tte cleanup 
levels selected for this CAP. 

The soil sarrple results are discussed below. The groundwater results are described in Section 2.4.6. 

Soil TPH Results 

Seventy-one soil samples were analyzed for TPHd and TPHfo during the SI. In addition to the TPHd and 
TPHfo results, the laboratory reportsd concentrations of TPH within the diesel range (C12-C24) that did not 
match the typical diesel standard; these results are identified as "unknown" fuel hydrocarbons (TPHd-unk). The 
majority of TPHd-unk detections had corresponding TPHfo detections which indicates that the heavier 
hydrocarbon degradation products are likely contributing to the unknown diesel range quantitation. TPHd-unk 
does not have a specified cleanup level; therefore, TPHd-unk concentrations were evaluated using the more 
conservative TPHd soil cleanup levels versus the TPHfo soil cleanup levels. The TPHd, TPHfo, and TPHd-unk 
results are summarized in Table B-1 and shown on Figures 2-4 and 2-5. The following summarizes the detected 
TPH rBsults: 

• TPHd was detected in 35 of the 71 samples at concentrations ranging from 1.1 to 17,000 mg/kg. Six of 
the results exceeded the apphcable screening levels for TPHd. 

• TPHfo was detected in 31 of the 71 samples at concentrations ranging from 11 to 11,000 mg/kg. Five 
of the detections were above the applicable screening levels for TPHfo with one no n- detect sample 
having a laboratory RL above screening levels. 

• TPHd-unk was detected in 22 of the 71 samples at concentrations ranging from 1.3 to 2,600 mg/kg. 
Two of the results were above the applicable screening levels for TPHd. 

Soil PAH Results 

A total of 80 soil samples, including seven quality control duplicate samples, were collected and analyzed for 
PAHs during the SI. The PAH results are summarized in Table B-2 and shown on Figures 2-4 and 2-5. The 
following three PAHs had concentrations exceeding screening levels: 

• Benzo(a)pyrene was detected in 34 of the 80 samples at concentrations ranging from 0.0019 to 0.260 
mg/kg. Nine of these detections exceeded the applicable soil screening level and one non- detect sample 
had an RL greater than the applicable soil screening level. 
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• Chrysene was detBcted in 30 of the 80 samples at concentrations ranging from 0.0016 to 19 mg/kg. One 
of these detections at 19 mg/kg exceeded the applicable soil screening level. 

• Dibenzo( a, h) anthracene was detected in 32 of the 80 samples at concentrations ranging from 0.0021 to 
0.23 mg/kg. Three of these detections exceeded the applicable soil screening level. 

2.4.6 Groundwater 

Groundwater samples forthe Study Area have been collected during the 1995-1996 SI, the 2002-2003 SI, and as 
part of the Presidio-Wide Groundwater Monitoring Program (Semiannual Groundwater Monitoring Report, 
First and Second Quarters 2004 - Treadwell & Rollo, 2004). Tables B-5 through B-11 present the 2003 SI and 
quarterly groundwater sampling results through the 2nd quarter of 2004. The groundwater results from the 
1995-1996 SI are discussed in Section 2.4.1 and presented in Appendix C. Figure 2-7 summarizes the analytical 
results from the SI grab groundwater samples and groundwater monitoring wells in the Study Area that had 
observed concentrations of chemicals in excess of cleanup levels, with the exception of select metals to be 
discussed below. 

It should be noted that grab groundwater samples collected from soil borings during SI activities were for 
screening purposes only. Several factors, including high turbidity and possible cross-contamination as a result 
of drilling through overlying impacted soil zones, may have affected the data quality of these samples. As such, 
grab groundwater analytical results may not be indicative of actual groundwater conditions at a given location, 
though they are used to evaluate nature and extent of contamination in this CAP. 

As part of the Presidio-Wide Groundwater Monitoring Program (Treadwell & RoUo, 2004), groundwater 
samples at the Study Area are analyzed for general minerals, dissolved metals, total dissolved solids, hexavalent 
chromium, dissolved oxygen, OCPs, PCBs, chlorinated herbicides, VOCs, TPH, and PAHs. Analytes have been 
detected in various groundwater grab samples and groundwater samples from monitoring wells; however, only a 
few compounds have been detected above their respective cleanup levels. Compounds detected above cleanup 
levels include the following: 

• TPHg and TPHd in one monitoring well (1349MW100) and three groundwater grab samples from the 
2003 SI; 

• benzene in two monitoring wells (1349MW100 and 1349MW02); 

• several PAHs in one monitoring well (1349MW100) and the PAHs dibenzo(a,h)anthracene and 
indeno(l,2,3-cd)pyrene in one monitoring well (1349MW03); 

• metals, total chromium (1349MW02, 1349MW03, and 1349MW03R), arsenic (1349MW01, 
1349MW100, and 1349MW105), and nickel (1349MW103) ; and 

• OCPs in five monitoring wells (1349MW100, 1349MW03R, 1349MW101, and 1349MW102, installed 
as part of Building 1349 SI activities and LF5GW104, installed as part of Former Fill Site 5 activities). 

These results are discussed below. 
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Groundwater TPH Results 

TPH compounds were detected in three of the 11 groundwater grab samples from the 2003 SI and one of the 
nine Study Area groundwater monitoring wells at levels that exceed their respective cleanup levels (Table B-6). 
TPH results are summarized below: 

• TPHd was detected in September 2002 groundwater grab samples from 1349SB111, -108, and -103 at 
concentrations of 960, 24,000, and 14,000 pg/L, respectively. It is noted, however, that TPHd has not 
been detected in groundwater from nearby wells (i.e., 1349MW103 in the vicinity of borings 
1349SB108 and -111; and 1349MW03 and -102 which are proximate to and apparently downgradient of 
1349SB103). Note that well 1349MW03 was last sampled in August 2002 and has been subsequently 
abandoned and replaced by 1349MW03R. 

• TPHd and TPHg have been routinely detected in groundwater monitoring well 1349MW100. 
Concentrations of TPHd and TPHg were 3,600 and 920 pg/L, respectively, in May 2004. 

Groundwater VOC Results 

Groundwater samples were analyzed quarterly for VOCs beginning in the fourth quarter 2002 and continuing 
through the first quarter 2004 as part of the ongoing Presidio-Wide Groundwater Monitoring Program (Table B- 
7). BTEX compounds have been detected in monitoring well 1349MW100, although only benzene has been 
detected above the cleanup level of 1 pg/L. The maximum concentration of benzene was in June 2003 at a 
concentration of 27 pg/L. The benzene concentration in well 1349MW100 was 24 pg/L in March 2004. There 
was also one detection of benzene at 1.1 pg/L in well 1349MW02 in November 20(31; however, the duplicate 
result for this sample was 0.8 pg/L and benzene has not been detected in the well since that time. BTEX 
compounds were not detected above laboratory RLs or cleanup levels in the other Study Area monitoring wells. 

Groundwater PAH Results 

Groundwater samples from the Study Area groundwater monitoring wells have been analyzed for PAHs 
routinely since installation of the wells. Two (1349MW03 and -100) of the Study Area monitoring wells have 
had detectable concentrations of PAH compounds (Table B-9). Through May 2004, anthracene, 
benzo(a)anthracene, chrysene, fluoranthene, fluorene, naphthalene, phenanthrene, and pyrene had been detected 
in groundwater samples collected from well 1349MW100; only benzo(a)anthracene concentrations exceeded the 
cleanup level. Benzo( a) anthracene was detected in four of the six samples collected from this well since 
December 2002. The cleanup level for benzo(a)anthracene is 0.1 pg/L and all detected concentrations ranged 
between 0.14 and 0.53 pg/L, with the exception of a concentration of 6.2 pg/L detected in March 2004. Results 
from recent sampling conducted in March 2005 indicate benzo(a)pyrene, benzo(b)fluoranthene, and 
dibenzo(a,h)anthracene concentrations above cleanup levels in well 1349MW100 (these results will be reported 
in the Semiannual Groundwater Monitoring Report for the First and Second Quarters of 2005). 

Dibenzo(a,h)anthracene and indeno(l,2,3-cd)pyrene were detected in well 1349MW03 in November 2001 at 
concentrations of 0.36 and 0.17 pg/L, respectively. These concentrations exceed the laboratory reporting limits 
of 0.2 and 0.14 pg/L for dibenzo(a,h)anthracene and indeno(l,2,3-cd)pyrene, respectively, which are selected as 
cleanup levels in this CAP (Section 3.2). It is noted, however, that these compounds were not detected in 
groundwater from this well over the three quarters of sampling conducted in 2002. Well 1349MW03 has 
subsequently been abandoned to accommodate Former Fill Site 5 corrective action excavation activities. 
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Groundwater OCP Results 

OCP analyses have been perforaied on groundwater samples collected from Building 1349 groundwater 
monitoring wells on a quarterly basis as part of the ongoing Presidio- Wide Groundwater Monitoring Program. 
OCP analytical results are summarized in Table B-8. 

Groundwater monitoring wells 1349MW100, 1349MW03R, 1349MW101, 1349MW102, and LF5GW104 are 
the only wells that have had detectable concentrations of OCPs. The OCP beta-BHC was detected in March 
2004 at laboratory qualified concentrations of 0.08 C pg/L and 0.06 C pg/L at wells 1349MW03R and 
1349MW101, respectively. The OCP gamma-BHC was detected once during December 2003 at a laboratory 
qualified concentration of 0.07 C J + pg/L at well 1349MW102. Former Fill Site 5 monitoring well LF5GW104 
located to the west of Building 1349, had one observed detection of beta-BHC in March 2004 (0.07 C pg/L). 
No other OCPs have been detected during any other quarterly monitoring event in Former Fill Site 5 monitoring 
wells. Wells 1349MW101, 1349MW102, 1349MW03R and LF5GW104 are all located approximately west of 
well 1349MW100 in the approximate area of Former Fill Site 5. The only Study Area well to have repeated 
detectable concentrations of OCPs is 1349MW100. Fifteen different OCPs have been detected in 1349MW100 
at concentrations ranging from 0.06 to 6.1 pg/L. Figure 2-7 depicts the laboratory results of the 10 OCPs at 
1349MW100 that have been detected above their respective cleanup levels since groundwater monitoring was 
initiated in December 2002. 

In August 2003, a pilot study was conducted in support of the Development of Freshwater TPH-diesel and TPH- 
fuel oil Point of Compliance Concentrations, Presidio of San Francisco, San Francisco, California (BBL, 2003) 
to evaluate whether the centrifugation technique could be successful in removing elevated levels of pesticides in 
well 1349MW100 while retaining similar concentrations of petroleum hydrocarbons. The candidate well was 
sampled as part of the Presido-wide Groundwater Monitoring Program (Treadwell & RoUo, 2004) and chemical 
analyses of pesticides were conducted on both centrifuged and uncentrifuged samples. Following 
centrifugation, pesticides concentrations decreased only slightly. For example, heptachlor decreased from 2.6 to 
2.0 pg/L. This is further discussed in Appendix D. 

G roundwaler Metals Results 

Three dissolved metals (total chromium, arsenic and nickel) have been detected in groundwater samples from 
various Study Area monitoring wells during the quarterly sampling events at concentrations in excess of their 
respective cleanup levels. Table B-11 summarizes the analytical results for dissolved metals and corresponding 
cleanup levels. Groundwater samples containing concentrations of metals above the applicable cleanup levels 
are shown on Figure 2-8. 

Total chromium has been routinely detected at concentrations in excess of the cleanup level (50 pg/L) at three 
monitoring wells, 1349MW02, 1349MW03, and 1349MW03R. Concentrations in excess of the cleanup level 
have ranged from 59 to 130 J pg/L at these wells. 

Arsenic was detected at concentrations in excess of the cleanup level (10 pg/L) at three monitoring wells, 
1349MW01, 1349MW100, and 1349MW105. Concentrations in excess of the cleanup level have ranged from 
11 to 23 J pg/L at 1349MW100 and 10 to 12 J+ pg/L at 1349MW105. Only one exceedence of the cleanup 
level, 14 pg/L, was detected at 1349MW01 in December 2002. 

Nickel was detected at concentrations in excess of the cleanup level (100 pg/L) at one monitoring well, 
1349MW103. Concentrations of nickel in excess of the cleanup level ranged from 100 to 180 pg/L. The 
maximum concentration of 180 pg/L was detected in March 2004. 



BLASLAND, BOUCK&LEE, INC. 

10/28/OB engineers, scientists, economists 2-16 

Final 1349 CAP rev 08.25.05 (redlme).doc 



Appendix E paDvides a more detailed discussion of the occurrence of these dissolved metals at the Study Area 
and the nature and extent of these metals, in context with Appendix E, is fuitherdescribed in Section 2.5.2. 

2.5 Nature and Extent of Contamination 

This section presents an analysis of the nature and extent of contamination in soil and groundwater at the Study 
A rea based on the potential source areas and results of previous investigations and corrective actions identified 
in Section 2.4. For the identification of impacted areas, the chemical data were compared with cleanup levels 
for this CAP which are introduced and selected in Section 3.2. For petroleum constituents in soil, the cleanup 
levels include human health (residential) from to 10 feet bgs, ecological (terrestrial) from to 3 feet bgs, and 
protection of groundwater resources (greater than 10 feet bgs); it is noted that these petroleum cleanup levels are 
equivalent to the FPALDR and SCR levels used during the AST and FDS removal actions and 2003 SI 
screening discussed in Section 2.4. For metals in soil, the cleanup levels include human health (residential) 
from to 10 feet bgs, ecological (special- status) from to 3 feet bgs, and background concentrations 
(predominantly for serpentinite soils). For groundwater, cleanup levels include drinking water levels (i.e., 
MCLs or risk- based standards). 

This discussion relies on data representing current conditions in soil at the Study Area. Therefore, sample 
results associated with soils that were removed during the AST and FDS removal actions are not included to 
evaluate current nature and extent of contamination. 



2.5.1 Nature and Extent of Contamination in Soil 

Petroleum- related compounds and metals have been detected in soil at concentrations above cleanup levels. 
OCPs have not been tested in Study Area soil, though OCPs have been detected in groundwater. Below is a 
discussion of the nature and extent of contamination for each of these constituents in soil at the Study Area. The 
soil data are presented in Appendix B and C tables and summarized on Figures 2-4 through 2-6. 

Petroleum-Related Compounds 

The results of analyses conducted on soil indicate that TPHd (including TPHd-unk and TPHd-e), TPHfo, and 
PAHs are present at concentrations above applicable soil cleanup levels at the Study Area. The cleanup level 
exceedances, which are presented on Figures 2-4 and 2-5, indicate that soil contamination falls into two general 
zones: shallow soil and deep soil. In addition, residual contamination associated with the telecommunications 
corridor is a third zone of soil contamination. These zones are summarized below and analyzed in detail in 
Chapters 3 and 4: 

• Shallow soil (0 to 10 feet bgs): Soil analytical results indicate that soil is impacted with the following 
constituents at concentrations that exceed the applicable soil cleanup levels: TPHd (including TPHd-unk 
and TPHd-e), TPHfo, total TPH (by immunoassay, assumed to be representative of TPHd or TPHfo), 
benzo(a)pyrene, dibenzo(a,h)anthracene, and chrysene. Three areas of shallow soil contamination are 
present at the Study Area as follows: 

1. North of Former Building 1349 (in the vicinity of the Former FDS Excavation Areas) : An area 
extending approximately 20 to 90 feet north of the former Building 1349 in the vicinity of the 
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pirevious FDS excavations contains TPH and PAHs above cleanup levels. The volume of 
itrpacbed soil is estimated to be ^proximately 630 cubic yards. 

2. North FDS : Shallow soil along a former FDS pipeline contains PAHs above cleanup levels in 
two areas (around borings 1349SB112 and -113). The total volume of impacted soil is 
estimated to be approximately 60 cubic yards 

3. Northeast of telecommunications corridor and southeast of Former Building 1349 : An area 
approximately 5 to 10 feet east- northeast of the telecommunications conduit contains TPHd-e 
above cleanup levels. The volume of impacted soil is estimated to be approximately 90 cubic 
yards. 

• Deep soil (>10 feet bgs): Soil in the vicinity of 1349SB127 is impacted with TPHd at concentrations 
that exceed the applicable soil cleanup levels. This area of deep soil contamination falls within the 
boundaries of the shallow soil contamination area north of the former Building 1349. The 
contamination is known to extend vertically to approximately 20 feet bgs. The volume of impacted soil 
is estimated to be approximately 30 cubic yards. 

• Shallow and deep soil adjacent to the telecommunications corridor: Impacted soil was left in- place in 
the vicinity of the telecommunications corridor during the previous removal action. Soil in this area is 
impacted with TPHd and PAHs exceeding applicable soil cleanup levels. The volume of impacted soil 
is estimated to be approximately 380 cubic yards. 

Metals 

Metals detected in Study Area soils at levels exceeding applicable cleanup levels and background values are 
arsenic and vanadium. Serpentinite is the predominant soil lithology at the Study Area. Therefore, serpentinite 
background concentrations were used for an initial screening to assess if metals are present in Study Area soils 
at concentrations above background, although other soil types are applicable to the Study Area, as discussed 
below. 

The background threshold concentration for arsenic in serpentinite soil is 5.4 mg/kg. Six samples within the 
OtolO feet bgs depth interval had arsenic concentrations ranging from 5.6 to 9.5 mg/kg, exceeding this 
background concentration. Four of these detections were in samples collected at 10 feet bgs (at borings 
1349SB02, -03, -10, and -12). Only two samples collected in shallower soils (4 feet bgs at boring 1349SB04 
and 5 feet bgs at boring 1349SB05) had arsenic concentrations which also exceeded the background serpentinite 
concentration of 5.4 mg/kg. However, arsenic in Study Area soils is believed to be naturally occurring, based on 
the following: 

• The 95 percent upper confidence limit on the arithmetic mean (95%UCL) concentration for arsenic in 
Study Area soils from to 10 feet bgs is 4.4 mg/kg, which is below the background concentration for 
serpentinite soils of 5.4 mg/kg. 

• Arsenic concentrations in Study Area soils generally increase with depth which would not be 
representative of a surface or near-surface release of contaminants (from the former ASTs or FDS). 
Arsenic concentrations in shallow soils from to 6 feet bgs range up to 6.4 mg/kg with an average 
concentration of 3.6 mg/kg, whereas arsenic concentrations range up to 13.4 mg/kg with an average 
concentration of 6.3 mg/kg in deeper soils from 10 to 20 feet bgs. Additionally, four of the highest 
concentrations of arsenic in to 10 feet bgs soils (ranging from 5.7 to 9.5 mg/kg), which exceed the 
serpentinite background concentration of 5.4 mg/kg, are all associated with samples collected at 10 
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feet bgs. It is noted that this general trend of higher arsenic concentrations in deeper soils was also 
observed in soils prior to the excavations performed during the AST removal. 

• There appears to be a strong relationship between arsenic and iron concentrations in Study Area soils. 
High arsenic concentrations are typically associated with high iron concentrations. In addition, the two 
highest concentrations of arsenic (9.5 and 7 mg/kg) were detected in samples with two of the highest 
levels of iron (44J0O and 58,800 mg/kg, respectively). This indicates that elevated arsenic 
concentrations are likely associated with the natural geochemical environment of Study Area soils. 

• A review of boring logs for samples with elevated arsenic concentrations above the serpentinite 
background level indicates that the sampled soils were generally mixtures of sandy clay, clayey silt, and 
silty sands, with varying amounts of weathered gravels. Weathered fragments of sandstone, siltstone, 
and shale were prevalently described in all boring logs for these samples (Montgomery Watson, 1995a). 
These materials are derived from the weathering of localized Sheared Rock and Jurassic/Cretaceous 
Sedimentary Rock Units. As noted in Section 2.1.1.2, these secondary geologic units have not be 
characterized geochemically in terms of background metals for the Presidio (EKI, 2002). For this 
reason, exceedances of the serpentinite background concentration in these samples are not necessarily 
indicators that the arsenic is indicative of site- related contamination, but rather could be related to 
background conditions. 

For vanadium, only one result at 77.4 mg/kg in 1-foot bgs soil (1349SB01) slightly exceeded the cleanup level 
and serpentinite background concentration of 74 mg/kg. The 95%UCL concentration for vanadium remaining 
in Study Area soils from to 3 feet bgs (which is the depth interval of concern for terrestrial ecological 
receptors which drive the cleanup level for vanadium) is 70.2 mg/kg, which is below the serpentinite 
background concentration. 

Furthermore, as discussed in Section 2.4.1, a statistical evaluation of metals, including an analysis of their 
occurrence with TPH constituents, was conducted in the 1995 SI Report (Montgomery Watson, 1995). The 
evaluation concluded that arsenic and vanadium levels in soil at the Study Area are unrelated to TPH and are 
likely naturally occurring. 

Based on this evaluation, it is concluded that residual metals concentrations in soil at the Study Area are below 
cleanup levels and/or are naturally occurring. 

OCPs 

OCPs have not been analyzed in soil samples at the Study Area. Based on the results of groundwater 
monitoring, OCPs appear to be hmited to the area around well 1349MW100. Soil in this area was previously 
excavated to a depth of 12 feet bgs during the AST removal program (Section 2.4.2). Therefore, OCPs are not 
expected to be currently present in soil at levels that would pose a risk to human health or the environment at the 
Study Area. 

2.5.2 Nature and Extent of C ontamination in G roundwater 

TPHd, TPHg, benzene, benzo(a)anthracene, dibenzo(a,h)anthracene, and indeno(l,2,3-c,d)pyrene, as well as 
several OCPs and metals have been detected in groundwater at concentrations above cleanup levels. Below is a 
discussion of the nature and extent of contamination for each of these constituents in groundwater at the Study 
Area. The groundwater data are presented in Tables B-5 through B-11 and summarized on Figures 2-7 and 2-8. 
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TPH 

Grab groundwater samples from four locations from the 1995-1996 SI (1349SB25, -27, -22, and -19) and three 
locations from the 2003 SI (1349SB111, -108, and -103) had elevated TPHd concentrations; however, 
monitoring wells installed upgradient and downgradient from these boring locations have no groundwater 
samples with TPHd exceedances since they were installed and first sampled during the second quarter of 2003. 
TPHd and TPHg have only been detected in excess of the cleanup level at one monitoring well, 1349MW100. 

VOCs 

Benzene is the only BTEX compound detected at Study Area monitoring wells in excess of the cleanup level. 
Benzene has routinely been detected in excess of the cleanup level in one monitoring well, 1349MW100. The 
low benzene concentration detected in well 1349MW02 was non-repeatable. 

PAHs 

Several PAHs have been detected at concentrations in excess of the cleanup level in one monitoring well, 
1349MW100. One groundwater monitoring well (1349MW03, which has subsequently been abandoned) had 
detectable concentrations of dibenzo(a,h)anthracene and indeno(l,2,3-cd)pyrene above cleanup levels in 
November 2001, but these compounds were not detected in the well over the three quarters of sampling 
conducted in 2002. 

OCPs 

Samples of groundwater from monitoring well 1349MW100 consistently contain concentrations of OCPs above 
the applicable drinking water cleanup levels. No other Study Area wells or adjacent Former Fill Site 5 wells 
have had detectable concentrations of OCPs above the applicable cleanup levels for the Study Area. The low 
concentrations detected in other wells have been non-repeatable and other results for OCPs in those wells were 
below laboratory RLs. 

The occurrence of OCPs at 1349MW100 is not clearly related to any previous Building 1349 operational 
activities. Appendix D provides a discussion of the properties and occurrence of OCPs in relation to the 
conditions observed at the Study Area. Appendix D also provides several scenarios that could potentially 
account for the occurrence of OCPs at the Study Area. Although there are several potential scenarios that could 
explain the occurrence of OCPs at 1349MW100, there is no clear evidence that any of the scenarios actually 
occurred at the Study Area and all are based on speculation. Most of the soil column above and immediately 
adjacent to 1349MW100 has already been excavated as part of previous corrective actions and therefore, the 
opportunity to further investigate the historic source of the OCPs detected in 1349MW100 is hindered. 

Metals 

The dissolved metals, total chromium, arsenic, and nickel have been detected in Study Area monitoring wells at 
concentrations in excess of the cleanup level as follows: 

• Total chromium has been detected at concentrations in excess of the cleanup level (50 pg /L) at three 
monitoring wells, 1349MW02, 1349MW03, and 1349MW03R. 

• Arsenic was detected at concentrations in excess of the cleanup level (10 pg/L) at three monitoring 
wells, 1349MW01, 1349MW100 and 1349MW105. 
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• Nickel was detected at concentrations in excess of the cleanup level (100 pg/L) at one monitoring well, 
1349MW103. 

Concentrations and distributions of these and other trace elements analyzed in groundwater samples suggest it is 
unlikely that these concentrations represent significant impacts associated with past activities at the Study Area. 
Rather, it is likely that the limited detections above cleanup levels reflect naturally occurring metals. For 
example, elevated naturally occurring chromium has been documented in Presidio-wide groundwater (EKI, 
2002). The elevated concentrations of chromium are related to naturally occurring chromium in serpentinite, 
which has also been documented to have elevated concentrations of nickel (EKI, 2002). As discussed in Section 
2.5.1, Study Area soil is characterized as slope debris and ravine fill deposits derived from underlying bedrock 
including serpentinite, shale/siltstone, sandstone, and interbedded weathered clay and silt. Both Study Area soil 
and the underlying bedrock are understood to contain naturally occurring arsenic, as discussed in Section 2.5.1, 
based on the statistical evaluation of arsenic concentrations in Study Area soil. 

It should be noted that it is common to observe localized variability in concentrations of naturally occurring 
metals in groundwater. Geochemical variations (and resulting variations in concentrations of metals in 
groundwater) observed at the Study Area, likely reflect influence from past site activities as well as natural 
variability. In particular, slightly elevated concentrations of metals in 1349MW100 are hkely associated with 
the development of anoxic conditions due to readily degradable organic compounds associated with releases of 
diesel or fuel oil. Introduction of petroleum hydrocarbons as a food source for bacteria helped modify 
geochemical conditions, creating anoxic/low oxic conditions which in turn changed the partitioning 
relationships among metals, such that aqueous concentrations at some locations slightly exceed groundwater 
cleanup levels. Additional variations in concentrations of metals in groundwater are likely associated with 
natural variability in geochemistry across the Study Area. Specifically, slightly elevated concentrations of 
metals in 1349MW105 are likely associated with higher pH values observed in this area. The observed 
variability of these constituents and geochemistry are discussed in greater detail in Appendix E. Based on these 
observations, elevated metals concentrations in groundwater above cleanup levels are considered to be 
associated with the geochemical conditions at the Study Area. 
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3. Summary of Site Risks 



This section presents the remedial action otjectives (RAOs) and identifies the cleanup levels, contaminants of 
concern (COCs), and remedial units (RUs) for this CAR 

3.1 Remedial Action Objectives (RAOs) 

RAOs are statements of the general goals of an environmental cleanup. For the cleanup remedies to be 
conducted at the Study Area, the RAOs include the following: 

• Protection of human health and the environment; 

• C ost- effective cleanup of the Study A rea consistent with its potential land use; 

• Comphance with State and Federal environmental laws; 

• Consistency of selected remedial alternatives at the Study Area with the overall transformation of the 
Presidio into a national park site; and 

• Preference for permanent ("clean closure") remedies whenever practicable, cost-effective, and 
consistent with current or anticipated land use. 

3.2 Development of C leanup Levels and Identification of C OC s 

This section presents the Study Area corrective action soil and groundwater cleanup levels which are used to 
evaluate and select COCs. Chemical- specific regulatory levels were adopted as CAP cleanup levels, when 
available. The chemical- specific regulatory levels include SCRs for petroleum hydrocarbons and related 
constituents in soil adopted by the RWQCB in Order No. 92-2003-0080 (RWQCB, 2003a) and Federal and 
California State MCLs for chemicals in groundwater. In the absence of SCRs or MCLs, Presidio- specific risk- 
based cleanup levels presented in the Cleanup Levels Document (EKI, 2002) were selected. 

The Cleanup Levels Document identifies several steps to select chemical- and site-specific cleanup levels (EKI, 
2002). For soil, this includes identification of the following: impacted media, predominant soil lithology, 
planned human land use (residential, recreational, or commercial/industrial), planned ecological land use 
(including the presence of special- status species), the presence of petroleum related chemicals, depth to 
groundwater, and resources to be protected. The most stringent soil cleanup level is then selected as the 
applicable cleanup level. For groundwater or surface water, the following attributes must be identified: type of 
water body and level of protection required. The most stringent groundwater cleanup level is then selected as 
the applicable cleanup level. Accordingly, Presidio cleanup levels are media, location, and depth- specific. 

3.2.1 Soil Cleanup Levels 

For petroleum- related constituents in Site soils (i.e., TPHd, TPHfo, and PAHs), the most stringent of the 
following SCRs frx)m RWQCB Order No. R2-2003-0080 (RWQCB, 2003a) werB selected as cleanup levels: 
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• Protection of Human Healtii, Residential Use (0 to 10 feet bgs) - A Ithough planned land use at the Site 
is recreational (EKI, 2002), more stringent residential cleanup levels were selected to facilitate decisions 
for future unrestricted Site use. 

• Protection of Ecological Receptors, Terrestrial (0to3 feet bgs) 

• Protection of Groundwater Resources at Drinking Water Levels (greater than 10 feet bgs) - Two 

separate cleanup levels were selected depending on whether the contamination was less than or greater 
than 5 feet above groundwater. Historically, the minimum depth to groundwater at the Site is 25 feet 
bgs. Therefore, for the 10 to 20 foot bgs depth interval, it was assumed that the contamination was 
greater than 5 feet above groundwater. For depths over 20 feet, the contamination was evaluated on a 
location- specific basis to determine if it was within 5 feet of groundwater, based on historical 
groundwater measurements. 

Non petroleum- related compounds detected in Site soils are metals. The following cleanup levels from the 
Cleanup Levels Document (EKI, 2002) are applicable for metals in soil: 

• Protection of Human Health, Residential Use (0 to 10 feet bgs) - A Ithough planned land use at the Site 
is recreational (EKI, 2002), more stringent residential cleanup levels were selected to facilitate decisions 
for future unrestricted Site use. 

• Protection of Ecological Receptors, Special-Status (0 to 3 feet bgs) - The Site falls within a special- 
status species ecological area and historic forest zone (EKI, 2002). 

• Background Concentrations for Serpentinite - The predominant lithology at the Site is serpentinite or 
soils that, in part, are derived from serpentinite components of the Franciscan Formation bedrock (slope 
debris and ravine fill as described in Section 2). Therefore, serpentinite background concentrations 
were used for an initial screening to assess if metals are present in Study Area soils at concentrations 
aLove background. However, as discussed in Section 2.1.1.3, the slope debris and ravine fill deposits at 
the Study Area are derived from local weathered bedrock sources, including serpentinite, shale/siltstone, 
sandstone, and interbedded weathered clay and silt The significance of this is that these secondary 
geologic units (i.e. the Sheared Rock and Jurassic/Cretaceous Sedimentary Rock) have not been 
characterized geochemically in terms of background metals for the Presidio (EKI, 2002). Hence, these 
Study Area units may have background metals "signatures" that differ from the primary soil or bedrock 
types and therefore, can be confused with contamination (EKI, 2002). For this reason, serpentinite 
background concentrations are selected as cleanup levels, in conjunction with an evaluation of 
background trends on a sample- specific basis. 

The most stringent of the human health and ecological cleanup levels was selected as the cleanup level for each 
metal, except in cases where background concentrations where higher, in which case background concentrations 
were selected as the applicable cleanup levels. 

Chemical- specific Site cleanup levels are presented in Table 3-1 for the chemicals detected in soils. The 
Presidio-Wide Quality Assurance Project Plan (QAPP; TetraTech, 2001) analytical RLs and laboratory RLs are 
also hsted. Although in several cases the QAPP analytical RLs exceed the cleanup levels, the laboratory RLs 
are below the cleanup levels for all compounds listed. 
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3.2.2 Groundwater Cleanup Levels 

Groundwater cleanup objectives selected for this CAP are drinking water levels. This is in keeping with the 
RWQCB's Basin Plan and Order No. R2-2003-0080, which designate municipal and domestic supply as a 
beneficial use for groundwater within the Marina and Coastal Bluffs Groundwater Basins. However, it is noted 
that due to the complex hydrology in the vicinity of the Study Area and technical limitations, including low 
specific yield of wells in the area, the potential for future groundwater development for supply is extremely low. 

Drinking water cleanup levels from the Cleanup Levels Document (EKI, 2002), which consist of either MCLs or 
risk- based drinking water standards, were selected as cleanup levels for the Study Area. For several chemicals, 
drinking water standards are not available. In these cases, drinking water ESLs developed by the RWQCB were 
selected as cleanup levels (RWQCB, 2003b). Values for surface water or freshwater seeps were not considered 
applicable to the Study Area because the nearest identified seep is over 500 feet from the Site and southwest of 
Former Fill Site 5 (Treadwell & RoUo, 2003a). 

Site-specific groundwater cleanup levels are presented in Table 3-2. The QAPP analytical RLs (Tetra Tech, 
2001) and laboratory RLs are also listed. Although in several cases the QAPP analytical RLs exceed the 
cleanup levels, the laboratory RLs are below the cleanup levels for all compounds listed, except for 
dibenzo(a,h)anthracene, indeno(l,2,3-cd)pyrene, aldrin, heptachlor, and heptachlor epoxide; for these five 
chemicals, the laboratory RLs were selected as cleanup levels. 

3.2.3 SoilCOCs 

Figures 2-4 through 2-6 show concentrations of COCs exceeding cleanup levels in soil. As discussed in 
Section 2.5.1, TPHd (represented by TPHd, TPHd-e, and TPHd-unk), TPHfo, and the following six PAHs were 
found in soil at concentrations greater than applicable cleanup levels: benzo(a)pyrene, dibenzo(a,h)anthracene, 
benzo(a)anthracene, benzo(b)fluoranthene, benzo(k)fluoranthene, and chrysene. These chemicals are selected 
as COCs in soil for the Study Area. 

As discussed in Section 2.5.1, residual metals concentrations exceeding cleanup levels in soil at the Study Area 
are likely naturally occurring. Therefore, metals are not selected as soil COCs for this CAP. However, to 
confirm the evaluation that metals are naturally occurring and not related to petroleum- related impacts, metals 
will be included for analysis in soil confirmation samples as part of the proposed corrective action for soils, as 
discussed in Section 5.2. As discussed in Section 2.5.1 and 2.5.2, OCPs have not been previously analyzed in 
Study Area soils; however, OCPs have been detected in Study Area groundwater, primarily at monitoring well 
1349MW100. Although not retained as a soil COC for this CAP, OCPs will be included for analysis in soil 
confirmation samples as part of the proposed corrective action for soils, as discussed in Section 5.2. 

The following are COCs by area of soil impacts: 

• COCs for shallow soil are TPHd, TPHfo, and PAHs (benzo(a)pyrene, dibenzo(a,h)anthracene, and 
chrysene). 

• The COC for deep soil is TPHd. 

• COCs for the telecommunications corridor are TPHd and PAHs (benzo(a)pyrene, benzo(a)anthracene, 
benzo(b)fluoranthene, benzo(k)fluoranthene, and chrysene). 



BLASLAND, BOUCK&LEE, INC. 

10/28/OB engineers, scientists, economists 3-3 

Final 1349 CAP rev 08.25.05 (redlme).doc 



3.2.4 Groundwater COCs 

Figures 2-7 and 2-8 show concentrations of COCs exceeding cleanup levels in groundwater through 2004. As 
discussed in Section 2.5.2, compounds detected at concentrations above apphcable cleanup levels in 
groundwater include the following: TPHd, TPHg, benzene, PAHs, OCPs, and metals. These chemicals are 
discussed below: 

• TPHd, TPHg, benzene, and PAHs have routinely been detected above cleanup levels in groundwater at 
well 1349MW100. Therefore, TPH compounds, benzene, and PAHs are retained as groundwater COCs. 
These COC impacts appear to be locahzed around well 1349MW100. Two PAHs, 
dibenzo(a,h)anthracene and indeno(l,2,3-c,d)pyrene, were detected above cleanup levels in well 
1349MW03 in November 2001 but were not detected during the last three quarters of monitoring from 
this well in 2002. 

• As discussed in Section 2.5.2 and Appendix E, metals concentrations above cleanup levels in 
groundwater are considered to be associated with the geochemical environment of the Study Area. 
Although it is understood that the geochemical environment in some areas within the Study Area has 
been altered by the natural degradation processes of petroleum hydrocarbons, geochemical conditions 
exist in some portions of the Study Area in the absence of petroleum hydrocarbon impacts that result in 
concentrations of metals above groundwater cleanup levels (e.g., arsenic in 1349MW105). In areas 
impacted by petroleum hydrocarbons, over time, as the petroleum hydrocarbons are consumed by 
natural processes, natural partitioning relationships amongst metals will be reestablished. In the mean 
time, there is no evidence for significant mobility of these metals within the groundwater at the Study 
Area. Elevated concentrations of metals above the cleanup levels are limited to the vicinity of 
individual wells and no apparent metals "plumes" are indicated. As discussed in Appendix E, modeling 
shows that transport of metals under worst case conditions is extremely limited. However, arsenic is 
retained as a COC for the Study Area. 

• Lacking conclusive evidence for any particular source scenario (Section 2.5.2 and Appendix D), the 
occurrence of OCPs at 1349MW100 is not clearly related to any previous Building 1349 operational 
activities. However, OCPs have been retained as groundwater COCs for evaluation of potential 
corrective actions. 

In summary, the following compounds have been selected as COCs for groundwater in the Study Area: 

TPHd and TPHg; 
benzene; 
PAHs; and 
OCPs; and 
arsenic. 

Although not retained as COCs, dissolved metals, such as chromium and nickel, will continue to be monitored at 
the Study Area. 

3.3 Identification of Remedial Units 

Based on the cleanup level exceedances shown on Figures 2-4 through 2-8, the following RUs have been 
selected for the Study Area to be evaluated under the CAP process: 
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• Shallow Soil (0 to 10 feet bgs); 

• Deep Soil (>10 feet bgs); 

• Telecommunications Corridor Soil; and 

• G roundwater. 

The soil and groundwater units are summarized in Table 3-3. The approximate areas of these RUs are shown on 
Figure 3-1. The total volume of impacted soil in the soil RUs is approximately 1,410 cubic yards, as 
summarized in Table 3-3. 

The lateral and vertical extent of the RUs was determined by evaluating the location of former source areas and 
presence of COCs above cleanup levels using previous data collected at the Study Area. In some cases, the 
limits of the RUs are not well delineated by sample data. In these cases, assumptions were made based on the 
limited data. Final limits of the RUs will be determined, as applicable, during implementation of the corrective 
actions described in Section 5.0. 



3.3.1 Shallow Soil 

The Shallow Soil RU is comprised of three distinct areas (Areas 1 through 3), as follows (Figure 3-1): 



• 



• 



Shallow Soil Area 1: Area 1 encompasses the Former FDS Remedial Excavation areas. The southern, 
western, and northern hmits of this RU are well delineated by SI, FDS, and AST remedial excavation 
samples. Although the eastern boundary of the RU is not well delineated by samples, it is likely limited 
to the vicinity of the former FDS pipelines. The vertical limit of this RU was selected as 10 feet bgs. 
Contamination in this area has been found in soils to 20 feet bgs. However, because different cleanup 
levels apply to the to 10 feet bgs soil interval than deeper soils and remedial technologies may be 
different for shallow and deep soils, a vertical limit of 10 feet bgs was selected for Shallow Soil Area 1. 
Contamination extending deeper than 10 feet bgs is considered part of the Deep Soil RU (Section 3.3.2). 
COC impacts at Shallow Soil Area 1 extend to approximately 7 to 9 feet bgs. The approximate volume 
of soil within Shallow Soil Area 1 is 630 cubic yards. 

Shallow Soil Area 2: Area 2 encompasses two small areas along the northern end of the former FDS 
pipeline within the Study Area. The lateral extent of this RU is likely limited to the vicinity of the 
former FDS pipelines. The vertical extent of the COC exceedances in Area 2 is estimated to be 
approximately 3 feet bgs, because only the trench backfill material is suspected of containing COCs 
above the cleanup levels. The approximate volume of soil within Shallow Soil Area 2 is 20 cubic yards. 

Shallow Soil Area 3: Area 3 encompasses an area directly northeast of the telecommunications conduit. 
This area includes residual soil contamination that was left in- place underneath the AST removal 
excavation Area 2. The lateral extent of this RU is likely limited to the area surrounded by the former 
excavation boundary as post- excavation confirmation samples collected in the area confirmed that 
cleanup levels were achieved in the area. The shallow extent of this unit varies from between 2 to 8 feet 
bgs (the bottom of the previous excavation) to a maximum of 10 feet bgs (samples collected deeper than 
10 feet bgs during the 1995-1996 SI indicated that COCs are below cleanup levels). The approximate 
volume of soil within Shallow Soil Area 3 is 150 cubic yards. 



BLASLAND, BOUCK&LEE, INC. 



10/28/OB engineers, scientists, economists 3-5 

Final 1349 CAP rev 08.25.05 (redlme).doc 



3.3.2 Deep Soil 

The Deep Soil RU consists of soil within a small area (around boring 1349SB127) at depths greater that 10 feet 
bgs, as presented on Figure 3-1. The lateral extent of this RU is well delineated to the north, south, and east by 
borings 1349SB127, -125, and -126, respectively. Samples collected in these three borings from 10 to 25 feet 
bgs had no COCs detected above cleanup levels. To the west, the deep soil unit is not well delineated, except by 
boring 1349SB24 which is located approximately 50 feet away. The vertical extent of this RU is assumed to be 
approximately 22 feet bgs, based on detections of COCs above cleanup levels to 20 feet bgs but not at 25 feet 
bgs. The approximate volume of the Deep Soil RU is 30 cubic yards. 

3.3.3 Telecommunications Corridor Soil 

The Telecommunications Corridor Soil RU is a wedge-shaped mass of impacted soil beneath the 
telecommunications line adjacent to Washington Boulevard. This soil was left in place after previous remedial 
excavations on the east and west sides of the telecommunications conduit that runs along the east side of 
Washington Boulevard because it was technically impractical to remove it without jeopardizing the integrity of 
the conduit. The conduit is 2- to 2.5-feet wide and 2.5-feet deep and the top of the conduit occurs at 
approximately 1-foot below grade. The vertical extent of this RU is assumed to extend deeper than 12 feet bgs, 
which is the maximum depth of the previous soil excavations in the area. The contamination may extend to 
groundwater which is approximately 30 feet bgs. Although different cleanup levels apply to the to 10 feet bgs 
soil interval than deeper soils, this remedial unit was evaluated as one unit because of its location under the 
existing telecommunications corridor. The lateral extent of this RU is likely limited to the area surrounded by 
the former remedial excavation as soil samples collected from borings 1349SB117 through 1349SB120 did not 
have COC exceedances (Figure 2-4). The approximate volume of the Telecommunications Corridor Soil RU is 
570 cubic yards. 

3.3.4 Groundwater 

Based on groundwater monitoring data, the main Groundwater RU is believed to be limited to an area around 
one well, 1349MW100, in the middle of the Former Building 1349 Area 2 and 3 remedial excavations on the 
western part of the Study Area. The COCs exceeding respective cleanup criteria at this well include TPHg, 
TPHd, benzene, PAHs, arsenic, and OCPs, as presented in Figures 2-7 and 2-8. The Groundwater RU also 
includes well 1349MW105 where only arsenic has been detected consistently above the cleanup level due to 
hydrogeochemical alterations of groundwater from petroleum hydrocarbon impacts. 
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4. Evaluation of Corrective Actions 



This sa:tion presents the evaluation of conective actions for each Study Area RU. Section 4.1 identifies the 
evaluation criteria used in the CAP. Potential remedial technologies that could be used to achieve the RAOs are 
discussed in Sections 4.2 and 4.3. Section 4.4 discusses the screening of these remedial technologies pursuant to 
screening criteria, and Section 4.5 organizes combinations of viable technologies into corrective action 
alternatives and evaluates these alternatives against the corrective action selection criteria Frnally, the 
recommended corrective action alternatives are presented in Section 4.6. 

4.1 Identification of Evaluation Criteria 

Factors that will be used to evaluate corrective action alternatives were applied to initially screen potential 
remedial technologies identified for the Shallow Soil RU, the Deep Soil RU, the Telecommunications Corridor 
Soil RU, and the Groundwater RU at the Study Area. The screening criteria are technical effectiveness, 
implementability, and cost 

4.1.1 Technical Effectiveness 

Screening Criteria 1 - Technical effectiveness, refers to the ability of a technology to address: 1) the 
estimated area or volumes of media requiring remediation to meet the RAOs; 2) the potential impacts to human 
health and the environment during implementation and any construction; and 3) the long-term reliability and 
proven history of the technology with respect to the types of chemicals and conditions at similar sites. 

4.1.2 Implementability 

Screening Criteria 2 - Implementability, refers to both the technical and institutional feasibility of 
implementing a particular remedial technology, including: 1) the likelihood of obtaining permits and approvals 
from regulatory agencies; 2) availability of appropriate treatment, storage, and disposal facilities; and 3) 
availability of the equipment, materials, and skilled workers necessary to implement the particular technology 
and access to contaminated material (such as underground utilities like the telecommunications conduit). 

4.1.3 Cost-Effectiveness 

Screening Criteria 3 - Cost effectiveness, includes assessing the relative capital and operation and 
maintenance (O&M) costs associated with a particular technology. Costs are estimated using best engineering 
judgment at the time of the estimate. Cost- effectiveness weighs required expenditures against potential benefits, 
and is used to eliminate options that are substantially more expensive than other process options providing the 
same level of protection. 
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4.2 Identification of Potential Soil Remedial Technologies for Corrective Action 

The remediation technologies that are proposed for each of the soil RUs to develop corrective action alternatives 
are described in the following sub-sections. Table 4-1 provides a summary of potential remedial technologies 
considered for all RUs. 

4.2.1 No Action 

For this alternative, soil would be left in place. No additional control or protection of human health and the 
environment would be implemented for the contamination present other than reduction of COCs from naturally 
occurring degradation. There is negligible cost associated with this alternative. 

4.2.2 Excavation and Off-site Disposal 

The objective of this alternative would be to remove contaminated soil from the RU. Conventional excavation 
technologies (e.g. excavators, backhoes, etc) can remove soil to approximately 10 feet bgs without having to 
shore the sidewalls of the excavation or having considerable health and safety concerns. During past activities 
at the Presidio, excavations have been completed to depths between 12 and 15 feet bgs; however, at the Study 
Area weathered bedrock of the Franciscan Formation may render excavation infeasible if relatively competent 
bedrock is encountered. Excavated soil would be sampled for waste profiling then transported and disposed at 
an off-site, permitted waste management facility. Confirmation soil sampling of the bottom and sidewalls of the 
excavation would be performed to ensure all accessible contaminated soil was removed before placing clean fill 
to a specified elevation. This technology removes the contaminants from the Study Area. However, during 
implementation, there would be limited short-term exposure to contaminants for workers. 

4.2.3 Capping 

Capping involves placement of an engineering control (cap) over soil to isolate soil, limit human and ecological 
contact with soil, and/or reduce the infiltration of water and leaching of contaminants. This technology 
minimizes the potential for human health and environmental risks. Impacted soil would either be directly 
covered or soil would be excavated to a depth that would allow placement of a cap. Soil would be capped with 
soil of low permeability (10 -6 cm/s) or synthetic material such as a geosynthetic clay liner (GCL). The 
purpose of this layer is to prevent infiltration (mitigate leaching of contaminants into underlying groundwater). 
The cap would be covered with an appropriate soil and vegetation in accordance with the Vegetation 
Management Plan (VMP; Trust and NPS, 2001). Excavated material and soil would be removed for off-site 
disposal or recychng. The remedial technology of capping leaves a majority of contaminated soil in place. 
Therefore, a land use control (LUC) would be required in conjunction with capping to increase the effectiveness 
of this technology. 

4.2.4 Land Use Controls 

The LUC is a non- engineering measure designed to limit exposure to contaminants left in place in soil at 
concentrations above levels considered protective for future site use. Under this alternative, soil would remain 
in place and LUCs would be implemented to restrict access to the contamination. Implementation of LUCs 
would restrict future site disturbance and maintain site cover to minimize human or environmental exposure. 
The Study Area RUs are located in Area B of the Presidio. Existing and planned land uses in Area B are 
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directed by the Trust throrjgh its conprehensive land rjse and management plari, the FTMP (Trust, 2002). LUCs 
for Area B remediation sites include restricting or controlling site uses by administrative procedures such as 
preparing a site- specific addendum to the Presidio Trust's Land Use Control Master Reference Report 
(LUCMRR). The Trust would notify the RWQCB of ar^^ proposed action that may disrupt the effectiveness of 
the LUCs, and ar^^ proposed action that could alter or eliminate the continued need for LUCs. LUCs may be 
considered in corgunction with other remedial technologies to enhance effectiveness. LUCs for the soil RUs are 
only applicable for the Shallow Soil RUs for contamination from to 10 feet bgs, as the cleanip criteria for soil 
below 10 feet bgs are based on protection of groundwater only. 

4.2.5 In Situ Treatment 

In situ treatment technologies involve the reduction of the toxicity, mobility, or mass of COCs present in the 
subsurface. Treatment technologies evaluated in this CAP include bioremediation technologies and sparging 
and extraction technologies which are described below. 

Bioremediation technologies rely on microorganisms to biodegrade the contaminants. Two specific examples 
are as follows: 

• Bioventing stimulates the indigenous microorganisms to biodegrade organic constituents absorbed to 
soils in the unsaturated zone by increasing the transport of oxygen within the subsurface. Air injection 
wells can be installed by standard well- drilling methods and can be utilized to pump compressed air into 
the vadose zone. The increased supply of oxygen (as air) serves to aerate the soil and enhance the rate 
of naturally occurring aerobic biodegradation. Bioventing uses readily available equipment 

• Bioremediation can be enhanced by the addition of oxygen- releasing products into the subsurface via 
soil borings. Like bioventing, the increased supply of oxygen serves to accelerate the rate of naturally 
occurring aerobic contaminant biodegradation. This is typically accomplished by circulating a water- 
based solution through contaminated soil using a combination of either spray irrigation, or injection 
wells, groundwater pumping wells, and groundwater reinjection wells. This treatment is applicable only 
to saturated soil. 

Sparging and extraction technologies include SVE. SVE is an in situ remedial technology that reduces 
concentrations of volatile constituents in petroleum products adsorbed to soils in the unsaturated zone. In this 
technology, a vacuum is applied through wells near the source of contamination in the soil to induce a controlled 
flow of air Volatile constituents in the vapor phase are drawn toward the extraction wells. Extracted vapor is 
then treated as necessary before being released to the atmosphere. The increased air flow through the subsurface 
can also stimulate biodegradation of some of the contaminants, especially those that are less volatile, if the soil 
moisture can be maintained at an adequate level. Wells may be either vertical or horizontal. The target 
contaminants for SVE include V DCs and some semivolatile organic compounds (SVOCs). It is not effective for 
heavier hydrocarbons such as TPHd. 

4.3 Identification of Potential Groundwater Remedial Technologies for Corrective Action 

The remediation technologies that are proposed for the groundwater RUs to develop corrective action 
alternatives are described in the following sub-sections. Table 4-1 provides a summary of potential remedial 
technologies considered for groundwater 
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It is noted that the groundwater cleanup objectives selected for this CAP are drinking water levels 
(Section 3.2.2). This is in keeping with the RWQCB's Basin Plan anl Order No. R2- 2003-0080, which 
designate municipal and domestic supply as a beneficial use for groundwater within the Marina and Coastal 
Bluffs Groundwater Basins. However, due to the conplex hydrology in the vicinity of the Study Area and 
technical limitations, including low specific yield of weUs in the area, the potentied for future groundwater 
development for supply is extremely low. In consideration of these factors, the groundwater remedial 
technologies below were evaluated in this CAP to provide a range of cleanup alternatives for groundwater at the 
Study Area and conply with the California State Water Resources Control Board (SWRCB) Resolution No. R2- 
49 which specifies that groundwater will be consistent with maximum benefit to the people of the State, not 
unreasonably affect present and anticipated beneficial uses of such water, and not result in water quality less 
than that prescribed in local plans and policies. 

4.3.1 No Action 

For this alternative, groundwater would be left in place and existing groundwater monitoring wells would be 
abandoned. No additional control or protection of human health and the environment would be implemented for 
the contamination present Although conditions favorable for natural degradation of COCs have been identified, 
this alternative provides no further evidence that these processes are occurring over time and that COC 
concentrations show stable or decreasing trends. There is negligible cost associated with this alternative. 

4.3.2 Groundwater Monitoring 

For this alternative, groundwater would be monitored over a specified time period to demonstrate if observed 
concentrations of COCs are decreasing or stabilized, confirm the extent of the groundwater plume, and evaluate 
the effectiveness of the selected soil remedies. Long-term performance monitoring is a fundamental component 
of this remedial technology. Under certain conditions, natural subsurface processes such as dilution, dispersion, 
volatilization, biodegradation of contaminants, adsorption to soil particles, and chemical reactions with 
subsurface materials reduce contaminant concentrations to acceptable levels. Many contaminants are prevented 
from migrating off- site because they are adsorbed to soil particles or aquifer materials. Dilution and dispersion 
do not destroy contaminants, but can significantly reduce their potential risk at many sites. This technology is 
used widely for petroleum hydrocarbons because the biodegradation of these contaminants is well documented. 
This technology has also been used for VOCs, SVOCs, arsenic, and pesticides to demonstrate stable or 
decreasing conditions. 

4.3.3 Land Use Controls 

Under this alternative, groundwater would remain in place and LUCs would be implemented to restrict use of 
groundwater in the vicinity of the Study Area. Due to the complex hydrology in the vicinity of the Study Area 
and technical limitations, including low specific yield of wells in the area, the potential for future groundwater 
development for supply is extremely low. However, municipal and domestic supply is a beneficial use for 
groundwater within the Marina and Coastal Bluffs Groundwater Basins, according to the Basin Plan and 
RWQCB Order No. R2-2003-0080. Thus, an LUC for groundwater would act as an administrative control to 
restrict development of groundwater for municipal or domestic supply and would be implemented in 
consultation with the RWQCB. 
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4.3.4 In Situ Treatment 

In sitxi groundwater treatment technologies involve the reduction of the toxicity, mobility, or mass of COCs 
present in the groundwater. Treatment technologies evaluated include enhanced bioremediation, air sparging, 
and chemical oxidation technologies. 

Enhanced bioremediation of groundwater involves stimulating the growth of naturally occurring 
microorganisms in order to promote aerobic degradation of contaminants. This can be done by using products, 
such as ORG® (a proprietaiy formulation of phosphate- irtercalatjed magnesiiim peroxide that time releases 
oxygen when hydiated) or hydrogen peroxide, to release oxygen into the groundwater. ORG* can be ^plied 
actively (irgecting a sluny, straight powder application in excavation, or mtxture of water and powder in 
excavation) or passively (filter sock placed in wells). 

Air sparging is an in situ technology in which air is irgecbed into the water-bearing zone. The conpressed air is 
irjected at a relatively high flowrate using specially-designed wells that are screened below the water table. The 
high flowrate "strips" the contaminants from the groundwater A v^x)r extraction system is typically used to 
remove volatilized contaminants from the unsaturated zone, similar to the process of SVE discussed in Section 
4.2.5. The added benefit of air sparging is that it provides additional oxygen to the contaminated groundwater 
and soil which mey enhance aerobic biodegradation 

Chemical oxidation is the process where hazardous contaminants are degraded into non- hazardous or less toxic 
corrpDunds that are more stable, less mobile, and/or inert. Oxidants have been able to cause the r^id and 
conplete chemical destruction of many toxic organic chemicals. This remedial technology can be inplemented 
for groundwater and saturated soil treatment. Two potential technologies include using peroxide with iron and 
ozone sparging: 

• Oxidation using liquid hydrogen peroxide with the addition of ferrous iron produces Fenton's Reagent 
which creates free hydroxyl radicals. These nonspecific oxidants can rapidly degrade a variety of 
organic compounds. 

• Ozone sparging is a chemical oxidation system that is applied by injecting ozone gas into the saturated 
zone, a specific method of apphcation is the Perozone™ technology which consists of injecting 
peroxide- coated ozone micro bubbles into the saturated zone. Ozone serves as a chemical oxidant to 
degrade contaminants. 

4.3.5 Extraction and Treatment 

Ex situ groundwater treatment technologies treat contaminated groundwater after it is pumped or lifted to the 
surface. The process includes installation of groundwater wells in the vicinity of groundwater impacts and 
pumping groundwater to an above ground treatment system. In the treatment system, groundwater is pumped 
through a series of canisters or columns containing activated carbon to which dissolved organic contaminants 
adsorb. Periodic replacement or regeneration of spent carbon is required. Limited effectiveness may be 
achieved on halogenated VOCs and pesticides as these constituents preferentially partition in the adsorbed phase 
and require the extraction of multiple pore volumes to displace the contaminant. 

Ex situ technologies have certain advantages over in situ methods, typically including easier verification 
sampling, greater process control, and lower unit cost. However, construction and operation of the ex situ 
groundwater treatment unit can be high profile (visibility, odors) and not cost effective. 
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4.4 Screening of Remedial Technologies 

In this section, the remedial technologies discussed in Sections 4.2 and 4.3 are evaluated for effectiveness in 
each RU. Tables 4-2 through 4-5 provide a detailed evaluation of the effectiveness of each technology for the 
Shallow Soil RU, Deep Soil RU, Telecommunication Corridor RU, and Groundwater RU. All in situ soil 
remedial technologies were eliminated due to site-specific limitations, including geology (e.g., soil permeability 
and subsurface heterogeneity) and COCs. 

4.4.1 Shallow Soil RU 

Based upon the screening of potential soil remedial technologies against the criteria listed in Section 4.1, No 
Action, Excavation and Off-site Disposal, Capping, and Land Use Controls have been retained for the 
Shallow Soil RU (Table 4-2). These technologies are developed as corrective action alternatives and screened 
in Section 4.5. 

Bioventing was not retained as a remedial technology for the Shallow Soil RU due to low effectiveness. The 
technology can be can be limited by low permeable soil. In addition, uniform remediation would not be 
achieved in heterogeneous soils. The Shallow Soil RU consists of discrete volumes of contaminated material in 
silty clay/clayey silt (slope debris and ravine fill and weathered bedrock with evidence of secondary 
mineralization of fractures) which has low permeability and is heterogeneous. This lithology would likely 
produce preferential flow paths and thus, soil would not be remediated uniformly. 

Enhanced bioremediation was not retained as a remedial technology for the Shallow Soil RU due to low 
effectiveness. As discussed above with bioventing. Study Area soils are such that the effectiveness of this 
technology would be limited and the lithology would likely produce preferential flow paths. Preferential flow 
paths caused by fractures in weathered bedrock or heterogeneity in soil would limit the contact between the 
injected fluid and contaminant which decreases the effectiveness of the treatment This technology is also not 
effective in unsaturated soil. 

SVE was also not retained as a remedial technology for the Shallow Soil RU due to low effectiveness. The 
target contaminants for SVE include VOCs and some SVOCs, but it is not effective for heavier hydrocarbons 
such as TPHd which is a COC for the Shallow Soil RU. The effectiveness of this technology is limited by soils 
or shallow bedrock with low permeability, such as those observed in the Study Area. As discussed in earlier 
sections of this CAP, the Study Area soils are variable, heterogeneous mixtures of sand, silt, clay, and weathered 
fractured bedrock with secondary remineralization of fractures, typical of slope debris and ravine fill and 
weathered Franciscan Formation. The Study Area lithology would likely produce preferential paths and thus, 
would not be remediated uniformly. 

4.4.2 Deep Soil RU 

Based upon the screening of potential soil remedial technologies against the criteria listed in Section 4.1, 
No Action, Excavation and Off-site Disposal, and Subsurface Capping have been retained for the Deep Soil 
RU (Table 4-3). These technologies are developed as corrective action alternatives and screened in Section 4.5. 

Bioventing was not retained as a remedial technology for the Deep Soil RU due to low effectiveness. The 
technology can be can be limited by low permeable soil. In addition, uniform remediation would not be 
achieved in heterogeneous soils. The Deep Soil RU consists of discrete volumes of contaminated material in 
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silty clc^/clc^ey silt (slope debris and ravine fill and weathered bedrock with evidence of secondary 
mineralization of fractures) which has low permeability and is heterogeneous. This lithology would UMy 
produce preferential flow paths and thus, soil would not be remediated uniformly. 

Enhanced bioremediation was not retained as a remedial technology for the Deep Soil RU due to low 
effectiveness in low permeable soils and bedrock. This technology is also not effective in unsaturated soil. 

SVE was also not retained as a remedial technology for the Deep Soil RU due to low effectiveness. The target 
contaminants for SVE include VOCs and some SVOCs, but it is not effective for heavier hydrocarbons such as 
TPHd which is a COC for the Deep Soil RU. In addition, the low permeability of soil and bedrock would 
irrpede volatilization. 

4.4.3 Telecommunications Corridor RU 

Based upon the screening of potential soil remedial technologies against the criteria listed in Section 4.1, No 
Action, Excavation and Off-site Disposal, Capping, and Land Use Controls have been retained for the 
Telecommunications Corridor RU (Table 4-4). These technologies are developed as corrective action 
alternatives and screened in Section 4.5. 

Bioventing was not retained as a remedial technology for the Telecommunications Soil RU due to low 
effectiveness. The technology can be can be limited by low permeable soil. In addition, uniform remediation 
would not be achieved in heterogeneous soils. The Telecommunications Soil RU consists of discrete volumes 
of contaminated material in silty clay/clayey silt (slope debris and ravine fill and weathered bedrock with 
evidence of secondary mineralization of fractures) which has low permeability and is heterogeneous. This 
lithology would likely produce preferential flow paths and thus, soil would not be remediated uniformly. 

Enhanced bioremediation was not retained as a remedial technology for the Telecommunications Corridor Soil 
RU due to low effectiveness. As discussed above with bioventing, Study Area soils are such that the 
effectiveness of this technology would be limited and the lithology would likely produce preferential flow paths. 
Preferential flow paths caused by fractures in weathered bedrock or heterogeneity in soil would limit the contact 
between the injected fluid and contaminant which decreases the effectiveness of the treatment This technology 
is also not effective in unsaturated soil. 

SVE was also not retained as a remedial technology for the Telecommunications Corridor Soil RU due to low 
effectiveness. The target contaminants for SVE include VOCs and some SVOCs, but it is not effective for 
heavier hydrocarbons such as TPHd which is a COC for the Telecommunications Corridor Soil RU. In addition, 
the low permeability of soil and bedrock would impede volatilization. 

4.4.4 Groundwater RU 

Based upon the screening of potential groundwater remedial technologies against the criteria listed in Section 
4.1, No Action, Groundwater Monitoring, and Land Use Controls have been retained for the Groundwater 
RU (Table 4-5). These technologies are developed as corrective action alternatives and screened in Section 4.5. 
In situ groundwater technologies were not retained for the Groundwater RU. For bioremediation, the ability to 
enhance bioremediation can be limited by the subsurface conditions (heterogeneity, relatively low permeability, 
etc.). The success of the technology relies on the uniform delivery of the material. As described previously in 
Section 2.1.2.3, Study Area groundwater occurs within the anisotropic fracture system of the Franciscan 
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Formation. As such, the delivery of the enhanced bioremediation products would be difficult to control. In 
addition, these types of bioremediation are used to enhance the availability of oxygen to promote biodegradation 
of contaminants that degrade aerobically whereas OCPs degrade faster in anaerobic conditions. 

Limitations to air sparging include uncontrolled movement of v^x)rs if they are not c^tured ty the SVE 
system Lite other irgection technologies, soil heterogeneity mey cause some zones to be unaffected and remain 
contaminated In addition, the target contaminants for air sparging would be TPH corrpDunds because it 
enhances the aerobic environment; however, this technology would not be appropriate for OCPs which degrade 
faster in anaerobic conditions. 

The most inportant considerations for chemical oxidation include the effectiveness and ability to control 
reaction of the chemical oxidation reagents with the contaminants of interest and the effective delivery of 
reagents to the zone to be treated In order to be an effective remedial treatment the reagent must come in 
contact with the contaminant Chemical oxidation works best when the matrix is homogeneous. Additionally, 
the oxidant contact with the contaminant is limited ty diffusion in relatively low permeable soils and weathered 
bedrock, and the consurrption of oxygen ty the contaminants and native organic material. Other limitations of 
this alternative include handling large quantities of hazardous oxidizing chemicals due to the oxidant demand of 
the target organic chemicals and the potential for negative effects such as formation of toxic typroducts, 
production of heat and gas, resolubiUzation of metals, and reduction of Uomass. 

Extraction and treatment was also not retained as a viable alternative for the Groundwater RU. Extraction and 
treatment systems require a minimum groundwater flow rate to be successful and low yielding aquifers would 
irrpede the effectiveness of this treatment As discussed previously, the specific yield of wells inpacted ty 
COCs is low, with punping rates of as little as 0.20 gpm, which cannot be sustained without dewatering the well 
in less than one hour 



4.5 Development and Evaluation of Proposed Corrective Action Alternatives 

The following subsections present the development of the site- specific corrective action alternatives for each RU 
using retained remedial technologies as identified in Section 4.4. In addition, these subsections present the 
evaluation of each corrective action alternative using the screening criteria presented in Section 4.L This 
evaluation is summarized in Table 4-6. 

The detailed costs for each alternative are developed in Appendix F. For comparison purposes, costs were 
developed separately for each alternative for each RU. However, it is noted that the costs for implementation of 
the recommended alternatives will not necessarily be additive and will be reduced when the alternatives for all 
Study Area RUs are implemented. For example, if excavation and off-site disposal were selected for more than 
one soil RU, there would likely only be one mobilization cost assuming that the corrective actions for the soil 
RUs would be implemented at the same time. 

4.5.1 Shallow Soil RU 

Four corrective action alternatives were developed and analyzed for the Shallow Soil RU. No Action, 
Excavation and Off-site Disposal, Capping, and Land Use Controls were retained for further evaluation 
based on their technical effectiveness, implementability, and cost effectiveness as presented in Table 4-6. 
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No Action Alternative: The objective of the no action alternative is to leave existing shallow soil in place. 
This alternative provides no additional control or protection to human health or the environment for the 
petroleum- related impacts that exist at the Study Area leaving existing potential exposure pathways 
uncontrolled. Therefore, this alternative does not prevent ecological or human exposure to contaminated soil 
and does not protect against impacts to groundwater. The no action alternative provides no technical 
effectiveness, since no remedial action is undertaken and COCs would not be reduced, other than reduction of 
COCs from naturally occurring biodegradation. The no action alternative would not likely obtain approval from 
regulatory agencies and is therefore, not implementable. The costs for the no action alternative are low (minor 
administrative costs), however it is not considered cost-effective because it fails to address any site impacts and 
risks associated with the petroleum releases. The cost for the no action alternative is estimated at $6,000. 

Excavation and Off-site Disposal Alternative: The objective of this alternative is to remove impacted shallow 
soil down to 10 feet bgs. The excavation and off- site disposal alternative is protective of human health, safety, 
and the environment, because the shallow soil contamination is removed, thereby eliminating potential human 
and ecological exposure to contaminants. Shallow soil would be removed to a depth of 10 feet bgs using 
conventional excavation equipment. Confirmation sampling would be performed on the bottom and sidewalls 
of the excavation areas. An approximate volume of 780 cubic yards would be removed. Excavated soil would 
be sampled for waste profiling, then transported off-site to a permitted waste management facility. The resultant 
excavation would be backfilled with approved fill material and restored with approved vegetation per the VMP 
(Trust and NPS, 2001). Well 1349MW103 would be abandoned before excavation and a replacement well 
(1349MW103R) installed after backfilling is complete. This alternative is technically effective and permanent 
Contaminated soil is removed within the RU, thereby preventing potential impacts to groundwater by these 
contaminants. Potential exposure of workers and the public to contaminated materials during excavation and 
loading for off- site transport would be mitigated by engineering and dust control measures. This alternative is 
implementable and no significant obstacles have been identified. Additionally, long term O&M would not be 
required. The capital cost for the excavation and off-site disposal alternative for the Shallow Soil RU is 
estimated to be $428,000. 

Capping: Three geotechnical caps of approximately 1700, 170, and 250 square feet (sf) would be constructed 
and placed above the Shallow Soil RU Areas 1, 2, and 3, respectively. Contaminated soil would be left in place 
at 2 feet bgs and deeper. The caps would be covered with clean fill material and topsoil appropriate for 
approved revegetation per the VMP (Trust and NPS, 2001). The caps would provide a barrier to infiltration and 
vertical migration of surface water in order to prevent leaching of contaminants in the Shallow Soil RU into 
groundwater. Because the contaminated soil is not removed, this alternative includes the development and 
implementation of LUC s to provide advance notice of site conditions in the event of future ground- disturbing 
activity, and to restrict future land uses compatible with safeguarding the integrity of the subsurface cap. The 
addition of the LUC for this alternative makes the technology more effective in order to maintain the integrity of 
the surface soil and cap. The estimated present worth of this alternative is $639,000, which includes estimated 
capital costs of $271,000 and annual costs of $19,000. 

Land Use Controls: The objective of this alternative is to adopt an LUC for the Shallow Soil RU to restrict 
disturbance of and exposure to contamination left in-place in shallow soil. The LUC would provide advance 
notice of site conditions in the event of future ground- disturbing activity and restrict future land uses compatible 
with safeguarding the integrity of the ground surface. The LUC alternative would maintain existing soil cover 
over the Shallow Soil RU to isolate the contaminated soil from human and environmental exposure. The 
contaminated soil with COC concentrations above cleanup levels extends from 2 to 10 feet bgs within the 
Shallow Soil RU. The LUC alternative would be easily implementable, but would require long-term O&M 
costs to maintain the LUC. The estimated present worth of this alternative is $136,000, which includes 
estimated capital costs of $20,000 and annual costs of $6,000. 



BLASLAND, BOUCK&LEE, INC. 

10/28/OB engineers, scientists, economists 4-9 

Final 1349 CAP rev 08.25.05 (redlme).doc 



4.5.2 Deep Soil RU 

Three corrective action alternatives were developed and analyzed for the Deep Soil RU. No Action, 
Excavation and Off-site Disposal, and Subsurface Capping were retained for further evaluation based on 
their effectiveness, implementability, and cost- effectiveness as presented in Table 4-6. 

No Action Alternative: The objective of the no action alternative is to leave existing deep soil in place. This 
alternative provides no additional control to prevent potential impacts to groundwater. The no action alternative 
provides no technical effectiveness, since no remedial action is undertaken and COCs would not be reduced 
other than reduction from naturally occurring biodegradation. The no action alternative would not likely obtain 
approval form regulatory agencies and is therefore not implementable. The costs for the no action alternative 
are low (minor administrative costs), however it is not considered cost-effective because it fails to address any 
site impacts associated with the petroleum releases. The cost for the no action alternative is estimated at $6,000. 

Excavation and Off-site Disposal Alternative: The objective of this alternative is to remove impacted deep 
soil below 10 feet bgs. Deep soil would be removed between 10 and 22 feet bgs using conventional excavation 
equipment. Confirmation sampling would be performed on the bottom and sidewalls of the excavation area. An 
approximate volume of 30 cubic yards would be removed. Excavated soil would be sampled for waste profiling 
then transported off-site to a permitted waste management facility. The resultant excavation would be backfilled 
with approved fill material. Well 1349MW103 would be abandoned before excavation and a replacement well 
(1349MW103R) installed after backfilling is complete (assumed under the Shallow Soil RU analysis). This 
alternative is technically effective and permanent. Contaminated soil is removed, thereby preventing potential 
impacts to groundwater by the removed contaminants. Potential exposure of workers and the public to 
contaminated materials during excavation and loading for off- site transport would be mitigated by engineering 
and dust control measures. Additionally, long-term O&M would not be required. It is noted that this alternative 
may not be implementable based on geotechnical parameters encountered during excavation. Typical 
equipment may not be able to effectively excavate bedrock that may become more competent with depth. The 
capital cost for the excavation and off-site disposal alternative for the Deep Soil RU is estimated to be $198,000. 

Subsurface Capping: This alternative would be implemented assuming that the shallow soil was removed as 
part of the corrective action alternative for the Shallow Soil RU. Once the depth of this shallow soil excavation 
is reached (10 feet bgs), a geotechnical cap of approximately 250 sf would be constructed and placed above the 
deep soil RU. The cap would be covered witii clean backfill material and topsoil appropriate for approved 
revegetation per the VMP (Trust and NFS, 2001). The cap would provide a barrier to infiltration and vertical 
migration of surface water in order to prevent leaching of contaminants in the deep soil RU into groundwater. 
This alternative includes the development and implementation of an LUC to provide advance notice of site 
conditions in the event of future ground- disturbing activity to safeguard the integrity of the subsurface cap. The 
estimated present worth of this alternative is $471,000, which includes estimated capital costs of $200,000 and 
annual costs of $14,000. 



4.5.3 Telecommunications Corridor RU 

Four corrective action alternatives were developed and analyzed in the Study Area for the Telecommunications 
Corridor Soil RU. No Action, Excavation and Off-site Disposal, Capping, and Land Use Controls were 
retained for further evaluation based on their effectiveness, implementability, and cost- effectiveness as 
presented in Table 4-6. 
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No Action Alternative: The objective of the no action alternative is to leave existing soil in place. This 
alternative provides no additional control or protection to human health or the environment for the petroleum- 
related impacts that exist at the Study Area leaving existing potential exposure pathways uncontrolled. 
Therefore, this alternative does not prevent potential ecological or human exposures to contaminated soil and 
does not protect against impacts to groundwater. The no action alternative provides no technical effectiveness, 
since no remedial action is undertaken and COCs would not be reduced except by naturally occurring 
biodegredation. The no action alternative would not likely obtain approval form regulatory agencies and is 
therefore not implementable. The costs for the no action alternative are low (minor administrative costs), 
however it is not considered cost-effective because it fails to address any site impacts and risks associated with 
the petroleum releases. The estimated cost for this alternative is $6,000. 

Excavation and Off-site Disposal Alternative: The objective of this alternative is to remove impacted soil 
below the telecommunications conduit. The excavation and off- site disposal alternative is protective of human 
health, safety, and the environment, because the soil contamination is removed, thereby eliminating potential 
human and ecological exposure to contaminants. The telecommunication conduit would be rerouted and 
Washington Boulevard would be closed. Well 1349MW100 would be abandoned before excavation and a 
replacement well (1349MW100R) installed after backfiUing is complete. Soil would be removed to the 
maximum depth possible using conventional excavation equipment. There would be no access to the excavation 
because it would not be shored. Confirmation sampling would be performed remotely using an excavator on the 
bottom and sidewalls of the excavation area. Approximately 380 cubic yards of impacted soil would be 
removed. Excavated soil would be sampled for waste profiling then transported off- site to a permitted waste 
management facility. The resultant excavation would be backfilled with approved fill material and restored with 
approved vegetation per the VMP (Trust and NPS, 2001). This alternative is technically effective and 
permanent. Contaminated soil would be removed within the RU, thereby preventing potential impacts to 
groundwater by the excavated contaminants. Potential exposure of workers and the public to contaminated 
materials during excavation and loading for off- site transport would be mitigated by engineering and dust 
control measures. Additionally, long term O&M would not be required. It is noted that this alternative may not 
be implementable based on geotechnical parameters encountered during excavation. Typical equipment may 
not be able to effectively excavate bedrock that may become more competent with depth. The capital cost for 
the excavation and off-site disposal alternative for the Telecommunications Corridor Soil RU is estimated to be 
$455,000. 

Capping: The area would be excavated to a grade of approximately 2-3 feet bgs to accommodate the 
construction of a geotechnical cap. This excavated material would be stockpiled and sampled for disposal. A 
geotechnical cap of approximately 650 sf would be constructed and placed above the Telecommunication Soil 
RU. The cap would be covered with clean backfill material and topsoil appropriate for approved revegetation 
per the VMP (Trust and NPS, 2001). The cap would provide a barrier to infiltration and vertical migration of 
surface water in order to prevent leaching of contaminants in the Telecommunications Soil RU into 
groundwater. It is noted that water which runs through the telecommunications conduit (from the upgradient 
direction) and leaks through joints in the conduit may provide a source of infiltration. However, the impacts 
from this infiltration are expected to be minor and the cap would provide a barrier to the majority of surface 
water infiltration through the RU. Because the contaminated soil is not removed, this alternative includes the 
development and implementation of LUC s to provide advance notice of site conditions in the event of future 
ground- disturbing activity, and to restrict future land uses compatible with safeguarding the integrity of the 
subsurface cap. The addition of the LUC for this alternative makes the technology more effective in order to 
maintain the integrity of the surface soil and cap. The estimated present worth of this alternative is $696,000, 
which includes estimated capital costs of $328,000 and annual costs of $19,000. 



BLASLAND, BOUCK&LEE, INC. 



10/28/OB engineers, scientists, economists 4-11 

Final 1349 CAP rev 08.25.05 (redlme).doc 



Land Use Coatrols Alternative: The objective of this altsmative is to adopt an LUC for the 

Telecommunications Conduit RU to restrict disturbance of and exposure to contamination left in- place in 
shallow soil. The LUC would provide advance notice of site conditions in the event of future ground- disturbing 
activity and restrict future land uses compatible with safeguarding the integrity of the ground surface. The LUC 
alternative would maintain existing soil cover over the Shallow Soil RU to isolate the contaminated soil from 
human and environmental exposure. The LUC would not be effective for deep soil (below 10 feet bgs) which 
contains COCs above cleanup levels protective of groundwater resources. The LUC alternative would be easily 
implementable, but would require long-term O&M costs to maintain the LUC. The estimated present worth of 
this alternative is $136,000, which includes estimated capital costs of $20,000 and annual costs of $6,000. 

4.5.4 Groundwater RU 

Three corrective action alternatives were developed and analyzed for the Groundwater RU. No Action, 
Groundwater Monitoring, and Land Use Controls were retained for further evaluation based on their 
effectiveness, implementability, and cost- effectiveness as presented in Table 4-6. 

No Action Alternative: The objective of the no action alternative is to leave existing groundwater in place. 
This alternative provides no additional control or protection to human health or the environment for the 
petroleum- related impacts that exist at the Study Area leaving existing potential exposure pathways 
uncontrolled. Under this alternative, existing groundwater monitoring would cease and Study Area monitoring 
wells would be abandoned. The no action alternative provides no technical effectiveness, since no remedial 
action is undertaken and COCs would not be reduced other than by naturally occurring degradation. Although 
conditions favorable for natural degradation of COCs have been identified, this alternative provides no further 
evidence that these processes are occurring over time and that COC concentrations show stable or decreasing 
trends. The no action alternative would not likely obtain approval from regulatory agencies and is therefore not 
implementable. The no action alternative also does not comply with the RWQCB Basin Plan, RWQCB Order 
No. R2-2003-0080, and SWRCB Resolution 92-49. The costs for the no action alternative are low (minor 
administrative costs and costs for abandonment of wells), however it is not considered cost-effective because it 
fails to address any site impacts and risks associated with the petroleum releases. The estimated cost for this 
alternative is $38,000. 

Groundwater Monitoring Alternative: The objective of groundwater monitoring would be to effectively 
demonstrate if observed concentrations of TPHg and TPHd, VOCs, PAHs, and OCPs are decreasing or 
stabilized at well 1349MW100, demonstrate if the groundwater plume is hmited to the area around well 
1349MW100, and if the selected soil remedies have a positive effect on the dissolved- phase concentrations. 
Groundwater monitoring is a practicable alternative for localized groundwater impacts that are nominally above 
the cleanup levels for constituents of concern, sufficiently isolated from potential receptors, and/or expected to 
attenuate over time due to natural physical, chemical and biological processes. It is likely that site- wide aerobic 
conditions are present to assess the viability of various remediation technologies at the Study Area. Based on 
the results of the physical and biological tests conducted as part of the 1995 SI (Montgomery Watson, 1995a), 
the SI concluded that there are adequate naturally occurring microorganisms based on total plate counts and that 
neither nitrogen nor phosphorous would be limiting factors for microorganism growth. Reducing conditions are 
present in the vicinity of 1349MW100, as demonstrated by the low dissolved oxygen, high dissolved iron, and 
low sulfate (Section 2.1.2.2) which are favorable for OCP reduction. Groundwater monitoring would 
demonstrate whether groundwater COCs are decreasing in concentration and the impacted area is localized. In 
order to monitor naturally occurring degradation, sampling parameters would include groundwater COCs and 
dissolved metals, as well as general chemistry parameters including alkalinity, chloride, nitrate, nitrite, sulfate, 
sulfite, and dissolved gases. This alternative also recommends the installation of two additional groundwater 
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wells, 1349MW106 and 1349MW107, located ^prDximately Id the nDith and west of well 1349MW100, 
respectively, to monitor TPH, PAH, and OCP concentrations, as well as better define ^parent groundwater flow 
direction in the vicinity of the groundwater basin divide. This alternative can also be inplemented to monitor 
the effectiveness of the alternatives for soil RUs. Under this alternative, groundwater would be sarrpled on a 
quarterly basis for a period of up to five years to show that the groundwater inpacts are adequately assessed, 
remain localized (around 1349MW100), and moving towards the cleanup goals of remediation. This alternative 
also includes inplementation of an LUC to restrict use of groundwater within the Study Area as a drinking 
water or municipal water supply during the period of groundwater monitoring. The LUC would be rescinded 
when cleanup goals are achieved This alternative is in conpliance with the RWQCB Basin Plan, RWQCB 
Order No. R2- 2003-0080, and SWRCB Resolution 92-49. The estimated present worth of this alternative is 
$363,000 which includes estimated coital costs of $73,000 and annual costs ranging from $6,000 to $110,000. 

Land Use Controls Alternative: The objective of the LUC alternative is to restrict the use of groundwater in 
the vicinity of well 1349MW100. This alternative would be effective in preventing exposure to contaminated 
groundwater. Also, due to the complex hydrology in the vicinity of the Study Area and technical limitations, 
including low specific yield of wells in the area, the potential for future groundwater development for supply is 
extremely low. This alternative is also easily implementable, but would require long-term O&M costs to 
maintain the LUC restriction on groundwater use. However, this alternative is not in compliance with the 
beneficial use designation for the groundwater basin as a municipal and domestic supply per the RWQCB Basin 
Plan, RWQCB Order No. R2-2003-0080, and SWRCB Resolution 92-49. The estimated present worth of this 
alternative is $136,000, which includes estimated capital costs of $20,000 and annual costs of $6,000. 

4.6 Recommended Corrective Actions 

The recommended corrective action alternatives for each RU are summarized below. Detailed descriptions of 
the recommended alternatives are provided in Sections 5.2 for the soil RUs and Section 5.3 for the Groundwater 
RU. 

As noted earlier, the costs provided above were developed in Appendix F separately for each alternative for each 
RU so that comparisons could be made in this CAP. Table F-7 provides an estimate of total costs for the 
preferred corrective actions for all Soil RUs, assuming that they are implemented at the same time. The total 
estimated capital cost for the recommended corrective actions for the Soil RUs, as discussed below, is 
$737,000. Together with the Groundwater Monitoring remedy for the Groundwater RU, the total estimated cost 
for the preferred corrective action for the Study Area is $1,190,000, which includes estimated capital costs of 
$810,000 and annual costs ranging from $6,000 to $110,000. 

4.6.1 Shallow Soil RU 

The recommended alternative for the Shallow Soil RU is the Excavation and Off-site Disposal Alternative. 

Under the recommended alternative, well 1349MW103 will be abandoned and soil contaminated with petroleum 
products at concentrations above the cleanup levels will be excavated to up to 10 feet bgs. Excavated soil will 
be sampled for waste characterization parameters then transported and disposed of at an off-site permitted waste 
management facility. The excavation activities will continue until soil confirmation sampling results indicate 
that cleanup levels for the soil COCs specified in TaLle 3-1 are met according to the soil confirmation sampling 
program detailed in Section 5.2. The excavation will be backfilled with clean fill and covered with appropriate 
topsoil and vegetation in accordance with the VMP (Trust and NPS, 2001). A replacement well 
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( 1349MW103R) will also be installed It is noted that if contamination extends deeper than 10 feet bgs, it will 
be addressed as part of the preferred alternative for the Deep Soil RU (Section 4.6.2). 

4.6.2 Deep Soil RU 

The recommended alternative for the Deep Soil RU is the Excavation and Off- site Disposal Alternative. 

Under the recommended alternative, soil contaminated with petroleum products at concentrations above the 
cleanup levels will be excavated between 10 and 22 feet bgs, or as deep as possible to remove all impacted soil 
with conventional equipment. Excavated soil will be sampled for waste characterization parameters then 
transported and disposed of at an off-site permitlBd waste management facility. The excavation activities will 
continue until soil confirmation sampling results indicate that cleanup levels for the soil COCs specified in 
Table 3-1 are met according to the soil confirmation samphng program detailed in Section 5.2. The excavation 
will be backfilled with clean fill and covered with appropriate topsoil and vegetation in accordance with the 
VMP (Trust and NPS, 2001). It is noted that abandonment and replacement of well 1349MW103 will be 
conducted under the preferred alternative for the Shallow Soil RU. 

It is noted that if bedrock conditions preclude excavation of all impacted soil within the Deep Soil RU, the 
contamination will be left in- place and groundwater monitoring will be conducted to confirm that groundwater 
is not impacted by soil COCs (evaluated under the Groundwater RU). Current and historical groundwater data 
from well 1349MW 103 demonstrate that soil has not impacted groundwater in the area. 

4.6.3 Telecommunications Corridor Soil RU 

The recommended alternative for the Telecommunications Corridor Soil RU is the Excavation and Off- site 
D isposal A Itemative. 

Under the recommended alternative, the telecommunications conduit will be temporarily rerouted and soil 
contaminated with petroleum products at concentrations above the cleanup levels will be excavated to the 
maximum depth possible with conventional equipment (assumed to be approximately 16 feet bgs). Excavated 
soil will be sampled for waste characterization parameters then transported and disposed of at an off-site 
permitted waste management facility. The excavation activities will continue until soil confirmation sampling 
results indicate that cleanup levels for the soil COCs specified in Table 3-1 are met according to the soil 
confirmation sampling program detailed in Section 5.2. The excavation will be backfilled with clean fill and 
covered with appropriate topsoil and vegetation in accordance with the VMP (Trust and NPS, 2001). 

Monitoring well 1349MW100 may need to be abandoned to accommodate excavation activities. Although not 
located within the hmits of the RU as shown on Figure 3-1, excavation sidewall sloping and over- excavation 
may be required to access deeper impacted soils within the RU. It is recognized that well 1349MW100 is 
located within an area that has been previously excavated and subsequently backfilled with clean sand and 
controlled density fill. While the controlled density fill may provide some inherent slope stability during 
excavation activities, the thickness of the controlled density fill increases to the west of the RU, as shown on 
Figures 3-1 and 2-6). Due to excavation depths required at this RU, sloughing of fill and native materials 
underlying the controlled density fill may jeopardize lie integrity of well 1349MW100. In addition, staging of 
excavation equipment is more feasible on Washington Boulevard due to the natural slope that occurs to the west 
of the telecommunications conduit that could impede the safe operation of heavy equipment Although 
protective measures will be taken, the integrity of well 1349MW100 may be compromised due to heavy 
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equipiment traffic. If well 13491VIW100 requires abandonment, replacement well 13491V1W100R will be 
installed As a conservative measure, this worst-case scenario was assumed for further discussion and included 
for cost estimating purposes. 

It is noted that if bedrock conditions preclude excavation of aU inpacted soil within the Telecommunications 
Corridor Soil RU (i.e. unable to excavate relatively more corrpetent bedrock), the contamination wUl be left in- 
place and groundwater mordtDring will be conducted to address inpacts in the vicinity of well 1349MW100 
(evaluated under the Groundwater RU). 

4.6.4 Groundwater RU 

The recommended alternative for the Groundwater RU is the Groundwater Monitoring Alternative. 

Groundwater monitoring will effectively demonstrate if observed concentrations of TPHg and TPHd, VOCs, 
PAHs, OCPs, and arsenic, as well as other metals, are decreasing or stabilized at well 1349MW100. 
Groundwater Monitoring will also adequately demonstrate if the groundwater plume is limited to the area 
around well 1349MW100 and if the selected soil remedies have a positive effect on the dissolved- phase 
concentrations. 

To monitor groundwater quality in the vicinity of the Groundwater RU, the following wells (shown on Figure 5- 
2) will be monitored for a period of up to 5 years: 

• Existing wells: 1349MW01, 1349MW02, 1349MW03R, 1349MW101, 1349MW102, 1349MW104, 
1349MW105;and 

• New wells: 1349MW100R (iBplacement for well 1349MW100, if decommissioned), 1349MW103R 
(replacement for well 1349MW103, 1349MW106 (new well nori;h of 1349MW100R), and 1349MW107 
(new well west of 1349MW100R). 

Well 1349MW100 may be removed and well 1349MW103 will be removed during excavations but will be re- 
installed at the same locations following soil excavation activities. Monitoring of replacement wells 
1349MW100R and -103R will commence following backfilling and site restoration. 

In addition to the two replacement wells, two additional wells will be installed at new locations: 1) well 
1349MW106, north of existing well 1349MW100 in the immediate vicinity of the former fuel dispensing station 
and 2) well 1349MW107, west of Washington Boulevard, adjacent to the current well 1349MW100 location 
(Figure 5-2). Recognizing that groundwater flow is anisotropic, the selection of these two monitoring locations 
will allow for a better understanding of the complex hydrogeo logic conditions that exist at the Study Area and 
provide verification that groundwater flow in this location is to the west/southwest. The placement of the new 
wells will also better define the nature and extent of COCs identified at well 1349MW100, as well as the 
potential relationship with the sporadic detections of OCPs in samples collected from wells located to the west 
ofwelll349MW100. 

This alternative also includes implementation of an LUC to restrict use of groundwater within the Study Area as 
a drinking water or municipal water supply until achievement of cleanup goals can be demonstrated. 

The Five-Year Status Report, which is required under the RWQCB Order No. R2-2003-0080, will demonstrate 
the effectiveness of the remedy. This is further discussed in Section 5.3. 
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5, Implementation of the Preferred Alternatives 

This section discusses how the preferred CAP remedies will be inplemented including confirmation sanpling 
and groundwater mordtDring LUCs, LTTD soU tracking and management, FDS closure, applicable laws and 
regulatory requirements, and schedule. Frgure 5-1 provides the targeted excavation areas for the Shallow Soil 
(Areas 1-3), Deep Soil, and Telecommunications Corridor RUs. Frgure 3-1 provides the locations of those 
sanples with concentrations of COCs in excess of the cleanup levels. In most cases, the vertical and horizontal 
extents of the various RUs have been estimated based on the spatial distribution of available data, indicating 
locations of sarrples where exceedances of the soil cleanup levels had or had not been observed, as discussed in 
Section 3.3. The limits of some RUs, however, are not well defined with sarrple data Inplementation of the 
preferred remedy for each RU wiU effectively address these data g^3s (i.e. post-excavation soU confirmation 
sanpling to define the extents of the soU RUs and groundwater monitoring to address extent of groundwater 
inpacts). 

5.1 Remedy Implementation 

The corrective actions set forth in Section 4.6.1 for the Shallow Soil RU, Section 4.6.2 for the Deep SoU RU, 
Section 4.6.3 for the Telecommunications Corridor RU, and Section 4.6.4 for the Groundwater RU will be 
implemented by the Trust. Upon regulatory agency approval of the Final CAP, a separate implementation Work 
Plan (called CAP Work Plan) wUl be prepared for the soil RUs (i.e., Shallow, Deep, and Telecommunications 
Corridor). Implementation of the Groundwater RU will be made through any necessary modifications to the 
existing Presidio-Wide Groundwater Monitoring Program specific to the Study Area. In addition, in accordance 
with the Trust LUCMRR for Area B, the Trust will prepare appropriate documentation for LUCs, as apphcable, 
for any contamination left in- place at the Study Area at concentrations exceeding cleanup levels based on 
protection of human health or ecological receptors. 

5.2 Soil Confirmation Sampling Program 

The confirmation soU samphng program for the soU RUs will be detailed in the CAP Work Plan. It is 
anticipated that after the impacted materials are removed from each excavation, the exposed land surface will 
consist of an excavation "bottom" with the perimeter of the excavation having "sidewalls." The collection and 
analysis of confirmation soil samples will determine if the preferred remedy has been effective (i.e., soils in 
excess of the cleanup levels have been removed). 

Bottom sampling wUl be based on the estimated size of the excavation, with a minimum of one bottom sample 
per excavation and at least one per 625 sf. A 25- by 2 5- foot samphng grid will be used to guide the collection of 
excavation bottom samples. 

Each sidewall will be sampled every 50 feet of its lateral extent. At a minimum, one sidewall sample for each 
excavation sidewall will be collected (assuming four sidewalls per excavation). The initial vertical depth 
intervals targeted for sidewall sampling were evaluated and selected separately for each soil RU, as follows: 

• Shallow Soil RU - Area 1: Area 1 encompasses the Former FDS Remedial Excavation areas. In the 
southern half of Area 1, the COC impacts extend from approximately 2 to 7 feet bgs. In the northern 
half of Area 1, the COC impacts extend from approximately 2.5 to 9 feet bgs (and to 20 feet bgs in the 
vicinity of boring 1349SB127 [Deep SoU RU]). Thus, initial excavation within Area 1 will proceed to a 
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ininiinLimof 7 feet bgs in the soijthemportionof the RU andto 9 feet bgs in the rDrthem portion of the 
RU. For every 50 feet of sidewall, the following sarrples wiU be collected: 

One sample at midpoint of to 3 feet bgs interval; 

One sample at midpoint of 3 to 8 feet bgs interval (for excavations up to 8 feet bgs); and 
Two samples at 1/3 and 2/3 vertical intervals of the 3 to 10 feet bgs interval (for excavations 
deeper than 8 feet bgs). 

• Shallow Soil RU - Area 2: Area 2 encompasses two small areas along the northern end of the former 
FDS pipeline. The vertical extent of the COG exceedances in Area 2 is estimated to be approximately 
3 feet bgs, because only the trench backfill material is suspected of containing COCs above the cleanup 
levels. For every 50 feet of sidewall, the following sample will be collected: 

One sample at midpoint of to 3 feet bgs interval. 

• Shallow Soil RU - Area 3: Area 3 includes residual soil contamination that was left in- place underneath 
the previous A ST removal excavation. COG impacts in Area 3 are estimated to extend from 
approximately 5 to 10 feet bgs. Glean backfill soils are present in this area over the impacted soils. For 
every 50 feet of sidewall, the following samples will be collected: 

One sample at midpoint of to 3 feet bgs interval; and 

One sample at midpoint of 5 to 10 feet bgs interval. Because contamination is expected to be 
concentrated in this 5-foot depth interval (from 5 to 10 feet bgs) and is covered by clean soils, 
one sidewall sample collected from this interval would target the area of greatest contamination. 

• Deep Soil RU: The Deep Soil RU consists of soil within a small area (around boring 1349SB127) at 
depths greater that 10 feet bgs. The vertical extent of this RU is assumed to be approximately 22 feet 
bgs, which is greater than 5 feet above groundwater. For every 50 feet of sidewall, the following 
sample will be collected: 

One sample at midpoint of >1 feet bgs and bottom of excavation. 

• Telecommunications Corridor RU: The telecommunications soil RU is a wedge-shaped mass of 
impacted soil beneath the telecommunications line adjacent to Washington Boulevard. The purpose of 
excavation in this area is to remove the impacted soil left in place below the conduit. The vertical extent 
of this RU is assumed to extend deeper than 12 feet bgs, which is the maximum depth of the previous 
soil excavations in the area. Sidewall samples collected from between and 10 feet bgs from this 
narrow excavation are not expected to show cleanup level exceedances because the area surrounding the 
conduit has been backfilled with clean soils to approximately 12 feet bgs. For every 50 feet of sidewall, 
the following samples will be collected: 

One sample at midpoint of to 3 feet bgs interval; 

One sample at midpoint of 3 to 1 feet bgs interval; 

One sample at midpoint of >1 feet bgs and >5 feet above groundwater interval; and 

One sample at midpoint of 5- foot interval above groundwater. 

The actual physical dimensions of each excavation will determine the number of bottom and sidewall samples 
collected. Additional sidewall or bottom samples may be collected if field observations indicate the presence of 
soil staining or other evidence of residual GOG impacts (e.g., elevated PID readings). All confirmation samples 
for the excavations within the Study Area will be analyzed for the following GOG constituents: 

• PAHs by United States Environmental Protection Agency (USEPA) Method 8270G; and 
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. TPHg, TPHd and/or TPHfo by USEPA Method 8015 modified and USEPA Method 3630A - Silica Gel 
Cleanup. 

Soil confirmation samples from all soil RUs will be analyzed for OCPs by USEPA Method 8081 because these 
constituents are COCs for the groundwater RU but have not been previously tested in soil at the Study Area. In 
addition, as described in Section 3.2.3, metals are believed to be naturally-occurring. To confirm this, metals 
will be analyzed in all confirmation soil samples by USEPA Method 6000/7000 series. 

As detailed in Table 3-1, depth- specific cleanup levels (i.e., to 3 feet bgs, 3 to 10 feet bgs, and greater than 10 
feet bgs and within or not within 5 feet of groundwater) will be used for soil excavations within the Study Area. 
The soil confirmation data will be compared with the cleanup levels in Table 3-1 to assess if further excavation 
is necessary. If all concentrations are below the cleanup levels, the excavation activities will be terminated. If a 
particular confirmation sample has one or more chemical concentrations from the analytical suite exceeding soil 
cleanup level(s), the contamination will be assessed, based on field observations (e.g., visual contamination, 
odors, etc.), to determine if it is related to a site-specific release. If the contamination appears to be related to a 
site- specific release, further soil will be excavated in the area where levels remain elevated and the newly 
excavated area will be resampled. If the contamination does not appear to be related to a site- specific release, 
either: 

• Further soil will be excavated in the area where levels remain elevated and the newly excavated area 
will be resampled; or 

• No further excavation will be conducted if it can be demonstrated that the residual contamination does 
not pose a risk to human health or the environment (based on a 95%UCL concentration). 

Any over- excavations will continue vertically and/or laterally in 1.0- ft increments. The RWQCB will be 
consulted regarding further excavation decisions. When it is determined that a soil RU no longer poses a risk to 
human health or the environment and RWQCB concurs with the assessment, the excavation will be considered 
complete. If cleanup levels cannot be achieved due to technical considerations (such as the inability to 
effectively excavate weathered bedrock), the soil removal program will be terminated and LUC(s) will be 
adopted, as necessary, in accordance with Section 5.4 below. 

5.3 Groundwater Monitioring Program 

The recommended remedial alternative for the Groundwater RU is Groundwater Monitoring. Groundwater 
monitoring will effectively determine if observed concentrations of TPHg and TPHd, VOCs, PAHs, and OCPs 
are decreasing or stabilized at well 1349MW100. Groundwater Monitoring will also effectively demonstrate if 
the groundwater plume is hmited to the area around well 1349MW100. An additional component of this 
alternative is implementation of an LUC to restrict use of groundwater in the area for drinking water or 
municipal supply purposes (see Section 5.4). 

To monitor groundwater quality in the vicinity of the Groundwater RU, the following wells will be monitored 
(Figure 5-2): 

• Existing wells: 1349MW01, 1349MW02, 1349MW03R, 1349MW101, 1349MW102, 1349MW104, 
1349MW105;and 
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• New wells: 1349MW100R (replacement for well 1349MW10a if decommissioned), 1349MW103R 
(replacement for well 1349MW103, 1349MW106 (new well north of 1349MW100R), and 1349MW107 
(new well west of 1349MW100R). 

Well 1349MW100 may be removed and well 1349MW103 will be removed during excavations but replacement 
wells 1349MW100R and -103R will be re- installed in the same locations following soil excavation activities. 
Monitoring of replacement wells 1349MW100R and -103R will commence following backfilling and site 
restoration. 

In addition to the two replacement wells, two additional wells will be installed at new locations: 1) 1349MW06, 
north of existing well 1349MW100 in the immediate vicinity of the former fuel dispensing station and 2) 
1349MW107, west of Washington Boulevard, adjacent to the current well 1349MW100 location (Figure 5-2). 
Recognizing that groundwater flow is anisotropic, the selection of these two monitoring locations will allow for 
a better understanding of the complex hydrogeologic conditions that exist at the Study Area and provide 
verification that groundwater flow in this location is to the west/southwest, as well as better evaluate and define 
apparent groundwater flow directions in the vicinity of the groundwater basin divide. The placement of the new 
wells will also better define the nature and extent of COCs identified at well 1349MW100, as well as the 
potential relationship with the sporadic detections of OCPs in samples collected from wells located to the west 
ofwelll349MW100. 

Groundwater monitoring will be conducted for a period of up to 5 years. The depth to groundwater will be 
measured and groundwater elevations calculated during each sampling event. Groundwater samples, including 
quality assurance/quality control (QA/QC) samples (duplicates, equipment blanks, and trip blanks), will be 
collected and analyzed, in accordance with the QAPP (Tetra Tech, 2001) for the following analytes (Usted in 
Table 5-2). 

PAHs by USEPA Method 8270C; 

TPHg, TPHd and/or TPHfo by USEPA Method 8015 modified; 

VOCs by USEPA Method 8260B; 

OCPs by USEPA Method 8081; 

Dissolved metals by USEPA Method 6010; 

General chemistry parameters: alkalinity (total), bicarbonate, carbonate, chloride, fluoride, nitrate as N, 
nitrite as N, and sulfate (by various analytical methods); 

Sulfide (EPA 376.2/SW9030); 

Total dissolved solids (EPA 160.1); 

TOG (SW 9060); and 

Field parameters including DO, specific conductance, temperature, turbidity, and pH. 

The groundwater cleanup levels for these constituents are presented in Table 3-2. Groundwater will be analyzed 
quarterly for a minimum of 2 years for all constituents identified above (for a total of 8 sampling events). If all 
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constitaents within an analytical suite have concentrations below cleanup levels for four consecutive quarterly 
sanpling events, then the frequency of rrDrdtoring for the analytical suite wUl be reduced to a seni-annual basis. 
If after an additional year of semi-annual sanpling, all constituents within the analytical suite have 
concentrations below cleanup levels sitewide, the analytical suite wUl no longer be analyzed in groundwater 
sanples. Similarly, if all analyzed constituents at an individual well have concentrations below cleanup levels 
for four consecutive quarterly sanpling events, then the frequency of ncnitoring for the well will be reduced to 
a senu-armual basis. If after an additional year of semi-annual sarrpling of the well, all constituents within the 
well have concentrations below cleanup levels, the well will no longer be sarrpled If all analytical suites and 
groundwater wells meet these criteria on a sitewide basis within a 5-year monitoring period, the groundwater 
monitoring program will be discontinued and the wells will be considered for abandonrrEnt at that time. 

In accordance with Task 13 of RWQCB Order R2- 2003-0080, a Frve-Year Status Report, which evaluates the 
effectiveness of this CAP for groundwater, wUl be conpleted and submitted to the RWQCB for approval. In the 
Five- Year Status Report, groundwater conditions within the Study Area wUl be evaluated and future corrective 
actions will be assessed based on the following general criteria; 

• If cleanup levels for all analyzed constituents are achieved within the 5-year monitoring period as 
described above, the groundwater monitoring program will be discontinued and the LUC will be 
rescinded; 

• If it is demonstrated that constituent concentrations are moving towards cleanup levels (i.e., showing a 
consistent decreasing trend) within a reasonable time period, the groundwater monitoring program will 
either be discontinued or continued for a specified time period to confirm attainment of cleanup levels 
and the LUC will be maintained, as appropriate; 

• If constituent concentration(s) are above cleanup levels but have remained generally stable (i.e., no 
increasing trend) and the groundwater impacts are shown to be localized around well 1349MW100, the 
LUC restricting use of groundwater in the area will be maintained, as appropriate, based on an updated 
evaluation of performance data, cost- effectiveness, current remedial technologies, probability of 
potential groundwater development, etc. as required by Task 13 of the Order; and 

• If constituent concentrations(s) are above cleanup levels and not generally stable (i.e., increasing trend) 
or a larger groundwater plume (beyond the general vicinity of well 1349MW100) is identified, an 
alternative cleanup strategy for the G roundwater RU will be evaluated. 

It is noted that metals data in groundwater, including total chromium, arsenic, and nickel, will be evaluated in 
the context of cleanup levels, but also to evaluate geochemical conditions at the Study Area. As discussed in 
Appendix E and Section 2.5.2, dissolved metals concentrations in groundwater above cleanup levels are 
considered to be related to the geochemical environment of the Study Area. The presence of dissolved metals is 
related to the complex geochemical interactions that occur as a result of naturally occurring conditions and those 
conditions affected by the degradation of petroleum hydrocarbons. As discussed in Appendix E, the fate and 
transport of observed dissolved metals concentrations are limited under worst case conditions and are expected 
to be even more limited as degradation of petroleum hydrocarbons becomes complete. The Five-Year Status 
Report will evaluate current geochemical conditions and trends to assess if metals concentrations above cleanup 
levels in groundwater can remain with no further action. In addition, the evaluation of dissolved metals data as 
well as general chemistry parameters will help determine if observed existing natural degradation processes 
continue to occur over time which will further demonstrate the effectiveness of the preferred alternative. 



BLASLAND, BOUCK&LEE, INC. 

10/28/OB engineers, scientists, economists 5-5 

Final 1349 CAP rev 08.25.05 (redlme).doc 



5.4 Land Use Controls 

As discussed in Section 5.2, the preferred remedy for all soil remedial units is excavation and off-site disposal. 
However, it is possible that soil with constituent concentrations exceeding cleanup levels may be left in-place 
following soil removal due to technical limitations (such as the inability to effectively excavate weathered 
bedrock). This is particularly hkely for the Deep Soil RU and the Telecommunications RU, which contain deep 
soil (below 10 feet bgs) with chemical concentrations exceeding cleanup levels. LUC(s) may need to be 
adopted for contamination left in-place, depending on whether the contamination falls within the to 10 feet bgs 
or greater than 10 feet bgs depth intervals. 

The cleanup criteria for soils below 10 feet bgs were selected based on protection of groundwater. If soils with 
constituent concentrations are left in-place below 10 feet bgs, no LUCs will be adopted as there is no exposure 
for humans and ecological receptors at this depth interval. 

If soils with constituent concentrations are left in-place following soil excavations within the to 10 feet bgs 
depth interval, LUC(s) will be adopted to protect human health and the environment. The LUC is a non- 
engineering measure designed to limit exposure to the contaminants left in place in soil above levels considered 
protective for specific use(s) of a site. The LUC prohibits specific use(s) of a site and notifies present or future 
owners and tenants at the site of the potential presence of contaminants remaining in soil at concentrations that 
may not be protective of unrestricted future site use. The LUC requirements and restrictions are binding on 
current or subsequent property owners and remain in effect until they are formally removed or modified. 

Residential human health and ecological special- status cleanup levels were selected as cleanup criteria in soil 
from to 10 feet bgs and to 3 feet bgs, respectively, to allow unrestricted future site use. Therefore, although 
current and planned land use at the Building 1349 Area is recreational with special- status ecological species 
potentially present (EKI, 2002), no n- attainment of cleanup levels provided in this CAP will require LUCs to 
restrict unlimited site use. 

As detailed in Section 5.3, groundwater monitoring will be conducted at the Study Area to address potential 
impacts to groundwater. In addition, an LUC will be adopted for groundwater at the Study Area during 
implementation of the Groundwater Monitoring alternative to prohibit use of groundwater as a drinking water or 
municipal water supply until cleanup levels are attained. 

The goals of the soil and/or groundwater LUC(s) are as follows: 

• Prevent inappropriate land use of the property containing residual contamination in soil or groundwater; 

• A ssure that information about the property containing residual contamination in soilor groundwater is 
available to the public (via the LUCMRR); 

• Ensure that long-term mitigation measures and monitoring requirements are carried out and maintained 
(as described below); 

• Ensure that the integrity and stahiUty of the remedy is maintained; 

• Ensure that subsequent property owners or transferees have a duty to assume any responsibility for 
requirements or restrictions pertairring to the residual contamination in soil or groundwater when the 
property is transferred; and 
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• Ensure that the RWQCB would be contacted prior to a change in land use or the selected remedy. 

The procedures below, if applicable, will be followed to ensure that the specified LUC(s) for the Study Area are 
adhered to by present and future owners and users of the property: 

• Project Permit Process - In advance of implementation, all Presidio plans and projects must be screened 
for comphance with the National Environmental Pohcy Act (NEPA) and the National Historic 
Preservation Act (NHPA). The Trust will use its interdisciphnary NEPA/NHPA environmental 
screening process to notify planning/project proponents of the LUC. In addition, for any project 
involving excavation or subsurface intrusion within an "LUC Zone," the Trust must approve a "dig 
permit" to ensure that subsurface utilities (e.g., water, gas, sewer, fiber optic) are not damaged. The 
Trust would also use its Excavation Clearance Permit process to notify and require adherence by 
excavation project proponents of the LUC restrictions and requirements. 

• LUC Master Reference Report - The LUC Zone(s) at the Study Area will be included in the Trust's 
LUCMRR. The LUCMRR, which includes a master map showing all Presidio-wide LUC Zones and a 
compilation of all Presidio LUC requirements and restrictions, is maintained and kept current at the 
Trust Library. Planning/project proponents and other members of the public may review all existing 
LUCs for the Presidio by reviewing liie LUCMRR in the Trust Library. 

• Notification and Annual Monitoring - The Trust will notify the RWQCB regarding any proposed land 
use plan or project that may be inconsistent with the LUC, any proposed action that may disrupt the 
effectiveness of the LUC, and any proposed action that could alter or eliminate the continued need for 
the LUC. The Trust submits an annual Presidio LUC Report to confirm that human land uses within 
Presidio LUCs Zones are consistent with the restrictions and requirements specified herein. 

• Transfer of Ownership or Control - The Trust will notify the RWQCB of any anticipated transfer of 
ownership or control of any portion of the LUC Zone(s) for the Study Area. In the event of a transfer of 
ownership or control of an LUC Zone, in whole or in part, the Trust will record the Presidio's 
LUCMRR with the City and County of San Francisco Recorder's Office and the Federal General 
Services Agency (GSA) to place subsequent Presidio owners or managers on notice of the existence of 
the LUC Zone(s). As part of the administrative transfer of the property, the Trust will notify the 
subsequent owner or manager of the duty to comply with the LUC and provide a complete copy of the 
LUCMRR. 



5.5 LTTD Soil Tracking and jvianagement 

LTTD soils previously used as backfill within the FDS trench and remedial excavations (Figure 5-1) will be 
managed and tracked in accordance with the LTTD Soil Tracking and Management Plan (EKI, 2004). LTTD 
soils are expected to be encountered and removed during excavation of the Shallow Soil RU Area 1. 
Notification for the presence of LTTD soils will be addressed in the Trust's "dig permit" prior to excavation 
activities. If the LTTD soils are stockpiled onsite, they will be segregated and stockpiled separately from non- 
LTTD soil. The LTTD soils will be disposed off-site at a permitted treatment and/or disposal facility in 
accordance with applicable laws and regulations. Tracking and management of the LTTD soils by the Trust will 
no longer be applicable once the soils are removed and disposed off- site. 

LTTD soils also extend beyond the assumed limits for Shallow Soil RU Area 1 (Figure 5-1). The Trust may opt 
to either excavate these LTTD soils as part of the CAP excavations to eliminate the necessity of tracking the 
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soils or leave the LTTD soils in- place. No sarrpling wUl be required to leave these LTTD soils in- place, as 
previous sarrpling has indicated that TPH and PAH concentrations meet the SCRs from Order No. R2-2003- 
0080 (RWQCB, 2003a; Section 2.4.3). Soils remaining irt place will be retained in the Trust's geogr^hical 
information system (CIS) database for tracking of LTTD soils. Appropriate personnel will be notified prior to 
ar^A future construction, maintenance, or other subsurface operations conducted in the area so that restrictions 
ard requirements for the LTTD soils identified in the LTTD Soil Tracking and Management Plan (EKI, 2004), 
such as restrictions on removal, relocation, and reuse, are followed 



5.6 Closure of FDS 

Upon completion of the corrective actions selected in this CAP for the Study Area, the portions of the former 
FDS pipelines within the Study Area will be considered closed in accordance with RWQCB Order R2-2003- 
0080 (RWQCB, 2003a). The portions of the FDS pipelines within the Study Area extend from the general 
vicinity of the former AST northwards to Kobbe Avenue, eastwards to Harrison Boulevard, and southwards to 
the limits of the former Fill Site 5. Per Task 12 of the RWQCB Order, the CAP Closure Report will include 
confirmation soil sampling results for the former FDS pipeline trenches and excavations to demonstrate 
compliance with the cleanup levels specified in Table 3-1 of this CAP. 

5.7 Applicable State and Federal Laws and Regulatory Requirements 

Implementation of the selected corrective action alternatives will comply with applicable state and federal laws 
and regulations including the requirements of Title 23, Division 3, Chapter 16, Article 11, which are the primary 
regulations establishing the requirements and standards for petroleum- related corrective action in the State of 
California. The alternatives selected by this CAP will also comply with applicable laws and regulations 
regarding management and disposal of excavated soil, including transport to and treatment at regulated and 
permitted facilities. As detailed in the RWQCB Order No. R2-2003-0080, the Study Area is a known petroleum 
contamination site requiring preparation and implementation of this CA P to meet the requirements of 23 CCR § 
2725. The RWQCB Order No. R2-2003-0080 presents cleanup standards as SCRs for the protection of human 
health, ecological receptors, and water quality, which were used to set the applicable CAP cleanup levels. 

The Presidio as a whole is within the GGNRA and is listed in the National Register of Historic Places as a 
Historic Landmark, which affords its historic resources and cultural landscapes certain protection under the 
NHPA. The Trust Programmatic Agreement, which sets forth the procedures to implement the historic 
compliance process of Section 106 of the NHPA for Area B, will be followed. In addition, archeological sites 
and resources are known to exist or may be discovered within the Presidio. During corrective action 
implementation, the Trust will comply with applicable provisions of the Archeological and Historic Preservation 
Act (AHPA) and the Native American Graves Protection and Repatriation Act (NAGPRA) if such resources are 
encountered during implementation work concerning this CAP. Other federal and state statutes, such as the 
federal and state Endangered Species Acts (ESA and CESA) and the Migratory Bird Treaty Act (MBTA) also 
provide standards for protection of natural resources found on the Presidio that will be followed during this 
corrective action. 

Since the Study Area is within Area B of the Presidio, the corrective action will be completed in a manner 
consistent with land uses established by the PTMP. NPS Management Policies and the Presidio VMP (Trust 
and NPS, 2001) apply to the corrective action work. 
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With regard to soil excavation and disposal, state laws and regulations inplement the federal Resource 
Conservation and Recovery Act (RCRA) standards and are ^plicaHe to the corrective actions at the Study 
Area These provisions include standards for properly storing, handling, and transporting excavated soils that 
mc^ contain hazardous constituents. These regulations also set standards for testing of potential hazardous 
wastes prior to management and proper off- site disposal. 

The inpacted soil at the Study Area is not believed to be hazardous waste. The transport and disposal of non- 
hazardous waste that iwiy be generated during the corrective action will be performed in accordance with the 
pertinent sections of Title 27 of the CCR, which addresses the proper management of solid wastes. 

The corrective actions at the Study Area consider the RWQCB Basin Plan policy of no loss of wetlands, as well 
as Presidio wetlands resources (NPS and Trust, 2003). Ary ^pUcable discharge prohibitions and erosion 
control measures will protect surface water and wetland resources. 

The corrective actions at the Study Area also consider stormwater discharges as described in the Basin Plan-- 
Ch^ter 4, as part of the Porter- Cologne Water Quality Control Act promulgated under California Water Code 
§ 13240- 13241. Limitations to construction- related stormwater discharges are described in this provision The 
Stormwater Discharges program is regulated by the RWQCB for certain municipal, industrial, and construction 
stormwater discharges through NPDES permits. The Construction Activity Control Program requires an 
NPDES permit for construction activities involving disturbance of one acre or greater total land area Permit 
conditions address pollutant and waste discharges occurring during construction activities and the discharge of 
pollutants in runoff after construction The Erosion and Sediment Control program establishes guidelines for the 
regulation of erosion and sedimentation for the protection of beneficial uses of water due to the inpairment by 
sediment. Corrective action efforts at the Study Area will not litely include stormwater discharge and the total 
excavation areas total less than one acre in size; therefore a stormwater NPDES is not required However, any 
corrective action related stormwater discharges will use controls to reduce pollutant loads in stormwater in a 
manner that will not adversely inpact groundwater or surface water, in accordance with the Basin Plan Erosion 
control and stormwater discharge measures in accordance with the Basin Plan are part of the planned 
remediation actions to be inplemented at the Study Area 

Also, Bay Area Air Quality Management District (BAAQMD) regulations pertinent to dust suppression and 
onsite air monitoring during excavation work will be met to prevent air quality inpacts from the selected 
remedial actions. BAAQMD regulations under the Clean Air Act pertaining to remediation activities in areas of 
serpentirdte rocks and soil will be followed A dust mitigation plan for on-site dust mitigation and monitoring 
for asbestos will be prepared in accordance with the Air Resources Board Model Rule. Although not anticipated 
to be present, if unknown underground storage tanks (USTs) are found during remedial activities, removal will 
conply with applicable state and local requirements. 

5.8 Implementation Schedule 

Upon final regulatory approval by the RWQCB of the Final CAP, all deliverables and corrective actions 
authorized by the CAP will be prepared and implemented according to the schedule, as amended, required by 
the RWQCB Order. The RWQCB Order schedule currently requires that remedy construction at the Study Area 
begin by February 28, 2006. 

Upon regulatory agency approval of the Final CAP, the CAP Work Plan for application of the preferred 
alternatives for the soil RUs will be prepared. Once the CAP Work Plan is approved by the RWQCB, the CAP 
will be implemented. As required by the RWQCB Order No. R2-2003-0080, a report documenting 
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iirplementation of the soil conective actions, construction conpletion, and gioundwatEr monitDring results wiU 
be issued on or before January 30, 2007. In accordarre with Task 13 of RWQCB Order No. R2- 2003-0080, a 
Five- Year Stabjs Report, wlich evaluates the effectiveness of the CAP for groundwater, wiU be issued in 
5 years following inplementation of tWs CAR 
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Table 3-3 

Summary of Remedial Units and Contaminants of Concern 

Building 1349 Area 

Presidio of San Francisco, California 



Remedial Units 


Depth 
(feet) 


Estimated 

Surface Area 

{square feet) {1} 


Estimated 

Thickness 

(feet)" 


Estimated Volume 

In-Situ (cubic 

yards)" 


COCs'^' 


SOIL 1 


Shallow Soil- Area 1 


to 7-9 feet bgs 


2130 


7-9 


630 


TPHd.TPHfo 
B(a)P, D{a,h)A, chrysene 


Shallow Soil- Area 2 


to 3 feet bgs 


270 


3 


30 


B(a)P, D(a,h)A 


Shallow Soil- Area 3 


to 10 feet bgs 


405 


10 


150 


TPHd 


Deep Soil 


10 to 22 feet bgs 


70 


12 


30 


TPHd 


Telecommunications Conduit 


to 16 feet bgs '^' 


960 


16 


570 


TPHd, PAHs 


Total 








1410 




GROUNDWATER | 


Building 1349Area Groundwater 


NA 


NA 


NA 


NA 


TPHd.TPHg, benzene, PAHs, 
OCPs, arsenic 



Notes 

NA - NotApplicable 

TPHd-TPH asdieselfuel 

TPHfo-TPH as fuel oil 

TPH - Total petroleum hydrocarbons 

B(a)P - Benzo(a)Pyrene 

D(a,h)A - Dibenz(a,h)Anthracene 

OCPs - Organochlorine pesticides 

PAHs - Polycyclic aromatic hydrocarbons 

COCs - Contaminants of Concern 



(1} Surface area, thickness, and volume estimated using target excavation areas (Figure 5-1). 

(2} 16 feet bgs assumed as an estimate for approximate depth of contamination before bedrock. Actual depth and limits 

of excavation will be determined by post excavation confirmation sampling. 
(3} Although metals and OCPs are not COCs for the soil RUs, they will be analyzed in soil confirmation samples (see Table 5-1). 
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Table 2-2 
Summary of Previous Site Investigation and Corrective Actions 

Building 1349 Area 
Presidio of San Francisco, CA 



Investigation 
Report 


Date^erFormed 
By 


Summary of Activity 


Potential 

Contaminants 

of Concern 


Final Building 
1349 Site 
Investigation 


J anuary 

1995/Montgomery 

Watson 


Site investigation conducted in two pliases at tine Site. 

Pliase 1: Fourteen soil borings were advanced in August 1993. 

• One grab gnoundwatEr sample and 51 soil samples were collected 
forTPHd, BTEX, and metals. 

• Analytical results indicated high soil concentrations of TPHd in the 
area of the former drainage gully, east of Washington Boulevard. 

Phase 2: Eight soil borings were advanced in February 1994. 

• Thirty-seven soil samples and one groundwater sample were 
collected forTPHd and BTEX analyses. 

• Analytical results indicated high soil concentrations of TPHd in the 
area of the former drainage gully, east of Washington Boulevard 
and groundwater. 

• Select soil samples were analyzed for physical and biological 
parameters to help assess potential soil remediation technologies. 

• A leaking, shallow underground fuel pipe between the tank and fuel 
dispensing structure was located and identified as a potential 
source area. 

• High-resolution seismic reflection study indicated up to eight 
bedrock lineaments attJie site. 


TPHd 


Final Building 
1349 Addition^ 
Site Investigation 


May 

1996/Montgomery 

Watson 


Phase 3: Nine soil borings were advanced to depths ranging from 

approximately 38 to 58 feet below ground surface (bgs). 

• Relatively low concentrations of TP Hd were detected from to 30 
feet bgs witJi concentrations ranging from 1.0 to 7.7 mg/kg, and 
increasing concentrations of TPHd were observed in soil from 30 to 
50 feet bgs ranging from 330 to 990 mg/kg. 


TPHd 
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Table 2-2 
Summary of Previous Site Investigation and Corrective Actions 

Building 1349 Area 
Presidio of San Francisco, CA 



Investigation 
Report 


Date^erFormed 
By 


Summary of Activity 


Potential 

Contaminants 

of Concern 






• TPHd was detEctEd in three grab groundwater samples at 
concentrations of 1,300 ppb, 24,000 ppb, and 4,700 ppb. 
Concentrations in groundwater were above tJie cleanup level of 880 
ppb. 

• Three groundwater monitoring wells were installed in converted soil 
borings. 




Aboveground 
Storage Tank 
Closure 


May 1996/IT 
Corporation 


Removal action activities included tJie removal of Building 1349 and 
associated piping. In addition, soil was removed from the areas at the site 
as follows: 

. Area 1: Excavation area of approximately 25 by 35 feet to a 

depth of 7.0 feet bgs. 
. Area 2: Excavation area of approximately 70 by 25 feet to a 

depth of 12 feet bgs. 
• Area 3: Excavation area of approximately 40 by 50 feet to a 

depth of 13.2 feet bgs. 

Confirmation samples were collected for soil remaining in place. 
Concentrations of TPHd in soil ranged from 14,000 to 24,000 mg/kg 
beneath the communications conduit at 3.0 feet bgs. Two additional 
samples were collected at depths of 4 and 6 feetgbs. TPHd was detecLed 
at concentrations of 13,000 and 14,000 mg/kg. Four samples were 
collected at 12 feet bgs with concentrations of TP Hd ranging from 3,200 to 
10,000 mg/kg. PAHs were detecLed at a maximum concentration of 51 
mg/kg for naphthalene. 


TPHd and 
PAHs 


Fuel Distribution 
System Closure 
Report 


May 1999/IT 
Corporation 


A portion of the Presidio-wide FDS piping removal corrective action. Two 
FDS pipeline removal actions, MT-6 and MT-7, occurred in the vicinity of 
Building 1349 (IT, 1995). 


TPHd, TPHfo 
and PAHs 
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Table 2-2 
Summary of Previous Site Investigation and Corrective Actions 

Building 1349 Area 
Presidio of San Francisco, CA 



Investigation 
Report 


Date^erformed 
By 


Summary of Activity 


Potential 

Contaminants 

of Concern 






• Approximately 1,000 linear feet of 6-inch pipeline were excavated 
and removed from the MT-G area and 2,000 linear feet excavated 
and removed from |viT-7. 

• Trench excavations were backfilled with overburden soil from the 
excavations to 18 inches bgs and with imported topsoil from 18 
inches bgs to ground surface. 

Three FDS Remedial Excavations (total of approximately 190 cubic yards) 
were completed in the area north of Building 1349 at areas overlapping 
former MT-6 and MT-7 excavations. 

• Post-excavation confirmation soil samples were collected from the 
bottoms and sidewalls of the excavations. 

• Field immunoassay analytical tests were performed on the 
confirmation samples as well as laboratory confirmation analysis 
based on the field immunoassay results (IT, 1999). 

• Immunoassay and laboratory analytical results indicate that soils 
with TPH and PAHs exceeding the action levels were left in place. 

• Excavated soils were L 1 1 U-treated and used as backfill. 




Additional 
Investigation of 
Fuel Distribution 
Systems 


August 

1999/lviontgomery 

Watson 


Investigation of former FDS pipeline trending south from Building 1349 
across Washington Blvd. 

• Soil borings advanced at 100-foot intervals along former pipeline. 

• TPHfo not detected above 115 mg/kg. 

• Decision document indicating "no flirther action" recommended. 


None 


Draft Building 
1349 Site 
investigation 
Report 


October 

2003/Tneadwell & 
Rollo 


Soil and groundwater data gap assessment. 

Total of 31 soil borings advanced to various depths. 

• Soil and grab groundwater samples analyzed for TPHd, TPHfo and 
PAHs. 

• Shallow soil samples collected at 2.5 feet bgs to 7.5 feet bgs from 
nine borings from the former FDS remedial excavations and FDS 


TPHd, TPHfo, 
PAHs and 
OCPs (OCPs in 
groundwater 
only) 



Table 2-2.doc 
10/28/2005 



BLASLAND, BOUCK&LEE 
engineers, scientists, economists 



Pages of 4 



Table 2-2 
Summary of Previous Site Investigation and Corrective Actions 

Building 1349 Area 
Presidio of San Francisco, CA 



Investigation 
Report 


Date^erFormed 
By 


Summary of Activity 


Potential 

Contaminants 

of Concern 






trench excavations contained TPHd, TPHfo and several PAH 
concentrations above tJieir respective cleanup levels. 

• Deep soil samples collected at 12 feet bgs and 20 feet bgs from 
1349SB127 at former FDS remedial excavation contained TPHd at 
17,000 mg/kg and naphthalene at 17 mg/kg. 

• TPHd exceedances of cleanup levels detected in grab groundwater 
samples collected from borings 1349SB103, 1349SB108and 
1349SB111. 

Seven monitoring wells installed attJie site (1349lviW100tJirough 
1349IV1W105), including replacement well 1349IV1W03R. 

• Wells included in quarterly Presidio-wide groundwater monitoring 
network. 

• TP Hd and PAHs detected at 1349MW100 above tJieir respective 
cleanup levels. 

• Several OCPs detected at concentrations above screening levels at 
1349MW100; most data qualified or of apparent low quality. 

• PAHs detected in excess of cleanup goals once at 1349IV1W03 
during FourtJi Quarter 2001. 





Notes: BTEX - benzene, toluene, ethylene, and xylenes 
FDS - Fuel Distribution System 
mg/kg - milligrams per kilogram 
PAHs - polycyclic aromatic hydrocarbons 
|jg/L - micrograms per liter 
|jg/kg - micrograms per kilogram 



TPHd - total petroleum hydrocarbons as diesel 

TPHfo - total petroleum hydrocarbons as fuel oil (using a motor oil standard witti carbon range C24-C36) 

TPHg - total petroleum hydrocarbons as gasoline. 

VOCs - volatile organic compounds 

OCPs - Organochlorine Pesticides 

LTTD - Low Temperature Thermal Desorptlon 
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Table 3-1 

Summary of Soil Cleanup Levels 

Building 1349 Area 

Presidio of San Francisco, CalifDmia 



Protection of Protection of Protection of 

Human Health Human Health Ecological 

Recreational R^idential Receplnis 

Cleanup Level ^ Cleanup Level Cleanup Level for 

= '=■=' Terrestrial 

Receptois ° 



Protection of 

Ecological 

Receptors 

C leanup Level for 

Special-Status 

Receptors ^ 



Background 

Metals 

ConcentiHtions 

for Seipentinite 

Soir 



Protection of 
Groundwater Resources 
C leanup Level for Soil to 
Maintain Drinking V\bter 
Standaid in Groundwater 
Soil Less Than 5 feet 
Above Groundwater" 



Protection of 
Groundwater Resources 
C leanup Level for Soil to 
Maintain Drinking V\bter 
Standaid in Groundwater 
Soil Greater Than Sfeet 
Above GroundwatH'" 



QAPP Analytical 
Reporting Limit 



Laboratory 
Detection Limit 



Effective Soil 

C leanup Level 

SoiiOto3feet 

bgs' 



Effective Soil Effective Soil 
Cleanup Level Cleanup Level 
Soil3to lOfeet SoilGieater 



bgs-^ 



Than lOfeet 
bgs and Less 

Than 
5 feet above 
grourKlwater ° 



Effective Soil 

C leanup Level 

Soil Greater 

Than 10 feet bgs 

and Greater 

Than 
5 feet above 
groundwater^ 



Metals (n^/K^) ' 

Antimony 

Arsenic 

Barium 

Beryllium 

Cadmium 

Chromium 

Cobalt 

Copper 

Iron 

Lead 

Manganese 

Mercury 

Nickel 

Selenium 

Thallium 

Vanadium 

Zirx: 

Organochlorine Pesticides (mg/i«g}'' 

Aldrin 
alpha-BHC 
beta -BHC 
delta-BHC 

Chlordane {alpha and gamma )e 

4,4-DDD 

4,4-DDE 

4,4- DDT 

Dieldrin 

EndosuHan 

Endosulfan suHate 

Endrin 

Endrin aldehyde 

gamma-BHC 

Heptachior 

Heptachlorepoxide 

i^lethoxychlor 

Polycyclic Aromatic Hydrocariions (mg/l^) ^ 

Acenaphthene 

Acenaphthylene 

Anthracene 

Benzo(a)anthracene 

Benzo{ a ) pyrene 

Benzo(b)fluoranthene 

Benzo(g,h,i)perylene 

Benzo(k)fluoranthene 

Chrysene 

Dibenzo(a,h) anthracene 

F luoranthene 

Fluorene 

lndeno{l,2,3-cd)Pyr6ne 

Naphthalene 

Phenanthrene 

Total Carcinogenic PAHs 

Pyrene 

Petroleum Hydrocarlx>ns and Constituents (mg/l^) ^ 

TPH{asdiesel) 
TPH (as fuel oil)' 
TPH (as gasoline) 
Benzene 
Toluene 
Ethylbenzene 
Total Xylenes 



0.88 


0.36 


12,000 


5,000 


350 


140 


4.2 


1.7 


2,800 


1,200 


10,000 


4,000 



52 


20 


3,500 


1,400 


870 


360 


14 


5.7 


1,600 


650 


52,000 


22,000 



0.07 


0.029 


0.44 


0.18 


0.79 


0.32 


0.44 


0.18 


0.91 


0.37 


4.9 


2 


35 


1.4 


3.5 


1.4 


0.074 


0.03 


900 


370 


900 


370 


45 


18 


45 


18 


1.1 


0.44 


0.29 


0.12 


0.21 


0.088 


750 


310 



6,600 h 


2,700 h 


13,800 


5,900 


1 


0.43 


0.1 


0.04 


1 


0.43 


1,400 


620 


1 


0.43 


10 


4.3 


0.19 h 


0.078 h 


1,900 


820 


1,800 


770 


0.65 h 


0.27 h 


1,100 


480 


1,400 


600 



3,200 


1,380 


700 


4,500 


1,900 


980 


2,400 


1,030 


610 


1.5 


0.6 


40 


1,200 


530 


270 


1,900 


840 


125 


2,500 


1,080 


55 



320 


230 


10 


1.1 


0.017 


1.9 


4 


1,700 


20 


170 


30 


85 



04 


02 


30 


4,500 


02 


as 


015 


1.0 


2 


74 


4 


160 



0.0039 
0.062 
0.062 
0.062 
0.009 
0.049 
0.098 

0.0082 
0.039 
1.1 
1.1 
0.004 
0.004 
0.01 
0017 
0.017 
0.44 



23 
5,04O 



111 
241 



115 
160 
100 

0.005 
0.005 
0.009 
0.009 



15,000 
15000 
5,000 
140 
420 
60 
180 



02 
5.0 



0.002 
0.002 
0.002 
0.002 
0.002 
0.002 
0.004 
0.004 
0.004 
0.002 
0.004 
0.004 
0.004 
0.002 
0.002 
0.002 
0.02 



0.33 
0.33 
0.33 
033 
0.33 
033 
0.33 
0.33 
0.33 
033 
0.33 
033 
0.33 
0.33 
0.33 



10 
10 
1.0 
0.005 
0.005 
0.010 
0.005 



0.25 


5 


29 


025 


5.4 


5.4 


0.25 


320 


5^000 


Ol 


ID 


140 


0.25 


1.9 


1.9 


05 


1,700 


1,700 


0.25 


170 


4,000 


05 


85 


- 



0.02 


0.4 


20 


0.25 


4>500 


4,500 


025 


0.5 


360 


0.25 


l.O 


5.7 


025 


74 


650 


1 


160 


22,OCO 


0.0017 


0.0039 


a029 


0.0017 


0.062 


CIS 


0.0017 


a062 


a32 


0.0017 


0.062 


CIS 


0.0017 


aoo9 


a37 


0.0033 


0.049 


2 


0.0033 


a098 


1.4 


0.0033 


O.O082 


1.4 


0.0033 


0.03 


aa3 


0.0017 


1.1 


370 


0.0033 


1.1 


370 


0.0033 


0.004 


18 


0.0033 


aoo4 


18 


0.0017 


0.01 


0.44 


0.0017 


aoi7 


ai2 


0.0017 


0.017 


aoea 


0.017 


0.44 


310 



0.0035 


2,700 


2,700 


- 


0.0035 


_ 


— 


_ 


0.0035 


5,900 


5i9CO 


308 


0.0035 


0.43 


a43 


8 


0.0035 


0.04 


ao4 


3 


0.0035 


0.43 


0.43 


23 


0.0035 


620 


620 


5,0« 


0.0035 


0.43 


0.43 


23 


0.0035 


4.3 


4.3 


54 


0.0035 


0.078 


0.078 


_ 


0.0035 


820 


820 


316 


0.0035 


770 


770 


60 


0.0035 


0.27 


a27 


- 


0.0035 


480 


4SO 


9 


0.0035 


600 


600 


86 




5.6 


5.6 


111 


0.0035 


620 


620 


241 



0.001 


700 


1,380 


115 


15,000 


0.005 


980 


1,900 


160 


15,000 


0.001 


610 


1,030 


lOO 


5,000 


0.005 


0.6 


ae 


0.005 


140 


0.005 


270 


530 


0.005 


420 


0.005 


125 


840 


0.009 


60 


0.005 


55 


1,080 


0.009 


ISO 



Notes 

bgs- below ground surface 
|jg/kg - micrograms per kilogram 
mg/kg - milligrams per kilogram 
PAHs - Polycyclic aromatic hydrocatbons 
TPH -Total petroleum hydrocarbons 
QAPP -Quality Assurance ProjectPlan 
— =Cleanup level is not available. 

a Cleanup level values listEd are obtained from Tables 1, 2 and 4 of Regional Water Quality Control Board, San Francisco Bay Region, Qrder R2-2003-0080, Revised Site Cleanup Requirements (SCRs), August 2003. 

b Although the Building 1349 SbjdyArea is located within a planned recreational land use zone, more conservative residential cleanup levels have been used to evaluate risk, select COCs, and facilitate follow-on decisions for potential unrestricted land use of a remedial unit post remediation. 

c Residential and ecological cleanup levels are the applicable cleanup levels for soil from Oto 3 feet bgs. For metals, background concentrations for serpentnite soil are selected if higher 

d Residential cleanup levels are the applicable cleanup levels for soil from 3 to 10 feet bgs. For metals, background concentrations for serpentinite soil are selected if higher 

e Protection of ground vuater resources cleanup levels for soil to maintain drinking water standards in groundwater are the applicable cleanup levels for soil greater than 10 feet bgs. 

f Cleanup levels and background concentrations for metals obtained from Cleanup Levels Document (EKI, 2002). 

g Cleanup levels for petroleum-related compounds obtained from SCRs, Order No. R2-2003-080(RWQCB, 2003). 

h Cleanup level obtained from Table 7-2 (Non-petroleum compounds) in the Cleanup Levels Document (EKI, 2002) 

i These values also apply to TPH as motor oil. 
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Table 3-2 

Summary of Groundwater Cleanup Levels 

Building 1349 Area 

Presidio of San Francisco, California 





QAPP Analytical 


Laboratory 


Drinking Water 




Reporting 
Limits 


Groundwater Cleanup 


Chemical 


Reporting Limits 


Level^ 




(|Jig/L) 


(|Jig/L) 


(Mg/L) 


Petroleum Hydrocarbons and Constituents 


TPHg(C7-C„) 


50 


50 


770 


TPHd(Ci2-C24) 


50 


50 


880 


TPHfO^C24-C36) 


300 


250 


1,200 


Benzene 


0.01 


0.5 


1.0 


Toluene 


0.05 


0.5 


150 


Ethylbenzene 


0.5 


0.5 


700 


Total Xylenes 


0.5 


0.5 


1,750 


Polycyclic Aromatic Hydrocarbons (PAHs) | 


Acenaphthene 


10 


0.2 


420' 


Acenapthylene 


10 


0.2 


280' 


Anthracene 


10 


0.5 


770 


Benzo(a)anthracene 


10 


0.1 


0.1 


Benzo(a)pyrene 


10 


0.1 


0.2 


Benzo(b)fluoranthene 


10 


0.2 


0.2 


Benzo(g,h,i)perylene 


10 


0.2 


150 


Benzo(k)fluoranthene 


10 


0.1 


2 


Chrysene 


10 


0.1 


20 


Dibenzo(a,h)anthracene 


10 


0.2 


0.0085''^ 


Flouranthene 


10 


0.4 


300 


Fluorene 


10 


1 


300 


Naphthalene 


10 


1 


300 


lndeno(l,2,3-cd)pyrene 


10 


0.14 


0.029''^ 


Phenanthrene 


10 


0.5 


230 


Pyrene 


10 


0.2 


230 


Volatile Organic Compounds (VOCs) | 


2-butanone 


10 


10 


4,200' 


Acetone 


10 


10 


700' 


Bromoform 


0.5 


1 


100' 


Carbon disulfide 


5 


0.5 


-- 


Dibromochloromethane 


0.5 


0.5 


100' 


Methyl t-butyl ether (MTBE) 


2 


0.5 


13 
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Table 3-2 

Summary of Groundwater Cleanup Levels 

Building 1349 Area 

Presidio of San Francisco, California 



Chemical 


QAPP Analytical 

Reporting 

Limits 

(|Jig/L) 


Laboratory 

Reporting Limits 

(|Jig/L) 


Drinking Water 

Groundwater Cleanup 

Level' 

(Mg/L) 


Metals 1 


Aluminum 


50 


50 


-- 


Antimony 


2 


1 


6 


Arsenic 


2 


1 


10 


Barium 


1 


1 


1,000 


Beryllium 


1 


1 


4 


Cadmium 


1 


1 


5 


Calcium 


50 


50 


-- 


Chromium 


2 


1 


50 


Chromium VI 


0.5 


10 


21^ 


Cobalt 


1 


1 


140' 


Copper 


2 


1 


1,000 


Iron 


50 


50 


- 


Lead 


1 


1 


15 


Magnesium 


50 


50 


- 


Manganese 


1 


1 


- 


Mercury 


0.2 


0.2 


2 


Nickel 


2 


1 


100 


Potassium 


50 


50 


— 


Selenium 


2 


1 


50 


Silver 


1 


1 


50 


Sodium 


50 


50 


— 


Thallium 


1 


1 


2 


Vanadium 


10 


1 


15' 


Zinc 


2 


20 


5,000 
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Table 3-2 

Summary of Groundwater Cleanup Levels 

Building 1349 Area 

Presidio of San Francisco, California 



Chemical 


QAPP Analytical 

Reporting 

Limits 

(|Jig/L) 


Laboratory 

Reporting Limits 

(|Jig/L) 


Drinking Water 

Groundwater Cleanup 

Level' 

(Mg/L) 


Pesticides | 


Aldrin 


0.05 


0.05 


0.002''' 


alpha-BHC 


0.05 


0.05 


— 


beta -BHC 


0.05 


0.05 


0.3 


delta-BHC 


0.05 


0.05 


— 


gamma-BHC 


0.05 


0.05 


0.2 


Chlordane (alpha and gamma)' 


0.5 


0.05 


0.1 


4,4-DDD 


0.1 


0.01 


0.15' 


4,4-DDE 


0.1 


0.01 


0.10' 


4,4-DDT 


0.1 


0.01 


0.10' 


Dieldrin 


0.1 


0.05 


0.5 


Endosulfan 


0.1 


0.01 


42' 


Endosulfan sulfate 


0.1 


0.1 


— 


Endrin 


0.1 


0.01 


2 


Endrin aldehyde 


0.1 


0.1 


2 


Heptachlor 


0.05 


0.025 


0.01^ 


Heptachlor epoxide 


0.05 


0.025 


0.01^ 


Methoxychlor 


0.5 


0.025 


40 



Notes 

Hg/L - micrograms per liter 

— = Cleanup level is not available. 

QAPP - Quality Assurance Project Plan 

TP Hd - total petroleum hydrocarbons as diesel 

TP Hg - total petroleum hydrocarbons as gasoline 

TP Hfo - total petroleum hydrocarbons as fuel oil 

a Development of Presidio-wide Cleanup Levels for Soil, Sediment, Groundwater and Surface Water, Presidio 

of San Francisco (EKI, 2002), Table 7-6, Cleanup Levels for Surface Water, Seeps, and Groundwater at the Presidio 
of San Francisco (Drinking Water Cleanup Level) or maximum contaminant levels (MCLs), if available. 

b These values also apply to TP H as motor oil. 

c Values are Environmental Screening Levels (ESLs) for drinking water (RWQCB, 2003b). 

d Drinking water level is lower than laboratory reporting limit. Therefore, laboratory reporting limit is selected as 

achievable cleanup level, 
e Cleanup level for chlordane is applied to both alpha and gamma isomers. Both isomers are reported 

in laboratory data. 
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Table 3-3 

Summary of Remedial Units and Contaminants of Concern 

Building 1349 Area 

Presidio of San Francisco, California 



Remedial Units 


Depth 
(feet) 


Estimated 

Surface Area 

{square feet) {1} 


Estimated 

Thickness 

(feet)" 


Estimated Volume 

In-Situ (cubic 

yards)" 


COCs'^' 


SOIL 1 


Shallow Soil- Area 1 


to 7-9 feet bgs 


2130 


7-9 


630 


TPHd.TPHfo 
B(a)P, D{a,h)A, chrysene 


Shallow Soil- Area 2 


to 3 feet bgs 


270 


3 


30 


B(a)P, D(a,h)A 


Shallow Soil- Area 3 


to 10 feet bgs 


405 


10 


150 


TPHd 


Deep Soil 


10 to 22 feet bgs 


70 


12 


30 


TPHd 


Telecommunications Conduit 


to 16 feet bgs '^' 


960 


16 


570 


TPHd, PAHs 


Total 








1410 




GROUNDWATER | 


Building 1349Area Groundwater 


NA 


NA 


NA 


NA 


TPHd.TPHg, benzene, PAHs, 
OCPs, arsenic 



Notes 

NA - NotApplicable 

TPHd-TPH asdieselfuel 

TPHfo-TPH as fuel oil 

TPH - Total petroleum hydrocarbons 

B(a)P - Benzo(a)Pyrene 

D(a,h)A - Dibenz(a,h)Anthracene 

OCPs - Organochlorine pesticides 

PAHs - Polycyclic aromatic hydrocarbons 

COCs - Contaminants of Concern 



(1} Surface area, thickness, and volume estimated using target excavation areas (Figure 5-1). 

(2} 16 feet bgs assumed as an estimate for approximate depth of contamination before bedrock. Actual depth and limits 

of excavation will be determined by post excavation confirmation sampling. 
(3} Although metals and OCPs are not COCs for the soil RUs, they will be analyzed in soil confirmation samples (see Table 5-1). 
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Table 4-1 

Summary of Potential Remedial Technologies - 

Shallow Soil, Deep Soil, Telecommunications Corridor Soil and Groundwater 

Building 1349 Area 
Presidio of San Francisco, CA 



Remedial Unit 


Remedial Technology 


Shallow Soil 


No Action 


Excavation and Offsite Disposal 


Capping 


Land Use Controls 


In Situ 


Bioremediation (Bioventing and Enhanced Bioremediation) 


SVE 


Deep Soil 


No Action 


Excavation and Offsite Disposal 


Subsurface Capping 


In Situ 


Bioremediation (Bioventing and Enhanced Bioremediation) 


SVE 


Telecommunications 
Corridor Soil 


No Action 


Excavation and Offsite Disposal 


Capping 


Land Use Controls 


In Situ 


Bioremediation (Bioventing and Enhanced Bioremediation) 


SVE 


Groundwater 


No Action 


Groundwater Monitoring 


Land Use Controls 


In Situ 


Enhanced Bioremediation (ORC, hydrogen peroxide) 


Air Sparging 


Chemical Oxidation (hydrogen peroxide +iron, ozone) 


Extraction and Treatment 1 
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Table 4-2 

Screening of Soil Remediation Technologies 

ShaiiowSoil Remedial Unit (0 to 10 feet beiow ground surface) 

Buiiding 1349 

Presidio of San Francisco, Caiifomia 



Remedial Tedinology 






Technology Description 


Comments 


Screening | 


Technical 
Effectiveness 


Implemeutability 


Cost 


Technology 
Retained 


No Action 






Shallow soil remains in place and 
reduction of impacts limited to 
naturally- occurring biodegradation. 


Not protective of human 
health or the environment 


Low 


Low 


Low 


Yes 


Excavation aud Offsite 
Disposal 






Shallow soil removed with 
conventional excavating equipment, 
characterized, and disposed of at an 
appropriate facility. Effectiveness 
verified by confirmation soil sampUng 


Removes shallow soil 
contamination. Protective ol 
human health and 
environment 

Uses readily available 
equipment 


High 


High 


High 


Yes 


Capping 






Shallow soil capped with a low 
penneable soil (10-6 cm/s) or 
synthetic material to mitigate leaching 
of TPH and PAHs from the affected 
soil to underlying groundwater. Land 
use controls implemented to maintain 
the integrity of the cap. 


Readily available, low-tech 
equipment 

Minimizes exposure for 
human and ecological 
receptors and potential 
leaching to underiying 
groundwater, but leaves 
contaminated soil in place. 

Would require land use 
control and long-term O&M. 


Moderate 


Moderate 


High 


Yes 


Laud Use Controls 






Shallow soil remains in place and 
reduction of impacts Umited to 
naturally- occurring biodegradation. 
Land use controls implemented to 
restrict access in the vicinity of 
impacted soil and maintain integrity o: 
surface soil. 


Protective of human health 
and environment but leaves 
contaminated soil in place. 
Impacted soil is 2 ft bgs and 
deeper. 


Moderate 


Moderate 


Low 


Yes 



Table 4-2 

Screening of Soil Remediation Technologies 

ShaiiowSoil Remedial Unit (0 to 10 feet beiow ground surface) 

Buiiding 1349 

Presidio of San Francisco, Caiifomia 



Utilizes naturally occurring 
micrDoiganisms to biodegrade oiyanic 
constituents absorbed to soils in tbe 
unsatiuated zone. Airinjection wells 
are installed by standaid well-drilling 
methods (vertical, angled, or 
horizontal) used in unsaturated zones. 
The increased supply of oxygen (as 
air) selves to accelerate the rate of 
naturally occurring aerobic 
contaminant biodegradation. 



Uses oxygatieleasLng product to 
idease axygen into the subsurface via 
soil borings. The increased si^iply of 
oxygen serves to aoceleialE tbe lale of 
naturaUy occmrii^ asobic 
oonlanitnant iBodegradation. 



Uses low-profile, low-tech 
equipment Effective at 
degraduig TPH and PAHs. 
Does not require handling of 
chemicals. A basic 
assumption of in-situ 
treatment is that the material 
is uniform and homogeneous 
The shallow soil RU consists 
of discrete volumes of 
contaminated material in 
silly clay/clayey silt (slope 
debris and ravine fill and 
weathered bedrock with 
evidence of secondary 
mineralization of fractures) 
which has low penneabilily 
and is heterogeneous. This 
lithology would likely 



Volatile oonstituesits absoibed to soils 
inunsatmalEd zone are volatiliffid by 
cfplying a vacuum. Resulting v^nis 
are sdiacted fortieabnent 



Uses standard drilting 
equipment Effective at 
degrading TPH and PAHs. 
A basic assumption of in-situ 
treatment is that the material 
is uniform and homogeneous 
The shallow soil RU consists 
of discrete volumes of 
contaminated material in 
silly clay/clayey silt (slope 
debris and ravine fill and 
weathered bedrock with 
evidence of secondary 
mineralization of fractures) 
which has low penneabilily 
and is heterogeneous. This 
lithology would likely 
produce preferential flow 



SVE targets VOCs and some 
SVOCs but not heavier 
hydrocarbons such as TPHd. 
Method is not effective to 
remediate shallow soil 
contamination in Building 
1349 Study Area due to soil 
and weathered bedrock with 
low penneabilily. Study 
Area lithology would likely 
produce preferential paths 
and thus would not be 
remediated uniformly. 



High 



High 



High 



Note: Definitions for Effectiveness, Iniplenientability and Cost. 

Technical Effectiveness Technical effectiveness refeis to the ability of a technology to address: 1) the estimated area or volumes of media requiring remediation to meet the RAOs; 2) the 
potential impacts to human health and the environment during implementation and any construction; and 3) the long-teim reliabihty and proven history of the technology with respect to the t^ 
of chemicals and conditions at the sites. 

Iniplenientability: Implementabitily refeis to both the technical and institutional feasibility of implementing a particular remedial technology, including: 1) the tiketihood of obtaining 
and approvals from regulatory agencies; 2) availabitity of appropriate treatment storage, and disposal facilities (TSDFs); and 3) availability of the equipment materials and skilled workers 
necessary' to implement the particular technology. 



Cost-Effectiveness: Cost-effectiveness includes assessing the relative capital and operation and maintenance (O&M) costs associated with a particular technology. Costs are estimated using 
best engineering judgment at the time of the estimate. Cost-effectiveness weighs required expenditures against potential benefits, and is used to etiminate options that are substantially more 
n oliier process options providing the same level of protection. 



Table A-3 

Screening ofSoil Remediation Technologies 

Deep Soil Remedial Unit (giBater than 10 feet below giound surface) 

Building 1349 

Presidio ofSanFrancisco, Califomia 



Remedial 
Technology 






Technology Description 


C omments 


Screening | 


Technical 
Effectiveness 


Implementability 


Cost 


Technology 
Retained 


No Action 






Deep soil remains in place and 
reduction of impacts limited to 
naturally- occurring 


Provides no additional control to 
prevent potential impacts to 
groundwater. 
















biodegradation. 




Low 


Low 


Low 


Yes 


Excavation and 






Deeper soil would be removed 


Presence of competent bedrock may 










Offsite Disposal 






w^ith conventional excavating 
equipment, characterized, and 


impede technical effectiveness. 
















disposed of at an appropriate 
facility. Effectiveness would be 




High 


Moderate 


High 


Yes 








verified by confirmation 


















sampling. 












Subsurface C apping 






Assumes shallow soil excavated 
for offsite disposal. Deepersoil 
would be capped with a low 
permeable soil or synthetic 
material to mitigate leaching of 
TPH and PAHs from the 


Method is effective to isolate soil 
from surface water infiltration, 
therefore chemicals left in place are 
not readily leachable to groundwater. 
Would require land use control and 
long-term O&M. 
















affected soil to the underlying 




Moderate 


Moderate 


High 


Yes 








groundwater Land-use 


















controls would be implemented 


















to maintain the cap integrity. 


















Utilizes naturally occuiring 


Uses low-pn)file, low^tech 
















microorganisms to biodegrade 


equipment Effective at degrading 
















orrpnic constitueints absorbed 


TPH and PAHs. Does not require 
















to soils in the unsaturated zon& 


handling of chanicals. A basic 
















Air injection w^ells are installed 


assurnjtion of in-situ treatment is 
















by standard well-drilling 


that the mataial is uniform and 
















mdhods (vertical, angled, or 


homogeneous. The deep soil RU 














B 


horizontal) used in unsaturated 


consisbs of contaminated material in 














g 


zones. The increased supply of 
oxygen (as air) serves to 


silty c\de//cle^0f silt (slope debris and 
ravine fill and w^eathaBd bedrock 


Low 


Moderate 


High 


No 






s 


accderate the rate of naturally 
occurring aerobic contaminant 


vrith evidence of secondary 
mineralization of fractures) and 












e 




biodegradatioiL 


weathered bedrock which has low 














1 






pameability and is heterogeneous. 
This lithology would hkely produce 
preferential flow paths and thus soil 












iS 






would not be remediated uniformly. 












Uses oxygen- releasing product 


Method is not effective due to the 










In Situ 




:^ 


to time- release cccygen into the 
subsurface via soil borings. 


low permeable soils and bedrock 
which would decrease the 














The increased supply of oxygen 


effectiveness of this technology. (See 














s 


serves to accelerate the rate of 


commaits forbioventing). Not 














§ 


naturally occurring aerobic 


effective in unsaturated soil. 


Low 


ModQ:ate 


High 


No 






B 


contaminant biodegradation. 


















Uses standani drilling equipment 














B 




Effective at degrading TPH and 


















PAHs. 














Volatile constituents absorbed 


Method is not effective due to 


















to soils in unsaturated zone are 


absence of lighter (more volatile) 












volatilized by applying a 


petroleum hydrocarbons; method is 












vacuum Resulting v^xirs are 


not effective for heavier TPH 












Sh 


extracted for treatmsoL 


fractions. In addition, low 


Low 


Moderate 


High 


No 






pameabilty of soil and bedrock vrill 












> 


> 




irnjede volatilization. 












S 


S 
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Table 4-3 

Screening ofSoil Remediation Technologies 

Deep Soil Remedial Unitfgieaterthan 10 leet below giound suriace) 

Building 1349 

Presidio ofSanFrancisco, Califomia 



Note: Definitions for Effectiveness, Implementability and Cost. 

Technical Effectiveness: Technical effectiveness refers to the ability of a technology to address: 1) the estimated area orvolumes of media requiring remediation to meet the 
RAOs; 2) the potential impacts to human health and the environment during implementation and any construction; and 3) the long-term reliability and proven history of the 
technology with respect to the types of chemicals and conditions at the sites. 

Implementability: Implementability refers to both the technical and institutional feasibility of implementing a particular remedial technology, including: 1) the likelihood of 
obtaining permits and approvals from regulatory agencies; 2) availability of appropriate treatment, storBge, and disposal facilities (TSDFs); and 3) availability of the equipment, 
materials and skilled workers necessary to implement the particular technology. 

Cost-Effectiveness: Cost- effectiveness includes assessing the relative capital and operation and maintenance (O&M) costs associated with a particular technology . Costs are 
estimated using best engineering judgment at the time of the estimate. Cost-effectiveness weighs required expenditures against potential benefits, and is used to eliminate options 
that are substantially more expensive than other process options providing the same level of protection. 
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Table A-4 

Screening ofSoil Remediation Technologies 

Telecommunications ConidorSoil Remedial Unit 

Building 1349 

Presidio ofSanFrancisco, Califomia 



Remedial 
rechnologj' 






Technology Description 


Effectiveness in 
Telecommunications C onduit 


Screening | 








Technology 
Retained 












Technical Effectiveness 


Implementability 


Cost 


No Action 






Soil beneath the telecommunications 
conduit would remain in place and 


Not protective of human health or 
tlie environment 
















reduction of impacts limited to naturally- 
occurring bio degradation. 




Low 


Low 


Low 


Yes 


Excavation and 






Soils would be removed witli 


Telecommunication conduit 










Ottsite Disposal 






conventional excavating equipment, 
characterized, and disposed of at an 


would need to be rerouted. Well 
1349MW100 would need to be 
















appropriate facilitv'. Effectiveness 


abandoned and replaced. 


High 


Moderate to High 


High 


Yes 








would be verified by confirmation 


Presence of competent bedrock 
















sampling. 


may impede technical 

effectiveness. 










Capping 






Soil would be capped with a low- 
permeable soil or synthetic material to 
mitigate leaching of TPH and PA Hs 
from the affected soil to the underlying 
groundwater. Land use controls would 
be implemented to maintain the integrity' 


Telecommunication conduit may 
provide pathway for water to 
move below cap and infiltrate 
tlirough impacted area to 
groundwater, but expected to be 
minor. 
















of the cap. 


Readily available, low-tech 
equipment Would require land 
use control and long term O&M. 

Munmizes exposure to human mid 
ecological receptors. 


Moderate 


Moderate 


High 


Yes 


Land Use Controls 






Soil W3uld remain in place and 
reduction of infracts limited to natiirally- 
occiirring biodegradation I and use 


Readily available, protective of 
telecommunications conduit. 










Leaves contamination in place. 








Contois inplemented to restrict access 


Would not be effective for deep 
















in the vicinity of in^jacted soil and 


soil below 10 feet which contains 


Moderate 


Moderate 


Low 


Yes 








maintain integrity of surface soil. 


COCs above cleanup levels 
protective of groundwater. 
















Utilizes naturally occuning 


Uses low-profile, low- tech 
















rnicrDorganisms to biodegrade organic 


equipment Effective at degrading 
















constituaits absortied to soils in the 


TPH and PAHs. Does not require 
















unsaturated zone AirugectionweUs 


handling of chemicals. A basic 
















are installed by standard \veLI-driILing 


assun^jtion of in-situ treatment is 
















methods (vertical, angled, or horizontal) 


tiiat the material is uniform and 
















used in unsaturated zones. Tlie 


homogeneous. The deep soil RU 
















increased si5)ply of oxygen (as air) 


consists of contaminated material 
















serves to acoelemte tlie rate of naturally 


in sdty clay/clayey silt (slope 














s 


occurring aerobic contaminant 


debris mid ravine fill and 














■| 


biodegradation 


weatiiered bedrock witii evidence 














s 




of secondary mineralization of 


Low 


Moderate 


High 


No 




g 


iq 




fractures) and weatiiered bedrock 












3 






vAach has low penneabihty mid is 
hetenageieous. Tins hthology 
would tiMy produce prefeaiential 












a 






flow paths and tiius soil would not 
















be remediated uniformly. 










In Situ 
























Uses oxygen-reieasing product to time- 


Method is not effective due to low 














g 


rdease oxygen into tiie subsurface via 


permeable bedrock and soil (see 














a i 


soil borings. The incroased siqjply of 


comments for bioventing). Not 














oxygen sesves to accelerate the rate of 


effective in unsaturated soil. 


Low 


Moderate 


High 


No 








naturally occuning aeaobic contaminant 
















biodegradation 












1 




Volatile constituents absoitjed to soils in 


Method is not effective due to 












1 


unsaturated toob are volatilized by 


absence of hghter (more volatile) 












1 


applying a vacuum Resulting vapors 


petoleuml^drocarbons; m^iod 












1 


1 ST 


are estiacted for tieatinent 


is not effective for heavier TPH 












1 


u 5 




fractions. In addition, low 


Low 


Moderate 


High 


No 






permeabUly of soil and bedrock 












> 


> 




wCl inpede volatilization 
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Table A-4 

Screening ofSoil Remediation Technologies 

Telecommunications ConidorSoil Remedial Unit 

Building 1349 

Presidio ofSanFrancisco, Califomia 



\ote: Definitions for Effectiveness, Implementability and Cost. 

Technical Effectiveness: Technical effectiveness refers to the ability of a technology to address: 1) the estimated area or volumes of media requiring remediation to meet the RAOs; 2) the potential 
impacts to human health and the environment during implementation and any constniction; and 3) the long-term reliability and proven history of the technology with respect to the types of chemicals 
and conditions at the sites. 

Implementability: Implementability refers to both the technical and institutional feasibility of implementing a particular remedial technology, including: 1) the likelihood of obtaining permits and 
approvals from regulatory agencies; 2) availability' of appropriate treatment, storage, and disposal facilities (TSDFs); and 3) availabihty of the equipment, materials and skilled workers necessary to 
implement the particular technology. 

Cost-Effectiveness: Cost-effectiveness includes assessing the relative capital and operation and maintenance (O&M) costs associated with a particular technology. Costs are estimated using best 
engineering judgment at the time of the estimate. C ost- effectiveness weiglis required expenditures against potential benefits, and is used to eliminate options tliatare substantially more expensive 
than otlier process options providing the same level of protection. 
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Table 4-5 

Screening of Ground water Remediation Technologies 

G roundwater Remedial Unit 

Building 1349 

Presidio of San Francisco, California 



Remedial 
Technology 




Technology Description 


Comments 


Screening | 


Technical Effectiveness 


Implementability 


Cost 


Technology 
Retained 


No Action 




Impacted groundwater 
remains in place and 
reduction of impacts 
limited to naturally- 
occurring biodegradation. 


Method is not effective in 
monitoring chemical 
distribution over time or 
evaluating the 
downgradient extent of 
impacts. Not in 
compliance with RWQCB 
Basin Plan, RWQCB 
Order No. R2-2003-0080, 
orSWRCB Resolution 92 
49. 


Low 


Low 


Low 


Yes 


Existing groundwater wells 
would be abandoned. 


G roundwater 
Monitoring 




Impacted groundwater 
would remain in place. 


Method is effective in 
monitoring chemical 
distribution as well as 
monitoring natural 
degradation processes 
over time and assessing 
attainment of cleanup 
levels. 


High 


High 


High 


Yes 


Existing groundwater wells 
would monitored for a 
period of up to 5 years. 


By installing new 
groundwater monitoring 
wells near 1349MW 100, 
the extent of impacts may 
be further evaluated. 


Two additional 
groundwater monitoring 
wells would be installed in 
vicinity of 1349MW 100. 


Land Use 
Controls 




Impacted groundwater 
would remain in place and 
use would be restricted. 


Would require RWQCB 
changes in beneficial use 
restrictions. Not in 
compliance with RWQCB 
Basin Plan, RWQCB 
Order No. R2-2003-0080, 
orSWRCB Resolution 92 
49. 


Moderate 


Moderate 


Low 


Yes 
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Table 4-5 

Screening of Ground water Remediation Technologies 

G roundwater Remedial Unit 

Building 1349 

Presidio of San Francisco, California 



Remedial 
Technology 




Technology Description 


Comments 


Screening | 


Technical Effectiveness 


Implementability 


Cost 


Technology 
Retained 






Enhanced bioremediation 


ORG® can be applied 














of groundwater involves 


actively (injecting a 














enhancing grovfth of 


sluny, straight powder 














naturally occurring 


application in excavation, 














micnDorganisms in older to 


or mixture of water and 












promote aerobic 


powder in excavation) or 














degradation of 
contaminants. This can be 


passively (filter sock 
placed in wells). 












j 
■5 

1 


done by using products 
suchasORC® or 
hydrogen peroxide to 
release oxygen into the 
groundvfater. 


However, technology has 
constraints due to site 
lithology. Anisotropic 
fracture flow network 
with secondary 
mineralization limits the 
effective delivery of 
ORG® through injection 
or passive methods. 
Contact time with COGs 


Low 


Moderate 


High 


No 




Airis injected through 


Saturated zone is not 














contaminated aquifer by 


uniform which can result 














compressed air pumped 


in uncontrolled movement 










InSitu 


j 


1 through injection vfells. 
, Air bubbles volatilize 


of potentially hazardous 
vapors. Soil 














contaminants in saturated 


heterogeneity may cause 


Low 


Moderate 


High 


No 




i 


zone and are extracted 


some zones to be 












5 


from the unsaturated zone. 


unaffected by treatment. 
Impacted zones likely 
would not be uniformly 
treated. 












This alternative wouXA 


Oxidant contact with 














involve the introduction of 


contaminant is limited by 














an oxidant into the 


diffusion in soils and 














subsurface through the 


weathered bedrock with 












existing impacted 


low permeability like 














monitoring vfell 


clays and silts. Other 














(1349MW100)and 
additional locations. Upon 
contact, organic material 


limitations include 
handling large quantities 
of chemicals and the 


Low 


Moderate 


High 


No 




L 


including petroleum 


potential for naturally 












hydrocarbons vfould be 


occuring metals solubility 














rapidly oxidized. 
















Install groundwater 


Method is not effective 














extraction wells in the 


due to low and 














vicinity of the groundwater 


intermittent peimeahihly 












1 


impacts that exceed the 


of aquifer and low and 










Extracdcnand 
Treabnpnt. 


h 

i 
1 


cleanup levels. 


variahJe specific yields of 
aquifer rates. 


Low 


Moderate 


High 


No 


Pump groundwater from 




i 


the underlying aquifer to an 
aboveground treatment 
system. 













Note: Definitions for Effectiveness, Implementability and Cost. 

Technical Effectiveness: Technical effectiveness refere to ttie ability of a technology to address: 1) the estimated area or volumes of media requiring remediation to meet the RAOs; 2) tiie potential 
impacts to human health and the environment during implementation and any construction; and 3) the long-term reliabilily and proven history of the technology with respect to the types of chemicals ai 
conditions at the sites. 

Implementability: Implementability refers to both the technical and institutional feasibilitv' of implementing a particular remedial technology, including: 1) the likelihood of obtaining permits and 
approvals from regulatory agencies; 2) availability of appropriate treatment, storage, and disposal facilities (TSDFs); and 3| availability of the equipment, materials and skilled workers necessary to 
implement the particular technology. 

Cost- Effectiveness: Cost-effectiveness includes assessing the relative capital and operation and maintenance (O&M) costs associated with a particular technology. Costs are estimated using best 
engineeringjudgmentatthetime of the estimate. Cost-effectiveness weighs required expenditures against potential benefits, and is used to eliminate options tiiat are substantially more expensive than 
other process options providing the same level of protection. 
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Table 4-6 

Evaluation of AltemativeSummary 

Building 1349 

Presidio of San Francisco, CA 



Remedial IMts 



CAP Evaluaticn Criteria 



ShalloivScil ReiTBdial LStf: AltEiiBtivES 



NoAcbcKi 



Eixcai'aticn and OfF-ate Di^xKal 



C^ifsng 



Land-tfee CcsilricJs 



OlgecUvie Theotjectiveof this alternative is to jxovide no 
additional contiDl or [xotection to lunnan health or tiie 
esTvironineait for contamination that exists in the soil at the 
1349 Area beyond nabjrally- occurring degradation 



(Mjedive The ol^eclive of tMs alternative is to remove soil 
ODnlarrinatioii and dispose of waste nHterials off- site at a 
permitted recydirg and/or dispDsal facility, as ^popriate. 



Cttjecliv& Theobjectiveof this altaiiative is to install 
c^ at the surface. Land Use Controls will be put in place 
to restrict access to the impacted areas. 



CtoJeclJv^ TheolgecliveofthisaltBmaliveistDmaintaii 
existing ground cover and pevent espcsure to 
conlanlnalion. 



Shallow S(m1 



1) Technical EfTectiviene^ 



This alternative will not address the area or volumes of 
irr^Dacted soil requiring remediation and contaminant nia 
reduction would be tiniited to natural degradation. This 
alternative does not protect liuman healtti and the environment 



This alternative addresses tlie entire area and volume of 
irr^Dacted soil requiring remediation. Potential adverse impactE 
to human healtii and the environment during impiementation 
iDe readily mitigated using standard constniction practices 
(e.g., dust control during excavation). Excavation and off-ate 
dispDsal has a proven history with respect to the constituents ol 
at the site and is applicafcle to all soil types. 



Soil is irr^Dacted 2 feet bgs and deeper. Tliis alternative vtfould 
be effective in minimizing fiitiire infilhBtion of siufacew?ater 
through tiie iir^aacted soil to groundsvater and limiting exposur receptoi 
of humans and ecological receptors to contamination. 
Contamination would remain in- jdace in soil. 



Soil is irrqsacted 2 feet bgs and deeper. Tliis alteaxiative vtfould 
be effective in minimizing exjxtsiire of humans and ecological 

to contamination biitw?ould not lae effective m 
minimizing future infiltration of surface water througli the 
irr^iacted soil to groundwater. Contamination would 
[dace iir soil. 



2) IiTfdeinaitid^ily 



Ttis altemalive is udiMy to oblain ^^piDvals from legdatDiy Ttis 
^endes. Ttis technology does not leqiiiear^? treatment 
storage, and disposal of material. 



altemalive would ILtely obtain ^pDvals from regutatoiy 
^endes. AppDpriateTSDFsforoff-siteiecydirgordisposaJ 
of excavated soil are avaitatJe Theeqiipment materials, and 
stalled woiteis for excavation and off- site dispcsal of 
sou are readily avaitatJe Relatively short time is required for 
ui^ementation. 



Ttis altemalive is tedmicalty feaside Soil wiU be excavated 
3 feet and properly dispcsed before construdion of the c^ 
Contarrinant iiBss reduction wotid be limited to the 

wlichmEy be affected ty the lade of 
recharge of nutrients and moisturo. This altemative would 
reqtiie long-term maintenance of the c^ and land tee controls , 



if ui^BctB liodegradadon ybAb, \ 



Ttis altemalive is readUy iti^emenlabta Contarrinantmass 
reduclionwDutdbeliafltEdtothebiodegradationratB. Tlis 
altEjnative would reqtiie long-term maintenance of the land ii 
controls. 



3) Cost-ESecHviaiesB 



Allhou^ reiativ^y low to no cost this remedy prt>vides n 
paotection to human Ileal th and the environment 



This altemative has a higher cost to inipiement but provides e 
grealET level of protection of human healtii and the e 
than the no action alternative. 



This altemative has modeiste c^iital costs associated with the 
fc^iqiing of tiie surface soil but would require long-term O&M 
costs making it a lii^er cost altaiiative. 



This altemative is relativdy low in c^iital costs and provides 
moderate lev^ of pa:olection for human heEilth and the 
environment This alteniativewould require O&M annual 



Sinnisry cf EvaluatJcti Criteria fer ShallcKV Sdl 



AltaTBrtiveisNal; RecmiiiEnded. Concentrations in soil are 
greater than ^^iicahie deamp levels and niEy pose an 
unacceptafcJe risk to humanheatthand the environmeaTt 



Alternative is IteconMnended as the I^nefierried Rernedy fcx~ 
the SSialloiv Soil KU. Tliis altemative would provide a 
permanent solution and ranoves the impjacled soil to leveis 
below ap^icahie cleanrqa standards. 



AltaTiaUveisNcil; ReocniiiEnded. Concentrations in soil are 
greater than ^^iicatJe deamp levels and protection of human 
health and ecologicat receptors relies on lorg-term O&M of ca 
and land lEe controls. Contanination remains In-place in soil. 



Alternative is !Nbt ReocxxxxiEnded. Concenti"ations in soil 
greater tiian ap^i cable cleariLqD levels and protection of human 
liealth and ecological r^ecqstors relies on long-term niaintenanc ; 
of larxl use controls. Contamination r^nains in-pJace in soil. 
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Table 4-6 
Evaluation of Alternative Summary 

Building 1349 

Presidio of San Francisco, CA 



Remedial UiiHs 



CAI* Evaluafticsi Criteria 



Deep ScmI Remedial TJnit Alb^^Mdives 



No Action 



Eixcaf/aticn and OfTsite Cli^Dosal 



Subsurface C^]fxiig 



Objective: Tlie objective of this alternative is to provide no 
additional control for contamination tiiat exists in the soil at die 
Building 1349 Area beyond naturally- occurring degradation. 



OljedivB. Theolgediveofliiisaltaiiativeistoieirivesoil 
coiitarniiialion and dispose of waste materials off-site at a 
permitted lecycling and/ordisposd fedlily, as ^propriate. 



Objectiva The objective of this alternative is to install a 
cap at approximately 10 feet bgs (assuming that the 
Shallow Soil RU is excavated to 10 feet bgs). Land Use 
ConbTjls will be put in pJace to restrict aocess to the 
irrgaacted deetp soil. 



DeepSnl 



1) TedmicEi] EEfecUveness 



This altGaiiative will not be able to addiess the area or volurres 
of irrpacted soil lequuing resiiediation and ODnlamrnant mass 
isliK^tionwDuldbelinltedtoiEitiiialdegiadatioii This 
alteimalive would not be efieclive in leductng chenical 
concGsitzatioiis to levels protective of groundwater. 



This alteoTalive is able to address Ihe entire area and volume of 
injBcted soil requiru^ renEdiation. Poteintial adverse inpacls 
to human health and the environmEsitduru^ uiplenEnlalion 
be readily mitigated usii^ standard constmction practices (ag., 
dustconbol during excavatioi^. Excavation and off-site dispos; 
lias a proven history witii respect to the constituents ot 
tiie site. 



This alteanative would be effective in niiniinizing fuhire 

infiltration of surface v^ater through Hie impacted soil to 

cai Igroundwater. Contamination would reiiiaiiiin-place in soil. 



3 In^diiEiitiilHlily 



This alteanative is unLQ^y to obtain efpovals fromregulalDry 
agaoes. This technology does not lequirear^lreatmait, 
storage and disposal fecQities of matsaial 



This altemalive would litely obtain ^piovals ftomregulatDry 

^encies. AppopriateTSDFsforoff-sitedisposal of excavate 

soil are availalia The equlpmait, matEsials, arxi skilled woii^ (prrfcared all 

for etcavation arxi off-site disposal of irrpacted soil are readily 

available ThaeisapossihrLily ttetexcavationwillnotbe 

feasible due to presaice of bedrock or slope stabQily . 



This altcsnative is technically feasilie if the slaUow soils are 
efcavated as part of the resrediation of the Shallow Soil RU 

temative is eccavation). Brforetheefcavalionis 
backfilled an inpaiiEalie cep win be constiucted at 
^proximately 10 feet b^ Contaminant mass reduction would 
he lirriled to the biodegradationiate \^4iich m^ be affected by 
Ihe lack of recharge of nutriads and nnisture. This alternative 
would require long-tsmmarntcsiance of the c^ and land use 
controls. This alternative would require long-tGamrrHrntcsiance 
of the cap and land use controls to safeguard the integrity of the 



3) Cost-EBEtiivaiess 



Although relatively lovtf to no cost this remedy provides very 
littie protection to groundwater r 



Tliis alternative has a iiiodeaate capital cost to implement but 
provides a greater level of priatection for groiuidwater r 
tiian the no action alternative. 



This alteaiiative lias a high cost associated witii the capping of 
the deep soil at a depth below ground surface and would require 
long-tenii O&M costs. 



Swrniory f^ EA/aluaftiai Criteria £oar Deq> ScmI 



Altemalive is Not Rficmmoided. Concentrations in soil are 
greata^than effiicable deam^D le/ds arid mey pose an 
unacreplable risk to groundwater resources. 



Alternative is Reconxnesided as the Prcf ci:xed ReiiKt^ fcH~ 
the E>e^ Soil RU. Tliis alternative would provide a permanent 
solution and removes the impacted soil to levels below applicab 
cleanup standards. If bedrock conditions preclude excavation ol i 
all impacted soil, the contamination wrill be left in- place and 
groundwater monitoring wdll be conducted to confinii that 
groundwatea: is not impacted by soil COCs. Current and 
liistarical groundwater data from well 1349MW103 deinonstrati 
tiiat soil has not impacted groundwater in the area. 



AltciiialiveisNotRecmmEiided. ConcKntratlonslnsoilare 
greata" than effJicable dearn^ le/ds and protection of 
grourxiwateirreLies on long- tain OSdVI of c^ and land use 
controls. ContomirBtion remains inplace in soil. 
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Table 4-6 

Evaluation of AHemative Suminary 

Building 1349 

Presidio of San Francisco, CA 



Remedial Units 



CAP Evaluation Criteria 



Telecommunications Corridor Remedial Unit Alternatives 



>4oActioI] 



Excavation and Oflfeite E)i^x)sal 



Capping 



Land Lfee Controls 



CSqiectivei Theobjectiveof thisaltjESTiativeis to 
JlTDvide no additional control or protection to human 
health or the aivinDnniQit for coiitamiiiatioii that 
exists in tiie soil at the Building 1349 Area beyond 
naturally- occurring degradation. 



Ctojecbv^i Theolgectiveof tMsaltEmadveistD 
remove soil oontanlnalion and dispDse of waste 
materials off-site at a pemitted recyding and/or 
disposal facility, as ^:pDpiiate 



Ol^ ecUvei The objective of this alternative is 
to install a ce^ at the suiface. Land Use 
Controls will be prrt in place to rostiict access to 
the irr^jacted areas. 



Olgectiva The otjeclive of tins altenative is 
to maintain existing ground caver and prevent 
exposure Id contamination. 



Tdeocnmmicaticns 
CcxxluitSdl 



1) TedmicEil Effectiveness 



This alternative ^vill not address the area or voKmies 
of impacted soil requiring remediation and 
contaminant mass reduction would be limited to 
natural degradation. This alternative does not 
protect human healtii and tiie eaivironmeait. 



This alternative is able to address the entire area and 
volume of impacted soil requiring reanediation. 
Poteaitial adverse impacts to human healtii and tlie 
esTvironmeait during imjiJesiientation can be readily 
mitigated using standard construction practices 
Ce.g., dust control during excavation). Excavation 
and off-site dispDsal has a proven history ^vitl^ 
respiect to the constituents of cortcesn at tlie site. 



Soil is impiacted 3 feet bgs artd deeper. Thif 
alternative would be effective minimizing i 
of surface ^vates^ tiirou^i tlie impacted soil to 
grourtdwater, sccept for minor infiltration from 
^vater within tlie conduili and limiting exposure of 
hLmians and ecological receptors to contamination. 
Contamination would remain iiTrpdace in soil. 



Soil i 



infiltratioi laltemative 



piacted 3 feet bgs artd deeper. This 
would be effective in minimizing 
exposure of humans and ecological receptors to 
contamination but would not be effective in 
minimizing future infiltration of surface water 
throu^i the impiacted soil to groundwater. 
Contamination would remain iiTrpdace in soil. 



2) InpksrertEtoility 



This alternative is imliMy to obtain ^pnvals from 
regulatory agencies. This technology docs not 
reqiire ai^ treatment, storage, and disposal of 
materials. 



This alternative would lilMy obtain ^provals from 
regulatory ^endes. AppopiiateTSDFs for off- 
disposal of escavated soil are availade The 
eqdpmEsil, materials, and skilled worteirs for 
excavation and off-ate disposal of inpacted soil are 
readily availade The telecommunications conduit 
will be reroute! andwdl 1349MW100 will be 
abandoned and reinstalled Tliereisaposahalitythe 
excavation with conventional equipment will not be 
feaatie due to the presence of bedrock 



This alternative is technically feasilie. SoU will be 
■sitej excavated 2- 3 feet and properiy disposed before 
construdionofthec^ Contaminant mass 
reduction would be United to the biodegradadon 
rate, which mey be affected hy the lack of recharge 
of nutrients and moistura This altenalive would 
require long-term maintenance of the c^ and lard 
use controls. 



This alternative is readily rn^iementalie 
Contaminant mass reduction would be limitEd to the 
biodegradationrate This alternative would require 
long-term maintenance of the land use controls. 



3) Cost-Effectivaiess 



Altiiougli i^atively low to no cost, this remedy 
provides no protection to liuinan health end the 
environment. 



This altesnative has a higher cost to implement but 
provides a greater levd of protection of liuinan 
Ileal th and the aTvironmait than the no action 

alternative. 



This altesnative has higli cepital cost associated with 
tire Ccpping of the surface soil and would require 
long-tesm O&M costs. 



This altesnative is r^ativdy low in cost and provide! 
a moderate lev'd of protection for human liealth and 
tire esivironment. This altesnative would require 
O&M costs. 



SnnTHry cf EvatuaAlcn CiitEsia fcr 
Tdeccnxriimcatlcns Ccnduit Scil 



Alternative is Not RecciiiTESided. ConcentratioiE 
in soil are greater than ^pJicable deanip levels and 
m^ pose an unacceptade risk to human health and 
the environment 



Ahemafive is Reocmneiided as tlie lYrfeiTed 
Remedy fcr the Teleocaxmjnicalicns Sal RU. 

This alternative would provide a pesmanait solution 
and resnoves the impacted soil to levels bdow 
^plicable cleanup standards. If bedrock conditions 
preclude excavation of all impacted soil, the 
contamination will be Irft in-place and groundwater 
monitoring will be conducted to address 
groundwater impacts in the vicinity of \^^1 
ISiQMWIOO. 



AltemativeisNctRecciiiTESided. Concentrations 
in soil are greater than ^pJicable deanip levels and 
protection of human health and ecological receptors 
relies on long-term maintenance of c^ and land use 
controls. Contarrination remans in-pJace in soil. 



AhemaUveisNotReocaxinended Concesitrations 
in soil are greater than epplicable cleanup levds and 
protection of human health and ecological lec^tors 
rdies on long-tain maintaiance of land use 
controls. Contamination r«nains in-place in soil. 
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Table 4-6 

Evaluation of AHemative Summary 

Building 1349 

Presidio of San Francisco, CA 







Groundwater Remedial Unit Attematives | 




]No A^cticai Gi~ountkvBdiei~ JVIcMiiborir^ 


Land Use Craibxds 




Otgectiv& The cfojective of this altEoiative is to prc^dde no 
additional coittol orprotEctLonto hunian health or the 
eaiviionmeit for coitamination that exists in gioijndwater at the 
Biiading 1349 Aiea. It inclijdes abandoning the curreit 
gioundwater monitoring nsiwoik and temitnating gioimdwater 
monitoring. 


Ctojecdve. TheolgecliveoftlTisaltEmativeistomonitDr 
groundwater to assess attainment of deanup levds, ODnfirm the 
extent of the plume, and assess if selected soil remedies have a 
positive effed on tiie dissolved-phase concentiatiorB. A Land 
Use Control (LUC) would be impiementEd to restrid use of 
groundwater as a drinking water simply until deantp levels are 
attained. 


Otg ectiv& The cfcjective of this altematlve is to reshict usage of 
groundwater. 


Groundnata:' 


1) Tedrnkal EffecOvEiKss 


This altBmalive will not address the dissolved- phase 
concentralions exceeding the deanup levels. Althou^ use of 
groundwale- is unlikely, this alternative is not effective in 
maintaining benefidal use of groundwatEr as a drinking watier 
sipDly. This alternative will not confirm if natural degradation 
of COCs is occurring. 


This altBmative is effective in adequately monitDring tiie spatial 
distribution and COC concentrations over time of the dissolved- 
phase fiume and confirm if natirral degradation is occurring. By 
installing two new groundwater wells to tiie nortii and west of 
well 1349MW100, ttie extsnt of irr^zads can be evaluated. The 
Rve- Y ear Status Report will demonstrate effectiveness of remec^ 
to achieve cleanip levels. 


This alternative will not address the dissolved- phase 
concentrations exceeding the deanup levels. Although use of 
groundwater is unlikdy, tiiis alternative is not effective in 
maintaining benefidal use of groundwater as a drinking water 
simply. 


20 In^Esnentability 


TTiis alteniative is unlikely to cfotain ^ijiLDvals ftoin legulaloiy 
agencies and is not in aoDoidanoe witiithe RWQCB plans and 
policies. Tliis technology does not requite ar^ tieatnieit, storage, 
and diqx>sal of material. 


This ahsmative is easily irr^jlemertable and would require oi> 
going groundwater monitoring and maittenance of the LUC. 
Two wells would be installed to the nortii and west of weU 

1349MW100. 


Ttds altematlve is unlikely to cfotain ^iprovals from, regulatory 
agencies and is not in accordance witiithe RWQCB plans and 

polides. This technology does not require ary tieahnent storage, 
and disposal of material. This alternative requires long-term 
maintenance of the land use controls. 


3)Cosl:-EffectivEiKss 


Altiiough relatively low to no cost, tiiis remedy provides very 
Htde protection of groundwater as a domestic SL{:ply . 


This ahsmative lias a high. cost. 


Although relatively low cost, this leamedy provides very little 
protection of groundwater as a domestic si:{:ply . 


1 


SmnTBry cf EvatuatLco Critesla f or 


AlteniaUve is Not ReoMnmesided. Concentrations in 
groundwatET are greater tiian^plicaiie deanup levels. This 
alternative is not in a33Drdance with RWQCB plans and polides. 


AltesTiabve is Iteoctraiinded asthe Prefesred Re^ 

Groundwater RU Basedontlielocalizednatureofthe 
groundwatEO- irrjjacts and tie conoentiations of TPH and OCPs, 
this alternative is leasonable and the additional groundwatea^ 
monitorii^ would be oonductEd to confirm attainmeit of deantp 
levels or demonstiatLon of decteasit^ COC trends. Mordtoring 
will also determine if natural degradation processes are 
occuning. The Five- Y ear Status Report wiH demonstiate the 
effectiveness of the leanedy. AnLUC wiUbein^leniertedin 
corgucdonwitiimonitoring during tire initial 5-yearperiodto 
restrict localized iise of groimdwater. AppHcabitity of oontinued 
need for LUCs will be evaluatEd as part of the Five- Y ear Status 
Report fjending results of groundwatEa~ monitorir^. 


AltemaUve is Not ReoMnmesided. Concentrations in 
groundwater are greater tiian^plicaiie deanup levels. This 
alternative is not in ao3ordance with RWQCB plans and polides. 
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Table 5-1 

Proposed Soil Corrfiimsftion Sampling and Analysis Summary 

Building 1349 

Presidio of San Francisco, Callfomia 



Remedial Units 


Depth 
(feet) 


Estimated 
Surface Area 
(square feet) 


Estimated 

TTilciaiess 

(feet) 


Estimated Volume 

In-snu (cubic 

yards) 


COCs 


Confinnation Soil 
Sairpies"-'' 


Total Number of 

Confirmation Soil 

Samples 


Chenical Analyses '"' 
















Sidewall 




TPHg, TPHd, TPHfo 


PAHs 


Metals 


OCPs 


Shallow Soil (Area 1) 


0to7-9feetbqs 


2130 


7-9 


630 


TPHd.TPHfo 

B(A)P 

D(a,h)A, 

Chrysene 


3 


15 


18 +2 duplicates 


20 


20 


20 


20 


Shallow Soil (Area 2) 


Oto3feetbgs 


270 


3 


30 


B(a)P, D(a,h)A 


2 


8 


10+1 duplicate 


11 


11 


11 


11 


Shallow Soil (Area 3) 


Oto lOfeetbqs 


405 


10 


150 


TPHd 


1 


s 


9 + 1 duplicate 


10 


10 


10 


10 


Deep Soil 


10 to 22 feet bqs 


70 


12 


30 


TPHd 


1 


4 


5+1 duplicate 


6 


6 


6 


6 


Telecommunications 
Corridor Soil 


to 16 feet bgs 


960 


16 


570 


TPHd, PAHs 


2 


24 


26+3 duplicates 


29 


29 


29 


29 



- Confirmation soil samples n^y change based on observations and actual size of excavation during field activities. Minimum frequency as follows: 
Sidewall confinration sarrples will be collected at a frequency of 1 sample per every 50 linear feet or one sample per sidewall assuming foursidewalls. 
Bottom confirmation samples will be collected at a ft^quency of 1 sample per 625 square feet. 
2 - PrDposed excavation depths may span more than one cleanup level zone. Sidewall confirmation samples will be collected from the approximate mid-point of each potential cleanup level zone at each excavation area, Potential zones are as follows: 

Shallow Soil (Area 1): 1 sarrple per 0-3 feet bgs; 2 samples per 3-10 feet bgs for excavations extending deeper than 8 feet bgs or 1 sample per 3-8 feet bgs for excavations extending to 8 feet bgs or less. 

Shallow Soil (Area 2): 1 sarrple per 0-3 feet bgs. 

Shallow Soil (Area 3): 1 sarrple per 0-3 feet bgs and 1 sample per 5-10 feet bgs. 

Deep Soil: 1 sarrple per >10 feet bgs and bottom of excavation. 

Telecommunications Corridor 1 sarrple per 0-3 feet bgs; 1 sample per 3-10 feet bgs; 1 sample per >10 feet b 
3- Chemical analyses will be conducted as follows: 

TPHd/fo/g - total petroleum hydrocarbons as diesel, fijel oil, and gasoline - USEPA Method 8015 modified and USEPA Method 3630A - Silica Gel Cleanup 
PAHs - polycylcic aromatic hydrocartxins - EPA Mettiod 8270C 

Metals - 16 Metals - Sb, As, Ba, Be, Cr, Cd, Co, Cu, Fe, Pb, Mn, Ni, Se, Tl, V, and Zn - EPA Method 6000/7000 series 
OCPs - organochlorine pesticides - EPA Method 8081 
B(a)P - Benzo(a)Pyrene 
D(a,h)A - Dibenzo(a,h)Anthracene 
bgs - Below ground surface 



gs and >5 feet above groundwater; and 1 sarrple within 5 feet of groundwater 
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Table 5-2 

Proposed GroundvuBter Sampling Program 

Building 1349 

Presidio of San Francisco, Califomia 



Monitoring WeJI 


WeJISIatLis 


Remedial Unit 


Sampling 
Frequency 


General Chemistry 

(1) (various 
methods) 


Total Petroleum 
Hydrocarixins by EPA 
Method 8015 Modified 


Polycyclic 

Aromatic 

Hydrocarbons by 

EPA Method 8270C 


Volatile Organic 

Compounds by 

EPA Method 

8260B 


Dissolved Metals 

by EPA Method 

Series 600(V7000 

(2) 


O rga noc hlori ne 

Pesticides by EPA 

Method 8081 


1349IV1W01 


Existing Well 


Telecommunications ComdorRU and Groundvyater RU 


Q 


X 


X 


X 


X 


X 


X 


1349MW02 


Existing Well 


Telecommunications CorridorRU and GroundwaterRU 


Q 














1349IVIW03R 


Existing Well 


Groundwater RU 


Q 


X 


X 


X 


X 


X 


X 




New Well {replacement 
for 1349MW100) 


Deep Soil RU, Telecommunications Corridor RU, and Groundwater RU 


Q 






X 


X 


X 


X 


1349MW101 


Existing Well 


GroundwaterRU 


Q 


X 


X 


X 


X 


X 


X 


1349IV1W102 


Existing Well 


Telecommunications ComdorRU and GroundwaterRU 


Q 


X 


X 


X 


X 


X 


X 


1349MW103R 


New Well (replacement 
for 1349MW103) 


Deep Soil RU and GroundwaterRU 


Q 


X 


X 


X 


X 


X 


X 


1349IV1W104 


Existing Well 


Deep Soil RU and Groundwater RU 


Q 


X 


X 


X 


X 


X 


X 


1349MW105 


Existing Well 


Deep Soil RU and GroundwaterRU 


Q 


X 


X 


X 


X 


X 


X 


1349MW106 


New Well 


Telecommunications CorridorRU and GroundwaterRU 


Q 


X 


X 


X 


X 


X 


X 


Newly-Installed Monitoring Well #2 
1349MW107 


New Well 


Telecommunications CorridorRU and GroundwaterRU 


Q 


X 


X 


X 


X 


X 


X 



Notes: 

Q =Samp1ing will occur on a quarterly basis for a minimum of 2 years. Sampling frequency for all wells will be evaluated and adjusted accordingly for the remainderof the five-year monitoring period based on recommendations listed in Section 5.3. 

(1): Samples will be analyzed for general chemistry parameters including alkalinity (total), bicartx>nate, carbonate, chloride, fluoride, nitrate as N, nitrite as N, 

and sulfate (by various analytical metiiods); sulfide (EPA 376.2/SW9030); total dissolved solids (EPA 160.1); total organic cartx>n(TOC; SW9060); and field parameters pH, DO, conductivity, temperabjre and tijrbidity. 

(2): 22 Metals - Al, Sb, As, Ba, Be, Cr, Cd, Ca, Co, Cu, Fe, Pb, Mg, Mn, Ni, K, Ag, Na, Se, Tl, V, and Zn. 
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NOTES: 

1 . DRAWING NOT TO SCALE. 

2. DATA OBTAINED FROM: DRAFT SITE INVESTIGATION 
REPORT, TREADWELL AND ROLLO, OCTOBER 2003. 
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SITE LOCATION AND 
SITE STUDY AREA 
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FIGURE 
1-1 



FM06040T02 




NOTES: 

1 . BASE MAP DATA OBTAINED FROM: DRAFT SITE INVESTIGATION REPORT, 
TREADWELL & ROLLO, OCTOBER 2003. 

2. LOCATION OF INFERRED FAULT FROM REVISED FEASIBILITY STUDY MAIN 
INSTALLATION SITES (EKI, 2003). 

3. HORIZONTAL DATUM: NAD27,CA STATE PLANE COORDINATES, ZONE 

3, FEET; VERTICAL DATUM: (TOPOGRAPHY) NORTH AMERICAN VERTICAL 
DATUM, NAVD88. 



100 
^Feet 



GRAPHIC SCALE 



LEGEND: 
^ PREVIOUS INSTALLED GROUNDWATER 

MONITORING WELL 

PHASE 1 LOCATIONS 
A SOURCE-SPECIFIC SOIL BORING 
■ DOWNGRADIENT SOIL BORING 

• CONFIRMATION HAND-AUGER 
SOIL BORING 

^ GROUNDWATER MONITORING WELL 
PHASE 2 LOCATIONS _ 

• SOIL BORING 

• HAND AUGER SAMPLE 

^ GROUNDWATER MONITORING WELL 
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HISTORIC SAMPLE LOCATIONS 



SOIL BORING LOCATION ■ 
SOIL BORING LOCATION ■ 
SOIL BORING LOCATION ■ 



PHASE 1 BY M-W 
PHASE 2 BY M-W 
PHASE 3 BY M-W 



SURFACE SOIL LOCATION - PHASE 3 BY M-W 
FDS PIPELINE SAMPLE LOCATION 
SOIL BORING LOCATION - FDS 
PIPELINE RELEASEASSESSMENT — 

TOPOGRAPHIC CONTOURS 



FORMER BUILDING 1349 

REMEDIAL EXCAVATION 

AREA (1995) 

FORMER FDS REMEDIAL 

EXCAVATIONS 



o 



FORMER BUILDING 1349 
TANK 

FORMER SECONDARY 
CONTAINMENT 



1344] BUILDINGAND NUMBER 

COMMUNICATIONS 

CONDUIT 



(CONTOUR INTERVAL : 5 FT) 
(CONTOUR INTERVAL : 1 FT) 

APPROXIMATE LINE OF CROSS 
SECTION FOR FIGURE 2-2 

FORMER FILL SITE 5 
EXCAVATION BOUNDARY 
INFERRED FAULT 



FORMER PIPE 

FORMER FDS PIPELINE TO 
BUILDING 1773 

FDS TRENCH EXCAVATION 

FORMER ABOVEGROUND 
STORAGE TANK (AST) 
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BUILDING 1349 SOIL AND 
GROUNDWATER SAMPLE LOCATIONS 
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FIGURE 

1-2 



LEGEND: 

FORMER FDS PIPELINE 

FORMER PIPELINE TO BUILDING 1773 



L: 0N = «. OFF=REF« 

P: PAGESET/PLT-BLl 

8/24/05 SYR-85-DUW DMW GHS 

32803002/3D/32B033D2.DWG 
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BUILDING 1349 AREA 3-D MAP 
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FIGURE 

2-1 




■315 



■305 



295 



285 



275 



265 



255 



255 



in 



LEGEND: 



c 
(278.62') 


3 
E 

T 


— 


— 



WELL/BORING ID 



GROUNDWATER TABLE (APPROXIMATE) 
GROUNDWATER ELEVATION (JUNE 2003 DATA) 
-SCREEN INTERVAL 
BOTTOM OF WELL/BORING 



I: PRES1.BMP 

L: ON-*. OFF=REF» 

P: PAGESET/PLT-BLl 

8/24/05 SYR-85-NJR NJR GHS 

32803002/32803V01.DWG 



CONTROLLED DENSITY FILL (CDF) 

FILL 

OVERBURDEN 

FRANCISCAN SILTSTONE 

FRANCISCAN FM. SERPENTINITE 

FRANCISCAN FM. SILTSTONE/SHALE 

INFERRED FAULT WITH RELATIVE MOTION 



NOTE: 

BORINGS SHOWN ON CROSS-SECTION ONLY INCLUDE PHASE 1 AND 
PHASE 2 BORINGS BY TREADWELL & ROLLO THAT FALL ON OR IN 
CLOSE PROXIMITY TO LINE A-A' AND EXTEND TO INTERPRETED 
BEDROCK OR INCLUDE RELEVANT CONTACTS BETWEEN FILL AND 
UNDISTURBED MATERIALS. SOME BORINGS PROJECTED ONTO LINE OF 
CROSS-SECTION, AS INDICATED, TO PROVIDE OVERBURDEN/BEDROCK 
CONTACT DATA WHERE NONE EXIST PROXIMATE TO LINE OF 
CROSS-SECTION. 

30' 60' 



APPROXIMATE HORIZONTAL SCALE 
10' 20' 



APPROXIMATE VERTICAL SCALE 
(VERTICAL DATUM: PRESIDIO LOWER 
LOW WATER-FT PLLW) 
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CONCEPTUAL STRATIGRAPHIC 
CROSS-SECTION A -A' 
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FIGURE 

2-2 




1 



LEGEND: 

1349MW02 GROUNDWATER MONITORING WELL 
^^^^ ^ MAY 2004 GROUNDWATER ELEVATION 

^. APPROXIMATE DIRECTION OF 
'^ GROUNDWATER FLOW 



GROUNDWATER ELEVATION CONTOUR 
(CONTOUR INTERVAL: 10 FT) 
(DASHED WHERE INFERRED) 

FORMER REMEDIATION SITE 
EXCAVATION BOUNDARY 



■ ■ ■ ■ i GROUNDWATER BASIN BOUNDARY 

INFERRED FAULT 

TOPOGRAPHIC CONTOURS 

(CONTOUR INTERVAL : 5 FT) 

?344 BUILDING AND NUMBER 



NOTES: 

1 . GROUNDWATER ELEVATION DATA COLLECTED MAY 2004. 

2. BASE MAP DATA OBTAINED FROM: DRAFT SITE INVESTIGATION 
REPORT, TREADWELL & ROLLO, OCTOBER 2003. 

3. LOCATION OF INFERRED FAULT FROM REVISED FEASIBILITY 
STUDY MAIN INSTALLATION SITES (EKI, 2003). 

4. HORIZONTAL DATUM: NAD27, CA STATE PLANE COORDINATES, 
ZONE 3, FEET; VERTICAL DATUM: (TOPOGRAPHY) NORTH 
AMERICAN VERTICAL DATUM, NAVD88 (GROUNDWATER) 
PRESIDIO LOWER LOW WATER (FT PLLW). 







130 



260 
Hpeet 



GRAPHIC SCALE 
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GROUNDWATER ELEVATION 
CONTOUR MAP 
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FIGURE 

2-3 




1 



LEGEND: 

1349MW02 GROUNDWATER MONITORING WELL WITH 
^ STIFF DIAGRAM OF CATION/ANION 

CONCENTRATIONS 



FORMER REMEDIATION SITE 
EXCAVATION BOUNDARY 

GROUNDWATER BASIN BOUNDARY 



INFERRED FAULT 

TOPOGRAPHIC CONTOURS 
(CONTOUR INTERVAL : 5 FT) 

1344 BUILDING AND NUMBER 



NOTES: 

1. STIFF DIAGRAMS BASED ON A 0-25 meq/l CATION/ANION SCALE. 

2. BASE MAP DATA OBTAINED FROM: DRAFT SITE INVESTIGATION 
REPORT, TREADWELL& ROLLO, OCTOBER 2003. 

3. LOCATION OF INFERRED FAULT FROM REVISED FEASIBILITY 
STUDY MAIN INSTALLATION SITES (EKI, 2003). 

4. HORIZONTAL DATUM: NAD27, CA STATE PLANE COORDINATES, 
ZONE 3, FEET; VERTICAL DATUM: (TOPOGRAPHY) NORTH 
AMERICAN VERTICAL DATUM, NAVD88 (GROUNDWATER) 
PRESIDIO LOWER LOW WATER (FT PLLW). 







120 



240 
Hpeet 



GRAPHIC SCALE 
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THE PRESIDIO TRUST 
SAN FRANCISCO, CALIFORNIA 

FINAL CORRECTIVE ACTION PLAN BUILDING 1349 STUDY AREA 



STIFF DIAGRAMS SHOWING MAJOR 

CATION/ANION CONCENTRATION - 

MARCH 2004 DATA 




BLASLAND, BOUCK & LEE, INC. 
engineers, scientists, economists 



FIGURE 

2-3A 



[DEPTH IN FEET BGS] 



1349SB122 [3] [3.5]-DU 

TPHd 88A-01990A-01 

TPHfo 190 1,900 

B(a)P 33 45 



-DUPLICATE SAMPLE 
— DATA QUALIFIERS 

VALUES IN PINK ARE 
ABOVE CLEANUP LEVELS 

TPHD - TPHAS DIESEL 

TPHD-UNK- UNKNOWN TPHD 

(CHROMATOGRAM DOES NOT MATCH STANDARD) 

TPHFO - TPHAS FUEL OIL 

TPHI - TPH BY IMMUNOASSAY 

TPHD-E - TPHD ANALYZED AS TPH EXTRACTABLE 

PAHI - PAH BY IMMUNOASSAY 

B(A)P - BENZO(A)PYRENE 

D(A,H)A - DIBENZO(A,H)-ANTHRACENE 

1.800 VALUES IN PINK AND ITALICS INDICATE THE DETECTED 

CONCENTRATION OF TPHD-UNK EXCEEDS THE ASSOCIATED 
TPHD SOIL CLEANUP LEVELS, ALTHOUGH TPHD SOIL CLEANUP 
LEVELS DO NOT APPLY TO TPHD-UNK CONCENTRATIONS. 



FM06040T02- 



'. FM06040T01 




FM06043W01 




FM06043W04 [4] 

TPHI >1,380 

PAHI >5 

B(a)P 0.36 

TPHd 1,400 



1349SB127 [2.5] [4.5] [5] 

Chrysene 0.021 J 19 J <0.0082 



FM06043W05 [6.5] 

TPHI >1380 

PAHI >5 



~, FM06041T01 




joo-' 



FM07044W09 

TPHI 
PAHI 
B(a)P 


[3.5] 

>1,380 
>5 

0.3 


,-' 1349MW1,^/ 
1349SB127"* 


FM07044W08 [4] 

TPHI >1,380 
PAHI >6 




,\ 



1349My\/01 



,1349MW104- 



FM07043T0: 
1349SB24- 



1349SB125 

TPHd 
TPHfo 



[5] [6.5] [7]-DU [10] 

11,000 A-01 5,500 A-01 2,100 A-01 <1.1 
6,200 3,600 1,300 <11 



1349SB123 [2] [5] [6.6] [7]-DU 

B(a)P 0.048 0.046 J <0.0076 <0.0074 



-1349SB29 






FDSSB227- 




FM07044T1 

FM07044T1 
FORMER 

1^9SB12. 



i^0704^01 
/1349SB116-N 




^134938133 



-134SSB132' 



1349SB112COMP113 [3] 

B(a)P 0.13 

D(a,h)A 0.16 



FM06043W03 [8.5] 

TPHI >1 380 

PAHI >5 



FM06043W02 [7] 

TPHI >1,380 

PAHI >5 



1349SB111 


[2.5] [6] 


TPHd-unk 


2,600 <1.1 


TPHfo 


3,100 <11 


B(a)P 


0.2 J, J+ <0.0037 


D(a,h)A 


0.22 J, J+ <0.0037 



1349SB126 [2] [5] [7] 

B(a)P <0.016J 0.084 <0.0095 



FM07044W10 



\ 



FM07044T1^ 

/.-aVformer building^ 

y ^^ ■ ' 1349SB01- 

■/1349SB120^r2»^'. ,;''i349SB17— , 

' \ y 1349SB1^ 




^ 


FM07044W02 [6.5] 

TPHI >6,856 
PAHI >5 


/ '. 


1349SB121 [2] [5] 

B(a)P 0.1 <0.0076 




■1349SB19 
1349SB118 



MV 



\ 1349MVyi02f^ N \ 
'F^DS3B228— ,,^* 1349SB27- 




i349BB2l 



1349SB1 

\ ^■■■.. / \ \ \ 1349SB1 
- ^\ '\/l349MVVlOO/1349SB106' 



1349SB21 

TPHd-E 



4^1349MW03 
(ABANDONEDV 




134gSB107 

TPHd-unk 
TPHfo 
B(a)P 
D(a,h)A 



[2.5] 

1800 
3,600 
0.26 J 
0.23 J 



[5] 

980 
1,900 
0.032 J 
0.026 J 



[10.5] 

25 
<11 

0.0023 J 
0.0022 J 



1349SB122 [3] [3.5]-DU [5] [7] 

TPHd 88 A-01 990 A-01 890 A-01 5,500 A-01 

TPHfo 190 1,900 1,600 11,000 

B(a)P 0.033 0.045 0.084 <0.16 



1349SB12 [5] [10] 

TPHd-E 4,000 5,300 



FM07044W03 [6.5] 

TPHI >6,856 

PAHI >5 



N> 



1349SB0! 



1349SB08 



f^r^^^TTT-TT- 



/\ ; ; ; ; f ; ; •' ■ .k' '■ ■ 

■■/ ; 1349l\/lW0pR;^^,,>7 / ,' ; 




r- F.D?S^229 / ,.' 






>-< ' '. 



:for.mer. 

FILL ^ITE 5 



-■'05 




■1349SB23 



1349SB18 
1349SB10 

1349SB25 
V349SB117 



1349SB05 [5] 

TPHd-E 9,100 



FM07044W05 [4] 

TPHI >1380 

PAHI >5 



1349SB06 [10] 

TPHd-E 7,900 



349SB119 




1Q49MW1 01 /1 349SB1 34** 




1349MW02 



1349DB0 



SOIL CLEANUP LEVELS 




TPHd TPHd-unk 


TPHfo 


B(a)P D(a,h)A Chrysene 






UNITS 


(mg/kg) 


(mg/kg) 


(mg/kg) 


(mg/kg) (mg/kg) 


(mg/kg) 


0-3 FT BGS 






700 


NA 


980 


0.04 


0.078 


4.3 


3-10 FT BGS 






1,380 


NA 


1,900 


0.04 


0.078 


4.3 


> 10 FT BGS & < 5 FT ABOVE GW 


115 


NA 


160 


NA 


NA 


NA 


> 10 FT BGS & > 5 FT ABOVE GW 


15,000 


NA 


15,000 


3.0 


NA 


54 



IZ 




NOTES: 

1. TPH -TOTAL PETROLEUM HYDROCARBONS 
PAH - POLYCYCLIC AROMATIC HYDROCARBONS 

2. ALL RESULTS REPORTED IN MG/KG. 

3. DATA QUALIFIERS ARE PRESENTED IN ATTACHED TABLES. 

4. BGS- BELOW GROUND SURFACE 
GW - GROUNDWATER 

NA - NOT APPLICABLE 

5. LOCATION OF INFERRED FAULT FROM REVISED FEASIBILITY 
STUDY MAIN INSTALLATION SITES (EKI, 2003). 

6. HORIZONTAL DATUM: NAD27, CA STATE PLANE COORDINATES, 
ZONE 3, FEETVERTICAL DATUM: (TOPOGRAPHY) NORTH AMERICAN 
VERTICAL DATUM, NAVD88. 

7. BASE MAP DATA OBTAINED FROM: DRAFT SITE INVESTIGATION 
REPORT, TREADWELL& ROLLO, OCTOBER 2003. 

8. ALL PHASE 1 AND 2 SAMPLES ANALYZED FOR TPHD, TPHFO AND PAHS. 

9. ALL M-W PHASE 1 SAMPLES ANALYZED FOR TPHD, BTEX, AND METALS. 

10. ALL M-W PHASE 2 SAMPLES ANALYZED FOR TPHD AND BTEX. 

11. ALL M-W PHASE 3 SAMPLES ANALYZED FOR TPHD-E. 

12. ALL FDS PIPELINE SAMPLES ANALYZED FOR TPH AND PAHS BY 
IMMUNOASSAY WITH SELECT LABORATORY AND TPHFO AND PAHS. 

. 1349SB106 WAS CONVERTED INTO MONITORING WELL 1349MW100 
ON 24 SEPTEMBER 2002. 

•• 1349SB134 WAS CONVERTED INTO MONITORING WELL 1349MW101 

ON 2 MAY 2003. 
..» 1349SB127 WAS CONVERTED INTO MONITORING WELL 1349MW103 

ON 20 APRIL 2003. 



LEGEND: 
^ PREVIOUS INSTALLED GROUNDWATER 

MONITORING WELL 

PHASE 1 LOCATIONS 
A SOURCE-SPECIFIC SOIL BORING 
■ DOWNGRADIENT SOIL BORING 

• CONFIRMATION HAND-AUGER 
SOIL BORING 

^ GROUNDWATER MONITORING WELL 
PHASE 2 LOCATIONS 

• SOIL BORING 

• HAND AUGER SAMPLE 

^ GROUNDWATER MONITORING WELL 

© VALUE ABOVE CLEAN-UP LEVEL 



HISTORIC SAMPLE LOCATIONS 



A SOIL BORING LOCATION- 
• SOIL BORING LOCATION- 
® SOIL BORING LOCATION - 



PHASE 1 BY M-W 
PHASE 2 BY M-W 
PHASE 3 BY M-W 



(t SURFACE SOIL LOCATION - PHASE 3 BY M-W 
■ FDS PIPELINE SAMPLE LOCATION 
O SOIL BORING LOCATION -FDS 

PIPELINE RELEASE ASSESSMENT - 



1 FORMER BUILDING 1349 

I REMEDIAL EXCAVATION 

AREA (1995) 

1 FORMER FDS REMEDIAL 

' EXCAVATIONS 

1344\ BUILDINGAND NUMBER 



o 



IQ 



FORMER BUILDING 1349 
TANK 

FORMER SECONDARY 

CONTAINMENT 

50 



GRAPHIC SCALE 



100 
i Feet 



VALUE BELOW CLEAN-UP LEVEL 

8/24/05 SYR-85 EAB 

Presidio Trust- Building 1349 

Q:/Presidio-Trust/F-C-A-P/mxdrrPAH-PAH-COC-Shailow.mxd 



TOPOGRAPHIC CONTOURS 
(CONTOUR INTERVAL : 5 FT) 
(CONTOUR INTERVAL : 1 FT) 

FORMER FILL SITE 5 
EXCAVATION BOUNDARY 
INFERRED FAULT 



COMMUNICATIONS 

CONDUIT 

FORMER PIPE 

FORMER FDS PIPELINE TO 

BUILDING 1773 

FDS TRENCH EXCAVATION 

/'^ FORMER ABOVEGROUND 
'> - ' STORAGE TANK (AST) 



THE PRESIDIO TRUST 

SAN FRANCISCO, CALIFORNIA 

FINAL CORRECTIVE ACTION PLAN BUILDING 1349 STUDY AREA 



COCs DETECTED IN SITE SHALLOW SOIL 
ABOVE CLEANUP LEVELS (0-10 FT BGS) 




BLASLAND, BOUCK & LEE. INC. 
engineers, scientists, economists 



FIGURE 

2-4 



[DEPTH IN FEET BGS] 



FM07044W09 [3.5] 

TPHI >1,380 

PAHI >5 

B(a)P 0.3 




SOIL CLEANUP LEVELS TPHd B(a)P 

UNITS (mg/kg) (mg/kg) 

0-3 FT BGS 700 004 

3-10 FT BGS 1,380 0.04 

> 10FTBGS&<5FTABOVEGW 115 3.0 

> 10FTBGS&>5FTABOVEGW 15,000 3.0 



3. DATA QUALIFIERS ARE PRESENTED IN ATTACHED TABLES. 

4. BGS- BELOW GROUND SURFACE 
GW - GROUNDWATER 

NA - NOT APPLICABLE 

5. LOCATION OF INFERRED FAULT FROM REVISED FEASIBILITY 
STUDY MAIN INSTALLATION SITES (EKI, 2003). 

6. HORIZONTAL DATUM: NAD27, C A STATE PLANE COORDINATES, 
ZONE 3, FEETVERTICAL DATUM: (TOPOGRAPHY) NORTH AMERICAN 
VERTICAL DATUM, NAVD88. 

7. BASE MAP DATA OBTAINED FROM: DRAFT SITE INVESTIGATION 
REPORT, TREADWELL& ROLLO, OCTOBER 2003. 

8. ALL FDS PIPELINE SAMPLES ANALYZED FOR TPH AND PAHS BY 
IMMUNOASSAY WITH SELECT LABORATORY AND TPHFO AND PAHS. 



LEGEND: 

■ FDS PIPELINE SAMPLE LOCATION 

O SOIL BORING LOCATION -FDS 
PIPELINE RELEASE ASSESSMENT 

.) VALUEABOVE CLEAN-UP LEVEL 

VALUE BELOW CLEAN-UP LEVEL 

TOPOGRAPHIC CONTOURS 

(CONTOUR INTERVAL : 5 FT) 

(CONTOUR INTERVAL : 1 FT) 



FORMER FILL SITE 5 
EXCAVATION BOUNDARY 
INFERRED FAULT 
COMMUNICATIONS 
CONDUIT 

FORMER PIPE 

FORMER FDS PIPELINE TO 
BUILDING 1773 

FDS TRENCH EXCAVATION 

FORMER FDS PIPE WITH 
ASSUMED LTTD SOIL FILL 
MATERIAL 



I 1 FORMER BUILDING 1349 

I I REMEDIAL EXCAVATION 

AREA (1995) 

I 1 FORMER FDS REMEDIAL 

' ' EXCAVATIONS 

1344 BUILDINGAND NUMBER 



50 



GRAPHIC SCALE 



100 
H Feet 



o 



FORMER ABOVEGROUND 
STORAGE TANK (AST) 

FORMER BUILDING 1349 
TANK 

FORMER SECONDARY 
CONTAINMENT 



8/24/05 SYR-85 EAB 

Presidio Trust- Building 1349 

Q:/Presidio-Trust/Finai-Corrective-Action-Plan/mxd/TPAH-PAH-COC-Shaiiow-FDS-areas.mxd 



THE PRESIDIO TRUST 

SAN FRANCISCO, CALIFORNIA 

FINAL CORRECTIVE ACTION PLAN BUILDING 1349 STUDY AREA 



COCs DETECTED IN SITE SHALLOW SOIL 

AT FDS INVESTIGATION/EXCAVATION AREAS 

ABOVE CLEANUP LEVELS (0-10 FT BGS) 




BLASLAND, BOUCK & LEE. INC. 
engineers, scientists, economists 



FIGURE 

2-4A 



[DEPTH IN FEET BGS] 



1349SB127 

TPHd 
Naphthalene 




SOIL CLEANUP LEVELS 



0-3 FT BGS 700 980 

3-10 FT BGS 1,380 1,900 

> 10FTBGS&<5FTABOVEGW 115 160 

> 1 FT BGS & > 5 FT ABOVE GW 1 5,000 1 5,000 



5. LOCATION OF INFERRED FAULT FROM REVISED FEASIBILITY 
STUDY MAIN INSTALLATION SITES (EKI, 2003). 

6. HORIZONTAL DATUM: NAD27, CA STATE PLANE COORDINATES, 
ZONE 3, FEETVERTICAL DATUM: (TOPOGRAPHY) NORTH AMERICAN 
VERTICAL DATUM, NAVD88. 

7. BASE MAP DATA OBTAINED FROM: DRAFT SITE INVESTIGATION 
REPORT, TREADWELL& ROLLO, OCTOBER 2003. 

, 1349SB106 WAS CONVERTED INTO MONITORING WELL 1349MW100 
ON 24 SEPTEMBER 2002. 

1349SB134 WAS CONVERTED INTO MONITORING WELL 1349MW101 
ON 2 MAY 2003. 

1349SB127 WAS CONVERTED INTO MONITORING WELL 1349MW103 
ON 20 APRIL 2003. 



LEGEND: 

^ GROUNDWATER 
MONITORING WELL 

PHASE 1 LOCATIONS 



A SOURCE-SPECIFIC SOIL BORING ® 
■ DOWNGRADIENT SOIL BORING 

♦ GROUNDWATER MONITORING WELL 

PHASE 2 LOCATIONS 

• SOIL BORING 

^ GROUNDWATER MONITORING WELL 

O VALUE ABOVE CLEAN-UP LEVEL 
VALUE BELOW CLEAN-UP LEVEL 



8/24/05 SYR-85 EAB 

Presidio Trust- Building 1349 

Q:/Presidio-Trust/F-C-A-P/mxdrrPAH-PAH-COC-Deep.mxd 



HISTORIC SAMPLE LOCATIONS 
A SOIL BORING LOCATION - PHASE 1 BY M-W 
• SOIL BORING LOCATION - PHASE 2 BY M-W 
SOIL BORING LOCATION - PHASE 3 BY M-W 
TOPOGRAPHIC CONTOURS 

(CONTOUR INTERVAL: 5 FT) 

(CONTOUR INTERVAL : 1 FT) 



o 



COMMUNICATIONS CONDUIT 
FORMER PIPE 
FDS TRENCH EXCAVATION 
INFERRED FAULT 

FORMER FDS PIPELINE TO 
BUILDING 1773 

FORMER FILL SITE 5 
EXCAVATION BOUNDARY 



FORMER ABOVEGROUND 
STORAGE TANK (AST) 

FORMER BUILDING 1349 
TANK 

FORMER SECONDARY 
CONTAINMENT 

I 1 FORMER BUILDING 1349 

I I REMEDIAL EXCAVATION 

AREA (1995) 

I I FORMER FDS REMEDIAL 

' ' EXCAVATIONS 

1344 BUILDINGAND NUMBER 

^^ FORMER FDS PIPE WITH 
^H ASSUMED LTTD SOIL FILL 
MATERIAL 



50 



GRAPHIC SCALE 



100 
HFeet 



THE PRESIDIO TRUST 

SAN FRANCISCO, CALIFORNIA 

FINAL CORRECTIVE ACTION PLAN BUILDING 1349 STUDY AREA 



COCs DETECTED IN SITE DEEP SOIL 
ABOVE CLEANUP LEVELS (>10 FT BGS) 




BLA5LAND, BOUCK & LEE. INC. 
engineers, scientists, economists 



FIGURE 

2-5 



TPHd-TPH as Diesel 
B(a)A - Benzo(a)Anthracene 
\ B(a)P - Benzo(a)Pyrene 
B(b)F - Benzo(b)Fluoranthene 
B(k)F - Benzo(k)Fluoranthene 



14,000 

<2.3U 

1.7 

<2.3U 

<2.3U 



-[DEPTH IN FEETBGS] 



-DATA QUALIFIER 



-VALUES IN PINK ARE 
ABOVE CLEANUP LEVELS 



FORMER AST 



-^^^^~^J- 



CSC1 

TPHd 
B(a)A 
B(a)P 
B(b)F 
B(k)F 



CSC6 


[3] 


TPHd 


24,000 


B(a)A 


< 23.0 UJ 


B(a)P 


<4.0UJ 


B(b)F 


<23.0 UJ 


B(k)F 


<2.3 UJ 


^ Chrysene 


<12UJ 


N \ 





C003 

"I 

8064 ^ 
^/' flSQ48 



C069 



\ T C033* >^ 




067 



-966 
C062 ■ \jC002 



EXCAVATION 
AREA 2/ 



V 

A 

'. V;o8ia/8i- 

\ ^ \:085- 

\ \ \ 

; \ \ q084- 

EXCAVATION^ \ 
AREA 3 ^ 



C09 



£074 C1 10/11 
C109 COBS 

/i ■ 

g'c079 C090/91 
BC087 ' 

B CQ.86 

^^%C092 

'»»= C113 



^csc^^. \ C060/61 cosg" 

\ \ CSC2 ■ 

C038 
" C043 



■C04 



CSC3 


[6] 


TPHd 


13,000 


B(a)A 


<4.9U 


B(a)P 


<0.86 U 


B(b)F 


<4.9U 


B(k)F 


<4.9U 



C032 



X^\\r %y// \C039cU6i 



iC045 



CSC4 



co4q/41 



:;i3^ 



C136 , - ^' 



C1 40/1 41 



13495621/ 



CSC4 


[4] 


TPHd 


14,000 


B(a)A 


<4.4U 


B(a)P 


<0.770 U 


B(b)F 


<4.4U 


B(k)F 


<4.9U 



fiTX W-^( C1^jC103g04"c^2 ^i .m 



/ \ 



5^^28 

C1 18/''' C>26< \ \ ^-C108 

C14&P , V^ 

C12^ .^C1.«^W:125 



CSC8 


[3] 


TPHd 


18,000 


B(a)A 


<11.0UJ 


B(a)P 


<2.0 UJ 


B(b)F 


<11.0UJ 


B(k)F 


<11.0UJ 


Chrysene 


<5.6 UJ 



#' 



e< 



f^" 



.ot-^ 



1349SB21 [5] [10] [15] [20] [26] [30] 

TPHd-E 5,400 1,700 1,400 1,300 510 370 



FORMER 
FILL SITE 5 



/ 



SOIL CLEANUP LEVELS TPHd B(a)A B(a)P B(b)F 

UNITS (mg/kg) (mg/kg) (mg/kg) (mg/kg) 


B(k)F 

(mg/kg) 


Chrysene 

(mg/kg) 


0-3 FT BGS 700 


0.43 


0.04 


0.43 


0.43 


4.3 


3-10FTBGS 1,380 


0.43 


0.04 


0.43 


0.43 


4.3 


>10FTBGS&<5FTABOVEGW 115 


8.0 


3.0 


23.0 


23.0 


54.0 


>10FTBGS&>5FTABOVEGW 15,000 


8.0 


3.0 


23.0 


23.0 


54.0 



\ NOTES: 

1. TPH- TOTAL PETROLEUM HYDROCARBONS 
PAH - POLYCYCLIC AROMATIC HYDROCARBONS 

2. ALL RESULTS REPORTED IN MG/KG. 

3. DATA QUALIFIERS ARE PRESENTED IN ATTACHED TABLES. 

4. BGS- BELOW GROUND SURFACE 
GW - GROUNDWATER 

5. LOCATION OF INFERRED FAULT FROM REVISED FEASIBILITY 
STUDY MAIN INSTALLATION SITES (EKI, 2003). 

6. HORIZONTAL DATUM: NAD27, CA STATE PLANE COORDINATES, 
ZONE 3, FEET; VERTICAL DATUM: (TOPOGRAPHY) NORTH AMERICAN 
VERTICAL DATUM, NAVD88. 

7. BASE MAP DATA OBTAINED FROM: DRAFT SITE INVESTIGATION 
REPORT, TREADWELL & ROLLO, OCTOBER 2003. 



'v \ 



LEGEND: 

^ CONDUIT SUPPORT 
COLUMN SAMPLE 

□ ARMY CONFIRMATION SAMPLE 

^ HISTORIC SOIL BORING 

LOCATION - PHASE 1 BY M-W 

• VALUEABOVE CLEAN-UP LEVEL 
VALUE BELOW CLEAN-UP LEVEL 



COMMUNICATIONS CONDUIT 
FORMER PIPE 
FDS TRENCH EXCAVATION 
INFERRED FAULT 

FORMER FDS PIPELINE TO 
BUILDING 1773 

FORMER FILL SITE 5 
EXCAVATION BOUNDARY 

TOPOGRAPHIC CONTOURS 
(CONTOUR INTERVAL : 5 FT) 
(CONTOUR INTERVAL : 1 FT) 



o 



IQ 



^ 



8/24/05 SYR-85 EAB 

Presidio Trust- Building 1349 

Q:/Presidio-Trust/F-C-A-P/mxdrrPAH-PAH-COC-under-comm-conduits.mxd 



FORMER ABOVEGROUND 
STORAGE TANK (AST) 

FORMER BUILDING 1349 
TANK 

FORMER SECONDARY 
CONTAINMENT 

FORMER BUILDING 1349 
REMEDIAL EXCAVATION 
AREA (1995) 

FORMER FDS REMEDIAL 
EXCAVATIONS 

APPROXIMATE LOCATION OF 
CONTROLLED DENSITY FILL 



15 



GRAPHIC SCALE 



30 
^Feet 



THE PRESIDIO TRUST 

SAN FRANCISCO, CALIFORNIA 

FINAL CORRECTIVE ACTION PLAN BUILDING 1349 STUDY AREA 



COCs DETECTED IN SITE SOIL BENEATH 
TELECOMMUNICATIONS CONDUIT 




BLA5LAND, BOUCK & LEE, INC. 
engineers, scientists, economists 



FIGURE 

2-6 



1349MW100 

TPHd 

TPHg 

BENZENE 

B(a)A 

4,4'-DDD 

4,4'-DDE 

4,4'-DDT 

ALDRIN 

ALPHA-CHLORDANE 

BETA-BHC 

GAMMA-BHC 

GAMMA-CHLORDANE 

HEPTACHLOR 

HEPTACHLOR EPOXIDE 




TPHd 

TPHg 

Benzene 

B{a)A 

D{a,h)A 

l{1,2,3-c,d)P 

4,4'-DDD 

4,4'-DDE 

4,4'-DDT 

Aldrin 

beta-BHC 

gamma-BHC 

Heptachlor 

Heptachlor Epoxide 0.01 

alpha-Chlordane 0.1 

gamma-Chlordane 0.1 



1. TPH- TOTAL PETROLEUM HYDROCARBONS 

2. RESULTS REPORTED IN [iG/L 

3. DATA QUALIFIERS ARE PRESENTED IN ATTACHED TABLES. 

4. NA - NOT ANALYZED 

5. LOCATION OF INFERRED FAULT FROM REVISED FEASIBILITY 
STUDY MAIN INSTALLATION SITES (EKI, 2003). 

6. HORIZONTAL DATUM: NAD27, C A STATE PLANE COORDINATES, 
ZONE 3, FEET; VERTICAL DATUM: (TOPOGRAPHY) NORTH AMERICAN 
VERTICAL DATUM, NAVD88. 

7. BASE MAP DATA OBTAINED FROM: DRAFT SITE INVESTIGATION 
REPORT TREADWELL & ROLLO, OCTOBER 2003. 

8. ONLY GROUNDWATER DATA COLLECTED THROUGH MAY 2004 IS 
PRESENTED. 

. 1349SB106 WAS CONVERTED INTO MONITORING WELL 1349MW100 
ON 24 SEPTEMBER 2002. 

1349SB134 WAS CONVERTED INTO MONITORING WELL 1349MW101 
ON 2 MAY 2003. 

1349SB127 WAS CONVERTED INTO MONITORING WELL 1349MW103 
ON 20 APRIL 2003. 



LEGEND: 

^ GROUNDWATER 
MONITORING WELL 

PHASE 1 LOCATIONS 

A SOURCE-SPECIFIC SOIL BORING 

■ DOWNGRADIENT SOIL BORING 

• CONFIRMATION HAND-AUGER 
SOIL BORING 

PHASE 2 LOCATIONS 



e SOIL BORING 

;■) HAND AUGER SAMPLE 



8/24/05 SYR-85 EAB 

Presidio Trust- Building 1349 

Q:/Presidio-Trust/Finai-Corrective-Action-Ptan/mxd/COCs-GW.mxd 



COMMUNICATIONS CONDUIT 
FORMER PIPE 
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APPENDIX A 

Respoase to Comments on the Draft Corrective Action Plan 

Building 1349 Study Area 

Presidio of San Francisco, California 

This response to comments provides a written response to all comments received on the D raft 
Corrective Action Plan (Draft CAP) for the Building 1349 Study Area, Presidio of San Francisco, 
California, dated March 2005, prepared by Blasland, Bouck, and Lee, Inc. (BEL). The Presidio 
Trust (the Trust) submitted the Draft CAP to stakeholders, including the Presidio Restoration 
Advisory Board (RAB), National Park Service (NPS), the San Francisco Bay Regional Water 
Quality Control Board (RWQCB), and Department of Toxic Substances Control (DTSC) on 
2 March 2005. Comment was invited through 30 April 2005. 

The only comments received on the Draft CAP were from James Ponton, Associate Engineering 
Geologist, RWQCE, in a letter dated 14 April 2005. Each RWQCB comment is reproduced 
below in bold text, followed by the Trust' s response to each comment. 



Comments: J ames Ponton 

Associate Engineering G eologist 
RWQCB, Oakland, California 
14 April 2005 

GENERAL COMMENT: 

Comment No. 1, Recommended Corrective Action for Soil and Groundwater : Water Board 
Staff agrees with the recommended corrective action of excavation for petroleum impacted 
soil and monitoring for groundwater. 

Response to Comment No. 1 : The Trust is pleased that the RWQCB concurs with the selected 
corrective action of Excavation and Off-site Disposal for petroleum- impacted soil and 
Groundwater Monitoring for groundwater for the Building 1349 Study Area. 



SPECIFIC COMMENTS: 

Comment No. 1, Reported Detections of Organochlorine Pesticides (OCPs) in 
Groundwater: Soil samples collected from the study area (Building 1349) have not been 
analyzed for OCPs. Based on the results of groundwater monitoring, OCPs appear to be 
limited in groundwater to the area around well 1349MW100, located immediately 
downgradient of the proposed telecommunications conduit excavation. Site soils may be the 
source for the OCPs reported in groundwater. 

Please revise all appropriate sections, including Table 3-3 of the draft CAP, to include the 
analysis for OCPs in confirmation samples collected from the sidewalls and floor of the 
Building 1349 proposed excavations. 

Response to Comment No. 1: Soil samples previously collected at the Building 1349 Study 
Area have not been analyzed for the presence of OCPs; whereas, OCPs have been detected in 
groundwater samples at the Study Area, primarily in the vicinity of monitoring well 
1349MW100. The Draft CAP indicated that OCPs will be analyzed in soil excavation 



confirmation samples from the Shallow Soil Remedial Unit (RU) Area 3 and the 
Telecomunications Corridor RU (as noted in Section 5.2 and Table 5-1). The Draft CAP has 
been revised to include OCP analysis using USEPA Method 8081 at the remaining three soil RUs 
(Shallow Soil RU Areas 1 and 2 and the Deep Soil RU). Applicable sections of the CAP have 
been updated to reflect these changes, including Section 5.2, Table 5-1, and Appendix F tables 
(cost estimates). 

Comment No. 2, Metals Reported in Soil and G roundwater: Study area soil is 
characterized as slope debris and ravine fill deposits derived from the underlying bedrock 
including serpentinite, shale/siltstone and sandstone and interbedded weathered clay and 
silt. Both study area soil and the underlying bedrock area are understood to contain 
naturally occurring arsenic based on your stated statistical evaluation of arsenic 
concentrations in the study area. 

Please amend the appropriate sections of the draft CAP to include the laboratory analysis 
for metals in all confirmation samples collected from the proposed excavations. Please 
evaluate these metals data in an effort to confirm the hypothesis that the concentrations and 
distributions of metals reported in groundwater area naturally occurring and do not 
represent soil impacts associated with past site operational activities. 

Response to Comment No. 2: As discussed in Section 2.4.1 of the CAP, metals were previously 
analyzed in soil samples from the Phase 1 Site Investigation. The analysis conducted in 
Section 2.5.1 of the CAP shows that metals exceeding cleanup levels and background 
concentrations in soil (i.e., arsenic and vanadium) are believed to be naturally occurring in Study 
Area soils. Therefore, metals were not selected as soil COCs in the CAP. However, in response 
to this comment, metals have been added to the analytical program for all proposed soil 
excavation confirmation samples. Soil confirmation samples will be analyzed for metals by 
USEPA Method 6010/6020 (hsted in Table 5-1). Metals analytical results from the soil 
confirmation samples will be compared with the cleanup levels and background concentrations 
for serpentinite soil listed in Table 3-1 to assess metals impacts in soil at the Study Area. 
Consistent with the approach used at other Presidio sites, other tools may be used (such as 
calculation of 95 percent upper confidence hmit [95%UCL] concentrations, assessment of more 
appropriate geologic conditions/formations, and scatter plots) to support the hypothesis that 
metals in Study Area soils are naturally occurring and do not represent soil impacts associated 
with past Study A rea operational activities. A pplicable sections of the C A P have been updated to 
reflect these changes, including Section 5.2, Table 5-1, and Appendix F tables (cost estimates). 

Comment No. 3, Land Use Controls for the G roundwater Remedial Unit: Land Use 
Controls (LUCSs) proposed in the draft CAP appear limited to restrictions placed on the 
land because of soil contamination that is left in place (inaccessible, etc). The goals of the 
LUC for soils, among other things, include the protection of human health and the 
environment through tracking of residual contamination and preventing land use of the 
property that is incompatible with the agreed to cleanup goals. LUCs adopted for the 
Presidio will be made available to the pubUc and tracked/managed through the LUC Maser 
Reference Report (LUCMRR). 

Staff recommends that the Presidio Trust further evaluate whether sites impacted by 
contaminated groundwater plumes will be made available to the pubUc and tracked 
through the existing LUCMRR. Staff recognizes that although the long-term beneficial use 
designation for the area is municipal and domestic supply (as per SF Bay Basin Plan, 1995), 



Staff believes that the groundwater use should be restricted uatil the appropriate cleanup 
goals are reached. 

Response to Comment No. 3: The selectBd corrective action for the Groundwater RU has been 
updated to include an LUC for the Groundwater RU at the Study Area during the first five years 
of the proposed groundwater corrective action. The applicability for continued use of the LUC 
will be evaluated as part of the Five-Y ear Status Report based on whether or not cleanup goals 
have been achieved within that period. Applicable sections of the CAP have been updated to 
reflect these changes, including Sections 4.6.4, 5.3, and 5.4, in addition to Appendix F tables 
(cost estimates). 

Comment No. 4, Applicable State and Federal Laws and Regulatory Requirements 
(ARARs): California stormwater ARARs for construction activities are missing from the 
Draft CAP. 

Please revise the Draft CAP to include the missing ARARs. 

Response to Comment No. 4: California stormwater ARARs have been added to Section 5.7 of 
the Draft CAR 

Comment No. 5, Proposed Soil Confirmation Sampling Program: The Draft CAP proposes 
an excavation floor sample density of one sample per 25- by 25-foot grid and one sample per 
50-foot lateral extent, and for depth, at the midpoint of the to 3 feet bgs interval, one 
sample at the midpoint of the 3 to 10 feet bgs interval and one sample at the midpoint of the 
greater thanlO feet bgs interval. 

Please amend the Draft CAP to include: 

a. A minimum of one sidewall sample per exposed excavation sidewall (i.e., for each of 
the four walls) for sidewalls that are less than 50-foot lateral distance; 

b. An additional sample or samples that specifically target and test soil intervals where 
there is field evidence of soil staining and discoloration, elevated PID readings, etc.; 
and, 

c. An additional sample within the 3- to 10-foot vertical interval, possibly within 3- to 
6- feet bgs. We can further refine and discuss the confirmation soil sampling 
program prior to issuance of the Building 1349 Work Plan. 

Response to Comment 5a: The soil excavation confirmation soil sampling program includes a 
minimum of one sidewall sample per 50 lateral feet or a minimum of four sidewalls (per depth 
interval targeted) as indicated in Section 5.2. Text has been added to Section 5.2 to indicate a 
minimum of one sample per sidewall (assuming four sidewalls per excavation). 

Response to Comment 5b: Text has been added to Section 5.2 and a note added to Table 5-1 to 
indicate that additional sidewall or bottom samples will be collected if field observations indicate 
the presence of soil staining or other evidence of residual COC impacts (e.g., elevated PID 
readings). 

Response to Comment 5c: The Trust has considered the RWQCB's request for an additional 
sidewall sample within the 3 to 10 feet bgs depth interval for each soil RU proposed in the CAP. 
Based on the extent of impacts at each individual soil RU, the following approach for further 
sidewall samphng within the 3 to 10 feet bgs depth interval is proposed in the Final CAP: 



• 



Shallow Soil RU - Area 1: Area 1 encompasses the Former FDS Remedial Excavation 
areas. In the southern half of Area 1, the COC impacts extend from approximately 2 to 7 
feet bgs. In the northern half of Area 1, the CO C impacts extend from approximately 2.5 
to 9 feet bgs (and to 20 feet bgs in the vicinity of boring 1349SB127 [deep soil RU]). 
Thus, initial excavation within Area 1 will proceed to a minimum of 7 feet bgs in the 
southern portion of the RU and 9 feet bgs in the northern portion of the RU. The Trust 
considers one sidewall sample for the 3 to 8 feet bgs interval (i.e., one sample per 5 feet 
of sidewall) to be sufficient as well as collecting additional samples if field evidence of 
contamination is present (see Response to Comment 5b). Thus, for this shallow soil RU, 
an additional sidewall sample will be collected within the 3 to 10 feet bgs depth interval 
only for excavation areas extending over 8 feet bgs. For these areas, the two sidewall 
samples within the 3 to 10 feet bgs depth interval will be collected at approximately 1/3 
and 2/3 vertical intervals. 

Shallow Soil RU - Area 2: Area 2 encompasses two small areas along the northern end of 
the former FDS pipeline. The vertical extent of the COC exceedances in Area 2 is 
estimated to be approximately 3 feet bgs, because only the trench backfill material is 
suspected of containing COCs above the cleanup levels. Excavation over 3 feet bgs will 
only be conducted in 1-foot increments in this area if cleanup level exceedances are 
found in the initial soil confirmation samples. Thus, an additional sample within the 3 to 
10 feet bgs depth interval for this shallow soil RU is not warranted. 

• Shallow Soil RU - Area 3: Area 3 encompasses an area directly northeast of the 
telecommunications conduit This area includes residual soil contamination that was left 
in- place underneath the previous AST removal excavation. COC impacts in Area 3 are 
estimated to extend from approximately 5 to 10 feet bgs. Clean backfill soils are present 
in this area over the impacted soils. Because contamination is expected to be 
concentrated in this 5-foot depth interval (from 5 to 10 feet bgs) and is covered by clean 
soils, one sidewall sample collected from this interval would target the area of greatest 
contamination. Thus, for this shallow soil RU, the sidewall sample collection approach 
has been revised to one sidewall sample between 5 and 10 feet bgs (rather than one 
sample between 3 and 10 feet bgs). 

• Telecommunications Corridor RU: The telecommunications soil RU is a wedge-shaped 
mass of impacted soil beneath the telecommunications line adjacent to Washington 
Boulevard. This soil was left in place after previous remedial excavations on the east and 
west sides of the telecommunications conduit that runs along the east side of Washington 
Boulevard. The conduit is 2- to 2.5-feet wide and 2.5-feet deep and the top of the conduit 
occurs at approximately 1-foot below grade. The vertical extent of this RU is assumed to 
extend deeper than 12 feet bgs, which is the maximum depth of the previous soil 
excavations in the area. The purpose of excavation in this area is to remove the impacted 
soil left in place below the conduit. Sidewall samples collected from between and 10 
feet bgs from this narrow excavation are not expected to show cleanup level exceedances 
because the area surrounding the conduit has been backfilled with clean soils to 
approximately 12 feet bgs. Thus, one sidewall sample at the midpoint of the 3 to 10 feet 
bgs depth interval at this RU is considered to be conservative and an additional sample is 
not warranted. 

In summary, in response to RWQCB' s comment #5c, the Trust has revised the Soil Confirmation 
Samphng program as follows: (1) for Shallow Soil RU - Area 1, two sidewall samples will be 



collectBd within the 3 to 10 feet bgs depth interval (collected at approximately 1/3 and 2/3 vertical 
intervals) for excavations extending over 8 feet bgs and (2) for Shallow Soil RU - Area 3, one 
sidewall sample will be collected between 5 and 10 feet bgs (rather than one sample between 3 
and 10 feet bgs). Section 5.1 of the Final CAP has been revised to include the information 
presented in this comment response. 
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Summary of TPH Results in Soil 

Building 1349 

Presidio of San Francisco, California 
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1,900 


10.5 


>10 feet bgs airi 
> 5 feet above groundwatei 


1349SB107[ia5] 


0920^02 


<1.1 


25 


<11 


15.5 


>10 feet bgs airi 
> 5 feet above groundwatei 


134SSB107[15.5] 


09'2Q'02 


<1.1 


1.8 


<11 


20.5 


>10 feet bgs and 
> 5 feet above groundwatel 


134SSB107[20.5] 


09'2Q'02 


<1 


1.9 


<10 


25.5 


>10 feet bgs arri 
> 5 feet above groundwatel 


1349SB107[25.5] 


09^0^02 


<1 


2.1 


<10 


30.5 


>10 feet bgs airi 
> 5 feet above groundwater 


1349SB107[30.5] 


09/2Q'02 


<1.1 


47 


<11 


1349SB108 


2.5 


0-3 


1349SB108[2.5] 


09/2Q'02 


<1.1 


58 


86 


5.5 


3-10 


1349SB108[5.5] 


09/2Q'02 


<1.1 


5 


<11 


11 


>10 feet bgs airi 
> 5 feet above groundwatea 


134SSB108[11] 


09'2Q'02 


<1.6 


<1.6 


<16 


16 


>10 feet bgs arri 
> 5 feet above groundwatel 


134SSB108[16] 


09'2Cy02 


<1.6 


<1.6 


<16 


21 


>10 feet bgs and 
> 5 feet above groundwatel 


1349SB108[21] 


0920^02 


<1.2 


1.5 


<12 


26 


>10 feet bgs airi 
> 5 feet above groundwatel 


1349SB108[26] 


0920^02 


<1.3 


<1.3 


<13 


26.5 


>10 feet bgs airi 
> 5 feet above groundwatel 


DUP092002B 


09'2Q'02 


<1.2 


<1.2 


<12 


31 


>10 feet bgs arri 
< 5 feet above groundwater 


1349SB108[31] 


00/20/02 


<1.2 


<1.2 


<12 
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Table B-1 

Summary of TPH Results in Soil 

Building 1349 

Presidio of San Francisco, California 



Bning 
Locaticii 


Sanfle 
Deiith 


Soil ScFeailiiy 
Interval 


SanflelD 


Sanide 
Date 


TPH As Diesel 
CCarbon RangBC13-C2B 


Unknown TPH as ENesel 
(Carbon RangBC13-C2fl' 


TPHAsFudOa 
(Carbon Baiqe C24<;3b) 


(mg/kg) 


(mg/1^) 


(mgfl^) 


Soil Cleiuiup Lev«!]s (2) 








0-3 feet hgs 


700 


NE 


980 


3- lOfeetbgs 




1,380 


NE 


1,900 


>10 feet hgs and < 5 feet above groimdjAater 


115 


NE 


160 


>10 feet bgs and > 5 feet above c 


liDiindwater 


15,000 


NE 


15,000 


1349SB111 


2.5 


0-3 


13aSSBlll[2.5] 


09'2Q'02 


<11 


2jgm 


3ilOO 


6 


3-10 


1349SB111[6] 


09/2Q/02 


<1.1 


<i.i 


<11 


10.5 


>10 feet bgs airi 
> 5 feet above groundwater 


1349SBlll[ia5] 


09/2Q/02 


<1.1 


<i.i 


<11 


16 


>10 feet bgs airi 
> 5 feet above groundwatei 


1349SB111[16] 


09^20/02 


5.8 


<i.i 


<11 


21 


>10 feet bgs and 
> 5 feet above groundwatEl 


1349SB111[21] 


09'2Q/02 


680 


<22 


300 


26 


>10 feet bgs and 
> 5 feet above groundwatEl 


1349SB111[26] 


09/2Q/02 


1,800 


<44 


850 


26.5 


>10 feet bgs airi 
> 5 feet above groundwater 


DUP092002A 


09/2Q'02 


840 


<11 


420 


31 


>10 feet bgs airi 
> 5 feet above groundwater 


134SSB111[31] 


09'2Q'02 


1,300 


<4S 


690 


1349SB113' 
1349SB113 


3 


0-3 


134SSB112- 
COMP113[3] 


09'2Q'02 


<1.1 


25 


47 


1349SB114/ 
1349SB115 


3 


0-3 


l»aSSB114^ 
COMP115[3] 


09'2Q'02 


<1.1 


3.3 


<11 


1349SB116 


36 


>10 feet bgs and 
> 5 feet above groundwatel 


134SSBlie[36] 


09'23/02 


82 


<1 


<10 


1349SB117 


3 


0-3 


1MSSB117[3] 


09'21/02 


<1.1 


<1.1 


<11 


5 


3- 10 


13aSSB117[6] 


09'21/02 


<1.2 


<1.2 


<12 


1349SB118 


3 


0-3 


134SSB118[3] 


09'21/02 


<1.1 


69 


<11 


3.5 


3- 10 


DUP092402B 


09'21/02 


<1.2 


1.3 


<12 


6 


3- 10 


1MSSB118[6] 


09'21/02 


<1.2 


<1.2 


<12 


134SSB119 


3 


0-3 


13aSSBlig[3] 


09'21/02 


<1.1 


6 


11 


6 


3- 10 


i»assBiig[6] 


09'21/02 


<1.1 


<1.1 


<11 


134gSB120 


3 


0-3 


1MSSB120C3] 


09'21/02 


1.2 


<1.2 


<12 


6 


3- 10 


13aSSB120[6] 


09'21/02 


<1.1 


31 


<11 


134SSB121 


2 


0-3 


134SSB121[2.0] 


01/21/03 


170A-01 


<5.8 


390 


5 


3- 10 


l»aSSB121[5.0] 


O1/21/03 


<1.2 


4.8 


<12 


7 


3- 10 


1MSSB121[7.0] 


O1/21/03 


5.5A-01 


<1.1 


<11 


1349SB122 


3 


0-3 


1MSSB122[3.0] 


O1/21/03 


88 A- 01 


<5.6 


190 


3.5 


3- 10 


DUPOiaKBA 


O1/21/03 


990A-01 


<11 


1,900 


5 


3- 10 


1MSSB122[5.0] 


O1/21/03 


890A-01 


<6 


1,600 


7 


3- 10 


l»aSSB122[7.0] 


O1/21/03 


5500A-01 


<12 


11,000 
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Table B-1 

Summary of TPH Results in Soil 

Building 1349 

Presidio of San Francisco, California 



Bning 
Locaticii 


Sanfle 
Deiitfa 


Soil ScFeailiiy 
Interval 


SanflelD 


Sanide 
Date 


TPH As Diesel 
CCarbon RangBC13-C2B 


Unknown TPH as ENesel 
(Carbon RangBC13-C2fl' 


TPHAsFudOa 
(Carbon Baiqe C24<;3b) 


(mg/kg) 


(mg/l^) 


(mg/l^) 


Soil Cleiuiup Lev«!]s (2) 








0-3 feet hgs 


700 


NE 


980 


3- lOfeetbgs 




1,380 


NE 


1,900 


>10 feet hgs and <5 feet above groimdjAater 


115 


NE 


160 


>10 feet bgs and > 5 feet above c 


pDiindwater 


15,000 


NE 


15,000 


1349SB123 


2 


0-3 


13aSSB123[2.0] 


CH/24/CB 


14OA-01 


<S.6 


200 


5 


3- 10 


13aSSB123[S.0] 


OV21/03 


1,000A-01 


<13 


1,800 


as 


3- 10 


13aSSB123[aS] 


OV21/03 


4.7A-01 


<1.1 


<11 


7 


3- 10 


DUP0124a3B 


OV21/03 


3.6A-01 


<1.1 


<11 


1349SB121 


2 


0-3 


13aSSB124[2.0] 


OV21/03 


<1.1 


14 


28 


5 


3- 10 


13aSSB124[S.0] 


OV21/03 


<1.1 


1.7 


<11 


7 


3- 10 


13aSSB124[7.0] 


OV21/03 


<1.1 


37 


<11 


1349SB125 


2 


0-3 


13aSSB12S[2.0] 


OV21/03 


80 


<1.1 


S2 


5 


3- 10 


13aSSB12S[S.0] 


OV21/03 


11,000 A-Ol 


<22 


6^200 


as 


3- 10 


i3assBi2S[as] 


OV21/03 


550OA-O1 


<55 


3ieoo 


7 


3- 10 


DUP042aD3C 


OV21/03 


^lOOA-Ol 


<11 


1,300 


10 


3-10 


1349SB125[lO0] 


OV24/03 


<1.1 


<1.1 


<11 


20 


>10 feet bgs airi 
> 5 feet above groundwater 


1349SB125[20.0] 


OV24/03 


1.4A-01 


<1 


<10 


25 


>10 feet bgs and 
> 5 feet above groundwater 


1349SB125[25.0] 


Cm2A/CB 


1.1 A-01 


<1 


<10 


1349SB126 


2 


0-3 


13aSSB126[2.0] 


OV25/03 


29 A- 01 


<1.1 


43 


5 


3- 10 


13aSSB126[S.0] 


OV25/03 


460A-01 


<S.S 


600 


7 


3- 10 


13aSSB126[7.0] 


O1/25/03 


9SA-01 


<1.4 


44 


20 


>10 feet hgs and 
> S feet above groijndwalEl 


1349SB12e[20.0] 


(M/25/CB 


<1.3 


<1.3 


<13 


25 


>10 feet bgs arri 
> 5 feet above groundwatEl 


1349SB126[25.0] 


04/25/03 


<1.3 


<1.3 


<13 


1349SB127 


2.5 


0-3 


1349SB127[2.5] 


04/25/03 


120A-01 


<1.2 


180 


4.5 


3-10 


1349SB127[4.5] 


04/25/03 


72 A-01 


<1.2 


80 


5 


3-10 


DUPO42503A 


04/25/03 


<1.2 


1.8 


<12 


7.5 


3-10 


1349SB127[7.5] 


04/25/03 


720A-01 


<1.1 


290 


12 


>10 feet bgs airi 
> 5 feet above groundwatea 


1349SB127[12.0] 


04/25/03 


13,000 A-01 


<14 


5,900 


20 


>10 feet bgs airi 
> 5 feet above groundwater 


134SSB127[20.0] 


O1/25/03 


17,000 A-01 


<13 


6,400 


25 


>10 feet bgs airi 
> 5 feet above groundwater 


1349SB127[25.0] 


04/25/03 


790A-01 


<1.1 


300 
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Notes 

1 ) - Total petroleum t^drocaiiDons \vere detected witi±Q the diesel range bLib the otserved patterns did not matcii the standard. 

2) CleaoL^) level values listed are obtained fram Tables 1, 2and4of CaliforraaEhvirorDiierrtalPiTDtectionAgency, Regional Water Quality ContnDl Board, San Frandsoo Bay Region. 
OrTderR2-2CKI3-C)080, Revised Site Clear[L5DReqLiireai;er[ts(SCRs)arKi Recession of Order No. 91-082 anlOnter No. 96-070, August 2003. 

Detected concentrations in Bold indicate an exceedance of applicahle soil scieenii^ levela 

Detected COncenttabons inBoid and Italics indicate the detected conoentiation of TPHd-unk exceeds tte associated TPHd soil screenir^ levels 

althoi^h TPHd soil screening levels do not apply to TPHd-unk concentiations. 
TPH - Total Petroleum Hydrocarbons 

"A-01" - Results are elevated due ta overlap froni higher boiling poirtbh^drocarboris. 
bgs - below ground surface 
mgA^ - milligiams per kilogram 
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Table B-2 

Summary of PAH Results in Soil 

Building 1349 

Presidio of San Francisco, Callfomia 



DRAFT 



Boring 
Locatioii 


Sairple 


Soil 
Cleanup 
Infcesval 

(feet bgs) 


SannIelD 


Sanple 
Date 


Aoesiaph- 
tlK9ie 

(mg/1^) 


Aoeaiapli- 
ttQdene 

(mg/kg) 


AnttnaGEXie 

(mg/1^) 


Beii2D(a)- 
Anthiacraie 

(mg/ti) 


Ben2D(a)- 
Pyrraie 

(mg/lffr) 


Benzo(b)- 
FluorantlKxie 

(mg/lffi) 


Benzo(g,li,i)- 
Pea:ylGme 

(mg/ti) 


Benzo(k)- 
Fhiorantheaie 

(mg/hg) 


Clitys^ne 

(jxig/lm) 


r>ibenz(a,Ii)- 
AntliicicEHe 

(mg/1^) 


Fluor- 
antltGaie 

(mg/l^) 


FTuoreaie 

(mg/1^) 


IndanD(l,a 
3-Qd)- 
Pyresie 

(jmg/kg) 


NapldlialenB 

(jmg/kg) 


Phenairiliresie 

(jmg/kg) 


Pyreaie 

(mg/1^) 


SdlCleann) Levels^ 


2J00 
2J00 


- 


5,900 
5,900 


043 

Q43 

8 


004 

004 

3 


043 
043 
23 


620 
620 
5,040 


0.43 
0.43 
23 


4.3 
4.3 
54 


0078 
0078 


820 
820 
316 


770 
770 
60 


0.27 
0.27 


480 

4ao 


600 
600 


620 
620 
241 


0-3fe*bgs 






3-lOfe^bgs 




>10 fe^ bgs and < 5 fe^ above groundwder 
>10 fe^ bgs and > 5 fe^ above groundwdier 




:: 


308 


9 


86 


1349SB107 


2.5 
55 
105 
155 


0-3 
3-10 
>10 
>10 


1349SB107[2.5] 
1349SB107[55] 
1349SB107[ia5] 
1349SB107[155] 


09/20/02 
09/20/02 
09/20/02 
09/20/02 


<0.37 

< 0.038 

< 00036 
<Q0038 


<0.37 

< 0.038 

< 0.0036 

< 0.0038 


<0.37 

aoi9j 

< 00036 
<Q0038 


<0.37 

< 0.038 

< 0.0036 

< 0.0038 


02601 

a032J 
O0023J 
< 00038 


<037 
0.028J 
0.0023J 
< 0.0038 


0.24DJ 
0.034J 
0.003J 
< 0.0038 


<0.37 
<Q038 

< 0.0036 

< 0.0038 


<a37 

< 0.038 

< 0.0036 

< 0.0038 


0.230J 

a026J 
a0022J 
< 00038 


02101 
0.024J 
0.0024J 
< 0.0038 


<0.37 

< 0.038 

< 0.0036 

< 0.0038 


0.220JJ-H 
0.026J 
0.0024J 
< 0.0038 


<0.37 
< 0.038 


<0.37 
< 0.038 


<0.37 
a023J 
0.0021 J 
< 0.0038 


< 0.0036 


< 0.0036 


< 0.0038 


< 0.0038 


2Q5 
255 
305 


>10 
>10 
>10 


1349SB107[2a5] 
1349SB107[255] 
1349SB107[3a5] 


09/20/02 
09/20/02 
09/20/02 


<Q0041 

< 00035 

< 00035 


< 0.0041 

< 0.0035 
0.0039 


< 00041 

< 00035 
0084 


< 0.0041 

< 0.0035 
00021 J 


O0021J 
< 00035 
00021 J 


0.0035J 
a002J 
0.0097 


0.0025J 
0.0019J 
0.0067 


< 0.0041 

< 0.0035 

< 0.0035 


< 0.0041 

< 0.0035 
0.017 


a0026J 
00021 J 
00039 


0.0027J 
0.0019J 
0.0098 


< 0.0041 

< 0.0035 
0.0037 


0.0023J 
0.0019J 
0.0029J 


< 0.0041 


0.0034J 


< 0.0041 

< 0.0035 
0.011 


0.0033J 
0.0023J 


0.0019J 
0.082 


1349SB108 


2.5 
55 
11 
16 
21 
26 
265 


0-3 
3-10 
>10 
>10 
>10 
>10 
>10 


1349SB108[2.5] 
1349SB108[55] 
1349SB108[11] 
1349SB108[16] 
1349SB108[21] 
1349SB108[26] 
DUP092002B 


09/20/02 
09/20/02 
09/20/02 
09/20/02 
09/20/02 
09/20/02 
09/20/02 


< 00036 

< 00037 

< 00053 

< 00052 

< 0.004 
<Q0052 

< 0.004 


0.0019J 

< 0.0037 

< 0.0053 

< 0.0052 

< 0.004 

< 0.0052 

< 0.004 


00021 J 

< 00037 

< 00053 

< 00052 

< 0.004 
<Q0052 

< 0.004 


0.0054 J-H 

< 0.0037 

< 0.0053 

< 0.0052 

< 0.004 

< 0.0052 

< 0.004 


0.0043 J-H 

< 00037 

< 00053 

< 00052 
a002J 

< 00052 

< 0.004 


0.0063 J-H 

< 0.0037 

< 0.0053 

< 0.0052 

< 0.004 

< 0.0052 

< 0.004 


0.0042 J-H 

< 0.0037 

< 0.0053 

< 0.0052 
0.0021 J 

< 0.0052 

< 0.004 


0.002JJ-H 

< 0.0037 

< 0.0053 

< 0.0052 

<aoo4 

< 0.0052 
<Q004 


0.0048 J-H 

< 0.0037 

< 0.0053 

< 0.0052 

< 0.004 

< 0.0052 

< 0.004 


0.0027JJ-H 

< 00037 

< 00053 

< 00052 

< 0.004 

< 00052 

< 0.004 


0.0063 

< 0.0037 

< 0.0053 

< 0.0052 
0.0021 J 

< 0.0052 

< 0.004 


< 0.0036 

< 0.0037 

< 0.0053 

< 0.0052 

< 0.004 

< 0.0052 

< 0.004 


0.0044 J-H 

< 0.0037 

< 0.0053 

< 0.0052 
0.0022J 

< 0.0052 

< 0.004 


< 0.0036 

< 0.0037 


0.0026J 
< 0.0037 


0.0075 J-H 

< 0.0037 

< 0.0053 

< 0.0052 

< 0.004 

< 0.0052 

< 0.004 


< 0.0053 


< 0.0053 


< 0.0052 


< 0.0052 


< 0.004 


< 0.004 


< 0.0052 


< 0.0052 


< 0.004 


< 0.004 


31 


>10 


1349SB108[31] 


09/20/02 


< 0.004 


< 0.004 


< 0.004 


< 0.004 


< 0.004 


< 0.004 


< 0.004 


<0004 


< 0.004 


< 0.004 


< 0.004 


< 0.004 


< 0.004 


< 0.004 


< 0.004 


< 0.004 


1349SB111 


2.5 
6 


0-3 
3-10 


1349SB111[2.5] 
1349SB111[6] 


09/20/02 
09/20/02 


<0.36 
< 00037 


<0.36 
< 0.0037 


0.18J 
<Q0037 


<0.36 
< 0.0037 


a2j,j+ 

< 00037 


<a360 
< 0.0037 


0.230JJ-H 
< 0.0037 


<0.360 
< 0.0037 


<a360 
< 0.0037 


o.2aojj + 

< 00037 


0.190J 
< 0.0037 


< 0.360 

< 0.0037 


0.210J 
< 0.0037 


< 0.360 

< 0.0037 


< 0.360 

< 0.0037 


0.290J 
< 0.0037 


10.5 
16 


>10 
>10 


1349SBlll[ia5] 
1349SB111[16] 


09/20/02 
09/20/02 


< 00036 
<Q0035 


< 0.0036 
0.0019J 


< 00036 
a002J 


< 0.0036 

< 0.0035 


< 00036 
000191 


< 0.0036 

< 0.0035 


< 0.0036 
0.0019J 


< 0.0036 

< 0.0035 


< 0.0036 

< 0.0035 


< 00036 
00021 J 


< 0.0036 
0.0021 J 


< 0.0036 
0.0032J 


< 0.0036 
0.002J 


< 0.0036 

< 0.0035 


< 0.0036 
0.0065 


< 0.0036 
0.002J 


21 

26 

265 
31 


>10 

>10 

>10 
>10 


1349SB111[21] 

1349SB111[26] 

DUP092002A 
1349SB111[31] 


09/20/02 

09/20/02 

09/20/02 
09/20/02 


Q64 

098 

0.19 
0.41 


0.3 

0.44 

0.077 
0.18 


02 

0360 J- 

0.09 
0017 


0.13 

0.31 

0.057 
0.11 


0078 
ai40J 
a036J 

ao70j 


a064J 

O.IOOJ 

0.026J 
0.053J 


0.045J 

O.IOOJ 

0.027J 
0.047J 


0.040J 

<ai50 m 

<Q038 
<Q074 


0.18 
0250 0- 
28aJ- 
0.097 
0.18 


a047J 

a097J 

a025J 
a047J 


0.1 

0.18 

0.047 
0.099 


0.78 

1.2 

0.19 
0.47 


0.043J 

0.082J 

0.024J 
0.041 J 


2 
0.130J 
< 0.038 


1.4 
2.3 
0.54 


0.22 
0.4400- 
28J- 
0.12 
0.21 


0.088 


1.1 


1349SB112/ 
1349SB113 


3 


0-3 


1349SB112- 
COMP113[3] 


09/20/02 


014 


0.15 


013 


0.18 


ai3 


015 


015 


0.14 


a 17 


0.16 


0.13 


0.16 


0.19 


0.13 


0.15 


0.17 


1349SB114/ 
1349SB115 


3 


0-3 


1349SB114. 
COMP115[3] 


09/20/02 


<Q0037 


< 0.0037 


< 00037 


< 0.0037 


aooi9j 


< 0.0037 


00021 J 


< 0.0037 


< 0.0037 


a0022J 


<0.36 
0.009 J-H 


< 0.0037 


0.0022J 


< 0.0037 


< 0.0037 


< 0.0037 


1349SB116 


36 


>10 


1349SB116[36] 


09/23/02 


0022 


0.0072 


0.013 J-H 


0.0055 J-H 


0.0025JJ-H 


0005 J-H 


0.006 J-H 


< 0.0034 


0.012 J-H 


0.0032JJ-H 


0.036 


0.0026JJ-H 


0.0039 J- 


0.047 J-H 


0047 J-H 


1349SB117 


3 
5 


0-3 
3-10 


1349SB117[3] 
1349SB117[6] 


09/24/02 
09/24/02 


< 00038 

< 00038 


< 0.0038 

< 0.0038 


< 00038 

< 00038 


< 0.0038 

< 0.0038 


< 00038 
000191 


< 0.0038 

< 0.0038 


0.002J 
0.002J 


< 0.0038 

< 0.0038 


< 0.0038 

< 0.0038 


a0022J 
a0022J 


< 0.0038 

< 0.0038 


< 0.0038 

< 0.0038 


< 0.0038 

< 0.0038 


< 0.0038 

< 0.0038 


< 0.0038 

< 0.0038 


< 0.0038 

< 0.0038 


1349SB118 


3 

3.5 
6 


0-3 
3-10 
3-10 


1349SB118[3] 
DUP092402B 
1349SB118[6] 


09/24/02 
09/24/02 
09/24/02 


< 00072 

< 00078 

< 0.0076 


< 0.0072 

< 0.0078 
<O0076 


< 0.0072 Q- 
28^l.!J 

< 0.0078 Q- 
28^l.!J 

<O0076Q- 
28a,UJ 


< 0.0072 

< 0.0078 
<Q0076 


< 00072 

< 00078 

< 0.0076 


< 0.0072 

< 0.0078 
<Q0076 


< 0.0072 

< 0.0078 
<Q0076 


< 00072 LIJ 

< 00078 LIJ 

< 0.0076 UJ 


< 00072 0- 
28b,L!J 

< 000780- 
28b,l.!J 

<a0076Q- 
28b, UJ 


< 00072 

< 00078 

< 0.0076 


< 0.0072 

< 0.0078 
<Q0076 


< 0.0072 

< 0.0078 
<Q0076 


< 0.0072 

< 0.0078 
<O0076 


< 0.0072 

< 0.0078 
<O0076 


< 0.0072 

< 0.0078 
<O0076 


< 0.0072 

28,L]J 

< 0.0078 

28, LIJ 

<O0076Q 

28 UJ 


1349SB119 


3 
6 


0-3 
3-10 


1349SB119[3] 
1349SB119[6] 


09/24/02 
09/24/02 


< 0.0037 

< 0.0037 


<O0037 
<O0037 


< 0.0037 

< 0.0037 


<Q0037 
<Q0037 


0.002 J 
< 0.0037 


<Q0037 
<Q0037 


Q 0024 J 
<Q0037 


< a 0037 

< a 0037 


<O0037 
<O0037 


0.0022 J 
< 0.0037 


Q 0021 J 
<Q0037 


< 0.0037 

< 0.0037 


O 0022 J 
<O0037 


<O0037 
<O0037 


<O0037 
<O0037 


<a0037U 
<O0037U 


1349SB120 


3 
6 


0-3 
3-10 


1349SB120[3] 
1349SB120[6] 


09/24/02 
09/24/02 


< 0.0079 


<O0079 


< 00079 Q- 
28a,UJ 


<Q0079 

NA' 


< 0.0079 

NA^ 


<Q0079 

NA' 


QOMIJ 

NA' 


< 0.0079 UJ 

NA' 


<a0079Q- 
2ab,UJ 

NA^ 


a0046J 

NA^ 


<Q0079 

NA^ 


<Q0079 

NA' 


O0O12J 

NA' 


<O0079 

NA^ 


<O0079 

NA' 


<O0079Q 
28,m 

NA' 


1349SB121 


2 


0-3 


1349SB121[2.0] 


04/24/03 


OOIOJ 


0.023 


0059 


0.12 


ai 


Oil 


0.053 


0036 


015 


a 014 J 


018 


Q028 


ao3i 


O 0077 J 


024 


038 


5 

7 


3-10 
3-10 


1319SB121[5.0] 
1319SB121[7.0] 


O1/24/03 
O1/24/03 


< 0.0076 

< 0.0075 


< 00076 
<O0075 


< 0.0076 

< 0.0075 


<Q0076 
<Q0075 


< 0.0076 

< 0.0075 


<Q0076 
<Q0075 


<Q0076 
<Q0075 


< a 0076 

< a 0075 


< 00076 
<O0075 


< 0.0076 

< 0.0075 


<Q0076 
<Q0075 


<Q0076 
<Q0075 


<O0076 
< 00075 


<O0076 


<O0076 


<Q0076 
<Q0075 


<O0075 


<O0075 


1349SB122 


3 

3.5 
5 

7 


0-3 
3-10 
3-10 
3-10 


1319SB122[30] 

DUP042403A 

1349SB122[50] 

1349SB122[7.0] 


O1/24/03 
O1/24/03 
04/24/03 
O1/24/03 


<Q015 
<Q015 
OOOSBJ 
<Q081 


< 0.015 

< 0.015 
0.0063J 

<ao8i 


0.051 J 
0.055 J 
0024 
<Q081 


Q026 

O03 

0.042 

<O081 


0.033 

aoi5 

aoe4 

<aieo 


Q051 
0063 
Oil 

ai20j 


O06 
0057 

Ql 
0.088J 


aoi2j 
0.015J 
aoi2j 
<ai60 


O032 

0.042 

024 

0.4 


a0096J 
0011 J 
0.025J 
Q044J 


Q04S 
0.046 
0.046 
< 0.081 


<aoi5 

<0.015 
Q042 
0.14 


O022J 

0.023J 

0047 

< 0.160 


00062 J 
0.0054J 
a0069J 


O031 
0.034 
0.052 


0.091 
0.098 

02 
0.098 


< 0.081 


0.11 
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Table B-2 

Summary of PAH Results in Soil 

Building 1349 

Presidio of San Francisco, Callfomia 



DRAFT 



Bcxing 
Locatiai 


Sanple 
Depth 


Soil 
Cleanup 
Interval 

(feetbgs) 


SanidelD 


Sanple 
Date 


Aoesiaph- 
tlK9ie 

(mg/1^) 


Aoeaiapli- 
ttQdene 

(mg/kg) 


AnttniaGEXie 

(mg/1^) 


Beii2D(a)- 
AnthiciDraie 

(mg/ti) 


Ben2D(a)- 
Pyrraie 

(mg/lffr) 


Benzo(b)- 
FhiorcUitlKxie 

(mg/lffi) 


Benzo(g,li,l)- 
Pea:ylGme 

(mg/ti) 


Benzo(k)- 
FhioTcUitlieaie 

(mg/hg) 


(jog/lm) 


r>ibenz(a,Ii)- 
AnthicicEHe 

(mg/1^) 


Fluor- 
antltGaie 

(mg/l^) 


FTuoreaie 

(mg/1^) 


IiidanD(l,a 
3-Qd)- 
Pyresie 

(jmg/kg) 


NaplithalenB 

(jmg/kg) 


Phenairiliresie 

(jmg/kg) 


Pyreaie 

(mg/1^) 


SdlCleannjLevd 

0-3fe*bgs 
3-lOfe^bgs 
>10fe^bgsand<E 
>10fe^bgsand>E 


s^ 








2J00 
2J00 


- 


5,900 
5,900 


043 

0.43 

8 


004 

004 

3 


043 
043 
23 


620 
620 
5,040 


0.43 
0.43 
23 


4.3 
4.3 
54 


0078 
0078 


820 
820 
316 


770 
770 
60 


0.27 
0.27 


4S0 

4ao 


600 
600 


620 
620 
241 


) fe^ above groundwdier 
) f e^ above groundwdier 














:: 


308 


9 


86 


1349SB123 


2 
5 
6.5 

7 


0-3 
3-10 
3-10 
3-10 


1319SB123[Z0] 

1349SB123[5.0] 

1319SB123[65] 

DUP042403B 


O1/24/03 
04/24/03 
O1/24/03 
O1/24/03 


<Q015 

< 0.034 

< a 0076 

< 0.0074 


<aoi5 
< 0.034 
<O0076 
<O0074 


a065J 

< 0.034 

< 0.0076 

< a 0074 


Q029 
< 0.085 
<Q0076 
<Q0074 


aoas 
Q016J 

< a 0076 

< a 0074 


0073 

Ql 

<Q0076 

<O0074 


0043 

Q087 

<Q0076 

<Q0074 


0.015J 
<a085 

< a 0076 

< a 0074 


0.031 

023 

<O0076 

<O0074 


a0099J 
a 025 J 

< a 0076 

< a 0074 


0.029 
0014 J 
<O0076 
<O0074 


<0.015 
<O034 
<Q0076 
<O0074 


0.024J 
O042J 
<O0076 
<O0074 


< 0.015 
<a034 


0.03 
O028J 


0.11 
Q039J 
<Q0076 
<Q0074 


<O0076 
<O0074 


<O0076 
<O0074 


1349SB124 


2 
5 

7 


0-3 
3-10 
3-10 


1319SB124I2.0] 
1319SB124I5.0] 
1319SB124I7.0] 


O1/24/03 
O1/24/03 
O1/24/03 


< 0.0073 

< 0.0074 

< 0.0075 


<O0073 
<O0074 
<O0075 


< a 0073 

< 0.0074 

< a 0075 


Q 0014 J 
<Q0074 
<Q0075 


< a 0073 

< a 0074 

< a 0075 


<O0073 
<O0074 
<O0075 


<Q0073 

<Q0074 

<O0075 LJJ 


< a 0073 

< a 0074 

< a 0075 


<O0073 
<O0074 
<O0075 


< a 0073 

< a 0074 

< a 0075 


<O0073 
<O0074 
<O0075 


<O0073 
<O0074 
<Q0075 


<O0073 
<O0074 
<O0075 


<O0073 


<O0073 


<Q0073 
<Q0074 
<Q0075 


<O0074 
<O0075 


<O0074 
<O0075 


1349SB125 


2 
5 
6.5 


0-3 
3-10 
3-10 


1319SB125[Z0] 
1319SB125[5.0] 
1319SB125[55] 


O1/24/03 
04/24/03 
04/24/03 


<0.0071 

a 0061 J 

0.2 


<a0071 

00055 J 

Q017 


aooi7j 

0.053J 

<aoi4 


Q012 
0049 
0.064 


a 017 

0.037 
0.021 J 


Q031 
012 
0084 


Q021 
a022J 

aoi3j 


a 087 
<a029 
< 0.029 


O0016 
0.16 
0.21 


a 0035 J 
0.015 J 
0.0098 J 


OOl 
0051 
019 


<Q0071 

a0052J 

054 


OOll 
OOIOJ 


<O0071 
< 0.015 


O0086 
0064 


Q025 
032 


O 0057 J 


0.17 


Z4 


Q25 


7 

10 
20 
25 


3-10 
3-10 
>10 
>10 


DUP042403C 
1349SB125[10.0] 
1349SB125[20.0] 
1349SB125[25.0] 


O4/24/03 
O4/24/03 
O4/24/03 
O4/24/03 


0.068 
<Q007 
<0.0068 
< 0.0069 


O035 

<aoo7 

<O0068 
<O0069 


aoiij 

<Q007 
<a0068 
< 0.0069 


Q041 
<O007 
<Q0068 
<Q0069 


<Q028 
<Q007 
<a0068 
< a 0069 


O051 
<O007 
<Q0068 
<Q0069 


O 0076 J 
<O007 UJ 
<O0068 LJJ 
<O0069 LJJ 


<a028 

<aoo7 

< 00068 

< 00069 


a 15 
<aoo7 

<O0068 
O0018J 


a 0057 J 
<Q007 
<a0068 
< a 0069 


0065 
<O007 
<O0068 
<Q0069 


O045 
<O007 
<O0068 
<O0069 


<a028 

<aoo7 

<O0068 
<O0069 


004S 


1.6 


017 
<O007 
<Q0068 
<Q0069 


<aoo7 

<O0068 
<O0069 


<aoo7 

<O0068 
Q0063J 


1349SB126 


2 
5 
7 
20 
25 


0-3 
3-10 
3-10 
>10 
>10 


1319SB126[20] 
1319SB126[5.0] 
1349SB126[7.0] 
1349SB126[2a0] 
1349SB126[250] 


O4/25/03 
O4/25/03 
04/25^03 
04/25/03 
04/25/03 


<Q030 
<Q054 
000341 

< 00086 

< 00085 


<a030 
<a054 

< 0.0095 

< 0.0086 

< 0.0085 


a 0061 J 

<Q054 

aoo4j 

< 00086 

< 00085 


Q024J 
Q028J 
0.0028J 

< 0.0086 

< 0.0085 


aoi6j 
aoe4 

< 00095 

< 00086 

< 00085 


Q033 
0.085 

< 0.0095 

< 0.0086 

< 0.0085 


Q018J 
0.062 

< 0.0095 

< 0.0086 

< 0.0085 


OOllJ 
<O054 

< 0.0095 

< 0.0086 

< 0.0085 


O046 
0.063 
0.004J 

< 0.0086 

< 0.0085 


<Q030 

aoi6j 

< 00095 

< 00086 

< 00085 


Q032 
O.OIOJ 

< 0.0095 

< 0.0086 

< 0.0085 


<0.0 30 

< 0.054 

< 0.0095 

< 0.0086 

< 0.0085 


OOllJ 
0.25J 

< 0.0095 

< 0.0086 

< 0.0085 


<0.030 


0043 


Q043 
0.14 

aoo43j 

< 0.0086 

< 0.0085 


< 0.054 

< 0.0095 
0.0038J 

< 0.0085 


0.035J 
0.023 

< 0.0086 

< 0.0085 


1349SB127 


2.5 

4.5 

5 

7.5 
12 


0-3 
3-10 
3-10 
3-10 

>10 


1349SB127[2.5] 
1349SB127[4.5] 
DUP042503A 
1319SB127[7.5] 
1349SB127[120] 


04/25/03 
04/25/03 
O4/25/03 
O4/25/03 
O4/25/03 


< 0.031 

< 0.032 

< 0.0082 
a 017 

21 


< 0.031 

< 0.032 

< 00082 
Q061 
083 


< 0.031 

< 0.032 

< a 0082 
a 082 

1.2 


0.021 J 

< 0.032 

<Q0082 

Q049 

Q73 


0033 

< 0.032 

< a 0082 

a 015 J 

027 


0.045 

< 0.032 

<Q0082 

O019J 

028 


0.041 
< 0.032 
<Q0082 
Q 0067 J 
Q081J 


0.012J 
<O032 
< a 0082 
<a029 
<a095 


0.021 J 

19J 

<O0082 

O085 

1.3 


a0069J 
<Q032 
< a 0082 
<O029 
a 035 J 


0.028J 
<O032 
<O0082 
a026J 
037 


< 0.031 
<O032 
<O0082 

Q35 

48 


0.019J 
<a032 
<O0082 
<a029 
OO40J 


< 0.031 
<a032 


0.023J 
<a032 


0.041 

Q039 

<O0082 

O087 

1.5 


<O0082 


<O0082 


063 


0.56 


11 


7.5 


20 
25 


>10 
>10 


1349SB127[20.0] 
1349SB127[25.0] 


O4/25/03 
O4/25/03 


42 
0.1 


1.8 
Q033 


2 
0.058 


1.3 
0.044 


0.42 

<ao30 


Q45 
0.015 J 


0.120 J 
<O030 


< 0.130 
<0.030 


Zl 
O072 


0.063J 

<ao30 


063 

aoi8j 


1.3 
0075 


O068J 


17 


12 


Z4 


<ao30 


0.14 


0.39 


084 


1319SB128 


3 
6 


0-3 
3-10 


1319SB128[30] 
1319SB128[50] 


O4/24/03 
O4/24/03 


< 0.0078 

< 0.0076 


<O0078 
< 00076 


< 0.0078 

< 0.0076 


<Q0078 
<Q0076 


< a 0078 

< a 0076 


<Q0078 
<Q0076 


<Q0078 
Q 0021 J 


< a 0078 

< a 0076 


<O0078 
<O0076 


< a 0078 

< a 0076 


<Q0078 
<O0076 


<O0078 
<O0076 


<O0078 
<O0076 


<O0078 
<O0076 


<O0078 
<O0076 


<Q0078 
< 00076 


1349SB129 


3 


0-3 


1319SB129[30] 


04/24/03 


< 0.0079 


< 00079 


< 0.0079 


<Q0079 


< a 0079 


<Q0079 


<Q0079 


< a 0079 


<O0079 


< 0.0079 


<O0079 


<O0079 


<O0079 


<O0079 


< 00079 


< 00079 


6 


3-10 


1319SB129[50] 


04/24/03 


< 0.0076 


< 00076 


< a 0076 


<Q0076 


< a 0076 


<Q0076 


<O0076 


< a 0076 


<O0076 


< a 0076 


<Q0076 


<Q0076 


<O0076 


<O0076 


<O0O76 


<O0076 


1349SB130 


3 


0-3 


1319SB130[30] 


O4/24/03 


<Q015 


<aoi5 


<Q015 


<O015 


<Q015 


Q 0089 J 


<Q0077J 


<aoi5 


<aoi5 


a0029J 


<O015 


<O015 


<aoi5 


<aoi5 


<aoi5 


<O015 


6 


3-10 


1319SB130[50] 


O4/24/03 


< a 0077 


<O0077 


< a 0077 


<Q0077 


<Q015 


<O015 


<O015 


<aoi5 


<O0077 


<Q015 


<Q0077 


<Q0077 


<aoi5 


<O0077 


<O0077 


<O0077 


1319SB131 


2.5 
6 


0-3 
3-10 


1319SB131[Z5] 
1319SB131[50] 


O4/24/03 
O4/24/03 


< a 0082 

< a 0077 


<O0082 
<O0077 


< a 0082 

< a 0077 


<Q0082 
<Q0077 


<Q016 
< a 0077 


<O016 
<Q0077 


O 0032 J 
<Q0077 


<aoi6 

< a 0077 


<O0082 
<O0077 


<O016 
< a 0077 


Q 0037 J 
<Q0077 


O 0076 J 
<Q0077 


<aoi6 

<O0077 


<O0082 
<O0077 


O 0022 J 
<O0077 


Q0O4ZJ 
<Q0077 


1349SB132 


2.5 
5 


0-3 
3-10 


1319SB132[Z5] 
1319SB132[5.0] 


O4/24/03 
O4/24/03 


< a 0079 

< a 0077 


< 00079 

< 00077 


< a 0079 

< 0.0077 


<Q0079 
< 00077 


<Q016 
< 0.0077 


<O016 
< 00077 


<O016 
<O0077 


<aoi6 

< a 0077 


<O0079 
<O0077 


<O016 
< a 0077 


<O0079 
<O0077 


<O0079 
< 00077 


<aoi6 

<O0077 


<O0079 
<O0077 


<O0079 
<O0077 


<O0079 
< 00077 


1319SB133 


2.5 


0-3 


1319SB133[Z5] 


O4/24/03 


<O017 


< 0.017 


<aoi7 


aoi5j 


0.016J 


0027 


OOIOJ 


a0076J 


002 


a0033J 


Q023 


<O017 


O 0062 J 


< 0.017 


OOIOJ 


0029 


5 


3-10 


1319SB133[5.0] 


O4/24/03 


< a 0077 


< 00077 


< a 0077 


<Q0077 


< a 0077 


<O0077 


<O0077 


< a 0077 


<O0077 


< a 0077 


<Q0077 


<O0077 


<O0077 


<O0077 


<O0077 


<O0077 



Notes 

1) Cleanup level values Usled are obtaired from Tables 1, 2 and 4 of California Environmental Protection Agency, Regional Water Quality Control Board, San Francisco Bay Region 
Order R2- 2003- 0080, Revised Site Cleanrp RequirementB (SCRs) and Recession of Order No. 91-082 and Order No. 96-070, August, 2003. 

Bold indicates value above cleanup levei 

J + - The analytE was positively identified; the associated numerical value is biased high due to a high surrogate recovety and should be considered an ^proximate concentration of the analyte in the sarr^ie. 

J - The analyte was positively identified; the associated numerical value is the ^proximate concentration of the analyte in the san^e. 

U - The analyte was analyzed for, but was not d^Bcted above the reported sanple quantitation limit 

LIJ - The analyte was not d^Bcted above the reported sanple quantitation limit However, the reported quantit^on limit is ^praximate and m^ or m^ not represent the actual limit of quantitation necessary to accurately and precisely measure the analyte in the sanple. 

Q-28 - The opening calibration verification standard was outside acceptance criteria ky 1 .2%. Although the Laboratory Control Sanple verified the accuracy of the batch, this should be considered in evaluating the data for its intended purpose. 

Q-28a - The opening calibration verification standard was outside acceptance criteria ky 1.7%. Although the Laboratory Control Sanple verified the accuracy of the batch, this should be considered in evaluating the data for its intended purpose. 

Q-28b - The opening calibration verification standard was outside acceptance criteria by 8. 7%. Although the Labor^Dry Control Sanple verified the accuracy of the b*;h, this should be considered in evaluating the data for its intended purpose. 

PAH- Polycyclic Aromatic Hydrocarbon 

Hg/kg - rridograms per kilogram 

~ - Not ^plicable 

1 - Sanple was not analyzed due to extraction errors and insufficient sanple volume. 
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Table B-3 

Summaiy of TPH and BTEX Results at Telecommunications Conduit 

Building 1349 

Piesidio of San Francisco, Califomia 



DRAFT 



SanplelD 


Sanple 
DE|)th 


Sdl Cleaniq) 
InbETval 


Sanple 
Dabe 


TPHAsDiesEl 
(CariDcnRangeC12-C25 


Unknawn 1 PH SB Diesel 
(C£Dl>cnHai^BC12-C24)l 


TPHAsFudCMl 
(Caifccn Rai^e C2a-C36) 


Benzene 


Tciuene 


Etl^Ibenzene 


Xylenes 
(Total) 


(mg/taj) 


(mg/kg) 


(mg/lff() 


(mg/kg) 


(mg/lfff) 


(mg/kg) 


(mg/lfff) 


SdlCleannjLeirdsa) 
















0-3fe^bgs 


700 


NE 


980 


0.6 


270 


125 


55 


3-lOfe^bgs 


1,380 


NE 


1,900 


0.6 


530 


840 


1,080 


>10 fe^ bgs and <5 fe^ above groundwater 


115 


NE 


160 


0.005 


0005 


0009 


0009 


> 10 f e^ bgs and > 5 f e^ above groundwater 


15,000 




15,000 


140 


420 


60 


180 


CSCl 


3 


a3 


11/17/95 


14,000 


- 


- 


<0.12 UJ 


017 J 


053 J 


43 J 


CSC6 


3 


0-3 


1V17/95 


2^000 


- 


- 


<Q19 U 


<Q19 U 


2.4 


12 J 


CSC8 


3 


a3 


11/17/95 


IQOOO 


- 


- 


<O052 U 


<O052 U 


064 


44 J 


CSC4 


4 


3-10 


11/17/95 


HOOO 


- 


- 


<o.i2 m 


<ai2 Ljj 


0.47 J 


1.3 J 


CSC3 


6 


3-10 


11/17/95 


1^000 


- 


- 


<0.12 UJ 


<012 UJ 


021 J 


091 J 


CSC2 


12 


>10 


1V17/95 


3,200 


- 


- 


< 0.0058 UJ 


00067 J 


0.034 J 


022 J 


CSC5 


12 


>10 


11/17/95 


6,300 


~ 


~ 


<oii U 


032 


1.8 


11 J 


CSC7 


12 


>10 


11/17/95 


10,000 


- 


- 


<O061 U 


O099 


097 


31 J 


CSC9 


12 


>10 


11/17/95 


5,900 


~ 


~ 


<021 U 


099 


1.2 


9J 



1) Cleanup level values listed are obtained from Tahiesl, 2 and 4 of CdifoiTflaEnvirDnmental Protection Agency, Regional Water Quality Control Board, San Francisco B^ Region 

Order R2- 2003-0080, Revised Site Cleanup Requirements (SCRs) and Recession of Order No. 91-082 and Order No. 96-070, August, 2003. 
Detected concentrations in BcJd indicate aii exceedance of applicable soil cleanup levels. 
TPH - Total PeliDlevnn Hydiocaibons 
bgs - below gioimd surface 
ir^/kg - milligianis per kilogiain 
— Not aiial3^ed 

J - The analj^ was positively identified; the associated numerical value is the approximate concentration of the analj^ in the sample. 
U - The analyte was analj/zed for, but was not detected above the reported sample quantitation limit. 

IJJ - The anal3^ was not detected above the reported sample quantitation limit. However, the reported quantitation limit is approximate and may or may not 
represent the actual limit of quantitation necessary to accurately and precisely measure the analyte in tiie sample. 
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Table B-4 

Summary of PAH Results at Telecommunications Conduit 

Building 1349 

Presidio of San Francisco, California 



SainjlelD 


rippfh 


Sail 
Screening 
Interval 


Siin^e 
DBte 


Anttiracaie 


Benzo(a)- 
AnHiracaie 


Benzo<a)- 
Pyrme 


BenzoCb)- 
Fluoranth^ne 


Benzo<gh,i)- 
Riylene 


Benzo<k)- 


Chryaene 


anUiene 


Flucrene 


Naptithalesie 


Flienanllireaie 


I\nene 


(feetbgs) 


(mg/kg) 


(mg/kg) 


(mg/kg) 


(mg/kg) 


(mg/kg) 


(mg/kg) 


(mg/kg) 


(mg/kg) 


(mg/kg) 


(mg/kg) 


(mg/kg) 


(mg/kg) 


ScilCleaiii)LewJs(l) 


























0- 3feetbgs 


5,900 


0.43 


QOl 


Q43 


620 


043 


43 


620 


770 


480 


600 


620 


3- lOfeethgs 


5,900 


Q43 


QOl 


Q43 


620 


043 


43 


620 


770 


480 


600 


620 


>10 feet bgs and < 5 fe3t above groundwater 


308 


8 


3 


23 


5,0K1 


23 


54 


316 


60 


9 


86 


241 


> 10 feet bgs and > 5 feet above groundwaber 


























CSCl 


3 


0-3 


11/17/95 


<1.10 U 


<=23 U 


2 


<=23 U 


<2.3 U 


<23 U 


<1.1 U 


<1.1 U 


4 


24 


<.1J 


<1.1 U 


CSC6 


3 


0-3 


11/17/95 


<12 UJ 


■=23 \JI 


<4 1JI 


■=23 VI 


<23 UJ 


<23 LJ 


<12 Vf 


<1.2UI 


<12UI 


51J 


15J 


<12 UJ 


CSC8 


3 


0-3 


11/17/95 


<56 UJ 


■=11 m 


<2 m 


■=11 m 


<11 UJ 


<11 Vf 


<5M Vf 


<56UI 


<56 UJ 


<5.6UI 


a8j 


<56UI 


CSC3 


6 


3-10 


11/17/95 


<24 U 


■=4.9 U 


■soasu 


■=490 U 


<4.9 U 


<4.9 U 


<24 U 


<24 U 


<24 U 


4 


<24 U 


<24 U 


CSC4 


4 


3-10 


11/17/95 


<22 U 


■=44 U 


■=a77 u 


■=44 U 


<4.4 


<4.9 U 


<22 U 


<22 U 


<22 U 


16 


<22 U 


<22 U 


CSC2 


12 


>10 


11/17/95 


<1.1 U 


<23 U 


<Q4 U 


<23 U 


<23 U 


<23 U 


<1.1 U 


<1.1 U 


1 


4 


2 


<1.1 U 


CSC5 


12 


>10 


11/17/95 


<Q11 U 


<Q22 U 


89 


<Q22 U 


<Q22 U 


<Q22 U 


Q15 


<Q11 U 


1.2 J 


16 


1.2 J 


4 


CSC7 


12 


>10 


11/17/95 


<Q12 U 


<Q25 U 


<0.44 U 


<Q25 U 


<li25 U 


<Q25 U 


<Q12 U 


<Q12 U 


1.5 


4 


24J 


Q4S 


CSC9 


12 


>10 


11/17/95 


<1.2UI 


<241JJ 


<420 1JJ 


<241JJ 


<241JJ 


<241JJ 


<1.2UI 


<1.2UI 


1.4 J 


17 J 


1.8J 


<.2UI 



NotGS 

1) Cleanip level values listsd are obtained fromTaties 1, 2 and 4 of Califomia Environmental ProtEction Agency, Regional Wate" Quality Control Board, San Randsoo B^ Region. 
Older R2-20C6-0080, Revised Site Cleanip Requironents (SCRs) and Recession of Order No. 91-082 and Onfe-ND. 9&Cf70, August 20C6. 

J - The analyte was positively identified; the associated nurrEoical value is the ^proximate concentration of the analyte in the sanple. 

U - The analyte was analyzed for, bub was not detected above the reported sarrple quantitation Unit 

UJ - The analylE was not detected above llie reported sampJe qiiaiititalioii limit However, the reported cpjantitation limit is ^panximate and me^ or me^ not represent Ihe actual Unlit of qiiantitalion necessary to aocurately and precisely measure the analyte in the 

sampie. 

PAH - Polycyclic AiDmatic Hydrocarbon 
- nicrograms perMlograni 
- Not ^plicable 
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Table B-5 

Results of General Chemistry Analyses in Groundvuater 

Building 1349 

Presidio of San Francisco, Califomia 



DRAFT 



VWEjlNinTE 


Sairple 
Etetie 


pH 


AHsaUnlty 
Total 


Eficarbcnafce 


CMcride 


DiSSCjMBd 

Oxygen 


Fhjcride 


NiKNitralie 


NiKlSatrite 


N£is>atraiie4 
Nttrtbe 


SuIfEte 




Analytical 

Method' 


Fidd 


E310.1 


E310.1 


E300.0/ 
SW9056 


Field 


E300.0/ 
E340.2/ 
SW9056 


E300.0/ 
E353.2/ 
SW9056 


E300.0/ 
E353.2/ 
SW9056 


E353.2 


E300.0/ 
SW9056 








(ra)/L) 


(ra^L) 


(ra)/L) 


(ra^L) 


(ra)/L) 


(ra)/L) 


(ra)/L) 


(n^L) 


(ra^L) 


1349MW01 

DUP1209021A. 
1349MW01CL 

DUP0830013A 
1349MW01CL 


03/15'04 
12/02/03 

oa'2iyo3 


5.60 


280 


280 


740 


039 


Oil 


2.2 


<0.1 


NA 


250 


6.70 


310 


310 


690 


1.1 


0.14 


2.2 


<0.05 


NA 


220 


6.25 


310 


310 


700 


1.42 


<0.2 


1.8 


<0.1 


NA 


220 


C6/10/(B 


6.34 


380 


380 


740 


1.29 


<0.2 


2.1 


<0.1 


NA 


230 


03/1^03 


6.28 


NA 


NA 


NA 


1.59 


NA 


NA 


NA 


NA 


NA 


12/0g02 




360 


360 


750 


0.76 


<0.2 


1.7 


<0.1 


NA 


210 


12/09/02 
12/CG/02 
0a/2a'02 
05/3Q'02 
03/06'02 
ll/2a'01 




350 


350 


750 


-- 


<0.2 


1.8 


<0.1 


NA 


220 




350 


350 


360 




1 


1.4 J- 


<005 m 


1.4 J- 


220 




270 


270 


740 


1.34 


013 


1.7 


<0.05 


NA 


240 




320 


320 


810 


1.37 


0.091 J 


1.7 


<0.05 


NA 


230 




290 


290 


830 


2.13 


013 


1.8 


<0.05 


NA 


250 




310 


310 


820 


1.36 


013 


1.8 


<0.05 


NA 


240 


oa/3(yoi 




420 


420 


740 


0.61 


0.24 


1.3 


<2.5 


NA 


180 


oa/3(yoi 




430 


430 


740 


-- 


0.14 


1.2 


<2.5 


NA 


180 


o^3(yoi 




340 


340 


760 




<0.05 


1.4 = 


<2.5 


NA 


210 


OEi/lQ'Ol 
05/1^99 
02/19'99 
Ii/ia'98 

oa/ia'98 

04/16'98 
01/22/98 
10/3(y97 




330 


330 


760 


1.45 


0.19 


1.4 


<0.05 


NA 


220 




433 


433 


820 


Q83 


0.2 


NA 


NA 


0.537 


188 




468 


468 


731 


1.83 


015 


NA 


NA 


0.641 


192 




361 


361 


666 


1.59 


017 


NA 


NA 


0.62 


205 




574 


574 


701 


2.24 


Oil 


NA 


NA 


0.404 


161 




377 


377 


679 


2.89 


012 


NA 


NA 


0.715 


221 




509 


509 


673 


1 


0124 


NA 


NA 


0.416 


159 




527 


527 


726 


0.37 


<0.05 


0478 


NA 


0.368 


158 


07/31797 




466 


466 


777 


0.5 


NA 


0.532 


NA 


0.617 


192 


05'0iy97 




489 


489 


768 


1.17 


NA 


0.451 


NA 


NA 


190 


02/lCy97 




374 


374 


888 


1.26 


NA 


0.635 


NA 


<0.05 


262 


oa/oa'95 




NA 


NA 


NA 


NM 


NA 


NA 


NA 


NA 


NA 


1349MW02 


05/26'04 


7.09 


660 


660 


650 


059 


Oil 


1.3 


<0.1 


NA 


64 


03/15'04 


7.11 


630 


630 


670 


0.44 


<0.1 


1.4 


<0.1 


NA 


66 


12/0^03 


7.00 


720 


720 


600 


0.6 


<0.1 


1.6 


<0.05 


NA 


64 


08/13/03 


6.11 


710 


710 


550 


1.6 


<1 


1.3 bj- 


<05 m 


NA 


73 
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Table B-5 

Results of General Chemistry Analyses in Groundvuater 

Building 1349 

Presidio of San Francisco, Califomia 



DRAFT 



VWEjlNinTE 


Sairple 
Etetie 


pH 


AHsaUnlty 
Total 


Eficarbcnafce 


CMcride 


DiSSCjMBd 

Oxygen 


Fhjcride 


NiKNitralie 


NiKlSatrite 


N£is>atraiie4 
Nttrtbe 


Sulfate 




Analytical 
Method' 


Fidd 


E310.1 


E310.1 


E300.0/ 
SW9056 


Field 


E300.0/ 
E340.2/ 
SW9056 


E300.0/ 
E353.2/ 
SW9056 


E300.0/ 
E353.2/ 
SW9056 


E353.2 


E300.0/ 
SW9056 








(ra)/L) 


(ra)/L) 


(ra)/L) 


(n^L) 


(n^L) 


(ra)/L) 


(ra)/L) 


(n^L) 


(ra)/L) 


1349MW02 
DUP0605032A 

DUP1204023A 

1349MW02 

DUP0306022A 

DUPl 12801 lA 

DUP0a30012A 
1349MW02CL 


06/05/03 


7.52 


630 


630 


610 


1.3 


<a2 


1.6 


<ai 


NA 


62 


06'05/03 




620 


620 


610 


NA 


<a2 


1.6 


<ai 


NA 


62 


03/12/03 


7.32 


NA 


NA 


NA 


03 


NA 


NA 


NA 


NA 


NA 


12/04/02 




660 


660 


580 


1.8 


<a2 


1.7 


<ai 


NA 


62 


12/04/02 




670 


670 


560 


- 


<a2 


1.7 


<ai 


NA 


63 


08/28/02 




670 


670 


570 


1 


a 12 


1.6 


<ao5 


NA 


68 


05/30/02 
03/06/02 
03'06/02 
11/28/01 




680 


680 


630 


07 


a 12 


1.6 


<ao5 


NA 


60 




640 


640 


680 


1.2 


a 13 


1.6 


<ao5 


NA 


58 




640 


640 


670 


- 


013 


1.6 


<ao5 


NA 


59 




670 


670 


580 


2.25 


a 091 J 


1.7 


<ao5 


NA 


60 


11/28/01 




680 


680 


570 


- 


aij 


1.8 


<ao5 


NA 


56 


08/30/01 




660 


660 


570 


NM 


oil 


1.7 


<ao5 


NA 


64 


08/30^01 




660 


660 


550 


- 


oil 


1.7 


<ao5 


NA 


63 


08/30/01 




660 


660 


550 


- 


<ai 


1.5 = 


<0.05 


NA 


56 


05/i(yoi 




660 


660 


570 


1.3 


0.12 


1.7 


<0.05 


NA 


62 


05/19/99 
02/19/99 

11/18/98 
08/18/98 
04/16/98 




680 


680 


724 


0.51 


<0.1 


NA 


NA 


1.58 


76 




706 


706 


766 


0.6 


<0.1 


NA 


NA 


1.29 


80 




694 


694 


690 


0.71 


<0.1 


NA 


NA 


1.22 


69 




688 


688 


637 


0.39 


<0.1 


NA 


NA 


1.24 


69 




629 


629 


555 


0.9 


<0.1 


NA 


NA 


1.23 


64 


01/22/98 




689 


689 


586 


1.34 


<0.1 


NA 


NA 


1.12 


60 


10/3Cy97 




700 


700 


653 


0.33 


<0.05 


1.3 


NA 


1.21 


72 


07/31/97 




679 


679 


662 


0.62 


NA 


1.29 


NA 


1.2 


73 


05/01/97 




696 


696 


661 


0.31 


NA 


1.18 


NA 


NA 


61 


O2/IQ/97 




548 


548 


501 


0.5 


NA 


0.924 


NA 


1.3 


52 


08/08/95 




NA 


NA 


NA 


NM 


NA 


NA 


NA 


NA 


NA 


1349MW03 

DUP0828022A 
1349MW03CL 


8|8 




NA 


NA 


NA 


NM 


NA 


NA 


NA 


NA 


NA 




440 


440 


110 


1.4 


<0.1 


59 


<0.05 


NA 


42 




450 


450 


100 


-- 


<0.1 


58 


<0.05 


NA 


42 


08/28'02 




420 


420 


110 


-- 


<1 


61 = 


<1 


NA 


43 
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Table B-5 

Results of General Chemistry Analyses in Groundvuater 

Building 1349 

Presidio of San Francisco, Califomia 



DRAFT 



VWEjlNinTE 


Sairple 
Etetie 


pH 


AHsaUnlty 
Total 


Eficarbcnafce 


CMcride 


DiSSCjMBd 

Oxygen 


Fhjcride 


NiKNitralie 


NiKlSatrite 


N£is>atraiie4 
Nttrtbe 


SuIfEte 




Analytical 
Method' 


Fidd 


E310.1 


E310.1 


E300.0/ 
SW9056 


Field 


E300.0/ 
E340.2/ 
SW9056 


E300.0/ 
E353.2/ 
SW9056 


E300.0/ 
E353.2/ 
SW9056 


E353.2 


E300.0/ 
SW9056 








(ra)/L) 


(ra)/L) 


(ra^L) 


(ra^L) 


(ra)/L) 


(ra)/L) 


(ra)/L) 


(n^L) 


(ra)/L) 


1349MW03 
DUP0530021A 
1349MW03CL 

DUP0306022B 
134SMW03CL 

DUP1128011B 
1349MW03CL 


05/30/02 




460 


460 


100 


1.2 


022 


7 


<ao5 


NA 


41 


05/30^02 




470 


470 


110 


- 


022 


7.4 


<ao5 


NA 


42 


05/30/02 
03/06'02 
03/06/02 
03/06'02 




460 


460 


100 


- 


<1 


5.6 = 


<1 


NA 


44 




470 


470 


110 


1.1 


Q18 


a6 


<0.05 


NA 


47 




470 


470 


110 


-- 


0.16 


5.6 


<0.05 


NA 


47 




460 


460 


110 


-- 


<1 


5.9 = 


<1 


NA 


49 


11/2^01 




490 


490 


140 


1.8 


0.073J 


64 


<0.05 


NA 


46 


11/2W01 




480 


480 


140 


-- 


0.13 


6.6 


<0.05 


NA 


47 


11/2^01 




470 


470 


330 




<1 


6.8 = 


<1 


NA 


73 


oa'30/01 




500 


500 


140 


05 


oia 


6.4 


<ao5 


NA 


49 


05/10/01 




490 


490 


120 


1.2 


oil 


5.2 


<ao5 


NA 


49 


05/19/99 
02/19/99 




501 


501 


152 


1.32 


<ai 


NA 


NA 


475 


54 




472 


472 


106 


1.61 


<ai 


NA 


NA 


5.19 


47 


11/18^98 




479 


479 


142 


1.45 


<ai 


NA 


NA 


5.74 


45 


oa'ia^gs 




482 


482 


138 


1.56 


<ai 


NA 


NA 


5.32 


45 


04/16^98 




461 


461 


110 


1.53 


<ai 


NA 


NA 


5 


45 


01/22/98 




424 


424 


53.3 


2.35 


0104 


NA 


NA 


5.34 


45 


lQ/30/97 




460 


460 


174 


1.03 


<ao5 


5.54 


NA 


5.27 


50 


07/3V97 




451 


451 


145 


1.14 


NA 


5.52 


NA 


5.33 


45 


05/0V97 




500 


500 


162 


1.28 


NA 


458 


NA 


NA 


48 


02/10/97 




427 


427 


63 


1.79 


NA 


5.84 


NA 


526 


35 


08/08^95 




NA 


NA 


NA 


NM 


NA 


NA 


NA 


NA 


NA 


1319MW03R 


05/26^04 


7.64 


340 


340 


79 


5.7 


<ai 


45 


<ao5 


NA 


31 


03^09/04 


7.68 


380 


380 


78 


7.08 


<ai 


45 


<ao5 


NA 


33 


12/02/03 


7.90 


350 


350 


72 


5.2 


<ai 


48 


<ao5 


NA 


22 


08/13^03 


a 00 


360 


360 


78 


48 


<a5 


45 bj- 


<a25 UJ 


NA 


32 


06/09/03 


a 10 


330 


330 


130 


2.6 


037 


47 


Ol 


NA 


33 


1349MW100 


05/27/04 


630 


940 


940 


1100 


055 


028 


<O05 


<oi 


NA 


2 


03/16/04 


677 


900 


900 


830 


037 


024 


<ao5 


<ai 


NA 


10 


1349MW100 


12/02/03 


670 


890 


890 


1,200 


1 


024 


<ai 


<ai 


NA 


<1 


08/12/03 


519 


800 


800 


1,100 


05 


<a5 


<a25 


<a25 


NA 


<2.5 


06/09/03 


584 


860 


860 


890 


1.8 


<a5 


<a25 


<a25 


NA 


a5 


03^12/03 


550 


810 


810 


840 


06 


<a2 


<ai 


<ai 


NA 


7.7 


12/10/02 




660 


660 


1,300 


09 


<a2 


<ai 


<ai 


NA 


92 


1349MW101 


03/09/04 


7.80 


260 


260 


210 


a 52 


a 13 


a5 


<ao5 


NA 


19 


12/02/03 


7.90 


390 


390 


230 


1.4 


a 14 


2.4 


<ao5 


NA 


19 


08^19/03 
06/09/03 


aoo 


280 


280 


260 


1.7 


025 


2.5 


<ao5 


NA 


25 


7.77 


230 


230 


300 


1.1 


047 


43 


013 


NA 


38 
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Table B-5 

Results of General Chemistry Analyses in Groundvuater 

Building 1349 

Presidio of San Francisco, Califomia 



DRAFT 



VWEjlNinTE 


Sairple 
Etetie 


pH 


AHsaUnlty 
Total 


Eficarbcnafce 


CMcride 


DiSSCjMBd 

Oxygen 


Fhjcride 


NiKNitralie 


NiKlSatrite 


N£is>atraiie4 
Nttrtbe 


Sulfate 




Analytical 

Method' 


Fidd 


E310.1 


E310.1 


E300.0/ 
SW9056 


Field 


E300.0/ 
E340.2/ 
SW9056 


E300.0/ 
E353.2/ 
SW9056 


E300.0/ 
E353.2/ 
SW9056 


E353.2 


E300.0/ 
SW9056 








(ra)/L) 


(ra)/L) 


(ra)/L) 


(n^L) 


(ra)/L) 


(n^L) 


(ra)/L) 


(n^L) 


(ra^L) 


13i9MW102 
DUP0527041A 
1319MW102CL 

DUP0310041A 
1349MW102CL 

DUP1210031A 

DUP0609032A 
1319MW102CL 


05/27/04 


670 


600 


600 


410 


1.1 


0.27 


052 


<ao5 


NA 


44 


05/27/04 


670 


630 


630 


400 


NA 


026 


074 


<ao5 


NA 


47 


05/27/04 


670 


620 


620 


88 


NA 


0.29 


06 


<ao5 


06 


18 


03/10/04 


672 


540 


540 


470 


0.5 


0.27 


04 


<ao5 


NA 


48 


03/1W04 


672 


550 


550 


470 


- 


027 


04 


<ao5 


NA 


47 


03/10/04 


672 


530 


530 


450 


- 


028 


045 J 


<ao5 uj 


045 Hr-04J 


44 


12/10/03 
12/10/03 
Oa'12/03 
06/09/03 
06/09/03 


660 


690 


690 


480 


2 


029 


009 


<ao5 


NA 


43 




670 


670 


480 


NA 


028 


Ol 


<ao5 


NA 


43 


692 


740 


740 


430 


1.1 


047 


ai7bj 


<ai UJ 


NA 


47 


680 


660 


660 


560 


1.9 


035 


a 14 


<ai 


NA 


68 


680 


650 


650 


570 


NM 


034 


oil 


<ai 


NA 


70 


06/09/03 


680 


670 


670 


490 


NM 


06 


013 


<ao5 


013 


59 


1319MW103 
DUP1203032A 


03/15/04 


7.01 


490 


490 


830 


052 


042 


<ao5 


<ai 


NA 


100 


12/03/03 


7.70 


450 


450 


800 


1.2 


043 


<ai 


<ai 


NA 


97 


12/03/03 




450 


450 


800 


NA 


041 


<ai 


<ai 


NA 


110 


Oa/12/03 


7.76 


400 


400 


790 


2.4 


054 


<ai 


<ai 


NA 


110 


06/05/03 


820 


310 


310 


830 


1.8 


066 


<ai 


<ai 


NA 


110 


1349MW101 


03/15/04 


682 


670 


670 


820 


032 


016 


035 


<ai 


NA 


62 


12/02/03 


7.50 


740 


740 


790 


1 


<a2 


a 12 


<ai 


NA 


58 


oa/12/03 


7.71 


690 


690 


770 


1.3 


<a2 


<ai 


<ai 


NA 


55 


06/06/03 


7.87 


600 


600 


870 


3 


021 


017 


<ai 


NA 


67 


1349MW105 


03/15/04 
12/02/03 
oa/12/03 
06/09/03 


7.00 


240 


240 


590 


031 


041 


<ao5 


<ai 


NA 


150 


64D 


260 


260 


600 


1.2 


038 


<ao5 


<ao5 


NA 


150 


810 


280 


280 


600 


3.1 


048 


<ai 


<ai 


NA 


130 


800 


230 


230 


760 


1.2 


063 


<oi 


<oi 


NA 


130 



Notes 

1 - The identified analytical methDd(s) ate for analyses perfonned beginning in the Second Quarter 2001. The analytical nrfiods used during previous quartets ate identified in their respective 
quarterly report 

2 - The QC laboratory nitrate results shown have been converted to nitrate as nitrogen ( nitrate- N) as other laboratory results are reported The QC laboratory reported nitrate as NO ^ 
concentrations (nitrate- NO,) wWch are 443 times higher than nitrate-N concentrations. 

mg/L - milligranB per liter 

NA- Not analyzed 

NM- Not measured 

"-" dissolved oxygen measurements were not taken for duplicate and quality control sanples. 

"CL" suffix denotes a quality control duplicate sanple was sent to the control laboratory. 

pH data included for Second Quarter 2003 through Second Quarter 2004 Data range chosen to represent monitoring periods where data exists 

for all Building 1349 Sbidy Area wells based on the initiafion of monitoring. 
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Table B-6 

Results of TPH Analyses in Groundvuater 

Building 1349 

Presidio of San Francisco, California 



DRAFT 



Well Name 


Sample Date 


TPH as Gasoline 
(C arbon Range C y-Q 2 ) 


TPH^Diesd 
(Carixn Range Q 2 -C2 4 ) 


TPHasFuElOa 
(Carbon Range Q 4 -C3 6 ) 




Analytical 
Method^ 


SW8015B/ 
SW8015M 


SW8015B/ 
SW8015M 


SW8015B/ 
SW8015M 






(iign.) 


(iign.) 


(lig/L) 


Cleanup Levels^ 


770 


880 


1;200 


1349MW01 

DUP1209021A 
1349MW01CL 

DUP083(X)13A 

1349MW01CL 


03/15/04 


<50 


<50 


<300 


12/02/03 


<50 


<50 


<300 


08/21/03 


<50 


<50 


<300 


06/10/03 


<50 


<50 


<300 


03/12/03 


NA 


<50 


<300 


12/09/02 


<50 


<50 


<300 


12/09/02 


<50 


<50 


<300 


12/09/02 


<50 


<50 


<250 


08/28/02 


<50 


<50 


<300 


05/30/02 


<50 


<50 


<300 


03/06/02 


<50 


<50 


<300 


11/28/01 


<50 


<50 


<300 


08/30/01 


<50 


<50^ 


<300^ 


08/30/01 


<50 


57^ Y,NJ 


<300^ 


08/30/01 


<50 


<50 


<300 


05/10/01 


<50 


<50 


<300 


05/19/99 


NA 


<50 


<300 


02/19/99 


NA 


<50 


<300 


11/18/98 


NA 


<50 


<300 


08/18/98 


NA 


<50 (U15) 


<300 


04/16/98 


NA 


<50 


<300 


01/22/98 


NA 


<50 


<300 


10/30/97 


NA 


<50 


<300 


07/31/97 


NA 


<50 


<300 


05/01/97 


NA 


<50 


<300 


02/10/97 


NA 


<50 


<300 


11/25/96 


NA 


<50 


<300 


09/12/96 


NA 


<50 


<300 


08/08/95 


NA 


<50 


NA 


1349MW02 

DUP0605032A 
DUP1204023A 


05/26/04 


<50 


<50 


<300 


03/15/04 


<50 


<50 


<300 


12/02/03 


<50 


<50 


<300 


08/13/03 


<50 


290 HY 


<300 


06/05/03 


<50 


<50 


<300 


06/05/03 


<50 


<50 


<300 


03/12/03 


NA 


<50 


<300 


12/04/02 


<50 


<50 


<300 


12/04/02 


<50 


<50 


<300 


08/28/02 


<50 


<50 


<300 


05/30/02 


<50 


<50 


<300 
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Table B-6 

Results of TPH Analyses in Groundvuater 

Building 1349 

Presidio of San Francisco, California 



DRAFT 



Well Name 


Sample Date 


TPH as Gasoline 
(C arbon Range C y-Q 2 ) 


TPH^Diesd 
(Carixn Range Q 2 -C2 4 ) 


TPHasFuElOa 
(Carbon Range Q 4 -C3 6 ) 




Analytical 
Method^ 


SW8015B/ 
SW8015M 


SW8015B/ 
SW8015M 


SW8015B/ 
SW8015M 






(iign.) 


(iign.) 


(lig/L) 


Cleanup Levels^ 


770 


880 


1;200 


1349MW02 
DUP0306022A 

DUP1128011A 

DUP083(X)12A 

1349MW02CL 
1349MW02 


03/06/02 


<50 


<50 


<300 


03/06/02 


<50 


<50 


<300 


11/28/01 


<50 


<50 


<300 


11/28/01 


<50 


<50 


<300 


08/30/01 


<50 


57 ^ Y,NJ 


<300^ 


08/30/01 


<50 


67^Y,NJ 


<300^ 


08/30/01 


<50 


<50 


<300 


05/10/01 


<50 


<50 


<300 


05/19/99 


NA 


<50 


<300 


02/19/99 
11/18/98 


NA 


<50 


<300 


NA 


<50 


<300 


08/18/98 


NA 


<50 (U15) 


<300 


04/16/98 


NA 


<50 


<300 


01/22/98 


NA 


<50 


<300 


10/30/97 


NA 


<50 


<300 


07/31/97 


NA 


58 (R32) 


<300 


05/01/97 


NA 


<50 


<300 


02/10/97 


NA 


<50 


<300 


11/25/96 


NA 


<50 


<300 


09/12/96 


NA 


<50 


<300 


08/08/95 


NA 


<50 


NA 


1349MW03 
DUP0828022A 
1349MW03CL 

DUP0530021A 
1349MW03CL 

DUP0306022B 
1349MW03CL 

DUP1128011B 
1349MW03CL 


08/28/02 


<50 


<50 


<300 


08/28/02 


<50 


<50 


<300 


08/28/02 


<50 


<50 UJ 


<300 UJ 


05/30/02 


<50 


<50 


<300 


05/30/02 


<50 


<50 


<300 


05/30/02 


<50 


<50 


<300 


03/06/02 


<50 


<50 


<300 


03/06/02 


<50 


<50 


<300 


03/06/02 


<50 


53ndp 


<300 


11/28/01 


<50 


<50 


390 H 


11/28/01 


<50 


<50 


<300 


11/28/01 


<50 


<50 


<500 


08/30/01 


<50 


<50^ 


<300^ 


05/10/01 


<50 


<50 


<300 


05/19/99 


NA 


<50 


<300 


02/19/99 


NA 


<50 


<300 


11/18/98 


NA 


<50 


<300 


08/18/98 
04/16/98 


NA 


<50 (U15) 


<300 


NA 


<50 


<300 


01/22/98 


NA 


<50 


<300 


10/30/97 


NA 


<50 


<300 
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Table B-6 

Results of TPH Analyses in Groundvuater 

Building 1349 

Presidio of San Francisco, California 



DRAFT 



Well Name 


Sample Date 


TPH as Gasoline 
(C arbon Range C y-Q 2 ) 


TPH^Diesd 
(Carixn Range Q 2 -C2 4 ) 


TPHasFuElOa 
(Carbon Range Q 4 -C3 6 ) 




Analytical 
Method^ 


SW8015B/ 
SW8015M 


SW8015B/ 
SW8015M 


SW8015B/ 
SW8015M 






(iign.) 


(iign.) 


(lig/L) 


Cleanup Levels^ 


770 


880 


1;200 


1349MW03 


07/31/97 


NA 


<50 


<300 


05/01/97 


NA 


<50 


<300 


02/10/97 


NA 


<50 


<300 


11/25/96 


NA 


<50 


<300 


09/12/96 


NA 


<50 


<300 


08/08/95 


NA 


<50 


NA 


1349MW03R 


05/26/04 


<50 


<50 


<300 


03/09/04 


<50 


81 HY 


770 Z 


12/02/03 


<50 


<50 


<300 


08/13/03 


<50 


<50 


<300 


06/09/03 


<50 


<50 


<300 


1349MW100 


05/27/04 


920 HY 


3; 600 


<300 


03/16/04 


930 H 


31;000 


<600 


12/02/03 


1;000HYJ + 


1;100LY 


<300 


08/12/03 


700 YH 


9;000 


<300 


06/09/03 


1;200 YH 


5400 


<300 


03/12/03 


610YH 


1;800 


<300 


12/10/02 


230 Y 


1;500 


<300 


1349MW101 


03/09/04 


<50 


<50 


<300 


12/02/03 


<50 


<50 


<300 


08/19/03 
06/09/03 
05/27/04 


<50 


<50 


<300 


<50 
<50 


<50 
51Y 


<300 
<300 


1349MW102 
DUP0527041A 
1349MW102CL 

DUP0310041A 
1349MW102CL 

DUP1210031A 

DUP0609032A 
1349MW102CL 


05/27/04 


<50 


<50 


<300 


05/27/04 


<50 


54 


<240 


03/10/04 


<50 


<50 


<300 


03/10/04 


<50 


<50 


<300 


03/10/04 


<50 


NA 


NA 


12/10/03 


<50 


<50 


<300 


12/10/03 


<50 


<50 


<300 


08/12/03 


<50 


<50 


<300 


06/09/03 


<50 


<50 


<300 


06/09/03 


<50 


<50 


<300 


06/09/03 


<50 


<50 


<250 


1349MW103 
DUP1203032A 


03/15/04 


<50 


<50 


<300 


12/03/03 


<50 


<50 


<300 


12/03/03 


<50 


<50 


<300 


08/12/03 


<50 


<50 


<300 


06/05/03 


<50 


<50 


<300 


1349MW104 


03/15/04 


<50 


<50 


<300 


12/02/03 


<50 


<50 


<300 


08/12/03 


<50 


<50 


<300 


06/06/03 


<50 


<50 


<300 
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Table B-6 

Results of TPH Analyses in Groundvuater 

Building 1349 

Presidio of San Francisco, California 



DRAFT 



Well Name 


Sample Date 


TPH as Gasoline 
(C arbon Range C y-Q 2 ) 


TPH^Diesd 
(Carixn Range Q 2 -C2 4 ) 


TPHasFuElOa 
(Carbon Range Q 4 -C3 6 ) 




Analytical 
Method^ 


SW8015B/ 
SW8015M 


SW8015B/ 
SW8015M 


SW8015B/ 
SW8015M 






(ugn.) 


(iign.) 


(lig/L) 


Cleanup Levels^ 


770 


880 


1;200 


1349MW105 


03/15/04 


<50 


<50 


<300 


12/02/03 


<50 


<50 


<300 


08/12/03 


<50 


<50 


<300 


06/09/03 


<50 


<50 


<300 



Notes 

1 - The identified analytical method(s) are for analyses performed beginning in the Second Quarter 2001. The analytical 

methods used during previous quarters are identified in the respective quarterly reports. 

2- Drinking Water Cleanup Level from Table 7-6 Cleanup Levels Document (EKI, October 2002). 

3 - TPH analysis was not run using the silica gel cleanup method 3630A, although it was marked on the chain of custody. 

jig/L - micrograms per liter 

NA - Not analyzed 

TPH - Total petroleum hydrocarbons 

Y - Sample exhibits fuel pattern that does not resemble the standard. 

"CL" suffix denotes a quality control duplicate sample was sent to control laboratory. 
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Table B-7 

Results of VOC Analyses in Groundwater 

Building 1349 

Presidio of San Francisco, California 



DRAFT 



WeUNfemE 


SEnrple 
Date 


2- 
EJutancne 


Aoefccne 


Benzene 


fcrm 


Caitxn 
Disulflde 


DftjriciTD- 
clilcro- 
iTEthane 


EUyl- 
benzene 


MTBE 


Tcfcitaie 


Total Xylenes 


Anoiter 

VOCs 




Aiialytical 

Method^ 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 






(iiga.) 


iv^gfL) 


iv^gfL) 


iv^gfL) 


iv^gfL) 


iv^gfL) 


iv^gfL) 


iv^gfL) 


(iiga.) 


(iiga.) 


(iiga.) 


Cleanup 


LeuEte^ 


4200 


TOO 


1 


100 


- 


100 


TOO 


13 


150 


1,750 


- 


1319MW01 

DUP1209021A 
1349MW01CL 

DUP0830013A 
13i9MW01CL 


0a/15/(M 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


12/02/03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


Oa/21/03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


0^10/03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


03/12/03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


12/09/02 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 UJ 


<0.5 


<0.5 


ND 


12/09/02 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 UJ 


<0.5 


<0.5 


ND 


12/09/02 


<5 


<10 


<0.5 


<0.5 


<5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


0£/2a/02 


<10 


<10 UJ 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


05/30/02 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


03^06^02 


<10 


<10 UJ 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


ll/2a'01 


<10 


<10 UJ 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


0W30/01 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


0W30/01 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


0W30/01 


<50 


<50 


<0.5 


<1 


<0.5 


<1 


<0.5 


<5 


<0.5 


<0.5 


ND 


05/10/01 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 UJ 


<0.5 


<0.5 UJ 


<0.5 UJ 


ND 


02/19/99 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


ll/ia'98 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


08^18^98 


NA 


NA 


<a5 U18 


NA 


NA 


NA 


<a5 U18 


NA 


<a5 U18 


<a5 U18 


NA 


04/16/98 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


01/22/98 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


lC/30/97 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


07/31/97 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


05/01/97 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


02/10/97 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


11/25/96 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


09/12/96 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


0.54 


<0.5 


NA 


08'08/95 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 
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Table B-7 

Results of VOC Analyses in Groundwater 

Building 1349 

Presidio of San Francisco, California 



DRAFT 



WeUNfemE 


SEnrple 
Date 


2- 
EJutancne 


Aoefccne 


Benzene 


fcrm 


Caitxn 
Disulflde 


DftjriciTD- 
clilcro- 
iTEthane 


EUyl- 
benzene 


MTBE 


Tcfcitaie 


Total Xylenes 


AllOlter 

VOCs 




Aiialytical 

Method^ 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 






(iiga.) 


iv^gfL) 


iv^gfL) 


iv^gfL) 


iv^gfL) 


iv^gfL) 


iv^gfL) 


iv^gfL) 


(iiga.) 


(iiga.) 


(iiga.) 


Cleamf) 


Lere!s = 


4200 


TOO 


1 


100 


- 


100 


TOO 


13 


150 


1,750 


- 


1319MW02 

DUP0605032A 
DUP12M023A 

DUP0306022A 

DUP1128011A 

DUP0830012A 
1349MW02CL 


0ai'15/(M 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


12/02/03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


oa'iai'03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


06/05/03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


06/05/03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


03'12/03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


12/O4/02 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


12/O4/02 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


oa'2a/o2 


<10 


<10 UJ 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


05/30/02 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


03/06/02 


<10 


<10 UJ 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


03/06/02 


<10 


<10 UJ 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


ll/2a/01 


<10 


<10 UJ 


0.8 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


1.5 


<0.5 


ND 


11/28/01 


<10 


<10 


LI 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


2.3 


0.7 


ND 


08/30/01 


<10 


<10 


<0.5 


<1 


1.0 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


08/30/01 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


08/30/01 


<50 


<50 


<0.5 


<1 


<0.5 


<1 


<0.5 


<5 


<0.5 


<0.5 


ND 


05/10/01 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


02/19/99 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


11/18/98 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


08/18/98 


NA 


NA 


<0.5 U18 


NA 


NA 


NA 


<0.5 U18 


NA 


<0.5 U18 


<0.5 U18 


NA 


04/16/98 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


01/22/98 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


10/30/97 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


07/31/97 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


05/01/97 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


02/10/97 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


11/25/96 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


09/12/96 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


08/08/95 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 
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Table B-7 

Results of VOC Analyses in Groundwater 

Building 1349 

Presidio of San Francisco, California 



DRAFT 



WeUNfemE 


SEnrple 
Date 


2- 
EJutancne 


Aoefccne 


Benzene 


fcrm 


Caitxn 
Disulflde 


DftjriciTD- 
clilcro- 
iTEthane 


EUyl- 
benzene 


MTBE 


Tcfcitaie 


Total Xylenes 


AllOlter 

VOCs 




Aiialytical 

Method^ 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 






(iiga.) 


iv^gfL) 


iv^gfL) 


iv^gfL) 


iv^gfL) 


iv^gfL) 


iv^gfL) 


iv^gfL) 


(iiga.) 


(iiga.) 


iv^gfL) 


Cleamf) 


Lere!s = 


4200 


TOO 


1 


100 


- 


100 


TOO 


13 


150 


1,750 


- 


1349MW03 

DUP0828022A 
1349MW03CL 

DUP0530021A 
1349MW03CL 

DUP0306022B 
1349MW03CL 

DUPl 12801 IB 
1349MW03CL 


12/09/02 


NS 


NS 


NS 


NS 


NS 


NS 


NS 


NS 


NS 


NS 


NS 


oa'2a/o2 


<10 


<10 UJ 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


oa'2a/o2 


<10 


<10 UJ 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


oa/2a'02 


<50 R 


<50 


<0.5 


<0.5 


<5 


<0.5 


<0.5 


<5 


<0.5 


<1 


ND 


05/30/02 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


05/30/02 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


05/30/02 


7.9J 


<50 


<0.5 


<0.5 


<5 


<0.5 


<0.5 


<5 


<0.5 


<1 


ND 


03/06/02 


<10 


<10 UJ 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


03'0ei/02 


<10 


<10 UJ 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


03/06/02 


<50 


<50 


<0.5 


<0.5 


<5 


<0.5 


<0.5 


<5 


<0.5 


<1 


ND 


11/28/01 


<10 


<10 UJ 


0.8 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


11/28/01 


<10 


<10 UJ 


0.8 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


11/28/01 


<50 


<50 


0.7 


<0.5 


<5 


<0.5 


<0.5 


<5 


<0.5 


0.9 


ND 


08/30/01 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


05/10/01 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


07/21/00 


<10 


<20 


<5 


<5 


<5 


<5 


<5 


<5 


<5 


<5 


ND 


02/19/99 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


11/18/98 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


08/18/98 


NA 


NA 


<a5 U18 


NA 


NA 


NA 


<a5 U18 


NA 


<05 U18 


<05 U18 


NA 


04/1 6'98 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


01/22/98 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


lC/30/97 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


07/31/97 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


05/01/97 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


02/10/97 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


11/25/96 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


09/12/96 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


08/08'95 


NA 


NA 


<0.5 


NA 


NA 


NA 


<0.5 


NA 


<0.5 


<0.5 


NA 


1349MW03R 


03/09/Oi 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


12/02/03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


08/13/03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


06/09/03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 
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Table B-7 

Results of VOC Analyses in Groundwater 

Building 1349 

Presidio of San Francisco, California 



DRAFT 



WeUNfemE 


SEnrple 
Date 


2- 
EJutancne 


Aoefccne 


Benzene 


fcrm 


Caitxn 
Disulflde 


DftjriciTD- 
clilcro- 
iTEthane 


EUyl- 
benzene 


MTBE 


Tcfcitaie 


Total Xylenes 


AllOlter 

VOCs 




Aiialytical 

Method^ 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 






iv^gfL) 


(v^gfL) 


(v^gfL) 


(v^gfL) 


(v^gfL) 


(v^gfL) 


iv^gfL) 


(v^gfL) 


(v^gfL) 


iv^gfL) 


(iiga.) 


CleamfiLwels^ 


4200 


TOO 


1 


100 


- 


100 


TOO 


13 


150 


1,750 


- 


1319MW100 


03'iei'04 


<10 


<10 


M 


<1 


<0.5 


<0.5 


2.5 


<0.5 


<0.5 


5.5 


ND 


12/02/C6 


<10 


<10 


7.8 


<1 


<0.5 


<0.5 


2 


0.5 


0.5 


38 


ND 


Oa'12/03 


<10 


<10 


ai 


<1 


<0.5 


<0.5 


1.1 


<0.5 


0.5 


3 


ND 


Oe/09/C6 


<10 


<10 


27 


<1 


1.3 


<0.5 


7 


<0.5 


07 


12 


ND 


03^12/03 


<10 


<10 


25 


<1 


<0.5 UJ 


<0.5 


5 


<0.5 


0.6 


9.8 


ND 


12/10/02 


<10 


<10 


2.6 


<1 


<0.5 


<0.5 


1.3 


<0.5 UJ 


0.8 


3 


ND 


1319MW101 


03'09/04 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


12/02/03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


Oa/19/03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


06/09/03 


<10 


<10 


<0.5 


0.6J 


<0.5 


0.6 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


1319MW102 
DUP0310O41A 
1349MW102CL 

DUP1210031A 

DUP0609032A 
1349MW102CL 


03/10/Oi 


<10 


<10 UJ 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


03'10/04 


<10 


<10 UJ 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


03/1 0/Oi 


<5 


<10 R 


<0.5 


<0.5 


<5 UJ 


<0.5 


<0.5 


<0.5 


<a5 


<0.5 


ND 


12/10/03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


12/10/03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


Oa/12/03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<a5 


<0.5 


ND 


06/09/03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


06/09/03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


Oei/09/03 


<5 


<10 


<0.5 


<0.5 


<5 


<0.5 


<0.5 


<a5 


<0.5 


<0.5 


ND 


1349MW103 
DUP1203032A 


03/15/04 


<10 


<10 UJ 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


12/03/03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<a5 


<0.5 


ND 


12/03'03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


oa/12/03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


06/05/03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


1349MW104 


03/15/Oi 


<10 


<10 UJ 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


12/02/03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


oa/12/03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


06/06/03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 
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Table B-7 

Results of VOC Analyses in Groundwater 

Building 1349 

Presidio of San Francisco, California 



DRAFT 



WeUNfemE 


SEnrple 
Date 


2- 
EJutancne 


Aoefccne 


Benzene 


fcrm 


Caitxn 
Disulflde 


DftjriciTD- 
clilcro- 
iTEthane 


EUyl- 
benzene 


MTBE 


Tcfcitaie 


Total Xylenes 


AllOlter 

VOCs 




Aiialytical 

Method^ 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 


SW8260/ 
SW8260B/ 
SW8260M 






(iiga.) 


iv^gfL) 


iv^gfL) 


iv^gfL) 


iv^gfL) 


iv^gfL) 


iv^gfL) 


iv^gfL) 


(iiga.) 


(iiga.) 


iv^gfL) 


CleamfiLwels^ 


4200 


TOO 


1 


100 


- 


100 


TOO 


13 


150 


1,750 


- 




























1349N4W105 


03'15/04 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


12/02/03 


<10 


<10 


<0.5 


<1 


<a5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


Oa/12/03 


<10 


<10 


<0.5 


<1 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 


06/09/03 


<10 


12 


<0.5 


<1 


1.9 


<0.5 


<0.5 


<0.5 


<0.5 


<0.5 


ND 



Notes 

1-Tlie identified aiMyticalrndir)d(s) are for aiMysespafomiedbegiimmg in TlieaiMyticalrndirjdsusedduiingpQBidausquartaBareidaitifiedintherespecttvec^^ 

iqxDits. 

2- IMnkingWatarCleaimpLeifdfromTable 7-6 Cleanup LeifdsDcoimaitCEKL Octoba:2002). 

-- cleanup leifd not established 

jig/L - niciDgrams perUta: 

ND- Not detected 

NA - Not analyzed 

NS - Not sanpled 

VOC - Volatile organic conpound 

MTBE - Metb^fl tat-butyl ethe: 

"CL" suffix daiotes a quality control duplicate sanple was sent to the control laboratory . 
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Table B-8 

Results of OCP and PCB Analyses in Groundvuater 

Building 1349 

Presidio of San Francisco, California 



DRAFT 



Well Name 


Sample 
DatB 


4.4'-DDD 


4,4'-DDE 


4,4'-DDT 


Aldrin 


alpha- 
Clilordane 


beta-BHC 


deJta-BHC 


Diddrbi 


Eiidosulian 
II 


Eiidrin 


(jamma- 
BHC 


(jEuiima- 
Clilordane 


Heptacfalor 


Hqjtacfalor 
Epoxide 


MeUioKy- 
dilor 


Another 

OCFVsand 

PCBes 




Arelytical 
Mettod' 


SW808V 

swsosm/ 

SW8082 


SW808V 

swsosm/ 

SW8082 


SW808V 

swaosm/ 

SW8082 


SW808V 

swsosm/ 

SW8082 


SW808V 

swaosm/ 

SW8082 


SW808V 

SW8081A/ 

SW8082 


SW808V 

SW8081A/ 

SW8082 


SW808]/ 

SW8081A/ 

SW8082 


SW808iy 

SW8081A/ 

SW8082 


SW808]/ 

SW8081A/ 

SW8082 


SW8081/ 

swsosm/ 

SW8082 


SW8081/ 

swsosm/ 

SW8082 


SW808V 

SW808W 

SW8082 


SW808V 

SW808W 

SW8082 


SW808V 

SW808W 

SW8082 


SW8081/ 

SW808m/ 

SW8082 


Cleanup Lereb (2) 


0.15 a 


0.1a 


0.1 a 


0.05 b 


01 


03 


- 


05 


42a 


2 


02 


01b 


O025 O025 


40 








Ciig/L) 


(ug/L) 


(pg/L) 


(iig/L) 


(pg/L) 


(pg/L) 


(iig/L) 


(pg/L) 


(ug/L) 


(ng/L) 


(ng/L) 


(iig/L) 


(ug/L) 


(ug/L) 


(ug/L) 


(iig/L) 


1349MW01 

DUP1209021A 
134gMW01CL 

DUP0830013A 
134gMW01CL 


03/15/04 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.1 


<01 


<0.1 


<0.05 


<0.05 


<O05 


<O05 


<05 


ND 


V2ja2ja3 


<0.1UJ 


<0.1 UJ 


<0.1UJ 


<0.05 


<0.05 UJ 


<0.05 


<0.05 


<0.1 UJ 


<0.1UJ 


<0.1UJ 


<0.05 


<0.05 UJ 


<0.05 


<0.05 


<0.5 UJ 


ND 


03^1/03 


<0.09 


<0.09 


<0.09 


<0.05 


<0.05 


<0.05 


<0.05 


<0.09 


<0.09 


<0.09 


<0.05 


<0.05 


<0.05 


<0.05 


<0.5 


ND 


oei^icyos 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.1 


<ai 


<0.1 


<0.05 


<0.05 


<ao5 


<ao5 


<0.5 


ND 


CB/12/CB 


<0.1 


<0.1 


<0.1 


<0.05 UJ 


<0.05 


<0.05 UJ 


<0.05 UJ 


<0.1 


<01 


<0.1 


<0.05 UJ 


<0.05 


<ao5 UJ 


<ao5 UJ 


<0.5 


ND 


ITJCQ/fJZ 


<a097 


<0.097 


<0.097 


<0.049 


<0.049 


<a049 


<O049 


<a097 


<0.097 


<a097 


<a049 


<a049 


<0.049 


<0.049 


<0.49 


ND 


12/09/02 


<O097 


< 0.097 


< 0.097 


< 0.049 


< 0.049 


<a049 


<O049 


<a097 


<0.097 


<O097 


<a049 


<O049 


<0.049 


<0.049 


<0.49 


ND 


12/09^02 


<0.1 


<0.1 


<0.1 


<0.05 UJ 


MA 


<0.05 UJ 


<0.05 UJ 


<0.1 


<01 


<0.1 


<0.05 UJ 


<0.5 


<O05 UJ 


<O05 UJ 


<0.5 


ND 


08/28/02 


<0.097 


<0.097 


<O097 


< 0.049 UJ 


<O049 


<0.049 UJ 


<0.049 UJ 


<a097 


<0.097 


<O097 


< 0.049 UJ 


<O049 


<O049 UJ 


<O049 UJ 


<0.49 


ND 


05/30/OZ 


<0.098 


<0.098 


<a098 


<0.049 UJ 


<a049 


< 0.049 UJ 


< 0.049 UJ 


<a098 


< 0.098 


<a098 


< 0.049 UJ 


<a049 


<a049 UJ 


<O049 UJ 


<0.49 


ND 


O3/0B/O2 


<0.098 


<0.098 


<0.098UJ 


<0.049 UJ 


<a049 


<0.049 UJ 


<0.049 UJ 


<O098 


<0.098 


<O098 


< 0.049 UJ 


<O049 


<O049 UJ 


<O049 UJ 


<0.49 


ND 


um/oi 


<0.096 


<0.096 


<0.096 


<0.048 


<a048 


<O048 


<a048 


<a096 


<0.096 


<a096 


<a048 


<a048 


<0.048 


<0.048 


<a48 


ND 


og^acyoi 


<0.097 UJ 


<0.097 UJ 


<0.097 UJ 


<a049 


<0.049 UJ 


<a049 


<a049 


<0.097 UJ 


<a097 UJ 


<0.097 UJ 


<a049 


<0.049 UJ 


<0.049 


<0.049 


<0.49 UJ 


ND 


08/3(y01 


< 0.098 


< 0.098 


< 0.098 


< 0.049 


< 0.049 


<a049 


<a049 


<a098 


<0.098 


<a098 


<a049 


<a049 


<0.049 


<0.049 


<0.49 


ND 


oe/3Q/oi 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<O06 


<O06 


<ao6 


ND 


05/i(yoi 


<0.094UJ 


<0.094UJ 


<0.094UJ 


< 0.047 


<0.047 UJ 


< 0.047 


< 0.047 


<0.094UJ 


<0.094UJ 


<0.094UJ 


< 0.047 


<0.047 UJ 


<0.047 


<0.047 


<0.47 UJ 


ND 


1349MWa2 

DUP0605032A 
DUP1204O23A 

DUPOSObUZdA 

DUP1128011A 

DUP0830012A 
134gMW02CL 


05/26'04 


<0.09 


<0.09 


<0.09 


<0.05 


<0.05 


<0.05 


<0.05 


<0.09 


<ao9 


<0.09 


<0.05 


<0.05 


<ao5 


<ao5 


<05 


ND 


03/15/04 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.1 


<ai 


<0.1 


<0.05 


<0.05 


<ao5 


<ao5 


<a5 


ND 


12/02/03 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.5 


ND 


03^13/03 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.5 


ND 


06(^05/03 


<0.09 


<0.09 


<0.09UJ 


<0.05 


<0.05 


<0.05 


<0.05 


<0.09 


<0.09 


<0.09 


<0.05 


<0.05 


<0.05 


<0.05 


<0.5 


ND 


0^05/03 


<0.09 


<0.09 


<0.09UJ 


<0.05 


<0.05 


<0.05 


<0.05 


<0.09 


<0.09 


<0.09 


<0.05 


<0.05 


<0.05 


<0.05 


<0.5 


ND 


03/12/03 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.5 


ND 


12/04^02 


<0.097 


<0.097 


<0.097 


<0.049 


<0.049 


<0.049 


<0.049 


<0.097 


<0.097 


<0.097 


<0.049 


<0.049 


<0.049 


<0.049 


<0.49 


ND 


12/04'02 


<0.094UJ 


<0.094UJ 


<0.094UJ 


< 0.047 


<0.047 UJ 


< 0.047 


< 0.047 


<0.094UJ 


<0.094UJ 


<0.094UJ 


< 0.047 


<0.047 UJ 


<0.047 


<0.047 


<0.47 UJ 


ND 


0a^02 


<0.095 


<0.095 


<0.095 


<0.048 


<a048 


<0.048 


<0.048 


<0.095 


<0.095 


<0.095 


<0.048 


<0.048 


<0.048 


<0.048 


<0.48 


ND 


05/3Q'02 


<0.099 


<0.099 


<0.099 


<0.05 UJ 


<0.05 


<0.05 UJ 


<0.05 UJ 


<a099 


< 0.099 


<O099 


<0.05 UJ 


<0.05 


<a05 UJ 


<a05 UJ 


<0.5 


ND 


03'oeif02 


<0.095 


<0.095 


<0.095 UJ 


<0.048 


<0.048 


<a048 


<a048 


<O095 


< 0.095 


<O095 


<0.048UJ 


<O048 


< 0.048 


< 0.048 


<0.48 


ND 


03/oe»'02 


< 0.095 


< 0.095 


<0.095 UJ 


<0.048UJ 


<a048 


<0.048UJ 


<0.048UJ 


<O095 


<0.095 


<O095 


<0.048UJ 


<O048 


<O048UJ 


<O048UJ 


<0.48 


ND 


um/oi 


<0.096 


<0.096 


<0.096 


<0.048 


<a048 


<a048 


<a048 


<a096 


<0.096 


<O096 


<a048 


<O048 


< 0.048 


< 0.048 


<0.48 


ND 


ii/2a'oi 


<0.096UJ 


<0.096UJ 


<0.096UJ 


<a048 


<0.048UJ 


< 0.048 


< 0.048 


<0.096UJ 


<O096UJ 


<0.096UJ 


<O048 


<0.048UJ 


< 0.048 


<0.048 


<0.48UJ 


ND 


os'scyoi 


<0.098UJ 


<0.098UJ 


<0.098UJ 


<a049 


< 0.049 UJ 


< 0.049 


< 0.049 


<0.098UJ 


<a098UJ 


<0.098UJ 


<a049 


< 0.049 UJ 


<0.049 


<0.049 


<0.49 UJ 


ND 


oa/3(yoi 

08/30/01 


<O097 
<0.06 


<O097 
<0.06 


< 0.097 


< 0.049 


< 0.049 


< 0.049 


< 0.049 


< 0.097 


<0.097 


< 0.097 


< 0.049 


< 0.049 


<0.049 


<0.049 


<0.49 


ND 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


ND 


05/icyoi 


<O094 


<a094 


<a094 


<a047 


<a047 


<a047 


<a047 


<a094 


<0.094 


<a094 


<a047 


<a047 


<0.047 


<0.047 


<a47 


ND 
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Table B-8 

Results of OCP and PCB Analyses in Groundvuater 

Building 1349 

Presidio of San Francisco, California 



DRAFT 



Well Name 


Sample 
DatB 


4.4'-DDD 


4,4'-DDE 


4,4'-DDT 


Aldrin 


alpha- 
Clilordane 


beta-BHC 


deJta-BHC 


Diddrbi 


Eiidosulian 
II 


Eiidrin 


(jamiiia- 
BHC 


(jEunma- 
Clilordane 


Heptacfalor 


Hqjtacfalor 
Epoxide 


MeUioKy- 
dilor 


Another 

OCFVsand 

PCBes 




Arelytical 
Mettod' 


SW808V 

SW8081A/ 

SW8CI82 


SW808V 

SW8081A/ 

SW8082 


SW808V 

swsosm/ 

SW8082 


SW808V 

swsosm/ 

SW8082 


SW808V 

swsosm/ 

SW8082 


SW808V 

SW8081A/ 

SW8082 


SW808V 

SW8081A/ 

SW8082 


SW808]/ 

SW8081A/ 

SW8082 


SW808iy 

SW8081A/ 

SW8082 


SW808]/ 

SW808W 

SW8082 


SW8081/ 

swsosm/ 

SW8082 


SW8081/ 

swsosm/ 

SW8082 


SW808V 

SW808W 

SW8082 


SW808V 

SW808W 

SW8082 


SW808V 

SW808W 

SW8082 


SW8081/ 

swsosm/ 

SW8082 


Cleanup Lereb (2) 


0.15 a 


0.1a 


0.1a 


0.05 b 


0.1 


03 


- 


05 


42 a 


2 


02 


01b 


O025 O025 


40 








(lig/L) 


(lig/L) 


(iig/L) 


(iig/L) 


(iig/L) 


(lig/L) 


(iig/L) 


(lig/L) 


(ug/L) 


(iig/L) 


(iig/L) 


(iig/L) 


(ug/L) 


(ug/L) 


(ug/L) 


(iig/L) 


i34giyiwo3 

DUP0828022A 
1349MW03CL 

DUP0530a21A 
1349MW0BCL 

DUPCBIMJZ2B 
1349MW0BCL 

DUP1128011B 
1349MW0BCL 


ia'09'02 


NS 


NS 


NS 


NS 


NS 


NS 


NS 


NS 


NS 


NS 


NS 


NS 


NS 


NS 


NS 


NS 


oa^a'02 


< 0.094 


< 0.094 


< 0.094 


<0.O47 UJ 


<0.O47 


<0.O47 UJ 


<0.O47 UJ 


< 0.094 


< 0.094 


< 0.094 


<0.O47 UJ 


<0.O47 


<0.O47 UJ 


<0.O47 UJ 


<0.47 


ND 


0»2a'02 


< 0.094 


< 0.094 


< 0.094 


<0.047 


< 0.047 


<0.047 


< 0.047 


< 0.094 


< 0.094 


< 0.094 


<0.047 


< 0.047 


<0.O47 


<0.O47 


<0.47 


ND 


0»2a'02 
05/3Q'a2 
05/3Q'a2 

05Qcya2 


<0.06 

< 0.094 

< 0.094 


<a06 


<0.06 


<0.05 


<0.06 


<0.05 


<0.05 


<0.06 


<0.06 


<0.06 


<0.05 


<0.06 


<0.05 


<0.05 


<0.06 


ND 


< 0.094 


< 0.094 


<0.O47 UJ 


< 0.047 


<0.O47 UJ 


<0.O47 UJ 


< 0.094 


< 0.094 


< 0.094 


<0.O47 UJ 


< 0.047 


< 0.047 UJ 


< 0.047 UJ 


<0.47 


ND 


< 0.094 


< 0.094 


<0.047 


<0.047 


< 0.047 


<0.047 


< 0.094 


< 0.094 


< 0.094 


<0.047 


<0.047 


<0.O47 


<0.O47 


<0.47 


ND 


<0.1 


<0.1 


<0.1 


<0.05 


<0.5 


<0.05 


<0.05 


<0.1 


<0.1 


<0.1 


<0.05 


<0.5 


<0.05 


<0.05 


<0.5 


ND 


CB/oe/az 
auos/az 

03/06/02 


< 0.095 


< 0.095 


< 0.095 UJ 


< 0.048 


<0.048 


< 0.048 


<0.048 


< 0.095 


< 0.095 


< 0.095 


<0.O48 UJ 


<0.048 


<0.O48 


<0.O48 


<0.48 


ND 


< 0.095 


< 0.095 


< 0.095 UJ 


<0.048 


< 0.048 


<0.048 


< 0.048 


< 0.095 


< 0.095 


< 0.095 


<0.O48 UJ 


<0.048 


<0.O48 


<0.O48 


<0.48 


ND 


<0.06 


<0.06 


<0.06 


<0.05 


<0.06 


<0.05 


<0.05 


<0.06 


<0.06 


<0.06 


<0.05 


<0.06 


<0.05 


<0.05 


<0.06 


ND 


ii/2a'oi 


< 0.096 


< 0.096 


< 0.096 


<0.048 


< 0.048 


<0.048 


< 0.048 


< 0.096 


< 0.096 


< 0.096 


<0.048 


< 0.048 


<0.CM8 


<0.CM8 


<0.48 


ND 


ii/2a'oi 


<0.094 UJ 


<0.094 UJ 


<0.094 UJ 


<0.047 


<0.O47 UJ 


<0.047 


<0.047 


<0.094 UJ 


< 0.094 UJ 


<0.094 UJ 


<0.047 


<0.O47 UJ 


<0.O47 


<0.O47 


<0.47 UJ 


ND 


ii/2a'oi 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


<0.06 


ND 


oaawoi 


< 0.097 


< 0.097 


< 0.097 


<0.049 


<0.049 


< 0.049 


< 0.049 


< 0.097 


< 0.097 


< 0.097 


<0.049 


< 0.049 


<0.O49 


<0.O49 


<0.49 


ND 


osicyoi 


< 0.097 UJ 


< 0.097 UJ 


< 0.097 UJ 


<0.049 


<0.O49 UJ 


< 0.049 


< 0.049 


< 0.097 UJ 


< 0.097 UJ 


< 0.097 UJ 


<0.049 


<0.O49 UJ 


<0.O49 


<0.O49 


<0.49 UJ 


ND 


O7/21/00 


<ai 


<0.1 


<0.1 


<0.1 


NA 


<0.1 


<0.1 


<0.1 


<0.1 


<0.1 


<0.1 


NA 


<0.1 


<0.1 


<0.1 


ND 


134SMW03R 


05'26'04 


<0.1 


<0.1 


<0.1 


<0.05 UJ 


<0.05 


<0.05 UJ 


<0.05 UJ 


<0.1 


<0.1 


<0.1 


<0.05 UJ 


<0.05 


<0.05 UJ 


<0.05 UJ 


<0.5 


ND 


Oa'09'04 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


0.08C 


<0.05 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.5 


ND 


ia'oa'03 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.5 


ND 


Oa'13'03 


<0.09 


<0.09 


<0.09 


<0.05 UJ 


<0.05 


<0.05 UJ 


<0.05 UJ 


<0.09 


<0.09 


<0.09 


<0.05 UJ 


<0.05 


<0.05 UJ 


<0.05 UJ 


<0.5 


ND 


0S/IX/03 


<Q1 UJ 


<Q1 Uj1 


<Q1 UJ 


<0.05 


<0.05 UJ 


<0.05 


<0.05 


<Q1 UJ 


<0.1 UJ 


<Q1 UJ 


<0.05 


<0.05 UJ 


<0.05 


<0.05 


<0.5 UJ 


ND 


134giVIW100 


05^27/04 


<0.2 UJ 


<Q2 UJ 


0.5 C, J- 


<0.09 


0.2 C, J- 


<0.09 


0.2 C 


0.3J- 


0.7 C, J- 


0.2 J- 


<0.2 


ai j- 


0.8 C 


0.2 C 


<a9 UJ 


ND 


oa/iQ'Oi 


<0.09 UJ 


0.7 CbJ- 


0.7CJ- 


<0.05 UJ 


0.2 J- 


<0.05 UJ 


QOSbJ- 


0.3 J- 


Q6J- 


0.2 J- 


<0.05 UJ 


0.3 CJ- 


Q8CbJ- 


02 CJ- 


1.2 bj- 


ND 


ia'oa'03 


0.5 C 


0.7 C 


0.5 CbJ- 


<0.05 


<0.05 


39C 


0.06C 


0.1 


<0.09 


<0.09 


23C 


<0.05 


<0.05 


0.2 C 


<0.5 


ND 


oa'ia'03 


<Q1 UJ 


<Q1 UJ 


<Q1 UJ 


0.2 C 


ai j- 


<0.2 


<0.05 


<Q1 UJ 


<0.1 UJ 


<Q1 UJ 


4.6C 


ao7 j- 


26CbJ- 


Ql 


<0.5 UJ 


ND 


oQ'oa'os 


0.3 CJ- 


0.3 CJ- 


<0.09 UJ 


0.O7C 


<0.05 UJ 


<0.05 


Q2C 


<0.09 UJ 


<0.09 UJ 


<0.09 UJ 


4.5 C 


0.4 C J- 


<0.05 


<0.05 


<0.5 UJ 


ND 


og/ia'OB 


0.3CbJ + 


<Q1 UJ 


0.2CJ- 


0.3 CJ + 


0.2 CJ- 


51CJ + 


aicj+ 


<Q1 UJ 


<0.1 UJ 


<Q1 UJ 


2.2 CJ + 


Q2CJ- 


Q8CJ+ 


Q3CJ+ 


<0.5 UJ 


ND 


la'iQ'oa 


< 0.097 


< 0.097 


< 0.097 


Oil CJ- 


<0.049 


1.5 CJ- 


<0.O49 UJ 


< 0.097 


< 0.097 


< 0.097 


0.43 CJ- 


< 0.049 


0.83 CJ- 


<0.049 UJ 


<0.49 


ND 


1349MW101 


03'09'O4 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


0.06C 


<0.05 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.5 


ND 


la'oa'os 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.5 


ND 


Oa'19'03 


<0.09 


<0.09 


<0.09 


<0.05 


<0.05 


<0.05 


<0.05 


<0.09 


<0.09 


<0.09 


<0.05 


<0.05 


<0.05 


<0.05 


<0.5 


ND 


OQ'09'03 


<0.09 UJ 


<0.09 UJ 


<0.09 UJ 


<0.05 


<0.05 UJ 


<0.05 


<0.05 


<0.09 UJ 


<0.09 UJ 


<0.09 UJ 


<0.05 


<0.05 UJ 


<0.05 


<0.05 


<0.09 UJ 


ND 
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Table B-8 

Results of OCP and PCB Analyses in Groundvuater 

Building 1349 

Presidio of San Francisco, California 



DRAFT 



Well Name 


Sample 
DatB 


4.4'-DDD 


4,4'-DDE 


4,4'-DDT 


Aldrin 


alpha- 
Clilordane 


beta-BHC 


deJta-BHC 


Diddrbi 


Eiidosulian 
II 


Eiidrin 


(jamiiia- 
BHC 


(jEunma- 
Clilordane 


Heptacfalor 


Hqjtacfalor 
Epoxide 


MeUioKy- 
dilor 


Another 

OCFVsand 

PCBes 




Arelytical 
Mettod' 


SW808V 

SW8081A/ 

SW8CI82 


SW808V 

SW8081A/ 

SW8082 


SW808V 

swsosm/ 

SW8082 


SW808V 

swsosm/ 

SW8082 


SW808V 

swsosm/ 

SW8082 


SW808V 

SW8081A/ 

SW8082 


SW808V 

SW8081A/ 

SW8082 


SW808]/ 

SW8081A/ 

SW8082 


SW808iy 

SW8081A/ 

SW8082 


SW808]/ 

SW808W 

SW8082 


SW8081/ 

swsosm/ 

SW8082 


SW8081/ 

swsosm/ 

SW8082 


SW808V 

SW808W 

SW8082 


SW808V 

SW808W 

SW8082 


SW808V 

SW808W 

SW8082 


SW8081/ 

swsosm/ 

SW8082 


Cleanup Lereb (2) 


0.15 a 


0.1a 


0.1a 


0.05 b 


0.1 


03 


- 


05 


42a 


2 


02 


01b 


O025 O025 


40 








Ciig/L) 


(lig/L) 


(iig/L) 


(iig/L) 


(iig/L) 


(lig/L) 


(iig/L) 


(lig/L) 


(ug/L) 


(iig/L) 


(iig/L) 


(iig/L) 


(ug/L) 


(ug/L) 


(ug/L) 


(iig/L) 


1349MW102 
DUP0527O41A 
IMSMWlOaCL 

DUP0310O41A 
134EIMW102CL 

DUP1210031A 


05Q7/O4 


<Q1 


<0.1 


<0.1 


<0.05 UJ 


<0.05 


<0.05 UJ 


<0.05 UJ 


<0.1 


<0.1 


<0.1 


<Q05 UJ 


<Q05 


<0.05 UJ 


<0.05 UJ 


<0.5 


ND 


05/27/O4 J 


<0.1 


<0.1 


<0.1 


<0.05 UJ 


<0.05 


<0.05 UJ 


<0.05 UJ 


<0.1 


<0.1 


<0.1 


<0.05 UJ 


<0.05 


<0.05 UJ 


<0.05 UJ 


<0.5 


ND 


05^7/O4 


< 0.098 


< 0.098 


< 0.098 


<0.04S 


NA 


<0.04S 


< 0.049 


< 0.098 


< 0.098 


< 0.098 


<0.04S 


<0.4S 


<0.O19 


<0.O19 


<0.49 


ND 


03/l(yO4 


<0.1 


<0.1 


<0.1 


<0.05 UJ 


<0.05 


<0.05 UJ 


<0.05 UJ 


<0.1 


<0.1 


<0.1 


<0.05 UJ 


<0.05 


<0.05 UJ 


<0.05 UJ 


<0.5 


ND 


03^1Q'O4 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.5 


ND 


03/l(yO4 


<0.1 UJ 


<Q1 UJ 


<0.1 UJ 


<0.05 UJ 


NA 


<0.05 UJ 


<0.05 UJ 


<0.1 UJ 


<0.1 UJ 


<0.1 UJ 


<0.05 UJ 


<0.5 UJ 


<0.05 UJ 


<0.05 UJ 


<0.5 UJ 


ND 


12'10'03 


<0.1 


<0.1 


<0.1b,UJ 


<0.05 


<0.05 


<0.05 


<0.05 


<0.1 


<0.1 


<0.1 


0.07 CJ + 


<0.05 


<0.05b,UJ 


<0.05 


<0.5b,UJ 


ND 


la/iwos 


<0.09 


<0.09 


<0.09b,UJ 


<0.05 


<0.05 


<0.05 


<0.05 


<0.09 


<0.09 


<0.09 


Q07 J + 


<0.05 


<0.05b,UJ 


<0.05 


<0.5b,UJ 


ND 


1349MW102 

DUP0609032A 
l»t9MW102CL 


oa'ia'03 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 UJ 


<0.05 


<0.5 


ND 


OQ'09'03 
OQ'09'03 
OQ'09'03 


<0.09 UJ 
<0.09 UJ 
< 0.095 XJJ 


<0.09 UJ 
<0.09 UJ 
< 0.095 UJ 


<0.09 UJ 
<0.09 UJ 
< 0.095 UJ 


<0.05 


<0.05 UJ 


<0.05 


<0.05 


<0.09 UJ 


<0.09 UJ 


<0.09 UJ 


<0.05 


<0.05 UJ 


<0.05 


<0.05 


<0.5 UJ 


ND 


<0.05 


<0.05 UJ 


<0.05 


<0.05 


<0.09 UJ 


<0.09 UJ 


<0.09 UJ 


<0.05 


<0.05 UJ 


<0.05 


<0.05 


<0.5 UJ 


ND 


<0.Oa8 UJ 


NA 


<0.Oa8 UJ 


<0.Oa8 UJ 


< 0.095 TJJ 


< 0.095 UJ 


< 0.095 UJ 


<0.Oa8 UJ 


<0.48 UJ 


<0.04S UJ 


<0.04S UJ 


<0.4S UJ 


ND 


134SMW103 
DUP1203032A 


Oa'15'04 


<0.1 


<Q1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.5 


ND 


13'0a'03 


<0.1 
<0.1 


<0.1 


<0.1 


<0.05 UJ 


<0.05 


<0.05 UJ 


<0.05 UJ 


<0.1 


<0.1 


<0.1 


<0.05 UJ 


<0.05 


<0.05 UJ 


<0.05 UJ 


<0.5 


ND 


ia'oa'03 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.5 


ND 


oa'ia'03 


<0.1 


<0.1 


<0.1 


<0.05 UJ 


<0.05 


<0.05 UJ 


<0.05 UJ 


<0.1 


<0.1 


<0.1 


<0.05 UJ 


<0.05 


<0.05 UJ 


<0.05 UJ 


<0.5 


ND 


OffOSOB 


<0.09 UJ 


<0.09 UJ 


<0.09 UJ 


<0.05 UJ 


<0.05 UJ 


<0.05 UJ 


<0.05 UJ 


<Q09 UJ 


<0.09 UJ 


<0.09 UJ 


<0.05 UJ 


<Q05 UJ 


<0.05 UJ 


<0.05 UJ 


<0.5 UJ 


ND 


134EIMW104 


0a^l5'O4 


<0.1 UJ 


<Q1 UJ 


<0.1 UJ 


<0.05 


<0.05 UJ 


<0.05 


<0.05 


<Q1 UJ 


<0.1 UJ 


<0.1 UJ 


<0.05 


<0.05 UJ 


<0.05 


<0.05 


<0.5 UJ 


ND 


ia'03'03 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.5 


ND 


oa'ia'03 


<0.09 


<0.09 


<0.09 


<0.05 UJ 


<0.05 


<0.05 UJ 


<0.05 UJ 


<0.09 


<0.09 


<0.09 


<0.05 UJ 


<0.05 


<0.05 UJ 


<0.05 UJ 


<0.5 


ND 


OffOffOB 


<0.09 UJ 


<0.09 UJ 


<0.09 UJ 


<0.05 


<0.05 UJ 


<0.05 


<0.05 


<0.09 UJ 


<0.09 UJ 


<0.09 UJ 


<0.05 


<Q05 UJ 


<0.05 


<0.05 


<0.5 UJ 


ND 


134EIMW105 


0a^l5'O4 


<0.09 UJ 


<0.09 UJ 


<0.09 UJ 


<0.05 UJ 


<0.05 UJ 


<0.05 UJ 


<0.05 UJ 


<0.09 UJ 


<0.09 UJ 


<0.09 UJ 


<0.05 UJ 


<0.05 UJ 


<0.05 UJ 


<0.05 UJ 


<0.5 UJ 


ND 


ia'03'03 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.1 


<0.1 


<0.1 


<0.05 


<0.05 


<0.05 


<0.05 


<0.5 


ND 


oa'ia'03 


<0.1 


<0.1 


<0.1 


<0.05 UJ 


<0.05 


<0.05 UJ 


<0.05 UJ 


<0.1 


<0.1 


<0.1 


<0.05 UJ 


<0.05 


<0.05 UJ 


<0.Q5 UJ 


<0.5 


ND 


OQ'09'03 


<Q1 UJ 


<Q1 UJ 


<Q1 UJ 


<0.05 UJ 


<0.05 UJ 


<0.05 UJ 


<0.05 UJ 


<Q1 UJ 


<Q1 UJ 


<Q1 UJ 


<0.05 UJ 


<0.05 UJ 


<0.a5 UJ 


<Q05 UJ 


<0.5 UJ 


ND 



1 - The identified analytical nEthDd(s) aiE for analyses perfoimed beginning in the Second Quarter 2001. The analytical methods used during previous quarters aie identified in the respective quarterly reports. 

2- Drinkiiig Water Cleanup Level fiDmTable 7-6 Cleanup Levels Document (EKI, Octoher2002). 

a) Values obtained fiomEnviiDnmental SciEening Levels (ESLs) for Drinking Water (RWQCB, 2003b) 

b) Value is laboratory reporting limit 
yg/L - micrograms per liter 

ND- Not detected 

NA - Not analyzed 

OCPs- OrganocMorine pesticides 

PCBs - PolycUorinated Upheryls 

"CL" suffix denotes a quality control duplicate sarr^e was sent to the control laboratory. 
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Table B-9 

Results of PAH Analyses in Groundwater 

Building 1349 

Presidio of San Francisco, Califomia 



WeUNaiiie 


Sample 
Date 


Anttiracene 


BenzoCa)- 
Aiithraccne 


Be«zo((^li,i>- 
Peryletie 


Chryseiie 


riibenz(a.h)- 
Aiithraocne 


Fliior- 
aiilliene 


Fliioretie 


Indeiio- 

(1,33-Gd)- 

Pyraie 


Naph- 
thalene 


Phen- 
aiilhrefie 


Pyreiie 


AUOUier 
PAHs 




Analytical 
Mettod' 


SW8310 


SW8310 


SW8310 


SW8310 


SW8310 


SW8310 


SW8310 


SW8310 


SW8310 


SW8310 


SW8310 


SW8310 






(ug/L) 


(iig/L) 


(jig/L) 


(ug/L) 


(iig/L) 


(ug/L) 


(pg/L) 


(iig/L) 


(ug/L) 


(ug/L) 


(ug/L) 


(iig/L) 


Cleanup Lei^ 


770 


Ql 


150 


20 


- 


300 


300 


- 


300 


230 


230 


- 


134SMW01 

DUP1209021A 
134SMW01CL 

DUP083CXD13A 
134SMW01CL 


03/15/04 


<0.47 


<Q09 


<0.19 


<Q09 


<0.19 


<Q38 


<Q91 


<0.13 


<Q91 


<0.47 


<Q19 


ND 


ia'Oa'03 


<0.48 


<Q1 


<0.19 


<0.1 


<Q19 


<Q38 


<Q95 


<0.13 


<Q95 


<a4s 


<ai9 


ND 


0»21/03 


<0.48 


<Q1 


<0.19 


<0.1 


<Q19 


<Q38 


<a95 


<0.13 


<Q95 


<a4s 


<Q19 


ND 


OQ'IQ'03 


<0.48 


<Q1 


<0.19 


<0.1 


<Q19 


<Q38 


<Q96 


<0.13 


<Q96 


<0.4S 


<Q19 


ND 


Oa/12'03 


<0.48 


<Q1 


<0.19 


<0.1 


<Q19 


<Q38 


<a96 


<0.13 


<Q96 


<a4s 


<Q19 


ND 


ia'09'02 


<0.4S 


<Q1 


<0.19 


<0.1 


<Q19 


<Q39 


<Q97 


<0.14 


<Q97 


<0.49 


<ai9 


ND 


12/09^02 


<0.47 


<Q09 


<0.19 


<Q09 


<Q19 


<Q38 


<0.91 


<0.13 


<Q91 


<0.47 


<0.19 


ND 


ia'09'02 


<0.05 


<Q05 


<Q1 


<Q05 


<Q2 


<0.1 


<0.1 


<ao5 


<0.5 


<Q05 


<QQ5 


ND 


0»2a'02 


<0.5 


<Q1 


<Q2 


<0.1 


<Q2 


<0.4 


<Q99 


<0.14 


<Q99 


<0.5 


<a2 


ND 


05/3(y02 


<0.4S 


<Q1 


<Q2 


<0.1 


<Q2 


<a39 


<Q98 


<0.14 


<Q98 


<0.49 


<a2 


ND 


Oa'Of3'02 


<0.4S 


<Q1 


<0.19 


<0.1 


<Q19 


<a39 


<Q97 


<0.14 


<Q97 


<a49 


<0.19 


ND 


ii/2a'oi 


<0.48 


<Q1 


<0.19 


<0.1 


<Q19 


<Q38 


<Q96 


<0.13 


<Q96 


<a4s 


<Q19 


ND 


oaQcyoi 


<0.48 


<Q1 


<0.19 


<0.1 


<Q19 


<Q38 


<Q95 


<0.13 


<Q95 


<a4s 


<Q19 


ND 


oa'SQ'oi 


<a53 


<Q11 


<0.19 


<Q11 


<Q19 


<0.43 


<1.1 


<0.13 


<1.1 


<Q53 


<0.21 


ND 


oa^tyoi 


<0.05 


<ai 


<Q1 


<0.1 


<Q1 


<0.15 


<0.1 


<Q1 


<Q15 


<0.1 


<0.15 


ND 


oa'iQ'oi 


<0.48 UJ 


<0.1 UJ 


<Q19 UJ 


<0.1 UJ 


<Q19 UJ 


<0.38 UJ 


<0.95 UJ 


<Q13 UJ 


<0.95 UJ 


<0.48 UJ 


<0.19 UJ 


ND 


134SMW02 

DUPC16CBC82A 
DUP1204D23A 


Oa'15'04 


<0.47 


<Q09 


<0.19 


<Q09 


<Q19 


<Q38 


<Q91 


<0.13 


<Q91 


<0.47 


<Q19 


ND 


ia'oa'03 


<0.48 


<Q1 


<0.19 


<0.1 


<Q19 


<Q38 


<Q95 


<0.13 


<Q95 


<0.4S 


<ai9 


ND 


Oa'13'03 


<0.48 


<Q1 


<0.19 


<0.1 


<Q19 


<Q38 


<0.95 


<0.13 


<Q95 


<a4S 


<ai9 


ND 


0Q'C5'03 


<0.47 


<Q09 


<0.19 


<Q09 


<Q19 


<Q38 


<a91 


<0.13 


<Q91 


<0.47 


<ai9 


ND 


OQ'QS'OS 


<0.47 


<a09 


<0.19 


<Q09 


<Q19 


<Q38 


<Q91 


<0.13 


<Q91 


<0.47 


<Q19 


ND 


oa/ia'03 


<0.49 


<0.1 


<0.19 


<0.1 


<Q19 


<Q39 


<Q97 


<0.14 


<Q97 


<0.49 


<ai9 


ND 


12/03/02 


<0.47 


<Q09 


<0.19 


<0.09 


<Q19 


<Q38 


<Q91 


<0.13 


<Q94 


<0.47 


<Q19 


ND 


12/01/02 


<0.49 


<Q1 


<Q2 


<ai 


<Q2 


<Q39 


<Q98 


<0.14 


<Q98 


<0.49 


<0.2 


ND 


0»2a'02 


<0.49 


<Q1 


<Q2 


<ai 


<Q2 


<Q39 


<Q98 


<0.14 


<Q98 


<0.49 


<a2 


ND 


05/3Q/02 


<0.47 


<Q09 


<0.19 


<Q09 


<Q19 


<Q38 


<Q91 


<0.13 


<Q91 


<0.47 


<Q19 


ND 


134avIW02 
DUPC806CE2A 

DUP1128011A 

DUP0830012A 
1MSMW02CL 


03/0(3/02 


<0.48 


<Q1 


<0.19 


<0.1 


<Q19 


<Q38 


<Q95 


<Q13 


<Q95 


<0.48 


<0.19 


ND 


03/0(3/02 


<0.48 


<Q1 


<0.19 


<0.1 


<Q19 


<Q38 


<Q95 


<0.13 


<Q95 


<0.48 


<Q19 


ND 


ll/2a'01 


<0.48 


<Q1 


<0.19 


<0.1 


<Q19 


<Q38 


<Q96 


<0.13 


<Q96 


<0.4S 


<Q19 


ND 


ii/2a'oi 


<0.48 


<Q1 


<0.19 


<0.1 


<Q19 


<Q38 


<Q96 


<0.13 


<Q96 


<0.4S 


<ai9 


ND 


oa^Qfoi 


<0.48 


<Q1 


<0.19 


<0.1 


<Q19 


<Q38 


<Q95 


<0.13 


<Q95 


<0.4S 


<Q19 


ND 


0a'3Q'01 


<0.51 


<Q1 


<0.19 


<0.1 


<Q19 


<0.41 


<1 


<0.13 


<1 


<Q51 


<a2 


ND 


o»3(yoi 


<0.05 


<Q1 


<Q1 


<0.1 


<Q1 


<Q15 


<0.1 


<Q1 


<Q15 


<0.1 


<0.15 


ND 


05/10/01 


<0.4S UJ 


<ai 


<0.19 


<0.1 


<ai9 


<a39 


<o.g7 


<0.14 


<a97 


<a49 


<ai9 


ND 
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Table B-9 

Results of PAH Analyses in Groundwater 

Building 1349 

Presidio of San Francisco, Califomia 



WeUNaiiie 


Sample 
Date 


Anttiracene 


BenzoCa)- 
Aiithraccne 


Be«zo((^li,i>- 
Peryletie 


Chryseiie 


riibenz(a.li)- 
Aiithraocne 


Fliior- 
aiilliene 


Fliioretie 


Indeiio- 

(1,33-Gd)- 

Pyraie 


Naph- 
thalene 


Phai- 
aiilhrefie 


Pyreiie 


AUOUier 
PAHs 




Ai:ialytical 
Mettod' 


SW8310 


SW8310 


SW8310 


SW8310 


SW8310 


SW8310 


SW8310 


SW8310 


SW8310 


SW8310 


SW8310 


SW8310 






(M/L) 


(jig/L) 


(jig/L) 


(M/l.) 


(iig/L) 


(M/L) 


(M/L) 


(iig/L) 


(M/l.) 


(M/l.) 


(M/l.) 


(iig/L) 


Cleanup Lwd^ 


770 


Ql 


150 


20 


- 


300 


300 


- 


300 


230 


230 


- 


134SMW03 

DUP0828CE2A 
1MSMW03CL 

DUPO530CE1A 
134SMW03CL 

DUP0306022B 
1MSMW03CL 

DUP1128011B 
134av[W03CL 


12'09'02 


NS 


NS 


NS 


NS 


NS 


NS 


NS 


NS 


NS 


NS 


NS 


NS 


0a'2a'02 


<a47 


<O09 


<Q19 


<O09 


<019 


<a38 


<Q91 


<Q13 


<094 


<047 


<Q19 


ND 


oa'2a'02 


<a4s 


<oi 


<02 


<Q1 


<02 


<a39 


<Q98 


<Q14 


<098 


<049 


<a2 


ND 


oaoa'CE 


<Q05 UJ 


<Q1 UJ 


<01 UJ 


<Q1 UJ 


<Q1 UJ 


<Q15 UJ 


<Q1 UJ 


<Q1 UJ 


<Q15 UJ 


<Q1 UJ 


<Q15 UJ 


ND 


CB/3(y02 


<a47 


<ao9 


<Q19 


<ao9 


<Q19 


<Q38 


<Q91 


<ai3 


<a91 


<0.47 


<ai9 


ND 


CB/SCCCE 


<a47 


<Q09 


<ai9 


<Q09 


<Q19 


<Q38 


<Q94 


<Q13 


<091 


<0.47 


<Q19 


ND 


05/3Q'02 


<ao5 


<Q1 


<Q1 


<ai 


<Q1 


<Q15 


<ai 


<oi 


<015 


<Q1 


<Q15 


ND 


03/03/02 


<Q48 


<oi 


<Q19 


<Q1 


<019 


<038 


<Q95 


<Q13 


<095 


<04S 


<Q19 


ND 


03/03/02 


<Q48 


<oi 


<Q19 


<Q1 


<019 


<Q38 


<Q95 


<Q13 


<095 


<04S 


<Q19 


ND 


03/03/02 


<0.05 


<oi 


<oi 


<Q1 


<oi 


<Q15 


<ai 


<oi 


<015 


<Q1 


<Q15 


ND 


ll/2a'01 


<0.48 


<oi 


028 


<Q1 


Q36 


<Q38 


<Qg6 


017 


<096 


<04S 


<Q19 


ND 


ii/2a'oi 


<a48 


<oi 


<Q19 


<Q1 


<019 


<Q38 


<Qg6 


<Q13 


<096 


<04S 


<Q19 


ND 


ii/2a'oi 


<0.05 


<oi 


<oi 


<Q1 


<oi 


<Q15 


<ai 


<oi 


<015 


<Q1 


<Q15 


ND 


oa'3(yoi 


<Q48 


<oi 


<Q19 


<Q1 


<019 


<a38 


<Q96 


<Q13 


<096 


<04S 


<Q19 


ND 


cB/i(yoi 


<Q49 UJ 


<oi 


<Q19 


<Q1 


<019 


<Q39 


<Q97 


<Q14 


<Q97 


<049 


<Q19 


ND 


07/21/CX3 


<9.6 


<9.6 


<9.6 


<96 


<9.6 


<96 


<96 


<9.6 


<96 


<96 


<96 


ND 


1349MW03R 


a3/09'04 


<Q47 


<Q09 


<Q19 


<O09 


<019 


<038 


<091 


<ai3 


<Q91 


<0.47 


<Q19 


ND 


Y2/02/03 


<a48 


<oi 


<Q19 


<Q1 


<019 


<038 


<Q95 


<Q13 


<095 


<04S 


<ai9 


ND 


Oa'13/03 


<0.48 


<oi 


<Q19 


<Q1 


<019 


<038 


<Q95 


<Q13 


<095 


<04S 


<ai9 


ND 


0Q'09'a3 


<Q48 


<oi 


<Q19 


<Q1 


<Q19 


<038 


<096 


<Q13 


<096 


<04S 


<019 


ND 


134gMWlC10 


aj/ifyoi 


<9.4 


&2 


<3.8 


2.7 


<3.8 


14 


46 


<2.6 


<19 


86 


<3.8 


ND 


12/02/03 


0.59 JJ+ 


<0.1 


<0.19 


0.32 J+ 


<0.19 


0.96 J+ 


11 J+ 


<0.13 


<0.95 


9.6 J+ 


0.28 J+ 


ND 


08/12/03 


1.1 J+ 


<0.1 


<0.19 


0.81 J+ 


<0.19 


1.7 J+ 


19 J+ 


<0.13 


<0.95 


18 J+ 


0.51 J+ 


ND 


06/09/03 


<0.47 


a53 j+ 


<Q19 


1 J + 


<019 


2.4 J+ 


13 J + 


<ai3 


75 J+ 


17 J + 


075 J + 


ND 


03/12/03 


<Q49 


Q14 


<0.2 


0.16 


<0.2 


<0.39 


5.2 


<0.14 


<0.98 


5.3 


0.27 


ND 


12/10/02 


0.25 J 


ai5 


<Q19 


Q17 


<Q19 


Q43 


4 


<0.13 


<091 


42 


023 


ND 


134gMW101 


03/O9'O4 


<Q48 


<Q1 


<Q19 


<0.1 


<Q19 


<Q38 


<Q95 


<ai3 


<Q95 


<Q48 


<Q19 


ND 


12/Cia'03 


<Q49 


<Q1 


<Q19 


<ai 


<Q19 


<Q39 


<Q97 


<ai4 


<Q97 


<0.49 


<Q19 


ND 


oa'ia'os 


<Q48 UJ 


<ai UJ 


<019 UJ 


<Q1 UJ 


<019 UJ 


<Q38 UJ 


<Q95 UJ 


<013 UJ 


<Q95 UJ 


<Q48 UJ 


<Q19 UJ 


ND 


OQ'09'03 


<Q47 UJ 


<Q09 UJ 


<019 UJ 


<Q09 UJ 


<019 UJ 


<Q38 UJ 


<Q94 UJ 


<Q13 UJ 


<Q94 UJ 


<Q47 UJ 


<Q19 UJ 


ND 


134gMWlC12 
DUPC810041A 
134SMW102CL 

DUP1210031A 

DUPC1609C82A 
134SMW102CL 


OJ/lCCOi 


<Q49 


<oi 


<02 


<Q1 


<02 


<039 


<098 


<ai4 


<Q98 


<Q49 


<0.2 


ND 


OJ/lCCOi 


<Q49 


<oi 


<Q19 


<Q1 


<019 


<Q39 


<Q97 


<ai4 


<Q97 


<0.49 


<Q19 


ND 


03/1 Q'04 


<ao5 


<O05 


<01 UJ 


<O05 


<Q2 UJ 


<0.1 


<ai 


<Q05 UJ 


<a5 


<O05 


<O05 


ND 


12/1Q'03 


<a47 


<O09 


<Q19 


<O09 


<019 


<Q38 


<Q91 


<ai3 


<Q91 


<047 


<019 


ND 


12/1Q'03 


<Q47 


<O09 


<Q19 


<O09 


<019 


<Q38 


<Q91 


<Q13 


<Q94 


<047 


<Q19 


ND 


Oa'12/03 


<Q48 


<oi 


<Q19 


<Q1 


<019 


<038 


<Q95 


<Q13 


<095 


<04S 


<Q19 


ND 


OQ'09/03 


<Q48 


<oi 


<Q19 


<Q1 


<019 


<038 


<Q95 


<Q13 


<095 


<04S 


<019 


ND 


OQ'09'03 


<Q48 


<oi 


<Q19 


<Q1 


<019 


<038 


<Q96 


<Q13 


<096 


<04S 


<ai9 


ND 


OQ/og/os 


<ooas 


<Q048 


<Q095 


<ooas 


<019 


<O095 


<O095 


<Q048 


<04S 


<ooas 


<Qoas 


ND 
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Table B-9 

Results of PAH Analyses in Groundwater 

Building 1349 

Presidio of San Francisco, Califomia 



WeUNaiiie 


Sample 
Date 


Anttiracene 


BenzoCa)- 
Aiithraccne 


Be«zo((^li,i>- 
Peryletie 


Chryseiie 


riibenz(a.h)- 
Aiithraocne 


Fliior- 
aiilliene 


FliKweiie 


Indeiio- 

(1,33-Gd)- 

Pyraie 


Naph- 
thalene 


Phai- 
aiithrefie 


Pyreiie 


AUOUier 
PAHs 




Ai:ialytical 
Mettod' 


SW8310 


SW8310 


SW8310 


SW8310 


SW8310 


SW8310 


SW8310 


SW8310 


SW8310 


SW8310 


SW8310 


SW8310 






(ug/1.) 


(iig/L) 


(iig/L) 


(ug/1.) 


(iig/L) 


(M/L) 


(M/L) 


(iig/L) 


(ug/1.) 


(ug/1.) 


(ug/1.) 


(iig/L) 


CkanupLard^ 


770 


Ql 


150 


20 


- 


300 


300 


- 


300 


230 


230 


- 


134gMWlC8 
DUP12a3C82A 


oj/ia'cn 


<0.4B 


<Q1 


<0.19 


<0.1 


<Q19 


<Q38 


<Q95 


<0.13 


<Q95 


<0.4S 


<Q19 


ND 


12/03/03 


<0.47 


<Q09 


<0.19 


0.16 


<Q19 


QIJ 


<Q91 


<0.13 


<Q94 


<0.47 


<ai9 


ND 


12/03/03 


<0.48 


<Q1 


<0.19 


<0.1 


<Q19 


<Q38 


<Q95 


<0.13 


<Q95 


<0.4S 


<Q19 


ND 


08/12/03 


<0.48 


<Q1 


<0.19 


<0.1 


<Q19 


<a38 


<Q96 


<0.13 


<Q96 


<0.4S 


<Q19 


ND 


06/05/03 


QIJ 


<Q1 


<0.19 


0.16 


<Q19 


0.25 J 


<Q95 


<0.13 


<Q95 


0.84 


<Q19 


ND 


134gMW104 


03/15/04 


<0.47 


<Q09 


<0.19 


<Q09 


<Q19 


<Q38 


<Q94 


<0.13 


<Q94 


<0.47 


<Q19 


ND 


12/02/03 


<0.47 


<Q09 


<0.19 


<Q09 


<Q19 


<Q38 


<Q94 


<0.13 


<Q94 


<0.47 


<Q19 


ND 


08/12/03 


<0.48 


<Q1 


<0.19 


<0.1 


<Q19 


<Q38 


<Q95 


<0.13 


<Q95 


<0.48 


<Q19 


ND 


OQ/Of3/03 


<0.47 


<Q09 


<0.19 


<Q09 


<Q19 


<Q38 


<Q94 


<0.13 


<Q94 


<0.47 


<ai9 


ND 


134gMW105 


03/15/04 


<0.48 


<Q1 


<0.19 


<0.1 


<Q19 


<Q38 


<Q95 


<0.13 


<Q95 


<0.48 


<Q19 


ND 


12/02/03 


<0.49 


<Q1 


<0.19 


<0.1 


<Q19 


<Q39 


<Q97 


<0.14 


<Q97 


<0.49 


<Q19 


ND 


08/12/03 


<0.48 


<ai 


<0.19 


<ai 


<Q19 


<Q38 


<Q95 


<ai3 


<Q95 


<Q48 


<Q19 


ND 


OQ/09'03 


<0.4B 


<Q1 


<0.19 


<ai 


<Q19 


0.02J 


<Q95 


<ai3 


<Q96 


<Q48 


<Q19 


ND 



Notes 

1 - The identified analytical methDd(s) are for analyses performed beginning in the Second Quarter 2001. The analytical methods used during previous qiiartois are identified in the 

respective qierteriy reports. 

2- Drinking Water Cleamp Levd from Table 7-6 Cleani^) Levels DocumGnt (EKI, October 2002). 

~ cleanip level not established 

pg/L - micrograms per liter 

ND- Not detected 

NS - Not sampled 

PAHs - Polycyclic aromatic hydrocarbons 

"CL" siiEBx deixjtes a quality control diphcate sample was seit to control laboratory. 
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Table B-10 

Results of Chlorinated Hertiicide Analyses in Groundwater 

Building 1349 

Presidio of San Francisco, California 



DRAFT 



WeU Name 


Sample Date 


2,4-D 


2,4-DB 


All Other 
Chlorinated Herbicides 




Analytical 
Method' 


SW8151/ 
SW8151A 


SW8151/ 
SW8151A 


SW8151/ 
SW8151A 






(yg^) 


(yg^) 


(yg/L) 


1349MW01 


03/15^04 


<024U 


<0.96U 


ND 


12/02/03 


<024U 


<0.96U 


ND 


03/21/03 


<025 


<1 


M) 


06/10^03 


<024 


<096 


ND 


1349MW02 
DUP0605032A 


OS/12/04 


<0.24UUJ 


<0.96UUJ 


ND 


05/26/04 


<024U 


<0.96U 


ND 


03/15^04 


<024U 


<0.96U 


ND 


12/02/03 


<024U 


<0.96U 


ND 


08/13^03 


<024 


<096 


ND 


06/05^03 


<024 


<096 


ND 


06/05^03 


<024 


<096 


ND 


1349MW03R 


08/10/04 


<024U 


<0.96U 


ND 


05/2^04 


<024U 


<0.96U 


ND 


03/0^04 


<024U 


<0.96U 


ND 


12/02/03 


<024U 


<0.96U 


ND 


08/13/03 


<024 


<096 


ND 


06/09/03 


<024 


<096 


ND 


1349MW100 


08/1Q/04 


<024U 


<0.96U 


ND 


05/27/04 


<024U 


<0.96U 


ND 


03/16/04 


<024U 


<0.96U 


ND 


12/02/03 


<024U 


<0.96U 


ND 


08/12/03 


2.1 


12 


ND 


06/09/03 


<024 


<096 


ND 


1349MW101 


03/09/04 


<024U 


<0.96U 


ND 


12/02/03 


<024U 


<0.96U 


ND 


08/19/03 


<024 


<096 


ND 


06/09/03 


<024 


<096 


ND 
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Table B-10 

Results of Chlorinated Hertiicide Analyses in Groundwater 

Building 1349 

Presidio of San Francisco, California 



DRAFT 



WeU Name 


Sample Date 


2,4-D 


2,4-DB 


All Other 
Chlorinated Herbicides 




Analytical 
Method' 


SW8151/ 
SW8151A 


SW8151/ 
SW8151A 


SW8151/ 
SW8151A 






(yg^) 


(yg^) 


(yg/L) 


1349MW102 
DUP0810042A 

DUP0527041A 
1349MW102CL 

1349MW102CL 

DUP1210031A 

DUP0609032A 
1349MW102CL 


08/10/04 


<0.24U 


<0.96U 


ND 


08/10/04 


<0.24U 


<0.96U 


ND 


05/27/04 


<0.24U 


<0.96U 


ND 


05/27/04 


<0.24U 


<0.96U 


ND 


05/27/04 


<0.24 


<0.24 


ND 


03/10/04 


<0.24U 


<0.96U 


ND 


03/10/04 


<0.25 UJ 


<0.25 UJ 


ND 


12/10/03 


<0.24U 


<0.96U 


ND 


12/10/03 


<0.24U 


<0.96U 


ND 


08/12/03 


<0.25 


<1 


ND 


06/09/03 


<0.24 


<0.96 


ND 


06/09/03 


<0.24 


<0.96 


ND 


06/09/03 


<0.24 UJ 


<0.24 UJ 


ND 


1349MW103 
DUP1203032A 


03/15/04 


<0.24U 


<0.96U 


ND 


12/03/03 


<0.24U 


<0.96U 


ND 


12/03/03 


<0.24U 


<0.96U 


ND 


08/12/03 


<0.25 


<1 


ND 


06/05/03 


<0.24 


<0.96 


ND 


1349MW104 


03/15/04 


<0.24U 


<0.96U 


ND 


12/02/03 


<0.24U 


<0.96U 


ND 


08/12/03 


<0.25 


<1 


ND 


06/06/03 


<0.24 


<0.96 


ND 


1349MW105 


03/15/04 


<0.24U 


<0.96U 


ND 


12/02/03 


<0.24U 


<0.96U 


ND 


08/12/03 


<0.25 


<1 


ND 


06/09/03 


<0.24 


<0.96 


ND 



Notes 

1 - The identified analytical method(s) are for analyses performed beginning in the Second Quarter 2001. 

The analytical methods used during previous quarters are identified in the respective quarterly reports. 

lig/L - micrograms per liter 

ND -Not detected 

"CL" suffix denotes a quality control duplicate sample was sent to the control laboratory. 
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Table B-11 

Results of Dissolved Metals Analyses in Groundwater 

Building 1349 

Presidio of San Francisco, California 



DRAFT 



WdlNtDTE 


SEnrple 
Etedje 


J 


o 

s 
< 


u 

< 


1 

Da 


3 


O 


B 
o 


s 

o 
O 


4^ 

"a 

Si 

o 
o 


o, 
o, 
o 
o 


c S 

(0 o 


1— 1 


, 


1 


1 


1 


1 


1 


1 


1 


1 


H 


> 


1 


ill 




Analytical 
MedKxi' 


sweoiQ' 

SW6020 


SW6020 


SW6020 


SW601Q' 
SW6020 


SW6020 


SW6020 


SW6010/ 
SW6020 


SW6020 


SW6020 


SW6020 


SW7196/ 
SW7196A 


SW6010/ 
SW6020 


SW601Q' 
SW6020 


SW601Q' 
SW6020 


SW601Q' 
SW6020 


SW7470/ 
SW7470A 


SW6020 


SW6010/ 
SW6020 


SW601Q' 
SW6020 


SW6010/ 
SW6020 


SW601Q' 
SW6020 


SW6010/ 
SW6020 


SW601Q' 
SW6020 


SW6010/ 
SW6020 


E160.1 


Clearup LeuEl^ 






6 


10 


1000 


4 


5 


-- 


50 


140 a 


1000 


21a 


-- 


15 






2 


100 


-- 


50 


50 


-- 


2 


15 a 


5000 








(lig/L) 


(ligfl^) 


(iig/L) 


(iig/L) 


(iig/L) 


(.vgfV) 


(.vgfV) 


(.vgfV) 


(.vgfV) 


(iig/L) 


(.vgfV) 


(.vgfV) 


(iig/L) 


(lig/L) 


(lig/L) 


(iig/L) 


(iig/L) 


(iig/L) 


(iig/L) 


(.vgfV) 


(iig/L) 


(iig/L) 


(lig/L) 


(.vgfV) 


(mgfl^) 


1319MW01 

DUP1209021A 
1349MW01CL 

DUP0830013A 
1349MW01CL 


03'15/Oi 


<100 


<1 


<5 


34 J- 


<2 


<l 


110,000 


<10 


<10 


3 


NA 


270 


<3 


210,000 


<10 


<02 


<20 


1,800 


<5 


<l 


250,000 


<l 


<10 


<20 


1,650 


12/02/03 


<100 


<1 


<5 


38 


<2 


<l 


86,000 


<10 


<10 


1.3 


NA 


370 


<3 


180,000 


<10 


<a2 


<20 


1,900 


<5 


<1 UJ 


200,000 


<l 


<10 


<20 


1,240 


Oa'21/03 


<100 


<1 


<5 


39 


<2 


<l 


94000 


<10 


<10 


<1 


NA 


610 


<3 


200,000 


<10 


<a2 


<20 


1,700 


5.3 


<1 UJ 


200,000 


<l 


<10 


<20 UJ 


1,660 


06'10/03 


<100 


<1 


<5 


38 


<2 


<l 


100,000 


<10 


<10 


<1 


NA 


150 


<3 


180,000 


12 


<a2 


<20 


1,900 


<5 


<1 


170,000 


<l 


<10 


<20 


1,650 


12/09/02 


<100 


<1 


<1 


44 


<1 


<l 


100,000 


82 


<1 


<1 


<10 


330 


<3 


210,000 


10 J 


022 


59 


2,100 


<5 


<1 UJ 


200,000 


<l 


<10 


<10 


1,490 


12/09/02 


<100 


<1 


<1 


46 


<1 


<l 


100,000 


10 


<1 


<1 


<10 


320 


<3 


210,000 


12 J 


<a2 


11 


2,100 


<5 


<1 UJ 


190,000 


<l 


<10 


<10 


1,580 


12/09/02 


<300 


<5 


14 


46 


<1 


<1 


110,000 J+ 


7.3 


<7 


6.5 


<5 


<150 


<3 


240,000 


11 


<0.2 


12 


2,600 


6.1 


<1 


210,000 


<2 


<10 


<10 


1,600 


Q&iaui 


<100 


<1 


<1 


280 


<1 


<1 


110,000 


1.2 J 


<1 


1.3 


<10 


180 


<3 


230,000 


<10 


<0.2 


3.8 


2,000 


<5 


<i m 


230,000 


<1 


<10 


30 


1,750 


0E/3(y02 


<100 


<1 


<1 


42 


<1 


<1 


100,000 


3.2 


<1 


1.2 


<10L!J 


200 


<3 


210,000 


<10 


<0.2 


43 


2,000 


<5 
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NA 


59,400 


NA 


NA 


NA 


912 


07/31/97 


<100 


NA 


NA 


NA 


NA 


NA 


23,200 


NA 


NA 


<20 


NA 


<100 


NA 


131,000 


<10 


NA 


NA 


< 5,000 


NA 


NA 


57,400 


NA 


NA 


NA 


806 


05/01/97 


<100 


NA 


NA 


NA 


NA 


NA 


25,300 


NA 


NA 


<10 


NA 


<100 


NA 


151,000 


<10 


NA 


NA 


< 1,000 


NA 


NA 


52,800 


NA 


NA 


NA 


836 


02/10/97 


<100 


NA 


NA 


NA 


NA 


NA 


21,200 


NA 


NA 


2.6 


NA 


37.2 


NA 


106,000 


<10 


NA 


NA 


< 5,000 


NA 


NA 


38,800 


NA 


NA 


NA 


825 


1349MW03R 


oa/io/oi 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


540 


05/26/Oi 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


580 


03/09/04 


<100 


<1 


<5 


<10 


<2 


<1 


23,000 


94 


<10 


<1 


NA 


<100 


<3 


84,000 


<10 


<0.2 


<20 


3000 J 


<5 


<i m 


67,000 


<1 


<10 


<20 


550 


12/02/03 


<100 


1.9 


5.4 


<10 


<2 


<1 


18,000 


42 


<10 


<1 


NA 


<100 


<3 


68,000 


<10 


<0.2 


<20 


4,400 


<5 


<i m 


56,000 


<1 


<10 


<20 


360 


08/13/03 


<100 


3.3 


7.4 


<10 


<2 


<1 


24,000 


39 


<10 


<1 


NA 


120 


<3 


70,000 


<10 


<a2 


<20 


6,100 


<5 


<1 UJ 


63,000 


<1 


<10 


<20 


510 


06/09/03 


<100 


1.4 


62 


<10 


<2 


<1 


30,000 


44 


<10 


<1 


NA 


<100 


<3 


60,000 


<10 


<a2 


<20 


9,700 


<5 


<1 UJ 


100,000 


<1 


<10 


<20 


690 


13i9MW100 


08/10/04 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


2450 


05/20/04 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


2490 


03/16'04 


<100 


1.8 


11 


600 J- 


<2 


<1 


150,000 


<10 


<10 


1.3 


NA 


30,000 


<3 


210,000 


16,000 


<0.2 


<20 


2,800 


<5 


<1 


440,000 


<1 


<10 


<20 


2050 


12/0^03 


<100 


2.6 


23 


530 


<2 


<1 


170,000 


16 


<10 


1.3 


NA 


36,000 


<3 


290,000 


15,000 


<a2 


<20 


3,900 


<5 


<1 UJ 


380,000 


<1 


<10 


<20 


1,820 


08/12/03 


<100 


<1 


15 J + 


700 


<2 


<1 


160,000 


15 J 


<10 


<1 


NA 


21,000 


<3 


250,000 


160 


<0.2 


<20 


3,400 


<5 


<i m 


350,000 


<1 


<10 


<20L!J 


2,450 


06/0^03 


<100 


1.9 


14 


520 


<2 


<1 


130,000 


10 


<10 


<1 


NA 


25,000 


<3 


190,000 


14,000 


<a2 


<20 


2,900 


<5 


<1 UJ 


370,000 


<1 


<10 


<20 


2,200 


13i9MW100 


03/12/03 


<100 


<1 


7.9 


680 


<1 


<1 


140,000 


7.2 


a9 


<1 


<10 


13,000 


<3 


190,000 


14,000 


<a2 


15 


2,600 


<5 


<1 UJ 


330,000 J- 


<1 


<10 


<10 


2,100 


12/10/02 


<100 


<1 


5.9 


300 


<1 


<1 


190,000 


12 


33 


1.3 


<10 


4600 


<3 


290,000 


6,600 J 


<a2 


28 


7,600 


<5 


<1 UJ 


300,000 


<1 


<10 


<10 


2,480 


13i9MW101 


03/09/04 


<100 


1.3 


5.2 


<10 


<2 


<1 


23,000 


45 


<10 


<1 


NA 


<100 


<3 


61,000 


<10 


<a2 


<20 


4300 J 


<5 


<1 UJ 


99,000 


<1 


<10 


<20 


590 


12/02/03 


<100 


1.8 


<5 


<10 


<2 


<1 


20,000 


15 


<10 


<1 


NA 


<100 


<3 


54,000 


24 


<a2 


<20 


6,300 


<5 


<1 UJ 


120,000 


<1 


<10 


<20 


390 


08/19/03 


<100 


<1 


5.9 


<10 


<2 


<1 


29,000 


15 


<10 


<1 


NA 


120 


<3 


57,000 


19 


<a2 


<20 


7,500 


<5 


<1 UJ 


150,000 


<1 


<10 


<20 UJ 


660 


06/09/03 


<100 


<1 


61 


<10 


<2 


<1 


36,000 


34 


<10 


<1 


NA 


<100 


<3 


56,000 


<10 


<a2 


<20 


9,800 


<5 


<1 UJ 


160,000 


<1 


<10 


<20 


890 
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Table B-11 

Results of Dissolved Metals Analyses in Groundwater 

Building 1349 

Presidio of San Francisco, California 



DRAFT 



WdlNtDTE 


SEnrple 
Etedje 


J 


o 

s 
< 


u 

< 


1 
Da 


3 


O 


B 

la 
O 


S 

■| 
O 

O 


.a 
o 
o 


o, 
o, 
o 
o 


a E 
? S 

(0 o 


1— 1 


, 


1 


1 


1 


1 


1 


1 


1 


1 


H 


> 


1 


ill 




Analytical 
MedKxi' 


sweoiQ' 

SW6020 


SW6020 


SW6020 


SW601Q' 
SW6020 


SW6020 


SW6020 


SW6010/ 
SW6020 


SW6020 


SW6020 


SW6020 


SW7196/ 
SW7196A 


SW6010/ 
SW6020 


SW601Q' 
SW6020 


SW601Q' 
SW6020 


SW601Q' 
SW6020 


SW7470/ 
SW7470A 


SW6020 


SW6010/ 
SW6020 


SW601Q' 
SW6020 


SW6010/ 
SW6020 


SW601Q' 
SW6020 


SW6010/ 
SW6020 


SW601Q' 
SW6020 


SW6010/ 
SW6020 


E160.1 


Clearup LeuEi^ 






6 


10 


1000 


4 


5 


-- 


50 


140 a 


1000 


21a 


-- 


15 






2 


100 


-- 


50 


50 


-- 


2 


15 a 


5000 








(lig/L) 


(ligfl^) 


(iig/L) 


(iig/L) 


(iig/L) 


(iig/L) 


(iig/L) 


(iig/L) 


(iigfl^) 


(iig/L) 


(iigfl^) 


(iigfl^) 


(iig/L) 


(lig/L) 


(lig/L) 


(iig/L) 


(iig/L) 


(iig/L) 


(iig/L) 


(iigfl^) 


(iig/L) 


(iig/L) 


(lig/L) 


(ligfl^) 


(mgO,) 


1349MW102 
DUP0810042A 

DUP0527041A 
1349MW102CL 

DUP0310041A 
1349MW102CL 

DUH210031A 

DUPC609032A 
1349MW102CL 


oa/i(yo4 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


1,160 


(wicycM 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


1,260 


05/2Q'04 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


1,270 


OE/26'04 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


1,220 


OE/26'04 
03/l(y04 
03/10/04 
03/lQ'04 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


1,100 


<100 


<1 


<5 


83 


<2 


<1 


73,000 


<10 


<10 


<1 


NA 


290 


<3 


160,000 


430 


<0.2 


<20 


3,400 


<5 


<1 tlj 


160,000 


<1 


<10 


<20 


1,150 


<100 


<1 


<5 


81 


<2 


<1 


77,000 


<10 


<10 


<1 


NA 


260 


<3 


160,000 


400 


<0.2 


<20 


3,300 


<5 


<i m 


170,000 


<1 


<10 


<20 


1,280 


<100 


<5 


5.6 


77 


<1 


<1 


76000 


<10 


<7 


<10 


NA 


640 


<3 


170,000 


420 


<0.2 


<10 


3,600 


<5 


<i 


170,000 


<2 


<10 


<20 


1,100 QBOl 


12/l(y03 


<100 


<1 


<5 


69 


<2 


<1 


77,000 


<10 


<10 


<1 


NA 


420 


<3 


160,000 


550 


<0.2 


<20 


3,800 


<5 R 


<i 


160,000 


<1 


<10 


<20L!J 


1,260 


12/l(y03 


<100 


1.8 


<5 


72 


<2 


<1 


80,000 


<10 


<10 


1 


NA 


460 


<3 


170,000 


600 


<0.2 


<20 


4,000 


<5 R 


<i 


170,000 


<1 


<10 


<20L!J 


1,090 


oa'ia'03 

06/09'03 


<100 


2.7 


<5m 


34 


<2 


<1 


100,000 


<10L!J 


<10 


<1 


NA 


390 


<3 


180,000 


550 


<0.2 


<20 


6400 


<5 


<i m 


190,000 


<1 


<10 


<20L!J 


1,430 


<100 


<1 


<5 


31 


<2 


<1 


100,000 


<10 


<10 


<1 


NA 


210 


<3 


190,000 


440 


<0.2 


<20 


9,800 


<5 


<i tij 


230,000 


<1 


<10 


<20 


1,620 


06/09/03 


<100 


2.9 


<5 


32 


<2 


<1 


98,000 


<10 


<10 


<1 


NA 


260 


<3 


200,000 


450 


<0.2 


<20 


9,600 


<5 


<i m 


220,000 


<1 


<10 


<20 


1,630 


Oe/09'03 


<100 


<5 


7.3 


31 


<1 


<1 


110,000 


<5 


1.4 


<5 


NA 


530 


<3 


180,000 


340 


<0.2 


7.4 


11,000 


<5 


<i 


240,000 


<2 


<10 


23 


1,900 
HT-RAJ- 


1349MW103 
DUR203032A 


03/15'04 


<100 


<1 


<5 


11 J- 


<2 


<1 


88,000 


<10 


<10 


1.2 


NA 


210 


<3 


320,000 


280 


<0.2 


180 


6,800 


<5 


<i 


200,000 


<1 


<10 


<20 


1,650 


12/03/03 


<100 


<1 


<5 


<10 


<2 


<1 


75,000 


<10 


<10 


1 


NA 


360 


<3 


250,000 


260 


<02 


no 


7,800 


<5 


<i m 


190,000 


<1 


<10 


<20 


1,450 


12/03/03 


<100 


3.6 


<5 


<10 


<2 


<1 


74,000 


<10 


<10 


<1 


NA 


370 


<3 


250,000 


250 


<0.2 


100 


7,500 


<5 


<1 UJ 


190,000 


<1 


<10 


<20 


1,440 


08/12/03 


<100 


2.2 


<5 UJ 


<10 


<2 


<1 


72,000 


<10 UJ 


<10 


<1 


NA 


270 


<3 


240,000 


190 


<a2 


100 


8,400 


<5 


<i m 


190,000 


<1 


<10 


<20L!J 


1,590 


06/0^03 


<100 


3 


<5 


17 


<2 


<1 


72,000 


<10 


<10 


1 


NA 


170 


<3 


190,000 


160 


<0.2 


42 


13,000 


<5 


<i 


190,000 


<1 


<10 


<20 


1,520 


1349MW104 


03/15'04 


<100 


<1 


<5 


49 J- 


<2 


<1 


82,000 


40 


<10 


1.5 


NA 


190 


<3 


320,000 


56 


<0.2 


<20 


4,200 


<5 


<i 


280,000 


<1 


<10 


<20 


1,800 


12/02/03 


<100 


2.2 


5.8 


38 


<2 


<1 


65,000 


49 


<10 


1.4 


NA 


280 


<3 


280,000 


80 


<0.2 


<20 


4,800 


<5 


<i m 


240,000 


<1 


<10 


<20 


780 


0^1^03 


<100 


2.3 


6J+ 


35 


<2 


<1 


73,000 


12 J 


<10 


<1 


NA 


360 


<3 


260,000 


530 


<0.2 


<20 


5,800 


<5 


<i m 


240,000 


<1 


<10 


<20L!J 


1,000 


06'06'03 


<100 


1.5 


<5 


50 


<2 


<1 


76000 


<10 


<10 


<1 


NA 


190 


<3 


260,000 


970 


<0.2 


32 


8,300 


<5 


<i 


270,000 


<1 


<10 


<20 


1,870 


1349MW105 


03/15'04 


<100 


1.5 


12 


47 J- 


<2 


<1 


86,000 


<10 


<10 


1.1 


NA 


360 


<3 


180,000 


310 


<a2 


<20 


11,000 


<5 


<i 


150,000 


<1 


<10 


<20 


1,260 


12/02/03 


<100 


1.7 


lO 


36 


<2 


<1 


75,000 


11 


<10 


<1 


NA 


600 


<3 


160,000 


340 


<0.2 


<20 


13,000 


<5 


<i m 


140,000 


<1 


<10 


<20 


850 


Oa/12/03 


<100 


2.5 


12 J + 


54 


<2 


<1 


79,000 


<10 UJ 


<10 


<1 


NA 


590 


<3 


150,000 


380 


<a2 


<20 


15,000 


<5 


<1 UJ 


160,000 


<1 


<10 


<20 UJ 


920 


06/09/03 


<100 


4,5 


lO 


41 


<2 


<1 


82,000 


<10 


<10 


<1 


NA 


440 


<3 


180,000 


350 


<0.2 


<20 


16000 


<5 


<i m 


200,000 


<1 


<10 


<20 


1,480 



Notes 

1 - The identified analytical method(s) aie for analyses perfonned beginning in the Second Quarter 2001. The analytical methods used during previous quartejcs are identified in the respective quarteaiy reports. 

2 - Results of Ani^^ and Trust studies siqiport the liypotliesis that dissolved cliromirnn and hexavalent cliromirnn measured in grormdwater in iqiland areas of the Ptesidio appear to be natiDally occurring and derived from serpentinita 

Hesavalent chromiuniwas iK>t retained as a COC (TreadweQ and RoUo, 2002e). 
3- Drinking Water Cleamq> Level from Table 7-6 CleamqD Levels Document (EKI, October 2002). 
a) Values obtaiiied from Environmental Screening Levels (ESLs) for Dri nkin g Water (RWQCB, 2003b) 
Groundwater san:53les collected from all site monitoring wells wece field filteied and analyzed for dissolved metals. 
pg/L - miciDgrams per liter 
mg/L - milligrams per liter 
NA - Not analyzed 
"CL" suffix denotes a quality control diqilicate san:53le was sent to tiie control laboratory. 
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Table 10-2 

Excavation Soil Analytical Results, Section MT-6 

Fuel Distribution System Removal Report 

Presidio of San Francisco 








Sample 
Designation 
. (depth}- 
date 


Petroleum Hydrocarbons by 
EPA 80 IS Moairieii' (mg/kg") 


Total Petroleum 

Hydrocarbons 

by Immunoassay 

(mg/kg) 


. Carcinogenic PAHs** by EPA 8310^ (mg/kg) 


Total PAHs by 

Immunoassay 

(mg/kg) 


Diese! Range 
(C):-C24) 


Fuel Oil Range 
(a-l-C3fi) 


Benzo{3y 
nnthrdcenc 


Betuo(n)- 
pyrtne 


Bl!n2<l(tl)- 
fluoranthene 


DcniD(k)- 
Huoranthcnt 


Ch o'^senc 


Total 
Carcinogenic 


FM06039T01 

(5.0) 
10/24/96 


NA-^ 


NA 


<n5 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM06039T02 

(6.0) 

10/24/96 


NA 


NA 


<II5 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM06040T01 

(3.0) 

10/24/96 


NA 


NA 


<115 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM06040T02 

(3.5) 
i 0/24/96 


NA 


NA 


115 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM06041T01 

(3.6) 
10/16/96 


NA 


NA 


<115 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM06(J4ITO2 

(3.0) 
10/24/96 


NA 


NA 


<I15 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM06042T01 

(3.0) 

10/16/96 


NA 


NA 


<113 


NA 


NA 


NA 


NA 


NA 


NA 


<5,0 


FM06042T02 

(3.0) 

10/16/96 


NA 


NA 


<115 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM06043W01 

(7-0) 
2/25/97 


NA 


NA 


<I30 


NA 


NA 


NA 


NA . 


NA 


NA 


5.0 


FM06043W02 

(7.0) 
2/25/97 


MA 


NA 


00" 


NA 


NA 


NA 


NA 


NA 


NA 


m^' 


FM06043W03 
(8,5) 

2/25/97 


NA 


NA 


^m' 


NA 


NA 


NA 


NA 


NA 


NA 


m^' 


FM06043W04 
(4.0) 

2/25/97 


^ 


kW 


^^°' 


<0.0I8 


^^^^ 


<0.018 


<0.018 


<0.018 


0.36 


^^f 


FM06043W05 
(6.5) 

2'25/97 


NA 


NA 


#380 


NA 


NA 


NA 


NA 


NA 


NA 


>5.0 




'(depth) - Sample depih in feet below original ground surface 

''U.S. Environmental Protection Agency, 1996, Test Methods for Evaiuat 

'mg/kg - milligrams per kilogram 

"PAHs - poly cyclic aromatic hydrocarbons 

°NA - not analyzed 

checked 

appro vec 


ing Solid Waste. Physical/Chemical Methods 

!bv: /''-^Cr-'M ^^w _ r 


, SW-846, V 


/ashington, DC. 

11. 




10-5 




o, California. Volumes I through 3. M 


ly. Shaded 




Source: IT, 1999. Fud Distribution System Closure Report, f 
values represent exceedence of cleanup level. 


'residio of St 


in francisc 





Table 10-3 

Stockpile Soil Analytical Results, Section MT-6 

Fuel Distribution System Removal Report 

Presidio of San Francisco 



Sample 

Designation 


Collection 
Date 


Total Petroleum 
Hydrocarbons 

by Immunoassay 
(mg/kg"): :? 


Total PAHs" by 
Immunoassay 

(mg/kg) 


Petroleum Hydrocarbons by 
EPA 8015 Modified' (mg/kg) 


Diesel Range 
{C10-C24) 


Fuel Oil Range 

(G24-C36)-' 


FM06040S0 1 


10/30/96 


<100 


<5.0 


NA"* 


NA 


FM06040S02 


10/30/96 


<71 


<1 


NA 


NA 


FM06040S03 


10/30/96 


<100' 


<5.0 


NA 


NA 


FM06040S04 


10/30/96 


<71 


<1 


NA 


NA 


FM0643S01 


10/16/96 


<71 


<1.3 


82 


<540 


FM0643S02= 


10/16/96 


<71 


<1.7 


51 


250 


FM0644S0I 


10/10/96 


>71 


>1 


NA 


NA 



'^g/kg - milligrams per kilogram 

•■PAHs - Polycyclic Aromatic Hydrocarbons 

'U.S. Environmental Protection Agency. 1996, Test Methods for Evaluating Solid iVaste, Physical/Chemical Methods, SW-846, 

Washington. DC. 

•^NA - not analyzed 

"FM0643S02 - duplicate of FM0643S01 



checked by:_ 
approved by: 




Hl[^ln 



u - f 9 



Source: IT, 1999. Fuel Distribution System Closure Report, Presidio of Sim Francisco. California, Volumes I through J. May. Shaded 
values represent exceedeice of cleanup level 
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Table 11-2 

Excavation Soil Analytical Results, Section MT-7 

Fuel Distribution System Removal Report 



Presidio of San Francisco 
(Page 2 of 3) 



DesigiinCioil 
(deptli) : 
(late 


Petroleum Hycirocarbous by 
EPA 8015 Modliicd (mg/kg) 


TotJiI Petroleum 

Hydrocarbons 

by Immunoassay 

(mg/kg) 


Carcinogenic PAHs by EPA 8310 (tug/kg) 


TotJll PAHs by 

Immunoassay 

(mg/kg) ; : 


Diesel Riinge 
(CI2-C24) 


Fuel Oif Rjingc 
(C24-C3ti) 


Benzo(a)- 
j*nthracene' 


Bt:nzo(a>- 
: : pyrene . 


:I3i.>nzo(ti)~ 
fluomn^hcnc 


Bcnzo(k)- 
fluoriinthcne 


Chi7se!ic 


Tfltal ■: 
/Carcinogenic. 


FM07045T03 

(4.0) 

11/12/96 


NA 


NA 


<575 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM07045T04 

(4.0) 

11/12/96 


NA 


NA 


<575 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM07045T05 
(3.5) 

4/1/97 


NA 


NA 


<115 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM07046T01 

(2.5) 
3/20/97 


NA 


NA 


<!15 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM07046T02 

(2.5) 

4/15/97 


NA 


N.'^ 


<115 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM07046T03 

(1.5) 

4/16/97 


NA 


NA 


<115 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM07047T01 

(2.0) 

3/24/97 


NA 


NA 


<575 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM07047T02 

(2.5) 
4/15/97 


NA 


NA 


<!I5 


NA 


NA 


NA 


NA - 


NA 


NA 


<5.0 


FMO7047TO3 

(1.5) 

4/16/97 


NA 


NA 


<115 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM07048T01 
(2.5) 

3/25/97 


NA 


NA 


115 


NA 


NA 


NA 


NA 


NA 


N/^ 


<5.0 


FM07048T02 
(2.5) 

4/15/97 


NA 


NA 


<115 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FMO7048TO3 
(1.5) 

4/16/97 


NA 


NA 


<115 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM07049T01 

(2.5) 
3/25/97 


NA 


NA 


<115 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM07049T02 

(2.0) 

4/17/97 


NA 


NA 


<U5 


NA 


NA 


NA 


NA 


NA 


NA 


<5,0 


FM07049T03 
(2.0) 
ll 4/22/97 


NA 


NA 


<115 


NA 


NA 


NA 


NA 


NA 


NA 


<i,0 



Source: IT, 1999. Fuel Distribution System Closure Report. Presidio ofSnii Francisco, California, Volumes 1 through 3. May. Shaded 
values represent exceedence of cleanup level. 



Table 11-2 

Excavation Soil Analytical Results, Section MT-7 

Fuel Distribution System Removal Report 

Presidio of San Francisco 
(Page 1of3^ 



Sample 
Designation 
(depth)" 
date : 


Petroleum Hydro carbons by 
EP.4 8015 Moaificd'' (mg;/kg') 


Total Petroleum 

Hydrocarbons by 

Immunoassay 

(mg/kg) 


Carcinogenic PAHs" by EPA 8310'' (mg/kg) 


Total PAHs by 

Immunoassay 

(mg/kg) 


Diesci Range 
(C12-C24) ; 


Fuel Oil R;ingc 
: (C24-C36) 


Bcnzo(a)- 
Hnthniccne 


Benxo(a)- 
pyrcne 


BcniD(t>)- 
Duu ninth cue 


Bcnio(k)- 
fluoninthcnc 


Ch o'senc 


Total 
Carcinogenic 


FM07043T02 

(3.0) 
10/16/96 


NA'^ 


NA 


<I15 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM07O43T03 
(5.0) 

10/22/96 


NA 


NA 


<1.380 


NA 


NA 


NA 


NA 


NA 


NA 


5.0 


FM07044T08 

(4.5) 

I0/22'96 


NA 


NA 


<115 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


Ffvt07044T09 

(5.0) 

11/12/96 


NA 


NA 


<575 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM07044T1 1 

(4.5) 
i 1/12/96 


NA 


NA 


<575 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM07044T1J 

(5.0) 
11/12/96 


NA 


NA 


115 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM07044T14 

(6.0) 

11/12/96 


NA 


NA 


<:575 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM07044W01 

(6.5) 

2/24/97 


NA 


NA 


<115 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM07044W02 

(6.5) 

2/24/97 


NA 


NA 


.>6,856 *? 


NA 


NA 


NA 


NA ' 


NA 


NA 


.^ 


FM07044W03 

(6.5) 

2/24/97 


NA 


NA 


,^,856* 


NA 


NA 


NA 


NA 


NA 


NA 


^m 


FM07044W04 
(3.5) 

2/24/97 


NA 


NA 


<139 


NA 


NA 


NA 


NA 


NA 


NA. 


<5,0 


FM07044W05 

(4.0) 

2/25/97 


NA 


NA 


J^V!^1,380 


NA 


NA 


NA 


NA 


NA 


NA 


<5,0 


FM07044W06 
(4,0) 

2/25/97 


NA 


NA 


<575 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM07044W07 
(4.0) 

2/25/97 


NA 


NA 


<691 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM07044W08 
(4.0) 

2/25/97 


NA 


NA 


|fe>J'380 " 


NA 


NA 


NA 


NA 


NA 


NA 


m^ 


FM07044W09 

(3.5) 
2/25/97 


1.300 


1.800 


>i,380 . 


<0.0IS 


#3tf^ 


<0.018 


<0.018 


<0.018 


0.30 


**^ 


FM07M4Wm 

(7.0) 
2/26/97 


NA 


NA 


<115 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 




iT^iH' ' ^^' ^"^' ^"'"*""<"' '?>'^'^'" Closure Report. Presidio o/San Francisco Califi 
vfliuesropresentexceedence of cleanup level. 



'bntia. Volumes 1 through 3. May. Shaded 



Table 11-2 

Excavation Soil Analytical Results, Section MT-7 

Fuel Distribution System Removal Report 









Presidio of San Francisco 
(PaQe3of3) 










Sitnipii! 

DL'sigmttlon 

(<lcptti) 

date 


Pttroleum Hydrocarbons by 
EP..V 8015 Modified (mg/kg) 


Total Petroleum 

Hydrocarbons 

by Immunoassay 

(mg/kg) 


Carcinogenic PAHs by EPA 83 to (mg/kg) 


Total PAHs by 

Immunoassay 

:( mg/kg) y. 


Diesel Range 
(C12-C24) 


Fuel Oil Rangi; 
(C:4-C36) 


anthmc^ne 


Benio(»)- 
pyrtne 


licniil(b>- 


Benzo(k^ 


Chryscue 

■■.■■■■..■'■■■■ 


■,.,;■ Tiital .::.;■: 
i^artiadgcnii :; 


FM07050T01 

(2.5) 

3/25/97 


NA 


NA 


<115 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM07050T02 

(2.0) 

4/17/97 


NA 


NA 


<115 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM07030T03 

(2.0) 

4/22/97 


NA 


NA 


<115 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 


FM07051T02 

(2.0) 
4/17/97 


NA 


NA 


<115 


NA 


NA 


NA 


NA 


NA 


NA 


<5.0 



^(depth) - Satnpis depth in feet below original ground surface 

''U.S. Environmental Protection Agency, 1996, Test Methods for Evaluating Solid Waste, Physical/Chemical Methods, SW-846, 

Washington, DC. 

'mgy'kg - tnilligrams per kilogram 

''PAHs - polycyciic aromatic hydrocarbons 

•Ts'A - not anaivEed 

checked by: C ■ P. .aI '"''''■' 



approved by: 



^ 



T 



"^■^"'i^/ 



Source: IT, 1 999, Fuel Distribution System Closure Report. Preside of San Frmchco. California. Volumes 1 through 3 May Shaded 
values represent exceedente of cleanup level. * ■'' ''"^™ 
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Table 11-3 

Stockpile Soil Analytical Results, Section MT-7 

Fuel Distribution System Removal Report 

Presidio of San Francisco 



Sample 
Designation 


Coilecf ion 
Date 


:;;>;: Total iPetroleum 
Hydrocarbons 
by Immunoassay 


Total PAHs" by 

Immunoassay 
(mg/kg) 


FM07046S01 


4/15/97 


<62.5 


<1.0 


FM07046S02 


4/16/97 


<62.5 


<1.0 


FM07048S01 


4/21/97 


62.5 


1,0 


FM07049S01 


4/21/97 


<62.5 


<1.0 



^g/kg - miiiigrams per kilogram 

"■PAHs - Poly eye lie Aromatie Hydroearbons 



checked bv: 



^J;r #' 



approved bv: f C^k^'^t^ — "^ " ^'^ ' 7 / 



Source: IT, 1999. Fuel Distribution System Closure Report, Presidio of San Francisco. California. Volumes I through 3. May. Shaded 
values represent exceedence of cleanup level. 
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SOIL SAMPLE RESULTS 



TABLE 4-1 
ORGANICS PRESIDIO OF SAN FRANCISCO, BUILDING 1349 
(From Montgomery Watson, JanLjary 1995) 



BTEX (EP A 8240) 



Soil 


Depth 


TPH-Extractable 


Benzene 


Toluene 


Ettiyl benzene 


Xylene 


Borinq 


(bqs) 


(EPA 8015 -modified) 


(up/kg) 


(uq/kq) 


(ug/kg) 


(uq/kp) 




1349SB01 


1 


220Ja 


<5.0 


<1,0 


<5.0 


<5.Q 


1349SB01 


5 


1.3Ja 


<5.0 


<1.0 


<5.0 


<5,0 


1349SB01 


10 


6.5 J a 


<5.D 


<1.0 


<5.0 


<5.0 


1349SBQ1 


13 


2.2 J a 


<5.0 


<:1.0 


<S.O 


<5.0 


1349SB02 


4 


240 J 


<6.0 


<0.50 


<5.0 


<5,0 


1349SB02 


5 


7.7 J a 


<5.0 


<1.0 


<5.0 


<5.0 


1349SB02 


10 


<1.2 


■=50 


<1.0 


<5.0 


<5.0 


1349SB03 


1 


63 J a 


<5.0 


<0.50 


<5,0 


<50 


1349SB03 


5 


1.2 J a 


<5.0 


<0.50 


<5.0 


<5.0 


1349SB03 


10 


<1.1 


<5.0 


<0,50 


<5.0 


<5.0 


1349SB03 


15 


<1.1 


<5.0 


<0.50 


<5.0 


<5.0 


1349SB03 


20 


■=1.1 


<5,0 


<0,50 


<50 


<5.0 


1349SB04 


1 


2.3 J a 


<5.0 


<0.50 


<5.0 


-=5.0 


1349SB04 


4 


1.8 J a 


<5.0 


<0.50 


<5.0 


<5.0 


1349SB05 


1 


980 J a 


<5.0 


<0.50 


<5.0 


<5.0 


1349SB05 


5 


9,100 


<25 


<0.5Q 


220 


1,900 


1349SB05 


108 


6.4 


<5.0 


<0.50 


<5.0 


<5.0 


1349SB06 


1 


64,000 J a 


<6.2 


■=0.62 


"=6,2 


<6.2 


1349SB06 


5 


13.000 


<27 


<0.54 


320 


2,000 


1349SB06 


10 


7,900 


<25 


<0.50 


220 


1,700 


1349SB06 


16.5 


<1.1 


<5.4 


<0.54 


<5.4 


<5.4 


1349SB07 


1 


170,000 J a 


<25 


<0.50 


68 


1,100 


1349SB07 


5 


3,700 


<25 


<0.50 


90 


610 


1349SB07 


10 


2,700 


<25 


<0.50 


130 


940 


1349SB07 


15 


2,500 


«25 


^O.SO 


40 


310 


1349SB08 


1 


4Ja 


<6.1 


<0.61 


<6.1 


<6.1 


1349SB0a 


4.5 


2.7 J a 


<5.8 


<0.58 


<5.8 


<5.8 


1349SB08 


10 


4Ja 


<6^ 


<0,62 


<6.2 


<6,2 


1349SB08 


16.5 


<1.1 


<5.3 


<0.53 


<5.3 


<5.3 


1349SB09 


0.5 


4,6 J a 


<5,5 


<0,55 


<5,5 


<5.5 


1349SB09 


2 


3.4 J a 


<5.5 


<0.55 


<5.5 


<55 


1349SB09 


5 


1,5Ja 


<5.3 


<0,53 


<5,3 


■=5.3 


1349SB09 


10 


<1.1 


<5.4 


<0.54 


<5.4 


<5.4 


1349SB09 


15 


<1.1 


<5.5 


<0.55 


<5.5 


<5,5 


1349SB09 


20 


2.4 J a 


<5.5 


<0.55 


<5.5 


<5.5 


1349SB10 


1 


160 J a 


<5,0 


<0.50 


<5.0 


<5.0 


1349SB1Q 


3 


1.5Ja 


<5.0 


<0.50 


<5.0 


<5.0 


1349SB10 


5 


1,4 J a 


<5.0 


<0,50 


<5.0 


<5.0 


1349SB10 


6 


I.Ua 


<5.Q 


<0.50 


<5.0 


<5.0 


1349SB10 


10 


2.5 J a 


<5.0 


<0.50 


<5.0 


<50 


1349SB11 


1 


59,000 


<31 


<0,61 


280 


230 


1349SB11 


5 


1.900- 


<28 


<1.1 


180 


1,200 


1349SB11 


9 


2.000 


<28 


<0.56 


89 


620 



SOIL SAMPLE RESULTS 



TABLE 4-1 
■ ORGANICS PRESIDIO OF SAN FRANCISCO, BUILDING 1349 

(From Montgomery Watson, January 1 995} 



BTEX (EP A 8240) 



Soil 


Depth 


TPH-Extractable 


Benzene 


Toluene 


Ethyl benzene 


Xylene 


Boring 


(bqs) 


(EPA 8015 -modified) 


(uQim 


(ug/k9) 


(uq/kg) 


(ug/kg) 




1349SB12 


1 


13 Ja 


<5,0 


<0.50 


<5.0 


<5.0 


1349SB12 


5 


4,000 


<500 


<0.50 


620 


8,300 


1349SB12 


10 


5,300 


<25 


<0.50 


150 


1,400 


1349SB12 


15 


3,100 


<25 


<0.50 


99 


760 


1349SB12 


20 


2.6 J a 


<5.0 


<0.50 


<5,0 


<5.0 


1349SB13 


1 


21 J a 


<5.8 


<1.2 


<5.8 


<5.8 


1349SB13 


5 


4,300 


<30 


<0.61 


250 


210 


1349SB13 


10 


1,500 


■=27 


<0.54 


72 


550 


1349SB14 


1.5 


77 J a 


<6.0 


ce.o 


<6.0 


<6.0 


1349SB14 


5 


2.8 J a 


<5.4 


<5.4 


<5.4 


<5.4 


1349SB14 


10 


17 Ja 


<5.4 


<5.4 


<5.4 


<5.4 


1349SB14 


15 


1.1Ja 


<5,3 


<5.3 


<5.3 


<5.3 


1349SB15 


1.5 


19Ja 


<5.B 


<5.8 


<5,8 


<5.8 


1349SB15 


5 


4.4 J a 


<5.4 


<5.4 


<5.4 


<5.4 


1349SB15 


10 


2.5 J a 


<5.2 


<5.2 


<5.2 


<5.2 


1349SB16 


1 


9.6 J a 


<5.6 


<5,6 


<5.6 


■=5.6 


1349SB16 


5 


<1.1 


<5.6 


<5.6 


<5,6 


7.3 


1349SB16 


10 


<1.1 


■=5.5 


<5,5 


<5.5 


<5.5 


1349SB16 


15 


<1.1 


<5.6 


<5.6 


<5.6 


<5.6 


1349SB16 


20 


1.3 J a 


<5,6 


<5.6 


<5.6 


<5.6 


1349SB17 


1 


16 J a 


<5.4 


<5.4 


<5.4 


<5,4 


1349SB17 


5 


2Ja 


<5.6 


<5.6 


<5.6 


<5.6 


1349SB17 


10 


1.9Ja 


<5.5 


<5.5 


<5.5 


<5.5 


1349SB17 


15 


I.Ua 


<5.4 


<5.4 


<5.4 


■:5.4 


1349SB17 


20 


<1.1 


<5.3 


<5.3 


<5.3 


<5.3 


1349SB18 


1 


9.5 J a 


<5.8 


<5.8 


<5.8 


<5.8 


1349SB18 


5 


2.2 J a 


<5.7 


<5.7 


<5.7 


<5.7 


1349SB18 


10 


1.3 J a 


<5.4 


<5.4 


<54 


13 


1349SB18 


15 


<1,iJa 


<5.7 


<5.7 


<5.7 


<5.7 


1349SB19 


1 


4.6 J a 


<5.4 


<5.4 


<5.4 


<5.4 


1349SB19 


5 


1.6Ja 


<5.7 


<5.7 


<5.7 


<5.7 


1349SB19 


10.5 


1.4Ja 


<5.3 


<5.3 


<5.3 


<5.3 


1349SB19 


15.5 


1.1 Ja 


<S.2 


<5.2 


<5.2 


<5.2 


1349SB20 


1.5 


leja 


<5.5 


<55 


<5,5 


<5.5 


1349SB20 


5 


1.6 J a 


<5.7 


<5.7 


<5.7 


<5,7 


1349SB20 


10 


1,3 J a 


<5.7 


<5.7 


<5.7 


<5.7 


1349SB20 


15 


1.1 Ja 


<5.6 


<5,5 


<5.5 


<5.5 


1349SB20 


20 


1.6 J a 


<5,6 


<5.6 


<5,6 


<5.6 


1349SB21 


2 


15,000 


<570 


1,100 


2,600 


20,000 


1349SB21 


5 


5,400 


<61 


130 


840 


4,600 


1349SB21 


10 


1,700- 


<55 


110 


240 


2,000 


1349SB21 


15 


1.400 


<56 


64 


150 


1,300 


1349SB21 


20 


1,300 


<55 


<55 


100 


580 


1349SB21 


26 


510 


<53 


<53 


<53 


55 


1349SB21 


30 


370 


<54 


<54 


■;54 


<54 



a Hydrocarbon pattern in the sample appears as an unknown mixture atypical of fresh diesel fuel. Quantitation is based on a diesel reference 
from n-CIO through n-C24 only. Since these data do not have a specific standard, the detected amount is considered an estimate, 
J - The analyte was positively identified; the associated numerical value is the approximate concentration of the analyte in the 
sample. 



Table 4-2 

SOIL SAMPLE RESULTS - METALS PRESIDIO OF SAN FRAKCISCO, BUILDING 1349 
(From Montgomery Watson, January 1995) 



SOIL 


DEITH 














METALS 














BORING 


































Arsenic 


BeryUium 


Cadmium 


Chromium 


Copper 


Iron 


I carl 


Manganese 


Mercury 


Nickel 


Selenium 


Vanadium 


Zinc 






(EPA 7060) 


(EPA M 101 


(EPAWIIO) 


(EPASOIO) 


fEPA 6010) 


<EPA60EO> 


(EPA 6010) 


(EPA 6010) 


(EPA 7,171) 


(EPA 6010) 


(EPA 7740) 


(EP/\«J10) 


(EPA 60 10) 




(bss) 


(mg/kg) 


(mg/kg) 


(mg/kg) 


(irsdis) 


(rrg/kg) 


("g*e) 


(nngftg) 


{mmti) 


(mislkg) 


(tm&tg) 


(nngiltg) 


(mS'ltg) 


(raslkg) 


1349SB01 


1 


2.7 


0.68 


<0.57 


S6 5 


33 1 


35,500 


22.8 


571 


O 11 


74.4 


<1.0 


77.4 


47.4 




3 


4.3 


0.94 


<0,55 


64 4 


141 


42,700 


23.2 


612 


<0I1 


8S.2 


<1.0 


50,2 


212 




10 


4.2 


0.65 


«0.54 


33.7 


74.2 


40,500 


18.4 


453 


<0.11 


81.8 


<I.O 


46.2 


113 




13 


6 1 


0,54 


<054 


55 


71 


SS.SOO 


159 


331 


<0.11 


104 


<I,0 


50.5 


158 


I349SB02 


4 


3 


0.4S 


i057 


110 


22.5 


31,600 


12.3 


402 


<o.n 


89,5 


<0,30 


85.5 


37 




5 


2.4 


0.27 


■:0.5S 


91.2 


15.7 


m.sflo 


8 6 


279 


<0.1l 


63,7 


<1.0 


66.7 


31.3 




10 


5.7 


Z 


<0 5S 


45.6 


84.3 


37,300 


21.2 


389 


<0.12 


96.9 


<I.O 


49.3 


133 


I349SB03 


1 


3.9 


<0.21 


•*.51 


108 


26.9 


20.500 


34,4 


409 


<0.IO 


127 


-;0.5fl 


41.8 


74.1 




5 


3 


36 


<0.56 


116 


17.4 


31,200 


14,9 


808 


<0.11 


99 


<O50 


82.5 


354 




10 


5.2 


1.5 


<0,S7 


44.3 


72 


37,200 


21.6 


196 


<0.1l 


84.5 


<a.50 


68-5 


113 




15 


13.4 


0S2 


0.63 


34.7 


74.9 


47.-I0I) 


39.9 


2,390 


<0.ll 


163 


<0.50 


58.2 


137 




20 


8.1 


0.56 


<0.54 


45.2 


761 


-17, 2m 


23.3 


326 


■iO.U 


135 


'■-n.so 


426 


135 


1349SB04 


I 


27 


0.42 


<0,S6 


120 


44 


2SM0 


123 


611 


•lO 11 


100 


■-.0.50 


72.5 


63 




4 


56 


1.4 


<0.55 


456 


146 


37.100 


1 I 6 


238 


<0 1 1 


53.3 


'.0.5O 


47 7 


191 


1349SB05 


1 


4 


0.39 


<0,5S 


116 


15.4 


32,400 


11.4 


496 


«o.ii 


74 


«0 50 


82.4 


86.S:M 




5 


6.4 


1.2 


<0,54 


26,9 


31.9 


36,300 


17.6 


88.6 


<0.!1 


41 3 


<OJU 


36.7 


■42;3jB 


10.8 


9 7 


1.8 


<056 


35 


592 


26M0O 


20 3 


133 


';0.!1 


37.7 


<0.50 


41.5 


62 7 


1349SB06 


i 


4.S J 


<i0.25 


'V.62 


77 


144 


26.70(1 


17? 


287 


<0.I2 


43.2 


<0.62 


66.9 


.-:.' 3 




5 


3.5 


065 


<054 


27.4 


35.2 


20.000 


11. J 


131 


O.ll 


31.7 


<0.54 


30.3 


5?-<.i 


10 


II 


035 


<0.50 


44,7 


22.5 


15,600 


7.6 


65.2 


<0.10 


27.9 


<0.30 


27.9 


66-1 




16 5 


6,4 


072 


<0.54 


36.5 


53.1 


35,100 


17.1 


533 


<011 


73.8 


<0.54 


59.3 


139 


I 349SS07 


1 


2.9 


•:0.23 


---0.57 


57.1 


7.i 


14,900 


36.7 


134 


<0.1( 


34 


•-0.50 


32.1 


50.5 




5, ^ 


2.7 


1.1 


<0.54 


33.9 


54.6 


33.100 


!3 


193 


<0 1 1 


55.2 


■iO.SO 


42.3 


83.5 




10 


l.S 


1-* 


<.0,S3 


31.8 


33.4 


30.000 


136 


262 


<0,H: .■ 


., ;4S,S 


<0.50 


43 


87.9 


15 


5.6 


89 


--:0.53 


324 


38.8 


30,400 


19,9 


387 


■;0.11 


65.4 


•:0.SO 


46.7 


81,5 


t349SB08 


1 


3.9 


0.24 


■a3.61 


564 


12.5 


20.100 


11 


377 


<0I2 


41.9 


■=0.61 


50,5 


37.4 




4.5 


3.8 


•-02 3 


<0 58 


86.3 


5.4 


24.400 


10.1 


377 


<0.12 


74.6 


<0.55 


64,1 


27.7 




10 


<0.62 


0.44 


<0.62 


113 


33.1 


13,000 


17.9 


17,3 


0.9 


55.7 


<0.62 


30.3 


73,3 




16.5 


4.6 


1.4 


<0.53 


54 1 


45 5 


28.400 


18 


220 


iOU 


46.6 


<053 


62.9 


73.7 


13495609 


05 


3 


0.34 


<0.55 


57 9 


30 6 


29.200 


126 


995 


-iOII 


110 


CO 5 5 


66.7 


71.9 




2 


3.6 


0.41 


<0.55 


54 3 


20 1 


27 .800 


11.6 


647 


iO.ll 


604 


<055 


71,3 


44.9 




5 


3.1 


0.21 


<053 


98 6 


13 


26.100 


13.6 


145 


<0.1I 


48.8 


<053 


75,6 


28.7 




10 


3 


06 


<054 


752 


57 6 


47.300 


12.5 


260 


iO.ll 


43.3 


■35.54 


130 


91.5 




15 


2.4 


1.9 


■=055 


57.4 


53 


42.300 


7.S 


516 


<0.I1 


69.3 


<^.55 


51,9 


90 6 




20 


106 


1.8 


<055 


45 


67.S 


33,300 


25.9 


821 


<0I1 


111 


<0.55 


53 


103 


1349SB10 


1 


4 


0.43 


■ <0.56 


92.2 


23.7 


31,100 


12.1 


1,030 


■CO.. 11 


94,3 J 


<.0 50- 


75.8 


61-8 


3 


3 


0.23 


---055 


80.1 


14.1 


24,600 


8.2 


398 


';o 11 


66 1 


<-.O.50 


62-1 


32 8 




5 


2.9 


*0.22 


<0.56 


90.9 


14 


26,000 


15,7 


361 


<o.n 


67.8 


«0.50 


66-3 


33 




6 


3 


022 


<055 


97 


12.1 


25,800 


8.5 


338 


<0.11 


65.3 


<0.50 


79:03:00 


33 9 




10 


7 


2 I 


•;0 62 


82 1 


73.9 


5S,SO0 


29.6 


240 


«:0.12 


124 


«0 50 


IIS 


121 


1349SBn 


1 


3.2 


<0.25 


«0.61 


76.9 


13.8 


23.900 


12.2 


209 


<0.12 


39,6 


<0.6t 


. «-5 


96.5 




5 


4.5 


i.2 


<0.55 


24.6 


27.6 


15,500 


9 


125 


CO. 11 


28.2- 


<U 


. 27.5 


38-9 




9 


9.3 


14 


■=056 


29 9 


49,7 


29,300 


27 


201 


<0. I[ 


40.7 


<0.56 


38 2 


67 6 


I3498B12 


1 


4.3 


0.47 


.50 37 


96.4 


17.9 


31.900 


15.4 


435 


<0.11 


63.3 


<0.30 


. . 75.3 


55.3 


5 


4.2 


1.4 


<0.55 


36.4 


36.9 


29,600 


135 


140 


<0.1i 


42.3 


<0.50 


46.7 


58 




10 


9.5 


2.3 


0.58 


48.2 


83 


44,700 


23.1 


330 


<0,1I 


62,1 


<0,30 


52.7 


74.5 




15 


12.6 


!.6 


<0.57 


40.4 


87.1 


47,200 


33.3 


465 


<0.1l 


93.5 


<0.30 


61.6 


139 




20 


3.1 


063 


<059 


117 


55 


34,100 


19,3 


469 


<o.i: 


89.6 


<0.50 


60.2 


145 


n49SB13 


1 


2,9 


to, 23 


10 ss 


87 


12,4 


23,300 


fO.l 


301 


<0.12 


49.2 


•--1.2 


66 


30.8 




S 


17.3 


17 


«0,61 


45 


73.1 


46,900 


26.9 


193 


0.95 


60.6 


•-0.6I 


95 


57 9 




10 


8.1 


1.7 


SO. 54 


25.1 


47.7 


22.500 


21.3 


. .235 


<o,u 


35,2 


•-:0.34 


37.1 


66.4 



Highlighted samples have subsequently been removed during excavation of TPH impacted soils. 



TABLE 4-3 

STATISTICAL SUMMARY OF SO!L RESULTS 

PRESIDIO OF SAN FRANCiSCO, BUILDING 1349 

{From Montgomery Watson, January, 1 995) 







Sample Statistics 


Quartile Means^ 


No. of 
Positive 
Samples 


Minimum 


Maximum 


Average 


Std. 
Deviation 


Skewness 


0-25% 


25-50% 


50-75% 


75-100% 


Arsenic 


50 


<0.62 


17.3 


5.1 


3 


1.8 


4.8 


5.2 


4.7 


5.8 


Chromium 


51 


24.6 


120 


65.7 


30 


OJ 


70 


74 


72 


45 


Copper 


51 


7.1 


146 


44 


31 


1.3 


52 


55 


30 


41 


Iron 


51 


13,000 


58,000 


31,437 


9,703 


0.5 


35,900 


31 .685 


28,123 


29,925 


Lead 


50^= 


7.6 


39.9 


18 


8 


1 


18 


17 


17 


19 


Manganese 


51 


17.3 


2,390 


414 


365 


3.4 


551 


441 


438 


208 


Nickel 


51 


27.9 


163 


70 


30 


0.9 


81 


80 


68 


48 


Vanadium 


51 


27.5 


130 


60 


21 


0.9 


70 


59 


50 


50 


Zoic 


51 


27.7 


212 


80 


43 


1.1 


86 


94 


62 


74 


TPHc 


44 


<1 


170,000 


6,976 


28,130 


5 


<1.1 


3.5 


740 


28,842 


Ethyl benzene 


15 


<5 


620 


55 


146 


1.9d 


<5.1 


<5.3 


670 


1,741 


Xylenes 


15 


<5 


8,300 


428 


1,981 


3,3d 


<5.1 


<5.3 


95 


222 



Notes: 

a Quartile means shown for metals are the average metal concenttations corresponding to the TPH quartiles. 

b Maximum concentration detected, 126 mg/kg, was not included in the calculation as explained in the text. 

C When TPH-Diesel is non-detect, TPH-Unknown is used in the calculation. 

d Skewness for ethylbenzene and xylenes would be 2.8 and 5.0, respectively if ND values were included. 



TABLE 4.4 

GRAB GROUNDWATER SAMPLE RESULTS PRESIDIO OF SAN FRANCISCO, BUILDING 1349 

(From Montgomery Watson, January 1995) 



Sample ID 


1349SB09 


1349SB19 


Depth where groundwater was encountered^ 


34 feet bqs 


39.5 feet bgs 




Organics (ug/l) 


TPH -Extractable 


110* J 


110,000 


Benzene 


<0.5 


<5 


Toluene 


<0,5 


<5 




Ethylbenzene 


<0.5 


<5 


Xylenes 


<0.5 


50 


Metals (mg/[) 


Arsenic 


<0,005 


NA' 


Beryllium 


<0,002 


NA 


Cadmium 


<0,001 


NA 


Chromium 


1,6 


NA 


Copper 


0.012 


NA 


Iron 


31.1 


NA 


Lead 


<0.0032 


NA 


Manganese 


3.8 


NA 


Mercury 


<0.0002 


NA 


Nickel 


3.4 


NA 


Selenium 


<0.005 


NA 


Vanadium 


0.03 


NA 




Zinc 


0.066 


NA 1 



Notes: 

a Depth at which groundwater was encountered may not be the same as the 

groundwater table since recharge rates at the two soil borings were unknown. 

b The hydrocarbon pattern of this sample represents an unknown mixture of fuel 

atypical of fresh diesel fuel. Quantitation is based ona diesel reference from 

n-CIO through n-24 only. Since these data do not have a specific standard, 

the detected amount is considered an estimate 

c Not analyzed. 

J - The analyte was positively identified; the associated numerical value is the 

approximate concentration of the analyte in the sample. 



TABLE 3.3 
SOIL SAMPLE ANALYTICAL RESULTS - TPH.EXTRACTABLE (TPH-E) 

BUILDING 1349 ASI 
(From Montgomery Watson, May 1996} 



Soil 


Depth 


TPH-E 


Soil 


Depth 


TPH-E 


Boring 


(ft bgs) 


(mg/l<g) 


Boring 


(ft bgs) 


(m/l<g) 


1349SB23 


5 


3.5 


1349SB26 


5 


13 




10 


3,3 




10 


3.8 




15 


1.9 




15 


1.7 




20 


<1.1 




20 


<1.2 




25 


<1.1 




25 


1.3 




30 


<1.1 




30 


1.5 




35 


<1 




34 


<1 




40 


28 




40 


1.8 




45 


27 




45 


58 




50 


49 




50 


<1.2 




58 


16 


1349SB28 


5 


7.1 


1349SB24 


5 


93 




10 


<1.2 




10 


<1.1 




15 


<1.1 




15 


<1.1 




20 


<1.1 




20 


<1.1 




25 


<1.1 




25 


<1.1 




30 


<1.1 




30 


<1.1 




35 


2.5 




35 


<1.1 




40 


1.6 




40 


<1.1 




45 


18 




45 


<1.1 




50 


120 




50 


4.1 


1349SB29 


5 


3.6 


1349SB25 





6 




10 


1.2 




5 


7.7 




15 


<2 




10 


1.8 




20 


<1.2 




15 


<1 




25 


<1.2 




20 


<1.1 




30 


<1.1 




25 


<1.1 




35 


<1.2 




30 


<1 




40 


<1.2 




35 


330 




45 


<1.1 




40 


990 


1349SB30 


5 


2,2 




45 


880 




10 


<1.3 




50 


2.5 




15 
20 
25 
30 
35 


1.8 
<1.1 
<1.1 
<1.1 
<1.1 



Notes: 

TPH-E quantified as diesel using USEPA Method 8015 Modified 

ft bgs - feet below ground surface 

mglkg - nilligrams per kilogram 



TABLE 3-5 



GROUNDWATER GRAB SAMPLE ANALYTICAL RESULTS - BTEX AND TPH-E 

BUILDING 1 349 ASI 
(From Montgomery Watson, May 1996) 



Boring 


Benzene 

(ug/L) 


Toluene 

(uq/L) 


Ethylbenzene 

(ug/L) 


Total Xylenes 

(ug/L) 


TPH-E 

(ug/L) 


1349SB22 


<0.5 


<0.5 


<0.5 


<0.5 


1,300 


1349SB23 


<0.5 


<0.5 


<0.5 


<0.5 


<50 


1 349SB24 


<0.5 


<0,5 


<0.5 


<0.5 


<50 


1349SB25 


<0.5 


<0.5 


2.9 


12 


24,000 


1349SB26 


<0.5 


<0.5 


<0.5 


<0.5 


<50 


1349SB27 


<0.5 


<0.5 


<0.5 


1.1 


4.7 


1349SB28 


<0.5 


<0.5 


<0.5 


<0.5 


<50 


1349SB29 


<0.5 


<0.5 


<0.5 


<0.5 


<50 


1349SB30 


<0.5 


<0.5 


<0.5 


<0.5 


<50 


Phase 1 Investigation 

(August 1993) 


1349SB09 


<0.5 


<0.5 


<0.5 


<0.5 


110 1 


Phase 2 Investigation 

(February 1994) 


1349SB19 


<0.5 


<0.5 


<0.5 


50 


110 1 



Notes: 

BTEX - Benzene, toluene, ethylbenzene. xylenes using USEPA Method 8020 

ug/L - micrograms per liter 

TPH-E - Total petroleum hydrocarbons-extractable quantified as diesel u 
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Appendix D. Evaluation of OCP Properties and 
Occunence 

As discussed in Section 2 of this Building 1349 Study Area Corrective Action Plan (CAP), organochlorine 
pesticides (OCPs) have been consistently detected at relatively low (and often laboratory-qualified as estimated) 
concentrations at one monitoring well, 1349MW100. The following subsections discuss typical uses, physical 
and chemical properties of OCPs, and their relation to the observed concentrations at the Study Area. 

D.l Physical and Chemical Properties and Mobility of OCPs 

OCPs historically were developed to effectively control animal or insect pests and are highly toxic. The use of 
many OCPs in the United States has been generally discontinued since the early 1970s with the exception a few 
such as aldrin, dieldrin, chlordane, and endrin which were used for limited and specific use until the mid-to late- 
1980s. OCPs were designed to be applied to the general ground surface, either spread as a granular solid or by a 
liquid carrying agent, where it would remain for long periods of time. To achieve this goal, OCPs were 
designed to be relatively insoluble and nonvolatile, and have a strong affinity for organic carbon. Thus, OCPs 
have a tendency to be very stable in the environment and do not migrate in groundwater for significant distances 
under normal transport mechanisms. 

The properties of the OCPs which directly affect their fate in the environment include: 

• Water Solubility (Sw): Sw is the saturated concentration of the compound in water at a given 
temperature and pressure. Compounds with high S„ tend to desorb from soil and sediment, are less 
likely to volatilize from water, and are susceptible to biodegradation. 

• Henry's Law Constant (Kh): Kh is the ratio of the partial pressure of a compound in air to the 
concentration of the compound in water at a given temperature under equilibrium conditions. Kh 
indicates the relative volatility of the constituent. 

• Soil partition coefficient (Kqc): Kqc is the ratio of the adsorbed chemical per unit weight of organic 
carbon to the aqueous solute concentration. This indicates the tendency of a constituent to bind to 
particles containing organic carbon. Thus, constituents with a higher Kqc will also tend to move more 
slowly than groundwater flow as dissolved constituents will sorb onto aquifer materials. High Kqc of 
OCP constituents turns them toward sorbing to aquifer materials. 

The following table summarizes the physico-chemical properties of OCPs (Montgomery Watson, 1991). The 
physico-chemical properties of benzene, another more mobile Study Area chemical of concern (COC), is also 
included for comparison. 



Constituent 


Sw (mg/L) 


Kh (atm- 
m^/mol) 


Kqc 


Alpha-BHC 


1.63 


5.3x10"' 


1,901 


Beta-BHC 


0.24 


2.3 X 10"' 


3,573 


Gamma-BHC 


21.3 


2.5x10' 


1,901 


Chlordane 


0.056 


4.8x10' 


371,535 


DDD 


0.09 


2.2 X 10' 


239,883 


Dieldrin 


0.2 


5.8x10' 


35,481 



BLA5LAND, BOUCK&LEE, INC. 



3/4/05 

Appendix D Final doc 



engineers, scientists, economists 



D-1 



Constituent 


Sw (mg/L) 


Kh (atm- 
mVmol) 


Koc 


Benzene 


1,780 


5.5x10' 


100 



As a group, the OCP constituents exhibit very low Sw and Kh. They also have very high Kqc- Thus the 
behavior of the OCP constituents would be described by their strong preference for being sorbed to aquifer 
materials and by very slow and limited migration in the dissolved phase. Relatively speaking, benzene would be 
more preferably associated with the dissolved phase and would volatilize more readily. In the environment, 
OCPs would only be expected to occur in groundwater in the immediate vicinity of a source. 

Another potential mechanism for OCP migration in groundwater is colloidal transport. However, prior studies 
completed at the Presidio indicate a general absence of OCPs sorbed to colloids or suspended solids in 
groundwater at the Study Area. As part of a separate study, split groundwater samples were collected from 
monitoring well 1349MW100. One sample was directly analyzed as collected while a duphcate was subjected 
to centrifugation to reduce the amount of suspended solids and colloids in the sample (BBL, 2004). The 
samples from well 1349MW100 were analyzed for OCPs as well as other parameters. The results of the analyses 
indicate that the concentrations of OCPs that were detected in the normal sample aliquot were generally 
marginally reduced in the centrifuged aliquot. The absence of significant reduction in concentration of OCPs in 
the centriguged aliquot indicates that OCPs were not sorbed to suspended solids or colloids. 

D.2 Data Quality and Occurrence of OC Ps at the Study Area 

The following subsections discuss analytical data quality issues that may affect observed OCP data at the Study 
Area as well as possible scenarios for the occurrence of OCPs at the Study Area. 

Analytical Data Quality Summary for OCPS at Study Area 

OCPs are quantified using U.S. Environmental Protection Agency (USEPA) SW-846 Method 8081 A, which is a 
dual-column gas chromatography method. Sample extracts are analyzed in both columns and the more 
conservative (i.e., higher) result from the two columns is the laboratory reported concentration. By method, a 
relative percent difference (RPD) of less than or equal to 40% is acceptable and the higher result is reported. 
The laboratory reporting limits (RLs) for OCPs are relatively low. The following summarizes cleanup levels 
and laboratory RLs for OCPs detected at the Study Area: 



Constituent 


Cleanup Level 

[lig/L] 


Reporting Limit [jig/L] 


8-BHC 


0.3 


0.05 


DDD 


0.15 


0.01 


DDE 


0.10 


0.01 


DDT 


010 


0.01 


Aldrin 


0.05 


0.05 


Chlordane 


0.1 


0.05 


Dieldrin 


0.5 


0.05 


Endrin 


2 


0.01 


Y-BHC (Lindane) 


0.2 


0.05 


Heptachlor 


0.01 


0.025 



Study Area cleanup levels are discussed in Section 3.2. 
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It should be noted that nearly all detections of OCPs in well 1349MW100 were laboratory qualified. The 
majority of the laboratory qualifications were either "C"-, "J+"- or "J-"- qualified (or combinations thereof). 
The descriptions of commonly observed laboratory qualifications are as follows: 

J - The analyte was positively identified; the associated numerical value is biased low due to a low surrogate 
recovery and should be considered an approximate concentration of the analyte in the sample. Data were 
qualified if the continuing calibration samples had two compounds with percent differences less than -15%. 

J + The analyte was positively identified; the associated numerical value is biased high due to a high surrogate 
recovery and should be considered an approximate concentration of the analyte in the sample. Data were 
qualified if the continuing calibration samples had two compounds with percent differences less than 

+15%. 

C Presence confirmed, but confirmation concentration differed by more than a factor of two. 

J The analyte was positively identified; the associated numerical value is an approximate concentration of 
the analyte in the sample. 

U The analyte was analyzed for, but was not detected above the reported sample quantitation limit. 

Of particular significance are the numerous C-qualified data observed. C-qualified data indicate that the results 
of the dual-column analysis varied by more than two times (100%) and, by method, the highest concentration is 
reported. Therefore, the lower observed column concentration was at least half of that reported. In many cases, 
C-qualified data had reported concentrations in excess of the appropriate cleanup levels for the Study Area. In 
reality, the actual concentration of a C-qualified OCP may have been lower than that reported. 

Some data quality issues observed in laboratory analysis may also be related to interferences associated with 
high turbidity in submitted groundwater samples. As noted in Section 2, the specific yield of a majority of 
Study Area wells is very low. This is true at well 1349MWI00. A review of field sampling logs indicates that 
during the seven quarterly sampling events, well 1349MWI00 was dewatered during purging and sampling at 
least three times. On several occasions following purging, the well was left for an extended period of time to 
allow groundwater to recharge the well so that sufficient sample volume could be collected (Treadwell & Rollo, 
2004). During the sampling events that required the well to recharge after dewatering, recharge took between 
approximately six hours to approximately 18 hours. In two of these cases, groundwater samples were collected 
the day after initial well purging began. Consequently, observed turbidity in the collected sample was 
sometimes relatively high (noted to be greater than >I000 NTU). Even during sampling events that took less 
than an hour to purge and sample, observed turbidity of samples was noted to be as high as 786 NTU. 

Summary of Possible Occurrence of Organochlorine Pesticides 

As described below, the occurrence of OCPs in Study Area monitoring well 1349MWI00 is inconsistent with 
water quality observed in other Study Area wells. While OCPs have been detected in four other wells located 
generally to the west of I349MW100, those detections were not repeatable and were laboratory qualified 
concentrations slightly above their detection limits. No known uses of OCPs at the Study Area were 
documented in previous SI reports or from general knowledge of Study Area or general Presidio activities. 
Presidio-wide OCP occurrences in soil and groundwater data were also evaluated, particularly for the 
Directorate of Engineering and Housing (DEH) Study Area (Dames & Moore, 1997; MACTEC, 2003; and 
Treadwell & Rollo, 2004). The DEH Study Area included a main Presidio Facility for mixing, cutting, and 
storing pesticides for general Presidio-wide application purposes. Relatively high concentrations of various 



BLASLAND, BOUCK&LEE, INC. 

514,105 engineers, scientists, economists D-3 

Appendix D Final doc 



OCPs were detected in shallow soils (<2 feet deep) at the DEH Study Area. Despite known shallow soil 
sources, only one OCP, dieldrin, was detected once at a concentration of 0.04 micorgrams per liter (|ig/L) at one 
DEH Study Area well in 1992. 

In consideration of the above factors, several possible scenarios were developed for the occurrence of OCPs 
observed in well 1349MW100. The following summarizes some possible sources for the OCPs observed in well 
1349MW100: 



Possible Source of OCP at Study Area 


Discussion of Viability of Source Model 


General application of pesticides on ground 
surface at the Study Area. 


OCPs are consistently observed at well 
I349MWI00. Additionally, one non- 
repeatable detection of an OCP in each of four 
wells located generally to the west of well 
I349MWI00 in Former Fill Site 5 (wells 
1349MWI01, I349MWI02, I349MW03R and 
LF5GWI04) have been documented 
(Treadwell & Rollo, 2004). If general 
application of OCPs in the Study Area 
occurred, more wide-spread and persistent 
detections would be expected. Therefore, this 
possible source is unlikely. 


Undocumented "cutting" or mixing of the 
pesticides with diesel from the former 
dispenser area of the Study Area at the eastern 
edge of Washington Boulevard. 


There were two known areas in the DEH Study 
Area that were used for pesticide mixing, 
cutting, and storage. Building 269 in the DEH 
Study Area was constructed for storing and 
mixing of pesticides used at the Presidio. 
Although plausible, there has been no 
documentation or direct evidence that mixing, 
cutting, or storage of pesticides occurred at the 
Study Area. 


Elevated concentrations of OCPs in fill 
material used in former Area 2 and Area 3 
corrective action excavations. 


Fill material used for former Area 2 and Area 3 
is described as controlled density fill and clean 
sand. Soil samples for OCP analysis have 
never been collected at the Study Area, 
including no samples of the fill material. OCPs 
may have been introduced from the fill material 
to the deeper portions of the well 1349MWI00 
borehole during drilling. Migration of OCPs 
from overlying fill material to the underlying 
aquifer is unlikely given physico-chemical 
properties. 


Drilling Activities: Inadvertent introduction to 
the monitoring well borehole from improperly 
decontaminated drilling equipment. 


Drilling equipment used during the 
advancement of the well I349MWI00 borehole 
may not have been effectively decontaminated 
prior to use. OCPs may have been introduced 
into the borehole from another non-Presidio 
site. Review of field notes from well drilling 
activities, however, indicate that all drilling 
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Possible Source of OCP at Study Area 


Discussion of Viability of Source Model 




equipment and well materials were properly 
decontaminated. Therefore, potential cross- 
contamination from another site is unlikely. 



Because OCPs were not considered as a potential chemical of concern for Site Investigation (SI) purposes, no 
associated soil samples have historically been analyzed for OCPs at the Study Area. Furthermore, as part of the 
excavation activities at the telecommunications conduit to remove the petroleum-impacted soil, the soil column 
above and in the vicinity of well I349MW100 was removed to a maximum depth of 12 feet below ground 
surface (bgs) during the 1995 Army Corrective Action (IT, 1996). The excavations resulting from this 1995 
Corrective Action have been subsequently been backfilled with controlled density fill and clean sand fill. 
Therefore, investigation in the vicinity of well I349MW100 to determine if a current OCP soil source exists is 
not possible. 

Although there are several potential scenarios that could explain the occurrence of OCPs at well 1349MWI00, 
there is no clear evidence for any of them and all are based on speculation. Lacking conclusive evidence for 
any particular source scenario, the occurrence of OCPs at well 1349MWI00 is not clearly related to any 
previous Building 1349 operational activities. As discussed above, potentially impacted soils in the vicinity of 
well 1349MWI00 were excavated during the 1995 Army Corrective Action. A strategy to further evaluate the 
occurrence of OCPs and potential corrective actions is discussed in Sections 4 and 5 of this CAP. 
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Appendix E. Evaluation of Dissolved Metals 
Occunence 

As discussed in Section 2 of the CAP, arsenic (As), chromium (Cr), and nickel (Ni), have been detected in 
certain Building 1349 Study Area (Study Area) monitoring wells at concentrations that slightly exceed the 
respective groundwater cleanup levels for these constituents. Concentrations and distributions of these and 
other trace elements analyzed in groundwater samples likely reflect variations in overall hydrogeologic and 
geochemical conditions in the vicinity of the monitoring wells. 

Localized geochemical variations and resulting variations in concentrations of metals in groundwater indicate 
some influence from past Study Area activities, as well as natural variability. In particular, elevated 
concentrations of iron and shght elevations of As in well 1349MW100 reflect the development of anoxic 
conditions, due to readily degradable organic compounds associated with releases of diesel or fuel oil. 

Concentrations of trace elements, including As, Cr, and Ni, in groundwater result from a variety of geochemical 
and hydrogeologic processes and conditions. Often of fundamental importance are the concentrations of these 
constituents in the aquifer solids, since groundwater reactions with aquifer solids influence or ultimately 
determine what aqueous metal concentrations are observed. Table E-1 presents a comparison of minor and trace 
elemental compositions of various rock types and sediments from Presidio-wide background metals studies 
(EKI, 2002), with concentrations detected in soil samples collected at the Study Area. Constituent concentration 
data presented in Table E-1 are derived from results from soil boring samples 1349SB1 through 1349SB11. It is 
apparent from this table that concentrations and relative proportions of these constituents detected in soil 
samples near Building 1349 are comparable to background metals data from the Presidio, and are therefore 
unlikely to reflect enrichment from anthropogenic activities. This is further substantiated by the discussion of 
the nature and extent of metals observed in Study Area soils in Section 2.5.1 of the CAP. It should be noted that 
Presidio background metals data is only available for the four major geologic units that occur at the Presidio. 
Background metals characterization has not been performed for the secondary geologic units that occur at the 
Study Area, such as the Sheared Rock Unit and the Jurassic/Cretaceous Sedimentary Rock Unit As such. Study 
A rea metals data may be representative of these secondary geologic units 

It is also important to consider the relative magnitude of soil and aqueous phase concentrations typically 
occurring in groundwater environments and in particular those detected at the Study Area. For example, 
average As concentrations reported for soil samples from the Study Area are approximately 5 milligrams per 
kilogram (mg/kg), compared to average detected aqueous As concentrations of approximately 7 micrograms per 
liter (pg/L). At these concentrations, assuming a porosity of 0.3 for the aquifer, there are >4,000 times more As 
atoms associated with sohd phases compared to As atoms in solution. At lower porosities typical of 
unweathered fractured bedrock, there would be even more solid- phase metal atoms than in the aqueous phase. 
Consequently, transfer of a relatively minor amount (for example less than 0.1%) of As from the sohd to 
aqueous phase, in response to an even a minor change in geochemical conditions (e.g. pH, temperature. Eh, 
ionic strength), can result in a dramatic increase in dissolved As concentrations. This phenomenon, wherein 
there are many orders of magnitude more solid- phase than aqueous- phase atoms and whereby slight 
geochemical variations can cause dramatic changes in aqueous concentrations in space and time, also applies to 
other metals including Fe, Cr, and Ni, in addition to As. 

Concentrations of trace elements in groundwater and other near surface environments are controlled largely by 
reactions occurring at the surfaces of crystalline minerals and amorphous solid phases. The term "partitioning" 
is frequently used to describe the process by which constituents become distributed between aqueous and solid 
phases. Partitioning is more of a general term describing a complicated set of geochemical processes that 
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involve numerous variables that influence the element distributions between aqueous and solid phases. Some of 
the important variables include: pH; redox conditions; ionic strength; the nature and abundance of ions and 
neutral species that compete for different sorption sites on various solid phases; and the surface area of and the 
amount of sorption sites on the solid phases. 

Dissolved concentrations of As detected above the cleanup level of 10 pg/L may be a concern because of the 
toxicity of some chemical forms of As at relatively low concentrations. As occurs primarily in groundwater as 
an oxy anion, either as the pentavalent (V) arsenate ion (HnAs04^"") and/or the trivalent (III) aiserdte ion 
(HAsQ^""). The predominance of either arsenate or arserdte species is usually a function of the redox 
conditions of the aqueous environment, with arsenate dominant within aeroUc, oxidizing conditions, and 
arserdte doninant in anaerobic, reducing conditions. Significant arsenate and arserdte concentrations rray exist 
in either oxidizing or reducing conditions, however, possibly due to slow rates of redox transformations. 

Arsenate is generally considered to be less mobile in groundwater environments, which is attributed to strong 
adsorption on aquifer solids, particularly iron and manganese oxy hydroxides. Although arsenite is also 
adsorbed on aquifer solids, it has been shown to be relatively more mobile than arsenate. The increased 
mobility of arsenite probably reflects a combination of its predominance over arsenate under reducing 
conditions, combined with less iron oxhydroxides due to reduction of iron. Arsenite's enhanced mobility is 
frequently of concern because it is known to be more toxic than other forms of As. However, if reducing 
conditions are significantly strong and sulfide ion is present, then solid phase As sulfide species may form at the 
low temperatures characteristic of most groundwater environments, resulting in lower aqueous As. 

Figures E-1, E-2, and E-3 illustrate how sensitive the dissolved (aqueous) concentrations of a trace element like 
As can be to variations in important geochemical variables. Figures E-1 and E-2 describe As partitioning 
between solid and aqueous phases as a function of pH under oxic and reducing conditions, respectively. Figure 
E-3 compares how aqueous As concentrations vary with pH depending on whether oxic or reducing conditions 
exist within groundwater 

Figure E-1 illustrates how As partitions between the aqueous and solid phase (via sorption reactions) in an 
oxygenated system, while Figure E-2 applies for reducing conditions. Note that the total amount of As in the 
system does not change as pH varies. The total amount of A s in the system is assumed to be about 1 milligrams 
per liter (mg/L). By comparison, at the average soil As concentration measured at the Study Area of 5 mg/kg 
and a porosity of about 0.3, there would be about 30 mg/L total As (sohds and aqueous). This lower total As 
value is more appropriate for the partitioning example because all of the solid-phase As would not be available 
for surface exchange processes. 

Identified on the X-axis of Figure E-1 are the average pH values measured for 1349MW100 (about 6.5) and 
1349MW105 (about 7.4). Note that the aqueous As concentration is about 10 times higher due to the increased 
pH under the conditions simulated. This observation suggests that the slightly elevated dissolved As 
concentration at 1349MW105 may reflect influence from the relatively high pH at this location, although 
variations in other geochemical concentrations and conditions undoubtedly influence it as well. Factors 
contributing to the As concentrations reported, in addition to pH, may include: solid- phase As concentrations; 
sorption characteristics of the solid phases (surface area, type, and concentrations of surface- exchange sites); 
ionic strength; type and concentrations of other aqueous phases, which may compete with As for sorption sites; 
redox conditions; temperature; and of course, uncertainties associated with field sampling and laboratory 
analytical methods. 

Figure E-3 presents a comparison of predicted dissolved As concentrations versus pH for oxic and reducing 
conditions. It is clear from this Figure that reducing conditions result in enhanced concentrations of dissolved 
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As throughout the entire pH range considered as compared with oxic conditions. Such geochemical behavior is 
consistent with the slightly elevated As concentrations observed repeatedly at 1349MW100. Reducing 
conditions near this location are indicated by: 

1) the high dissolved iron concentrations (from 10 to more than 100 times higher than adjacent wells); and 

2) low sulfate concentration, indicative of sulfate reduction, which occurs only after complete elimination 
of dissolved oxygen. 

Enhanced aqueous iron concentrations favor desorption of As and higher aqueous As concentrations, due to a 
combination of: lower solid Fe oxides/hydroxides; preferential sorption of dissolved ferrous iron compared to 
As; and the observation that reduced As (arsenite) adsorbs less strongly than arsenate. Furthermore, field and 
laboratory studies have indicated that elevated alkalinity promotes higher aqueous As concentrations, due to 
preferential sorption of carbonate ions. Elevated alkalinity, which is typically a product of sulfate reduction, is 
apparent in the data for 1349MW 100. 

Although Figure E-3 illustrates that aqueous As concentrations may be enhanced in groundwater under reducing 
compared to oxic conditions. Figure E-2 shows how proportionally more As still adsorbs to solid phases 
compared to As in solution (except at pH>10). Such behavior has important implications for the fate and 
transport of As in groundwater because adsorption processes retard As migration in groundwater and serve to 
reduce aqueous As concentrations at downgradient locations. 

As geochemistry is discussed in detail because the highest As concentrations are detected slightly in excess of 
the groundwater cleanup level at monitoring well 1349MW105, located proximate to petroleum hydrocarbon 
impacts associated with Building 1349. Most of the processes and types of geochemical reactions that influence 
As geochemistry and the distribution and concentration of As in groundwater discussed above apply for the 
other metals of concern at the Study Area, including Ni and Cr. Applicability of As geochemistry to metals like 
Ni and Cr arises from the fact that the same types of geochemical reactions and processes influence their 
groundwater concentrations, although specifics of the reactions may differ. It is true that groundwater Cr 
concentrations may differ in response to redox conditions and that Cr behavior may appear to be opposite that of 
As. However, groundwater Cr (and Ni) concentrations will still result from: 

1) hydrogeochemical processes occurring between aqueous and solid phases, that are controlled largely by 

2) surface chemical reactions, which vary greatly depending on specific and general geochemical 
conditions. Surface partitioning reactions in turn are dependent upon 

3) the "natural", and if applicable, anthropogenic- influenced composition of solid phases and/or 
hydraulically upgradient groundwater. 

All in all, the variation in aqueous concentrations of these metals from one well to another is to be expected 
given the range of variability in individual constituent concentrations and overall geochemical conditions. In 
fact, it is probably more remarkable that the concentrations do not show greater variation, considering the 
numerous variables that effect the concentrations and distributions of these elements. 

Geochemical properties of elements like As and trace metals such as Ni and Cr contribute to the fate and 
transport of constituents in groundwater. It is important to consider how the geochemical behavior influences 
the migration and concentrations of constituents from source areas of impacted groundwater. 

To evaluate potential migration of As from the Study Area, specifically the area of well 1349MW100, solute 
transport modeling was performed using WinTran®, an analytical elemental groundwater modeling program 
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(ESI, 1995). For the model simulations, it was assumed that a constant source of As, with a concentration of 20 
pg/L, exists at 1349MW100. This assumed source concentration is greater than the average value of 
approximately 13 ug/L detected in groundwater samples collected historically from this well. Groundwater was 
assumed to migrate toward 1349MW03R, which is located approximately 150 feet hydraulically downgradient. 
A hydrauhc gradient of approximately 0.0067 was assumed, which is based on hydraulic head data provided in 
Figure 2-3. 

A horizontal hydraulic conductivity (Kh) value of 4.4 feet per day (ft/d) was assumed in the model. This 
corresponds to the highest Kh estimated from specific capacity data collected during purging of monitoring 
wells, despite an estimated Kh of approximately 0.7 ft/d apparent for 1349MW100. The highest Kh value was 
applied to develop a likely worst- case modehng scenario with respect to groundwater migration. Longitudinal 
and tranverse dispersivity values of 10 feet and 1 foot, respectively, are assumed. 

The model input applicable to the geochemical behavior of As is represented by the retardation factor, which is 
defined as follows: 

Rf = 1 + fb/e * Kd 

Where: 

Rf = retardation factor 

fb = bulk density 

9 = porosity 

Kd = partition coefficient. 

The partition coefficient (Kd) is defined as the ratio of the solid As concentration to the aqueous As 
concentration. For this analysis, it was derived from the solid-aqueous partitioning data presented in Figure E-2, 
which apphes to As behavior under reducing conditions. This approach is conservative in that it assumes As 
exists, and remains in, its relatively more mobile trivalent state. Values of Kd presented in Figure E-2 will vary 
as a function of pH, which at the Study Area is reported to range between about 5.6 and 8.2. 

Two values for porosity were considered, which represent likely end-members considering groundwater 
conditions in the area. A high porosity of 0.3 would correspond to weathered materials occurring near the water 
table and a lower porosity of 0.01 would correspond to values typical of fractured bedrock. A grain density of 
2.55, applicable to the mineral serpentine, was assumed in order to calculate the respective bulk densities at the 
assumed porosity values. 

Rfs, estimated from the conditions described above and the data presented in Figure E-2, range between a low of 
21 for a porosity of 0.01 at pH = 5.5 to a high of 54 for a porosity of 0.3 at pH = 7.5 and 8.0. Consistent with 
the worst- case scenario approach, the lowest value of 21 was apphed in the model. 

Figures E-4 and E-5 present results of the solute transport modeling for As under the conditions described. 
Figure E-4 applies to the high porosity simulation and Figure E-5 applies to the low porosity simulation. The 
Figures present the model- predicted As concentrations versus time at a location 150 feet hydraulically 
downgradient of monitoring well 1349MW100. Results indicate that a maximum As concentration of about 3.5 
mg/L would occur after about 9 tolO years for the low-porosity simulation and about 3.8 mg/L would occur 
after about 175 years for the high porosity situation. These results illustrate how even under the worst-case 
conditions assumed herein, significant attenuation of As concentrations is expected occur, resulting in 
concentrations below the target cleanup values. 
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TABLE E-1 

SOIL SAMPLE RESULTS - METALS PRESIDIO OF SAN FRANCISCO, BUILDING 1349 STUDY AREA* 
COMPARISON WITH PRESIDIO-WIDE BACKGROUND DATA** 



Element 


Building 1349 Study Area* 


Range of Detected Metals in Presidio Geologic Materials** 




Average 


Maximum 


Minimum 


Serpentinite 


Colma Formation 


Beach/Dune Sand 


Chert/Shale 


Fe 


31,800 


58,800 


14,900 


32,300 - 120,000 


7,650-3,800 


6,030-34,900 


420-46,000 


Mn 


414 


2,390 


17 


12,000-270,000 


2,430-6,500 


1,520-10,500 


4270«* 


Zn 


80 


212 


28 


17-114 


15.5-61.6 


7.45-74.3 


2.6-140 


Ni 


70 


163 


28 


686-3,950 


31.2-123 


15-82.9 


4-110 


Cu 


45 


146 


7 


11.1-64.6 


3.02-80.8 


3.11-57.2 


3.1-310 


As 


5.2 


17.3 


1.8 


0.32-4.09 


1.49-5 


1.11-5.96 


2.46-3.2 


Cr 


66 


120 


25 


493-1,680 


24-149 


17.9-142 


1.1-48.4 



values in mg/Kg 

* Results for soil borings 1349S B 1 through 1349SB11 

**Data reported in Cleanup Levels Document, Tables C-1 through C-4 (EKI, 2002) 

*** Only one sample in background data set was analyzed for Mn. 
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Figure E-2 
As Adsorption vs pH 

Total As = 1.1 mg/L; Reducing conditions 



o 



(A 

< 



\JUUU 




— •— 


— • • — • #— 




1000 




inn 








^ \ 


XvHJ 








\ 


it\ 


"▼- ' ' w — 


— w 




\ 


A.U 








\^ 


1 











■>- As aqueous -•- As sorbed 



8 
pH 



10 11 12 



FIGURE E-3 
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Figure E-4 
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Figure E-5 
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Table F-1 

Summary of Estimated Costs for Corrective Action 

Building 1349 Study Area 

Presidio of San Francisco, Califamia 



RdTBdiaHJnlt 


Altemalive 


FsHmated Ci^tal 
Costs'" 


EsthiHted Anrual 
O&M Costs'" 


O&Mftriod 
fyears) 


Total EstfaiHted 
Costs (NPV)"" 


ShaDowSoilRU 


No Action (Table F- 2a) 


$6,000 






$6,O0O 


Excavation and QffatE Disposal (Table F-2b) 


$428,000 






$126^000 


Capping (Table F-2c) 


$271,000 


$19,000 


30 ''' 


$630,000 


Land-Use Controls (Tade F-2d) 


$20,000 


$6,000 


30 "' 


$136^000 


Deep Son RU 


No Action (Table F-2£J 


$6,000 






$6,00O 


Excavation and OfFsite Disposal (Table F-3a) 


$198,000 






$ise,ooo 


Subsurface C^ng (Table F-3b) 


$200,000 


$14,000 


30 "' 


$471,000 


TdeooraniiikattaB Corriflnr Sal RU 


No Action (Table F- 2a) 


$6,000 






$ei.ooo 


Cj^jfing (Table F-4^ 


$328,000 


$19,000 


30 "' 


$696,000 


Excavation and OEfsite Disposal (Table F-4b) 


$455,000 






$a55,00O 


Land-Use Controls (Table F-2d) 


$20,000 


$6,000 


30 "> 


$136^000 


Groundwater RU 


No Action (Table F- 5a) 


$38,000 






$36^000 


Groundwatja: MonitDiing (Table F- 5b) 


$73,000 


$110,000 
$55,000 
$6,000 


2 '■» 
1 '* 

5 "" 


$363^000 


Land-Use Controls (Table F-5c) 


$20,000 


$6,000 


30 "' 


$136,000 


Ini|;;de9Tientation cf PrrfErred Alternatives 
for An Soil RUs"" 


Excavation and Off site Disposal (Table F-7) 


$737,000 






$737,000 
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Table F-1 

Summary of Estimated Costs for Corrective Action 

Building 1349 Study Area 

Presidio of San Francisco, Califamia 



RdTBdiaHJnlt 


Altemalive 


FsHTiHted Ci^tal 

Costs'" 


EsthTHted Amual 
O&M Costs'" 


O&Mftriod 
^-ears) 


Total EstfaiHted 
Costs (NPV)"" 


In^ementaticn of Ptiefciiied 


ExcannEdiGn and QE^te Eti^xKEd (Table F-7) + 










Altenstivesfcr All Soil RLband 


Groundvudier JVEonitGriiig (Table F-5b) 


$810,000 


$110,000 


2 » 




Groundnater RU 






$55,000 


1 "' 










$6,000 


30 "" 


$l,19(iOOO 



Notes: 

ftefeaied Alternatives are IrigUigiited. 

1. Detailed estimates for capital andaimiial oi)erationaiidmaiiibeiiaiice(OSdVr) cxjsts are presented iii Tables F- 2 through F- 5 and F-7. Individual alternatives may have some ledundaiit cx>sts depending 
on selected remedy, such as mobilization and Remediation Con^letion Reixirt 

2. Total cost is calculated using a 3. 1 percent mteaest rate. NPV = Net Present Value. 

3. Land use control (LLJC) O&M i^eriod. LUCs are included for each RU, wiiere appUcable, to conpare alternatives se^aarateiy by RU. 

4. Groundwater monitoiing O&M peaiod. 

5. Provides cost estiiiHte for inipleanentation of prefeaied alternatives for all soil RUs. Assumes ehmlnation of redmidant costs, such as mobilization and Remediation Coiiqiletion Report 

6. One LUC, over an O&M period of 30 years, is uicluded in tlie cost estimate for Preferred Alternatives for All Soil RUs and Groinxiwater RU to accoinit for the i»tenlial for soil to be left in- place with constituent 
concentrations esceeding deaiu^) levels for unrestricted site use and restrict groundwatea: use until constituent concentrations are below drinking water cleaiuq) levels. 
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Table F-2a 

Soil Remedial Units 

Estimated Costs Associates with No Action 

Building 1349 Study Area 

Presidio of San Francisco, California 



Task Description 


Estimated Costs | 


Unit 1 Quantity | Unit Cost | 


Subtotal 1 


Total 


Capital Costs 

General Administrative Costs 


Is 1 $5,000 


$5,000 


$5,000 








Subtotal Estimated Costs (w/contractor overhead and profit): 

Legal and Administrative Costs (assumed to be 5 percent of subtotal estimated costs w/contractor overhead and profit): 

Subtotal Estimated Costs (w/legal and administrative costs): 

Contingencies (assumed to be 20 percent of subtotal estimated costs w/legal and administrative costs): 

Total Preliminary Estimated Capital Costs of Remedial Alternative: 




$5,000 

$5,000 
$1,000 
$6,000 



Notes 

1. Totals may not sum exactly because of rounding. 

2. Derivation of unit rates is presented in Table F-6. 
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Table F-2b 

Shallow Soil Remedial Unit 

Estimated Costs Associated with Soil Excavation and Ofislte Disposal 

Building 1349 Study Area 

Presidio of San Francisco, California 



Task Description 


Estimated Costs | 


Unit 


Quantity 


1 Unit Cost 1 


Subtotal 1 


Total 


Capital Costs 












General SitB Preparation 












Mobilize ContractDr Equipment and Supplies to Site 


Is 


1 


$23,400 


$23,400 




I^rectand Maintain Perimeter Temporaiy Fence 


ft 


1000 


$12.00 


$12,000 




Decontamination Area for Personnel and Equipmen 


Is 


1 


$1,500 _ 


$1,500 


536,900 


Abandon Well 1349MW103 












Abandon 2-inch PVC Monitoring Wells 


ea 


1 


$1,755 


$1,755 




Dispose of Well Abandonment Residuals 


ea 


1 


$500 


$500 


$2,255 


Install Replacement Well 1349MW103R 












Mobilize contractor equipment and supplies to site 


Is 


1 


$300 


$300 




Drill and install groundwater monitoring well 


ft 


45 


$38 


$1,710 




Engineer to install the groundwater well 


day 


1 


$1,170 


$1,170 


$3,180 


Excavate Waste and Soil 












Excavate Soil, No Segregation 


cy 


810 


$4.10 


$3,321 




Collect Soil Prufile Samples for Disposal (every 500 cy] 


ea 


2 


$30 


$61 




Disposal Characterization 












PAHs by USEPA Method 8270 


ea 


2 


$250 


$500 




Total Petnaleum Hydrocarbons as Diesel Fuel, Fuel Oil, and 












Gasoline (USEPA 8015M -l-USEPA 3630A, silica gel 












cleanup) 


ea 


2 


$140 


$280 




OCRs (USEPA 8081) 


ea 


2 


$165 


$330 




Metals (USEPA 6000/7000) 


ea 


2 


$225 


$450 




Bacisfill Exavation 


cy 


1053 


$23.00 


$24,219 




Dispose of Nonhazardous Soil at Class 11 Facility 


ton 


1685 


$35 _ 


$58,968 


$88129 






Restoration Activities 












Replant in Historic Forest Zone 


acre 


0.1 


$58,000 


$5,800 


$5,800 


Design and Construction Management Services 












Engineering 












Perform General Planning Activities 


Is 


1 


$23,400 


$23,400 




Prepare Well Abandonment Letter Report 


Is 


1 


$5,000 


$5,000 




Prepare Remedial Design (plans and specifications) 


sheet 


6 


$7,500 


$45,000 




Bid, Award, and Negotiate Construction Conti:act 


Is 


1 


$29,250 


$29,250 


$102,650 


Construction Observation 












Provide Resident Engineer 


wk 


2 


$5,850 


$11,700 




Provide Office Support 


wk 


2 


$2,340 


$4,680 




Provide Vehicles and Equipment 


wk 


2 


$1,521 


$3,042 




Perform Air Monitoring 


wk 


2 


$1,170 


$2,340 




Collect Soil Confirmation Samples 


ea 


41 


$30 


$1,230 




PAHs by USEPA Mettiod 8270 


ea 


41 


$250 


$10,250 




Total Petnaleum Hydrocarbons as Diesel Fuel, Fuel Oil, and 












Gasoline (USEPA 8015M l-USEPA 3630A, silica gel 












cleanup) 


ea 


41 


$140 


$5,740 




OCRs (USEPA 8081) 


ea 


41 


$165 


$6,765 




Metals (USEPA 6000/7000) 


ea 


41 


$225 


$9,225 




Perform Independent Data Validation 


ea 


41 


$41 


$1,681 




Input Analytical Results into Presidio Database 


ea 


41 


$18 


$738 




Prepare Remediation Completion Report 


Is 


1 


$27,000 _ 


$27,000 


$84,391 


Engineering Project Management 












9% of Design and Excavation Management Services 


Is 


9% 






$16,834 


Subtotal Estimated Costs (w/contmctor overhead and profit): 










$340,000 


Legal and Administrative Costs (assumed to he 5 percent of subtotal estimated costs w/contractor overhead an 


d profit): 




$17,000 


Subtotai Estimated Costs (w/tegat and administrative costs): 










$357,000 


Contingencies (assumed to be 20 percent of subtotai estimated costs w/iegat and administrative costs): 






$71,000 


Total Preliminary Esdmatscl Capital Costs of Remedial Altsmatives: 










S428,000 



Notes and Assumptions: 

1. Totals may not sum exactly because of rounding. 

2. Field effort of excavation and well abandonment is estimated to be 2 weeks in duration. 

3. Table 5-1 presents the soil confinnation sampting program. 

4. Waste characterization samples will be collected approximately one per 500 cy. 

5. Assumes that well 1349MW 103 will be abandoned prior to excavation and reinstalled after backfilling. 

6. Volumes are provided in Table 5-1. 

7. C onversion factor from cy of soil to tons is 1.6. 

8. Soil volume is in-situ estimation. Backfill is estimated as 1.3 compaction factor. 

9. Derivation of the unit rates is presented in Table F-6. 
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Table F -2c 

Shallow Soil Remedial Unit 

Estimated Costs Associated with Capping 

Building 1349 Study Area 

Presidio of San Francisco, California 



Task Description 


Estimated Costs | 


Unit 


1 Quantity' | 


Unit Cost 1 


Subtotal 1 


Total 


Capital Costs 












General Site Preparation 












Mobilize contractor equipment and supplies to site 


Is 


1 


$23,400 


$23,400 




Erect and maintain perimeter temporary fencing 


ft 


1,000 


$12 


$12,000 




Set up decontamination area for personnel and equipment 


Is 


1 


$1,500 


$1,500 


$36,900 


Construct Cap 












Excavate and stockpile top foot of surface soil 


cy 


93 


$4 


$381 




Collect soil profile samples for disposal or reuse 


ea 


1 


$30 


$30 




TPHg.TPHd.MO 


ea 


1 


$140 


$140 




PAHs 


ea 


1 


$250 


$250 




Eumish and install qeosynthentic liner 


sf 


2500 


$1 


$2,500 




Import and Place Clean Topsoil (12 inches) 


cy 


121 


$35 


$4,235 




Grade Area 


day 


1 


$2,000 


$2,000 




Replant in Historic Forest Zone 


acre 


0.1 


$58,000 


$5,800 


$15,336 


Land Use Controls 












Allocated share to prepare LUC Master Reference Report 


Is 


1 


$5,000 


$5,000 




Prepare Site-Specific Addendum to the Land-Use Control 












Master Reference Report (Area B) 


Is 


1 


$10,000 


$10,000 




Add Site-Specific Land-Use Controls to Tmst GIS System 


Is 


1 


$500 


$500 


$15,500 


Design and Conshiiction Management Services 












Engineering 












Perform general planning activities 


Is 


1 


$23,400 


$23,400 




Prepare remedial design (plans and specifications) 


sheet 


6 


$7,500 


$45,000 




Bid, award, and negotiate construction contract 


Is 


1 


$29,250 


$29,250 




Construction Observation 












Provide resident engineer 


wk 


1 


$5,850 


$5,850 




Provide office support 


wk 


1 


$2,340 


$2,340 




Provide vehicles and equipment 


wk 


1 


$1,521 


$1,521 




Perform air monitoring 


wk 


1 


$1,170 


$1,170 




Prepare Remediation Completion Report 


Is 


1 


$27,000 


$27,000 


$135,531 


Engineering Project Management 












9% of Design and Construction Management Services 










$12,198 


Subtotal Estimated Costs (w/contractor overhead and profit): 










$215,000 


Legal and Adn\inistrative Costs (assumed to be 5 percent of subtotal estimated costs w/co 


ntrflctor overh 


?ad and profit): 




$11,000 


Subtotal Estimated Costs (w/legal and administrative costs): 










$226,000 


Contingencies (assumed to be 20 percent of subtotal estimated costs w/legal a 


id administrative costs): 






$45,000 


Total Preliminary Estimated Capital Costs of Remedial Alternatives: 










$271,000 


Annual Costs 












Inspect and Repair Cap 












Perform topographic survey to monitor settling ever^' 5 years 


Is 


1 


$161 


$161 




Conduct 5 year review of remedy performance 


Is 


1 


$5,850 


$5,850 




Repair damage to cover 


Is 


1 


$4,212 


$4,212 


$10,223 


Land Use Controls (ProjectManagement/Administration) 












Annual Administrative Cost of Land-Use Controls (Area B) 


Is 


1 


$1,000 


$1,000 




Eive-Y ear Review (annualized $4,000 over 30 years) 


Is 


1 


$4,000 


$4,000 


$5,000 


Subtotal Estimated Costs (w/contractor overhead and profit): 










$15,000 


Legal and Administrative Costs (assumed to be 5 percent of subtotal estimated costs w/contractor overhead and profit): 




$1,000 


Subtotal Estimated Costs (w/legal and administrative costs): 










$16,000 


Contingencies (assumed to be 20 percent of subtotal estimated costs w/legal a 


id administrative costs): 






$3,000 


Total Preliminary Estimated Annual Costs of Remedial Alternatives: 










$19,000 



Annual Cost Annualized over 30 years, assumes discount rate of 3.1% 



$368,000 



Total Preliminary Estimated Costs of Remedial Alternatives: 



$639,000 



Notes 

1. Totals may not sum exactiy because of rounding. 

2. Eield effort for cap contmction assumes 1 week. 

3. Costs for groundwater monitoring are included in the Groundwater RU Costs. 

4. Derivation of unit ratos is presented in Table F-6. 
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Table F-2d 

Shallow Soil and Telecommunication Corridor Soil Remedial Units 

Estimated Costs Associated with Land-Use Controls 

Building 1349 Study Area 

Presidio of San Francisco, California 



Task Description 


Estimated Costs | 


Unit 1 Quantity 1 Unit Cost | 


Subtotal 1 


Total 


Capital Costs 






Allocated share to prepare LUC Master Reference Report Is 1 $5,000 


$5,000 




Prepare Site- Specific Addendum to the Land- Use Control 






Master Reference Report (Area B) Is 1 $10,000 


$10,000 




Add Site-Specific Land-Use Controls to Trust GIS System Is 1 $500 


$500 


$15,500 


Subtotal Estimated Costs (w/contractor overhead and profit): 




$16,000 


Legal arid Admiriistrative Costs (assumed to be 5 percerit of subtotal estimated costs w/corttractor overhead arid profit): 




$1,000 


Subtotal Estimated Costs (w/legal and administrative costs): 




$17,000 


Contingencies (assumed to be 20 percent of subtotal estimated costs w/legal and administrative costs): 




$3,000 


Total Preliminary Estimated Capital Costs of Remedial Alternatives: 




$20,000 


Annual Costs 






Proj ect M anagement/A dministration 






Annual Administrative Cost of Land-Use Controls (Area B) Is 1 $1,000 


$1,000 




Five-Y ear Review (amualized $4,000 over 30 years) Is 1 $4,000 


$4,000 


$5,000 


Subtotal Estimated Costs (w/contractor overhead and profit): 




$5,000 


Legal and Administrative Costs (assumed to be 5 percent of subtotal estimated costs w/contractor overhead and profit): 




- 


Subtotal Estimated Costs (w/legal and administrative costs): 




$5,000 


Contingencies (assumed to be 20 percent of subtotal estimated costs w/legal and administrative costs): 




$1,000 


Total Preliminary Estimated A nnual Costs of Remedial Alternatives: 




$6,000 



Annual CostAnnualized over 30 years, assumes discount rate of 3.1% 



$116,000 



Total Preliminary Estimated Costs of Remedial Alternatives: 

Notes 

1 . T otals may not sum exactly because of rounding. 

2 . C osts for groundwater monitoring are included in the G roundwater RU C osts. 

3. Derivation of unit rates is presented in Table F-6. 



$136,000 
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Table F-3a 

Deep Soil Remedial Unit 

Estimated Costs Associated with Soil Excavation and Offsite Disposal 

Building 1349 Study Area 

Presidio of San Francisco, California 



Tasii Description 


Estimated Costs | 


Unit 1 


Quantity 


|UnitCost| 


Subtotall 


Total 


Capital Costs 












General Site Preparation 












Included in Shallow Soil Remedy 
Excavate Waste and Soil 










$0 






Excavate Soil, No Segregation 


cy 


30 


$4.10 


$123 




Collect Soil Profile Samples for Disposal (every 500 cy) 


ea 


1 


$30 


$30 




Disposal Characterization 












PAHs by USEPA Method 8270 


ea 


1 


$250 


$250 




Total Petroleum Hydrocarbons as Diesel Fuel, Fuel Oil, and Gasoline 












(USEPA 8015M + USEPA 3630A, silica gel cleanup) 


ea 


1 


$140 


$140 




OCPs (USEPA 8081) 


ea 


1 


$165 


$165 




Metals (USEPA 6000/7000) 


ea 


1 


$225 


$225 




Backfill Exavation 


cy 


39 


$23.00 


$897 




Dispose of Nonhazardous Soil at Class II Facility 


ton 


62 


$35 


$2,184 


$4,014 


Design and Construction Management Services 












Engineering 












Perform General Planning Activities 


Is 


1 


$23,400 


$23,400 




Prepare Remedial Design (plans and specifications) 


sheet 


6 


$7,500 


$45,000 




Bid, Award, and Negotiate Construction Contract 


Is 


1 


$29,250 


$29,250 


$97,650 


Constmction Observation 












Provide Resident Engineer 


wk 


1 


$5,850 


$5,850 




Provide Office Support 


wk 


1 


$2,340 


$2,340 




Provide Vehicles and Equipment 


wk 


1 


$1,521 


$1,521 




Perform AirMoni to ring 


wk 


1 


$1,170 


$1,170 




Collect Soil Confirmation Samples 


ea 


6 


$30 


$180 




PAHs by USEPA Method 8270 


ea 


6 


$250 


$1,500 




Total Petroleum Hydrocarbons as Diesel Fuel, Fuel Oil, and Gasoline 












(USEPA 8015M + USEPA 3630A, silica gel cleanup) 


ea 


6 


$140 


$840 




OCPs (USEPA 8081) 


ea 


6 


$165 


$990 




Metals (USEPA 6000/7000) 


ea 


6 


$225 


$1,350 




Perform Independent Data Validation 


ea 


6 


$41 


$246 




Input Analytical Results into Presidio Database 


ea 


6 


$18 


$108 




Prepare Remediation Completion Report 


Is 


1 


$27,000 


$27,000 


$43,095 


Engineering Project Management 












9% of Design and Excavation Management Services 


Is 


9% 






$12,667.05 


Subtotal Estimated Costs (w/contractor overhead and profit): 










$157,000 


Legal and Administrative Costs (assumed to be 5 percent of subtotal estimated costs w/contractor overhead 


and profit): 






$8,000 


Subtotal Estimated Costs (w/legal and administrative costs): 










$165,000 


Contingencies (assumed to be 20 percent of subtotal estimated costs w/legal and administrative 


costs): 








$33,000 


Total Preliminary Estimated Capital Costs of Remedial Alternatives: 










$198,000 



Notes and Assumptions: 

1. Totals may not sum exactly because of rounding. 

2. Field effort of excavation is estimated to be 1 week in duration. 

3. Table 5- 1 presents the soil confirmation sampling program. 

4. Waste characterization samples will be collected approximately one per 500 cy . Sampl es will b e analyz e d for TPH and PAHs. 

5. Volumesare providedin Table 5-1. 

6. Conversion factor from cy of soil to tons is 1.6. 

7. Soil volume is in-situ estimation. Backfill is estimated as 1.3 compaction factor. 

8. Cost estimate assumes Shallow Soil RU remedy is excavation and offsite disposal. 

9. Assumes well 1349MW103 will be abandoned and replaced in shallow RU remedy. 

10. Derivation of the unit rates is presented in Table F-6. 
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Table F-3b 

Deep Soil Remedial Unit 

Estimated Costs Associated v/itPi Subsurface Capping 

Building 1349 Study Area 

Presidio of San Francisco, California 



Task Description 



Estimated Costs 



Unit I Quantity 



Unit Cost Subtotal 



Total 



C apital C osts 

General Site Preparation 

Included in Shallow Soil Remedy 
Construct Cap 

Furnish and install geosynthentic liner 

Land Use Controls 

Allocated share to prepare LUC Master Reference Report 
Prepare Site-Specific Addendum to the Land-Use Control 

Master Reference Report (Area B) 
Add Site- Specific Land-Use Controls to Trust CIS System 

Design and Construction Management Services 
Engineering 

Perform general planning activities 

Prepare remedial design (plans and specifications) 

Bid, award, and negotiate construction contract 
Construction Observation 

Provide resident engineer 

Provide office support 

Provide vehicles and equipment 

Perform air monitoring 

Prepare Remediation Completion Report 



Engineering Project Management 

9% of Design and Construction Management Services 



Is 
Is 



100 



$1 



$1,500 



$5,000 

$10,000 
$500 



$5,000 

$10,000 
$500 



Is 


1 


$23,400 


$23,400 


sheet 


6 


$7,500 


$45,000 


Is 


1 


$29,250 


$29,250 


wk 


0.5 


$5,850 


$2,925 


wk 


0.5 


$2,340 


$1,170 


wk 


0.5 


$1,521 


$761 


wk 


0.5 


$1,170 


$585 


Is 


1 


$27,000 


$27,000 



$0 



$1,500 



$15,500 



$130,091 



$11,708 



Subtotal Estimated Costs (w/contractor overhead and profit): 

Legal and Administrative Costs (assumed to be 5 percent of subtotal estimated costs w/contractor overhead and profit): 

Subtotal Estimated Costs (w/legal and administrative costs): 

Contingencies (assumed to be 20 percent of subtotal estimated costs wAegal and administrative costs): 

Total Preliminaty Estimated Capital Costs of Remedial Alternatives: 



$159,000 

$8,000 

$167,000 

$33,000 

$200,000 



Annual Costs 

Inspect and Repair Cap 

Perform topographic survey to monitor settling every 5 year? 
Conduct 5 year review of remedy performance 

Land Use Controls (Project Management/Administration) 
Annual Administrative Cost of Land-Use Controls (Area B) 
Five-Y ear Review (annualized $4,000 over 30 years) 



Is 
Is 



Is 

Is 



$161 
$5,850 



$161 
$5,850 



$1,000 
$4,000 



$1,000 
$4,000 



$6,011 



$5,000 



Subtotal Estimated Costs (w/contractor overhead and profit): 

Legal and Administrative Costs (assumed to be 5 percent of subtotal estimated costs w/contractor overhead and profit): 

Subtotal Estimated Costs (w/Iegal and administrative costs): 

Contingencies (assumed to be 20 percent of subtotal estimated costs wAegal and administrative costs): 

Total Preliminarii Estimated Annual Costs of Remedial Alternatives: 



$11,000 
$1,000 

$12,000 
$2,000 

$14,000 



Annua/ CostAnnualized over 30 years, assumes discount rate of 3.1% 



$271,000 



Total Preliminary/ Estimated Costs of Remedial Alternatives: 

Notes 

1. Totals may not sum exactly because of rounding. 

2. Field effort for cap construction is estimated to be 1 week in duration. 

3. Costs for groundwater monitoring are included in the Groundwater RU Costs. 

4. Assumes shallow soil RU remedy is excavation and offsite disposal. 

5. Derivation of unit rates is presented in Table F-6. 



$471,000 
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Table F-4a 

Telecommunications Corridor Soil Remedial Unit 

Estimated Costs Associated with Capping 

Building 1349 Study Area 

Presidio of San Francisco, California 



Task Description 


Estimated Costs | 


Unit 


1 Quantity | 


UnitCostI 


Subtotal 1 


Total 


Capital Costs 












General Site Preparation 












Mobilize contractor equipment and supplies to site 


Is 


1 


$23,400 


$23,400 




Erect and maintain perimeter temporary fencing 


ft 


1,000 


$12 


$12,000 




Set up decontamination area for personnel and equipment 


Is 


1 


$1,500 


$1,500 


$36,900 


Construct Cap 












Excavate and stockpile top foot of surface soil 


cy 


380 


$4.10 


$1,558 




Collect soil profile samples for disposal or reuse 


ea 


1 


$30 


$30 




TPHg, TPHd, MO 


ea 


1 


$140 


$140 




PAHs 


ea 


1 


$250 


$250 




Furnish and install geosynthentic liner 


sf 


700 


$1 


$1,500 




Import and Place Clean Topsoil (12 inches) 


cy 


494 


$35 


$17,290 




Replant in Historic Forest Zone 


acre 


0.03 


$58,000 


$1,740 


$59,408 


Land Use Controls 












Allocated share to prepare LUC Master Reference Report 


Is 


1 


$5,000 


$5,000 




Prepare Site-Specific Addendum to the Land-Use Control 












Master Reference Report (Area B) 


Is 


1 


$10,000 


$10,000 




Add Site-Specific Land-Use Controls to Trust GIS System 


Is 


1 


$500 


$500 


$15,500 


Design and Construction Management Services 












Engineering 












Perform general planning activities 


Is 


1 


$23,400 


$23,400 




Prepare remedial design (plans and specifications) 


sheet 


6 


$7,500 


$45,000 




Bid, award, and negotiate construction contract 


Is 


1 


$29,250 


$29,250 




Construction Observation 












Provide resident engineer 


wk 


1 


$5,850 


$5,850 




Provide office support 


wk 


1 


$2,340 


$2,340 




Provide vehicles and equipment 


wk 


1 


$1,521 


$1,521 




Perform air monitoring 


wk 


1 


$1,170 


$1,170 




Prepare Remediation Completion Report 


Is 


1 


$27,000 


$27,000 


$135,531 


Engineering Project Management 












9% of Design and Construction Management Services 










$12,198 


Subtotal Estimated Costs (w/contractor overhead and profit): 










$260,000 


Legal and Administrative Costs (assumed to be 5 percent of subtotal estimated costs w/contractor overhead and profit): 




$13,000 


Subtotal Estimated Costs (w/legal and administrative costs): 










$273,000 


Contingencies (assumed to be 20 percent of subtotal estimated costs wAegal and administrative costs): 






$55,000 


Total Preliminary Estimated Capital Costs of Remedial A Itematives: 










$328,000 
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Table F-4a 

Telecommunications Corridor Soil Remedial Unit 

Estimated Costs Associated with Capping 

Building 1349 Study Area 

Presidio of San Francisco, California 



Task Description 


Estimated Costs | 


Unit 


1 Quantity | 


UnitCostI Subtotal 


Total 


Annual Costs 












Inspect and Repair Cap 












Perform topographic survey to monitor settling every 5 years 


Is 


1 


$161.00 


$161 




Conduct 5 year review of remedy performance 


Is 


1 


$5,850.00 


$5,850 




Repair damage to cover 


Is 


1 


$4,212.00 


$4,212 


$10,223 


Land Use Controls (Project Management/Administration) 












Annual Administrative Costof Land-Use Controls (AreaB) 


Is 


1 


$1,000 


$1,000 




Five-Y ear Review (annualized $2,000 over 30 years) 


Is 


1 


$4,000 


$4,000 


$5,000 


Subtotal Estimated Costs (w/contractor overhead and profit): 










$15,000 


Legal and Administrative Costs (assumed to be 5 percent of subtotal estimated costs w/contractor overhead and profit): 




$1,000 


Subtotal Estimated Costs (w/legal and administrative costs): 










$16,000 


Contingencies (assumed to be 20 percent of subtotal estimated costs wAegal and administrative 


■:osts): 






$3,000 


Total Preliminary Estimated Annual Costs of Remedial Alternatives: 










$19,000 


Annual Cost Annualized over 30 years, assumes discount rate of 3.1% 










$368,000 



Total Preliminary Estimated Costs of Remedial Alternatives: 

Notes 

1 . Totals may not sum exactly because of rounding. 

2. Field effort for cap construction is estimated for 1 week in duration. 

3. Costs for groundwater monitoring are included in the Groundwater RU Costs. 

4. Derivation of unit rates is presented in Table F-6. 



$696,000 
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Table F-4b 

Telecommunications Corridor Remedial Unit 

Estimated Costs Associated with Soii Excavation and OfTsite Disposal 

Buiiding 1349 Study Area 

Presidio of San Francisco, California 



Task Description 


Estimated Costs | 


Unit 


1 Quantity 1 


Unit Cost] 


Subtotal] 


Total 


Capital Costs 












General Site Preparation 












Mobilize Contractor Equipment and Supplies to Site 


is 


1 


$23,400 


$23,400 




Erect and M alnlain Perimeter Temporary Eence 


ft 


1000 


$12.00 


$12,000 




D econtamlnation A rea for Personnel and Equipmer 


Is 


1 


$1,500 


$1,500 


$36,900 


Excavate Waste and Soil 












Reroute Telecommmilcations Conduit 


Is 


1 


$60,000 


$60,000 




Excavate Soil, No Segreqatlon 


cy 


570 


$410 


$2,337 




Collect Soil Profile Samples tor Disposal (every 500 cy) 


ea 


2 


$30 


$61 




Disposal Characterization 












PAHs by USEPA Method 8270 


ea 


2 


$250 


$500 




Total Petroleum Hydrocarbons as Diesel Euel, Euel Oil, 












andCasoline (USEPA 8015M +USEPA 3630A, silica qel 












cleanup) 


ea 


2 


$140 


$280 




OCPs (USEPA 8081) 


ea 


2 


$165 


$330 




Metals (USEPA 6000/7000) 


ea 


2 


$225 


$450 




Backfin Exavation 


cy 


741 


$23 


$17,043 




Dispose of Nonhazardous Soil at Class 11 Eacility 


ton 


1,186 


$35 


$41,496 




Replant in Historic Forest Zone 


acre 


0.03 


$58,000 


$1,740 


$124237 


AbandonWelll349MW100 












Abandon 2-lnchPVC Monitoring Wells 


ea 


1 


$1,755 


$1,755 




Dispose of WeU Abandonment Residuals 


ea 


1 


$500 


$500 


$2,255 


Install Replacement Well 1349MW100R 












Mobilize contractor equipment and supplies to site 


Is 


1 


$300 


$300 




Drih and Install groundwater monitoring well 


ft 


45 


$38 


$1,710 




Engineer to install the groundwater well 


day 


1 


$1,170 


$1,170 


$3,180 


Design and Construction Management Services 












Engineering 












Perform General Planning Activities 


is 


1 


$23,400 


$23,400 




Prepare Remedial Design (plans and specifications) 


sheet 


6 


$7,500 


$45,000 




Bid, Award, and Negotiate Construction Contract 


Is 


1 


$29,250 


$29,250 


$97,650 


Design and Conshirction Management Services for Well abandonment 












Engineering/Project Management/Office Support 


day 


1 


$500 


$500 




Conshirction Observation and Coordlnahon 


day 


1 


$1,000 


$1,000 




Prepare W ell A bandomnent L etter Report 


is 


1 


$5,000 


$5,000 


$6,500 


ConshTichon Observahon 












Provide Resident Engineer 


wk 


2 


$5,850 


$11,700 




Provide Office Support 


wk 


2 


$2,340 


$4,680 




Provide Vehicles and Equipment 


wk 


2 


$1,521 


$3,042 




Perform Air Monitoring 


wk 


2 


$1,170 


$2,340 




Collect Soil Confirmahon Samples 


ea 


29 


$30 


$870 




PAHs by USEPA Method 8270 


ea 


29 


$250 


$7,250 




Total Peholeum Hydrocarbons as Diesel Fuel, Euel Oil, 












andCasoline (USEPA 8015M +USEPA 3630A, silica gel 












cleanup) 


ea 


29 


$140 


$4,060 




OCPs (USEPA 8081) 


ea 


29 


$165 


$4,785 




Metals (USEPA 6000/7000) 


ea 


29 


$225 


$6,525 




Perform Independent Data Valldahon 


ea 


29 


$41 


$1,189 




Input Analytical Results into Presidio Database 


ea 


29 


$18 


$522 




Prepare Remediation Complehon Report 


is 


1 


$27,000 


$27,000 


$73,963 


Engineering Project Management 












9% of Design and Excavation Marragement Services 


Is 


9% 






$16,03017 


Subtotal Estimated Costs (w/contractor overhead and profit): 










$361,000 


Legal and Administrative Costs (assumed to be 5 percent of subtotal estimated costs w/contractor overhead and profit): 




$18,000 


Subtotal Estimated Costs (w/legal and administrative costs): 










$379,000 


Contingencies (assumed to be 20 percent of subtotal estimated costs w/legal ana 


administrative costs): 






$76,000 


Total Preliminary Estimaled Capital Costs of Remedial AltemaUves: 










$455,000 



NotBS and Assumptions: 

1. Totals may notsum exactly because of rounding. 

2. Field effort of excavation and well abandonment is estimated to be 2 weeks in duration. 

3. Table 5-1 presents the soil confirmation sampling program. 

4. Waste characterization samples will be collected approximately one per 500 cy. 

5. Cosb based on assumption that soils will be excavated to a minimum of 16feetbgs. A ttempts will be made ta excavate deeper to address soil impacts 
at greater depths and above groundwater. Costs for additional excavation and disposal are expected to be minimal and within the onier of magnitude of 
costs presented. 

6. Volumes are providedin Table 5-1. 

7. Conversionfactarfromcy of soil to tonsis 1.6. 

8. Soil volume is in-situ estimation. Backfill is estiated as 1.3 compaction factor. 

9. Derivation of the unitrates is presented in Table F-6. 
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Table F-5a 

Groundwater Remedial Unit 

Estimated Costs Associated with No Action 

Building 1349 Study Area 

Presidio of San Francisco, California 



Task Description 


Estimated Costs | 




Unit 


1 Quantity 


Unit Cost 1 


Subtotal 


Total 


Capital Costs 












Abandon Wells 












Abandon Groundwater Monitoring well (9 wells) 












Abandon 2-incli PVC Monitoring Wells 


ea 


9 


$1,755 


$15,795 




Dispose of Well Abandonment Residuals 


ea 


9 


$500 


$4,500 


$20,295 


Design and Constniction Management Services 












Engineering/Project ManagementyOffice Support 


day 


3 


$500 


$1,500 




Constniction Observation and Coordination 


day 


3 


$1,000 


$3,000 




Prepare Well Abandonment Letter Report 


Is 


1 


$5,000 


$5,000 


$9,500 




Subtotal Estimated Costs (w/contractor overhead and profit): 










$30,000 


Legal and Administrative Costs (assumed to be 5 percent of subtotal 


estimated costs w/contractor overhead and profit): 




$2,000 


Subtotal Estimated Costs (w/legal and administrative costs): 










$32,000 


Contingencies (assumed to be 20 percent of subtotal estimated costs 


w/legal 


and administrative costs) 






$6,000 


Total Preliminary Estimated Capital Costs of Remedial Alternative 










$38,000 



Notes 

1. Totals may not sum exactly because of rounding. 

2. Derivation of unit rates is presented in Table F-6. 
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Table F-5b 

Groundwater Remedial Unit 

Estimated Costs Associated with Groundwater Monitoring 

Buildng 1349 Study Area 

Presicfo of San Francisco, California 



Task Descriptioi 



Unit |QuaiitJt>-| 



Estimated Costs 



Capital Costs 

Install Wells 1349MW106 and 1349MW107 

Mobilize conliactor equipment and supplies to site 
Drill and install groundwater moniloring well 
Engineer to install the groundwater well 

Abandon Wells at the Completion of Groundwater Monitoring 

Abandon Groundwater Monitoring well (11 wells) 
Abandon 2-inch PVC Monitoring Wells 
of Well Abandonment Residuals 



Design and Conslmclion Management Services 
Engineering/Project Management/Office Support 
Construction Observation and Coordination 
Prepare Well Abandonment Letter Report 

Land Use Controls 

Allocated share to prepare LUC Master Reference Report 
Prepare Site-Specific Addendum to the Land-Use Control 

Master Reference Report (Area B) 
Add Site-Specific Land-Use Controls to Trust GIS System 



ft 






$300 

$38 

$1,170 



S3, 420 
S2,340 



$1,755 
$500 _ 



819,305 
S5,500 



1 



$500 
$1,000 
$5,000 



$10,000 
$500 



$2,000 
$4,000 
$5,000 



Si 0,000 
S500 



Subtotal Estimated Costs (w/contractor overhead and profltj: 

Legal and Administrative Costs (assumed to be 5 percent of subtotal estimated costs w/contractor overhead and profit): 

Subtotal Estimated Costs (w/legol and administrative costs): 

Contingencies (assumed to be 20 percent of subtotal estimated costs w/legal and administrative costs): 

Tolnl Preliminaiy Estimated Capilnl Costs of Remedial AltBmaUve: 



Annual Costs (Years 1-2) 

Groundwater Remedial Unit 

Conduct Groundwater Monitoring (QuariBrly; 7 existing wells, 2 new w 

Sample Wells (1 1 wells and 1 duplicate sample per event) 

Dispose of Groundwater Samphng Residuals 

Analyze Groundwater Samples from Wells 
General Water Quahty Parameters 
Volatile Organic Compounds (USEPA Method 8260B) 
Polycyclic Aromatic Hydrocarbons (USEPA Method 8270C) 
Organochlorine Pesticides (USEPA Method 8081) 
Total Petroleum Hydrocarbons as Gasohne, as Diesel Fuel, and a 
MotorOil (USEPA 8015 -F USEPA 3630A, sihca gel cleanup) 
Metals (USEPA Method 6010/7000) 

Perform Independent Data Validation 

Input Analytical Results into Presidio Database 

Prepare Semi-Annual Monitoring Reports 



alls, and 2 new replacement wells) 



$263 


$12,624 


$500 


$2,000 


$205 


$9,840 


$250 


$12,000 


$250 


$12,000 


$165 


$7,920 


$140 


$6,720 


$225 


$10,800 


$41 


$1,968 


$18 


$864 


$5,850 


$11,700 



$88,436 



Subtotal Estimated Costs (w/contractor overhead and profit): 

Legal and Administrative Costs (assumed to be 5 percent of subtotal estimated costs w/contractor overhead and profit): 

Subtotal Estimated Costs (w/legal and administrative costs): 

Contingencies (assumed to be 20 percent of subtotal estimated costs w/legal and administrative costs): 

Tolnl Preliminary Estimated Annual Costs of Remedial Alternative: 



$88,000 
$4,000 
$92,000 
$18,000 
S 110,000 



Annual Cost Annualized over 2 \iears, assumes discount rate of 3.1% 



S2 10,000 



Annual Costs (Year 3) 

Groundwater Remedial Unit 

Conduct Groundwater Monitoring (Semi-Annual; 7 existing wells, 2 ne 

Sample Wells (1 1 wells and 1 duplicate sample per event) 

Dispose of Groundwater Samphng Residuals 

Analyze Groundwater Samples from Wells 
General Water Quahty Parameters 
Volatile Organic Compounds (USEPA Method 8260B) 
Polycyclic Aromatic Hydrocariions (USEPA Method 8270C) 
Organochlorine Pesticides (USEPA Method 8081) 
Total Petroleum Hydrocarbons as Gasoline, as Diesel Fuel, and a; 
MotorOil (USEPA 8015 -F USEPA 3630A, sihca gel cleanup) 
Metals (USEPA Method 6010/7000) 

Perform Independent Data Validation 

Input Analytical Results into Presidio E 

Prepare Semi-Annual Monitoring Reports 



' wells, and 2 new replacement wells) 



$263 


86,312 




$500 


S1,000 




$205 


$4,920 




$250 


$6000 




$250 


$6000 




$165 


$3,960 




$140 


£3,360 




$225 


$5,400 




$41 


$984 




$18 


$432 




$5,850 


$5,850 








$44,218 






$44,000 






$2,000 






$46,000 






$9,000 






$55,000 



Subtotal Estimated Costs (w/contractor overhead and profit): 

Legal and Administrative Costs (assumed to be 5 percentof subtotal estimated costs w/contractor overhead and profit): 

Subtotal Estimated Costs (w/!egal and administrative costs): 

Contingencies (assumed to be 20 percent of subtotal estimated costs w/legal and administrative costs): 

Totnl Preliminary Estimated Annual Costs of Remedial Alternative: 



Annual Cost Annualized over 1 ]iear, assumes discount rate of 3.1% 



Annual Costs (Years 1-5) 

Land Use Controls (Project Management/A dm ini strati on) 
Annual Administrative Cost of Land-Use Controls (Area E 
Five-Y ear Review (annualized $4,000 over 5 years) 



1 



$1,000 
$4,000 



Si, 000 
S4,000 



Subtotal Estimated Costs (w/contractor overhead and profit): 

Legal and Administrative Costs (assumed to be 5 percent of subtotal estimated costs w/contractor overhead and profit): 

Subtotal Estimated Costs (w/!egal and administrative costs): 

Contingencies (assumed to be 20 percent of subtotal estimated costs w/legal and administrative costs): 

Tolnl Preliminary Estimated Annual Costs of Remedial Alternative: 



$5,000 
$1,000 
$6,000 



Annua) Cost Annualized over 5 jiears, assumes discount rate of 3.1% 



Total Preliminary Estimated Costs of Remedial Alternative: $363,000 

- Groundwata-RUwill sarr^deall existing niDnitoring wdls and the two newly-installed monitoring wdls. 
This indudes the groundwatBrmonitoring necessary for Shallow Soil RU, Deep Soil RU, and Telecommuni cations RU. 

Notes 

1. Totals may iKit suin exacdy because of rouiKling. 

2. A total of 11 wells are included in the groundwater monitoring program: 7 existing wells, 2 new wells, and 2 new replacement wells. Costs for installation 
of Ihe2 new replacement wells are included under the Shallow Soil and Telecommunications Corridor Remedial Unit costs (TablseF-2b and F-4b). 



3. Assumes 2 year costs based 
4 Assumes two d^^ to install 
5. Daivation of unit rates 



quarieriy sampling and an additional 1 year cost based o 
w wdls and four d^^ to abaiKlon wdls. 
TabJeFa 



i- annual sampling, a 
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Table F-5c 

Groundwater Remedial Unit 

Estimated Costs Associated with Land-Use Controls 

Building 1349 Study Area 

Presidio of San Francisco, California 



Task Description 


Estimated Costs | 


Unit 1 Quantity 1 Unit Cost | 


Subtotal 1 


Total 


Capital Costs 






Allocated share to prepare LUC Master Reference Report Is 1 $5,000 


$5,000 




Prepare Site- Specific Addendum to the Land-Use Control 






Master Reference Report (A reaB) Is 1 $10,000 


$10,000 




Add Site-Specific Land-Use Controls to Trust GIS System Is 1 $500 


$500 


$15,500 


Subtotal Estimated Costs (w/contractor overhead and profit): 




$16,000 


Legal arid Admirtistrative Costs (assumed to be 5 percent of subtotal estimated costs w/corttractor overhead and profit): 




$1,000 


Subtotal Estimated Costs (w/legal and administrative costs): 




$16,000 


Contingencies (assumed to be 20 percent of subtotal estimated costs w/legal and administrative costs): 




$3,000 


Total Preliminaiy Estimated Capital Costs of Remedial Alternatives: 




$20,000 


Annual Costs 






Project Management/Administration 






AnnualAdministrativeCostof Land-Use Controls (Area B) Is 1 $1,000 


$1,000 




Five-Y ear Review (annualized $4,000 over 30 years) Is 1 $4,000 


$4,000 


$5,000 


Subtotal Estimated Costs (w/contractor overhead and profit): 




$5,000 


Legal and Administrative Costs (assumed to be 5 percent of subtotal estimated costs w/contractor overhead and profit): 




- 


Subtotal Estimated Costs (w/legal and administrative costs): 




$5,000 


Contingencies (assumed to be 20 percent of subtotal estimated costs w/legal and administrative costs): 




$1,000 


Total Preliminary Estimated A nnual Costs of Remedial Alternatives: 




$6,000 


Annual Cost Annualized over 30 j/eors, assumes discount rate of 3.1% 




$116,000 



Total Preliminary Estimated Costs of Remedial Alternatives: 

Notes 

1. Totals may not sum exactly because of rounding. 

2. Derivation of unit rates is presented in Table F-6. 



$136,000 



Appendix F Tables.xls 
10/28/2005 



BLASLAND, BOUCK & LEE 
engineers, scientists, economists 



Page lof 1 



Table F-6 

Derivation of Unit Rates 

Building 1349 Study Area 

Presidio of San Francisco, California 



Ta^Desciipticn 


IMt 


lMtCost2000 
ddlars 


IMt Cost 
;j«l(RdcJ]are 


ScmxE 


CAPITAL COSTS 










General Site Preparation 










Mobilize contractor equipment and supplies to site 


Is 


$20,000 


$23,400 


Table E-3, Main Installation Sites FS, Frier & 
Kalinowski, Inc, Maroh 2003 (FKI). 


Mobilize contractor equipment and supplies to misc. site 


Is 


$1,000 


$1,170 


FKI, assumes backhoe for excavation < 1,000 cy. 


Erect and maintain perimeter temporaiy fence 


ft 


$10.00 


$12 


FKI 


Provide Personnel Protective Equipment (PPE) 


Is 




$2,000 


Blasland, Bouck and Lee (BBL) 


Decontamination area for personnel and equipment 


Is 




$1,500 


BBL 


Excavate Waste and Soil 










Excavate soil no segregation 


cu 


$3.50 


$4.10 


FKI, assumes 3 yard bucket, cost may increase with 
smaller volumes 


Collect soil profile samples for disposal 


ea 


$26 


$30.42 


FKI 


Disposal characterization 










Total Petroleum Hydrocarbons as Gasoline, as Diesel Fuel, and as 


ea 




$140 


Curtis & Tompkins (C&T) 


MotorOil (EPA 8015M +EPA 3630A, silica gel cleanup) 










Polycyclic Aromatic Hydrocarbons (EPA Method 8270) 


ea 




$250 


C&T 


B ackfill Excavation 


cy 


$20 


$23 


FKI, import, place and compact 


Dispose of non- hazardous soil at Class II facility 


ton 


$35 


$41 


Presidio Trust (Trust) 


Import and place 1 foot topsoil layer 


cy 


$30 


$35 


FKI 


Restoration Activities 










Replant in Historic Forest Zone 


acre 




$58,000 


Trust 


Hydroseed 


acre 


$1,200 


$1,404 


FKI 


Abandon Existing GroundwaterMonitering Wells 










Abandon 2-inch PVC monitoring vifells 


ea 


$1,500 


$1,755 


FKI 


Dispose of well abandonment residuals 


ea 




$500 


BBL Subcontractor 


Capping 










General Site Preparation 










Erect and maintain perimeter temporary fencing 


ft 


$10.00 


$12 


FKI 


Decontamination area for personnel and equipment 


Is 




$1,500 


BBL 


Construct Cap 










Mobilize contractor equipment and supplies to site 


Is 


$5,000 


$5,850 


FKI 


Furnish and install geosynthentic liner 


sf 


$0.65 


$1 


FKI, $1500 minimum (BBL) 


Import and Place Clean Topsoil (12 inches) 


cy 


$30 


$35 


FKI 


Installation of one groundvifater monitoring vifell 










Mobilize contractor equipment and supplies to site 


day 




$300 


BBL subcontractor 


Drill and install groundwater monitoring well 


ft 




$38 


BBL subcontractor 


Engineer to install the groundwater well 


day 


$1,000 


$1,170 


FKI 


Implement Land Use Controls 










Allocated share to prepare Presidio LUC Master Reference Report 


Is 




$5,000 


Trust 


Prepare Site- Specific Addendum to LUCMRR 


Is 




$10,000 


Trust 


Add Site-Specific Land Use Controls to Trust GIS System 


Is 




$500 


Trust 


Design and Construction Management Services 










Engineering 










Engineering/Project ManagementyOf free Support 


day 




$500.00 


BBL, assumes engineer 1/2 day in office 


Construction Observation and Coordination 


day 




$1,000.00 


BBL 


Prepare Well Abandonment Letter Report 


Is 




$5,000.00 


BBL 


Perform general planning activities 


Is 


$20,000 


$23,400 


FKI 


Prepare Remedial Design (plans and specifications) 


Is 


$75,000 


$87,750 


FKI 


Prepare Remedial Design (plans and specifications) 


sheet 


$7,500 


$8,775 


FKI 


B id, award, and negotiate construction contract 


Is 


$25,000 


$29,250 


FKI 


General Administrative Costs 


Is 




$5,000 


BBL 


Construction Observation 










Provide resident engineer 


wk 


$5,000 


$5,850 


FKI assumes $100/hour, 10 hr/day, 5 days/wk 


Provide office support 


wk 


$2,000 


$2,340 


FKI, assumes $100/hour, 4 hr/day, 5 days/wk 


Provide vehicles and equipment (including PPE) 


wk 


$1,300 


$1,521 


FKI, assumes vehicle, field supplies, photographs, 
OVM, Health and Safety Equipment 


Perform air monitoring 


wk 


$1,000 


$1,170 


FKI 
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Table F-6 

Derivation of Unit Rates 

Building 1349 Study Area 

Presidio of San Francisco, California 



Ta^Desciipticn 


IMt 


lMtCost2000 
ddlars 


IMt Cost 
;j«l(RdcJ]are 


ScmxE 


Confirmation Soil Sampling 










Collect soil confirmation samples, surface 


ea 


$26 


$30 


EKI 


Total Petroleum Hydrocarbons as Gasoline, as Diesel Fuel, and as 


ea 




$140 


C&T 


MotorOil (EPA 8015M +EPA 3630A, silica gel cleanup) 










Organochlorine Pesticides (EPA 8081) 


ea 




$165 


C&T 


Metals (EPA 6000/7000 series) 


ea 




$225 


C&T 


Polycyclic aromatic hydriDcarbons (EPA Method 8270) 


ea 




$250 


C&T 


PrBpare Remediation Completion report 


Is 




$27,000 


BEL 


Engineering Project Management 










9% of Design and Excavation 


Is 


9% 




EKI 


ANNUAL CXDSIS 










Conduct G roundwater M onitoring 










Sample wells 


ea 


$225 


$263 


EKI 


Dispose of groundwater sampling residuals 


Is 




$500 


BBL Subcontractor 


Analyze groundwater samples from wells 










General Water Quality Parameters 


ea 


$175 


$205 


C&T 


Metals (EPA Method 6010/7000 Series) 


ea 




$225 


C&T 


Volatile Organic Compounds (EPA Method 8260B) 


ea 




$250 


C&T 


Polycyclic Aromatic Hydrocarbons (EPA Method 8270) 


ea 




$250 


C&T 


Organochlorine Pesticides (EPA Method 8081) 


ea 




$165 


C&T 


Total Petroleum Hydrocarbons as Gasoline, as Diesel Fuel, and as 


ea 




$140 


C&T 


MotorOil (EPA 8015M+ EPA 3630A, silica gel cleanup) 










Perform independent data validation 


ea 


$35 


$41 


EKI 


Input analytical results into Presidio database 


ea 


$15 


$18 


EKI 


Prepare Semi-Annual Monitoring Reports 


ea 


$5,000 


$5,850 


EKI (assume letter-report) 


Land-Use Controls (30 years) 










Annual Administrative Cost of Land-Use Controls (Area B) 


Is 




$1,000 


Trast 


Five-Y ear Review (annualized $4,000 over 30 years) 


Is 




$4,000 


Trast 


Capping 










Perform topographic survey to monitor settling every 5 years 


Is 




$161.00 


BBL, assumes $800/day, annual cost at $161 


Conduct 5 year review of remedy performance 


Is 


$5,000.00 


$5,850.00 


EKI, assumes $25,000 to prepare report, annual cost of 
$5,000 


Repair damage to cover 


Is 


$3,600.00 


$4,212.00 





Notes: 

Costs werB originally developed in July 2000 primarily from estimates and quotations provided by 

contractors and vendors and EKI's project team's experience on similar projects in the Bay Area. 

These costs were provided in the 2003 Feasibility Study (FS) tor the Main Installation Sites. 

Unit rates from the FS arB show in 2000 dollars and have been updated to currBnt dollars using cost index 

factors calculated in the Engineer News Record (ENR). The ENR update factor (117% tor July 2000 to February 2005) 

was applied to the unit rates in order to use them with other 2005 unit rates to preparB cost estimates. 

Additional Costs provided in 2005 dollars by BBL and BBL subcontractors. 
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Table F-7 

All Soil Remedial Units 

Estimated Costs Associated with Implementation of Preferred Alternatives 

Building 1349 Study Area 

Presidio of San Francisco, California 



Tasli Description 


Estimated Costs | 


Unit 


QuantiU 


Unit Cost] 


Subtotal 1 


Total 


Capital Costs 












Shallow Soil RU, Deep Soil RU, Telecommunications RU-ExcavaUon and Otfsite Disposal 










General Site Preparation 












Mohiilize Contractor Equipment and Supplies to Site 


Is 


1 


$23,400 


$23,400 




Erect and Maintain Perimeter Temporary Pence 


ft 


1000 


$12.00 


$12,000 




Decontamination area for personel and equipment 


Is 


1 


$1,500_ 


$1,500 


$36,900 


Abandon Well 1349MW103 and 1349MW100 












Abandon 2-incli PVC Monitoring Wells 


ea 


2 


$1,755 


$3,510 




Disposeof Well Abandonment Residuals 


ea 


2 


$500 


$1,000 


$4,510 


Install Replacement Well 1349MW1C3R and 1349MW100R 












Mobilize contractor equipment and supphes to site 


Is 


1 


$300 


$300 




Drill and install groundwater monitoring well 


ft 


90 


$38 


$3,420 




Engineer to install tlie groundwater well 


day 


2 


$1,170 


$2,340 


$6,060 


Excavate Waste and Soil 












Reroute Telecommunications Condiut 


Is 


1 


$60,000 


$60,000 




Excavate Soil, No Segregation 


cy 


1500 


$4.10 


$6,150 




Collect Soil Profile Samples for Disposal (every 500 cy) 


ea 


5 


$30 


$152 




Disposal Characterization 












PAHs by USEPA Metliod 8081/8082 


ea 


5 


$250 


$1,250 




and Gasoline (USEPA 8015M + USEPA 3630A, silica gel 


ea 


5 


$140 


$700 




OCRs (USEPA 8081) 


ea 


5 


$165 


$825 




Melals (USEPA 6000/7000) 


ea 


5 


$225 


$1,125 




Backfill Exavation 


cy 


1950 


$23 


$44,850 




Dispose of Nonhazardous Soil at Class 11 Facihiy 


ton 


3120 


$35 _ 


$109,200 


$224,252 


Restoration Activities 












Replant in Historic Forest Zone 


acre 


0.13 


$58,000 _ 


$7,540 


$7,540 


Design and C onstrucUon Management Services 












Engineering 












Perform General Planning Activities 


Is 


1 


$23,400 


$23,400 




Prepare W' ell Abandonment Letter Report 


Is 


1 


$5,000 


$5,000 




Prepare Remedial Design (plans and specifications) 


Is 


1 


$75,000 


$75,000 




Bid, Award, and Negotiate Construction Contract 


Is 


1 


$29,250 _ 


$29,250 


$132,650 


Construction Observation 












Provide Resident Engineer 


wk 


5 


$5,850 


$29,250 




Provide Office Support 


wk 


5 


$2,340 


$11,700 




Provide Vehicles and Equipment 


wk 


5 


$1,521 


$7,605 




Perform Air MonitDring 


wk 


5 


$1,170 


$5,850 




Collect Soil Confirmation Samples 


ea 


76 


$30 


$2,280 




PAHs by USEPA Method 8081/8082 


ea 


76 


$250 


$19,000 




and Gasoline (USEPA 8015M + USEPA 3630A, silica gel 


ea 


76 


$140 


$10,640 




OCRs (USEPA 8081) 


ea 


76 


$165 


$12,540 




Melals (USEPA 6000/7000) 


ea 


76 


$225 


$17,100 




Perform Independent Data Vahdation 


ea 


76 


$41 


$3,116 




Input Analytical Results into Presidio Database 


ea 


76 


$18 


$1,368 




Prepare Remediation Completion Report 


Is 


1 


$27,000 


$27,000 


$147,449 


Engineering Project Management 












9% of Design and Excavation Management Sen'ices 


Is 


9% 






$25,209 


Subtntnl Estimated Costs (w/contractor overhead and profit): 










$585,000 


Legal and Admmstrative Costs (assumed to he 5 percent ofsuhtotxil estimated costs w/contractor overhead 


and profit): 




$29,000 


Subtotal Estimated Costs (w/legal and administrative costs): 










$614,000 


Contingencies (assumed to he 20 percent of subtotal estimated costs w/legal and administrative costs): 






$123,000 


Total Preliminary Estimated Capital Costs of Remedial Alternatives: 










$737,000 



Notes: 

1. Totals may not sum exactly because of rounding. 

2. Derivation of unit rates is presented in Table F-6. 

3. Assumptions for excavation and offsite disposal in each RU are detailed on Tables F-2b, F-3a, and F-4b 
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Figure G-1 - Piper Plots of Cation/A nion Concentrations 
Building 1349 Study Area Wells - March 2004 Data 
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Figure G-2 - Piper Plots of Cation/Anion Concentrations 
Building 1349 Study Area Wells - March 2004 Data 
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Appendix H 

Groundwater Elevation Maps from 

Semiannual Groundwater Monitoring 

Report, Third and Fourth Quarters 2004 

(Tread well & Rollo, 2005) 



BLASLAND, BOUCK&LEE, INC. 



s'^B'os engineers, scientists, economists 

Appendix H Fly.cbc 




LEGEND 

® 1 349MW1 03 Groundwater Monitoring Well 
278.58 August 2004 Groundwater Elevation 

® LF5GW1 01 Adjacent Study Area Well 

226.94 August 2004 Groundwater Elevation 

(3 BB3PZ1 OOA Adjacent Study Area Piezometer 
Abandoned Between Q2/Q3 

Approximate Direction of 
Groundwater Flow 



Groundwater Elevation Contour 
(Contour Interval : 10 ft) 

Former Fill Site 5 
Excavation Boundary 

Inferred Fault 

Groundwater Basin Boundary 

Topographic Contour 
(Contour Interval : 5 ft) 

Generalized Disturbed Area Assumed to Have 
Chemicals of Concern in Soil (Excavation Area) 

Generalized Disturbed Area Suspected to Have 
No Chemicals of Concern in Soil 



1 

1344 



Building and Number 



Notes: 

Groundwater elevation data collected 9 August 2004. 

Location of inferred fault from Revised Feasibility Study Main 
Installation Sites (EKI, 2003). 

Horizontal Datum: NAD 27, CA State Plane Coordinates, Zone 3, feet 
Vertical Datums: (groundwater) Presidio Lower Low Water (ft. PLLW) 
(topography) North American Vertical Datum, NAVD88 
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LEGEND 

® 1349MW103 
277.14 

® LF5GW101 

227.26 

© BB3PZ101 

142.52 

g) BB3PZ100A 



1344 



Groundwater Monitoring Well 
December 2004 Groundwater Elevation 

Adjacent Study Area Well 

December 2004 Groundwater Elevation 

Adjacent Study Area Piezometer 
December 2004 Groundwater Elevation 

Adjacent Study Area Piezometer 
Abandoned Between Q2/Q3 

Approximate Direction of 
Groundwater Flow 

Groundwater Elevation Contour 
(Contour Interval : 10 ft) 

Former Fill Site 5 and Baker Beach 
Disturbed Area 3 Excavation Boundaries 

Inferred Fault 

Groundwater Basin Boundary 

Topographic Contour 
(Contour Interval : 5 ft) 

Building and Number 



Notes: 

Groundwater elevation data collected 13 December 2004. 

Lxication of inferred fault from Revised Feasibility Study Main 
fristallation Sites (EKI, 2003). 

Horizontal Datum: NAD 27, CA State Plane Coordinates, Zone 3, feet 
Vertical Datums: (groundwater) Presidio Lower Low Water (ft. PLLW) 
(topography) North American Vertical Datum, NAVD88 
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